
SASH SENSORS
Phoenix Controls Sash Sensors detect a fume hood’s sash 
position. Sensors can be configured to operate with the sash 
configurations found on most VAV fume hoods. The sash sensors 
are used together with a Phoenix Controls fume hood monitor 
and airflow control valve to maintain a constant average face 
velocity at the sash opening (see drawing at right).

FEATURES

Phoenix Controls offers the following types of sash sensors:

• Vertical sash sensor (VSS) — A precision potentiometer 
coupled with a stainless steel, nylon-jacketed cable that 
attaches to the vertically rising fume hood sash or 
counterweight cable. As the sash moves, the reel/
potentiometer rotates and changes resistance. A variable sash 
position voltage is received by the fume hood monitor. 
Multiple sashes are located side-by-side and can be of unequal 
width.

• Horizontal sash sensor (HSS) — Either sensor and magnet 
bar sets attached directly to overlapping panes or magnet bars 
and blocking strips attached directly to the overlapping panes 
with a fixed sensor bar mounted across the entire horizontal 
sash opening. As the sashes are moved, the magnet bar covers 
part of the sensor bar, closing the magnetic switches it 
overlaps. The sensor bar changes resistance and a  variable 
sash position voltage is received by the fume hood monitor. 
Multiple horizontal frames can be arranged side-by-side, 
above or below each other, and unequal in area.

• Combination sash sensors (CSS) — Measures vertically moving sashes that contain horizontally moving panes within 
each sash. Both reel and bar sensors are used in conjunction with a digital horizontal-to-vertical (DH/V) card that 
combines all inputs. The DH/V card sends one signal representing overall sash position to the fume hood monitor. 
Multiple sashes are located side-by-side and must have identical dimensions.

• Double-hung sash sensors (DSS) — Reel and bar sensors with a DH/V card measure vertical/combination sashes in 
multiples of two arranged one on top of the other like a double-hung window. Multiple double-hung sashes must have 
identical components and dimensions.

• Triple-hung sash sensors (TSS) — Similar to DSS but in multiples of three, one on top, in the middle and on the 
bottom. Multiple triple-hung sashes must have identical components & dimensions.

• Special sash sensors (SSS) -— For sash configurations that can’t be handled by other sash sensor products. Consult with 
Phoenix Controls when considering a customized, special sash sensor. 

To valve or drive

H/V (horizontal/vertical) interface card
and box for combination sashes

Reel sash sensor

Bar sash sensor

Types of Sash Sensors.
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SPECIFICATIONS

VSS
• Direct reel sash sensing technology
• Stainless steel, nylon-jacketed cable cou-

pled to a ten-turn precision potentiometer. 
Available in two types:
- Standard throw: maximum retraction of 41 

in. (1041 mm).
- Long throw: maximum retraction of 100 in. 

(2540 mm).
• 0-10,000 ohm output proportionate to sash 

position
• Two to eight 10K ohm reels are provided 

with a DH/V for multiple side-by-side con-
figurations.

• Tested for 475,000 life cycles
• 22 AWG two-wire, PVC-jacketed signal 

cable factory wired 
(12 ft., 3.6 meters)

• Surface or bracket mount (bracket not 
included) on top of hood

• Dimensions:
- Standard throw: 2.10" H x 2.50" L x 2.00" 

W (52 x 64 x 51 mm)
- Long throw:4.75" H x 4.70" L x 3.10" W 

(121 x 119 x 79 mm)  
• 0-50 °C (32-122 °F) ambient
• Color: Light gray

HSS
• A sensor/magnet bar or sensor/magnet/

blocking strip combination measures over-
lap between sashes.

• Magnets available in three types:
- Standard: aluminum housing; 1" (25 mm) 

high by 0.30" (8 mm) thick with tape
- Thin: PVC jacket; 1" (25 mm) high by 

0.17" (4 mm) thick with tape
- Powerful: aluminum housing; 1" (25 mm) 

high by 0.30" (8 mm) thick with tape
• Standard and thin magnet bars must be 

mounted within 0.75 in. (19 mm) of the sen-
sor bar

• Powerful magnet bars must be mounted 
within 1.25 in. (32 mm) of the sensor bar

• Bar lengths made to order
• Sensor bar length limits:

- When wired into fume hood monitors:  75" 
(1905 mm) cumulative

- When wired into DH/V:
Moveable sensors: 75" (1905 mm) each
Fixed sensors: 150" (3810 mm) each 

• 22 AWG two-wire, FEP-jacketed rigid ple-
num-rated cable factory wired (15 ft., 4.5 
meters)

• Color: Light gray

CSS/DSS/TSS
• Utilize reel and bar sensors
• Interface card and box mounted on top of 

hood
• Requires a three-conductor cable from 

interface card to monitor

SSS
Requires factory consultation.

DH/V
• Material: compatible with PPC flame retar-

dant black box part number 520-000-011LF
• Enclosure:

- Dimensions: 1.9" H  x 6" W x 3.2" D  (48 x 
12 x 81 mm)

- Weight with PCB:  > 6 oz. (170 grams)
- Color: black
One DH/V interface board is mounted in 
this enclosure.

• Power requirements with
24 VAC input = ± 15%; 50/60 Hz; 6 VA, or
± 15 VDC input = ± 15%; 200 mA

• 8 Inputs
- Voltage: 0.0 - 10.5 Vdc;  ±1% FS; jumper 

position = OUT, or
- Resistance: 0 - 10K ohms;  ±1% FS; 

jumper position = IN (default)
• 2 Outputs

- OUT: 0.0 - 10.0 Vdc; 1% FS (Total Sash 
Signal)

- EMERG: Unused
• Operating Range

- Ambient Temperature: 0 to 50 C (32 to 
122 F)

- Storage Temperature: -20 to 70 C (-4 to 
158 F)

Regulatory Compliance 

• RoHS
• FCC 

This device complies with part 15 of the 
FCC Rules. Operation is subject to the fol-
lowing two conditions: 
1.  This device may not cause harmful inter-

ference. 
2.  This device must accept any 

interference received, including 
interference that may cause undesired 
operation.

• EU Contact Address:
Honeywell GmbH
Boeblinger Str. 17
71101 Schoenaich
Germany

!
See wiring 

If the digital H/V assembly is used in a 
manner not specified by the manufacturer, 
the protection provided by the equipment 
may be impaired. 
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ORDERING GUIDE

 CSS - - 

SASH FAMILY
DHV = Digital H/V assembly  CSS  = Combination sashes 
VSS =  Vertical only sashes  DSS* = Double-hung sashes  
HSS = Horizontal only sashes  TSS* = Triple-hung sashes
* = no WebPro single catalog number; use Sash Pro for list of catalog numbers 
 
PRODUCT SERIES
4 = When present, moveable sensor bars, digital H/V 
      NOTE: HSS Reverse Acting signal without INT
5 = When present: fixed sensor bars, digital H/V 
      NOTE: HSS Direct Acting signal 

4

TOTAL NO. OF VERTICALLY-MOVING SASHES
00 to 08 = Allowable maximums: 
     VSS4 = 08 CSS4 = 04, DSS4 = 08, TSS4 = 06
                 CSS5 = 04, DSS5 = 04, TSS5 = 03 

02

TOTAL NO. OF HORIZONTALLY-MOVING PANES
00 and 02 to 32 = Excludes 01. Allowable maximums: 
                             HSS4 = 16, CSS4 = 14, DSS4 = 13, TSS4 = 11
     HSS5 = 16, CSS5 = 32, DSS5 = 32, TSS5 = 24      
      

08 - 

THROW OF VERTICAL SASHES
N = No vertical sashes
A = All reels have a standard throw
B = All reels have a long throw
C = Top reel has standard throw, for DSS and TSS only – remaining lower-hung reels have 
       long throw 

A

NO. OF TRACKS IN ALL HORIZONTAL FRAMES
0 = Not applicable
2 = Two tracks in all horizontal frames
3 = Three tracks in all horizontal frames

2  A

LOCATION OF COMBINATION SASHES
N =  No combination sashes
A = All; DSS5 and TSS5 must have Sensor Bar Type = R
B = Bottom only; DSS5 and TSS5 must have Sensor Bar Type = R
T = Top only
M = Middle only; TSS5 must have Sensor Bar Type = R 
X = Top and middle only; TSS5 must have Sensor Bar Type = R
Y = Middle and bottom only; TSS5 must have Sensor Bar Type = R   
Z = Top and bottom only; TSS5 must have Sensor Bar Type = R

- 

MAGNET BAR LENGTH
06 to 75 inches, or ZZ = From 06 to 75 whole inches only, rounded down; or ZZ when length not yet known

ZZ

MAGNET BAR TYPE
M = Standard magnet bar; not applicable for fixed sensor bars (Series = 5) with 3 tracks (Tracks = 3)
P = Powerful magnet bar; mandatory for fixed sensor bars (Series = 5) with 3 tracks (Tracks = 3)
T = Thin magnet bar; not applicable for fixed sensor bars (Series = 5) with 3 tracks (Tracks = 3)

SENSOR BAR LENGTH
006 to 150 inches, or YYY = From 006 to 150 whole inches only, rounded down; or YYY when length not yet known
           – Lengths over 75 inches will be provided as two sensor bars 
                       – HSS 4 and 5 over 75 inches require option INT

SENSOR BAR TYPE
S = Standard sensor bar
R = Sensor bar with integral take-up reel (for fixed sensor products only)
       – Optional for all CSS5 and DSS5/TSS5 with Location of Combo Sashes = T
       – Mandatory for DSS5/TSS5 with Location of Combo Sashes = A, B, M, X, Y, Z 

M - YYY S - 

BLOCKING STRIP LENGTH
06 to 75 inches, or XX =  From 06 to 75 whole inches only, rounded down; or XX when length not yet known

BLOCKING STRIP TYPE
B = 2-inch wide blocking strip

BRACKET HEIGHT AND TYPE
WW = Either Height or Type not yet known   
NO = No bracket provided by factory 
SF = 2.5" total height FLAT bracket   SZ = 2.5" total height Z bracket
MF = 4.5" total height FLAT bracket   MZ = 4.5" total height Z bracket
LF = 6.5" total height FLAT bracket   LZ = 6.5" total height Z bracket

OPTIONS
INT = Add an interface assembly 
 – Mandatory for HSS4 and 5 with total sensor length > 75 inches 
 – Optional for HSS4 to create Direct Acting signal 
NHV = No H/V assembly; remove the DHV from a CSS or HSS5 (not in Sash Pro, contact your AE about using this option)
NVS = No Vertical Sensor; remove the reel sensor from a CSS, DSS, or TSS (when VSS is already in the field)
3WP = Three-wire Vpot on reel sensor potentiometer; for single vertical sash only

XX B WZ- NVS

FOR FIXED SENSOR PRODUCTS ONLY

FOR MOVEABLE AND FIXED SENSOR PRODUCTS
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APPLICATIONS

Phoenix Controls sash sensors are used with fume hood monitors  and airflow 
control devices to accomplish:

• Constant face velocity control—The goal is to maintain a constant face 
velocity (FV) as the sash opening varies. A change in the sash area causes 
a linear change in exhaust volume (FV x Area = Flow command).
Example:
100 ft³/min x 2 ft² = 200 CFM (0.5 m/s x 0.5 m² = 900 m³/hr)
100 ft³/min x 6 ft² = 600 CFM (0.5 m/s x 1.0 m² = 1800 m³/hr)

• Alarm indication—A fume hood monitor, in conjunction with a sash 
sensor, generates the following alarms:

• VAV fume hood monitors—Alarm indication when the feedback signal 
differs from the command signal.

•  Constant volume/two-position fume hood monitors—Optional sash 
opening alarm indication when sash position voltage exceeds the sash 
opening set point voltage.

Field Verification of Sash Sensor Components — Due to the unique construction characteristics of fume hoods, clearances should be 
reviewed in the field with the demonstration components provided in a Phoenix Controls DMO-KIT-SBAR. This ensures that sensor, 
magnet, and fixed bracket types are selected that work with the hood’s clearances.

Sash sensor signal flow diagram.

FV 
setpoint

Hood exhaust 
flow

Sash Sensor
(position)

Area

Fume Hood Monitor

Flow command

FV x Area = Flow command

Alarm
circuit

Alarm status 
from valve or drive
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INSTALLATION

This section addresses installation of the components that make up all Phoenix Controls sash sensors. Refer to the table below to 
determine which component installation sections apply to the sash sensor you are working with.

General

During the design stage of challenging installations it is recommended that you install components temporarily though securely with 
much shorter lengths of double sided tape for easy removal. 

Since fume hood construction varies greatly there may be times when the instructions below need to be altered to work with a specific 
hood. Should that situation arise, contact Phoenix Controls Product Support at 800-474-9832.

IMPORTANT: Both sides of the magnet bar are magnetic; orient the magnet so that the stronger side is facing the sensor bar. 
Once installed, these magnet bars are very difficult to remove. If the magnet bars must be removed, contact Phoenix Controls 
Product Support before taking any action.

Locating and Installing Vertical Reel Sensors

Materials

• Phoenix Controls reel sensor
• Two mounting screws*
• Optional:

• Cable clamp
• Mounting bracket*
• Tie wraps and 11/8" cable tie mounts*

*Not provided by Phoenix Controls

Procedure

1. Always mount the sensor on top of the fume hood with two mounting screws. 
• Use optional mounting bracket if desired. 
• Avoid mounting on the front or inside of hood.

2. Attach the retracting cable to the sash frame or the counterweight cable (see following Detail drawings A-C). 
• The cable must not rub or chafe against any surface.
• Like the FHMx30 series, the DH/V accepts a direct or reverse acting vertical sash sensor input.
• If attaching to the counterweight cable insure there is adequate distance between pulleys to account for full verti-

cal sash travel. The vertical sensor cable/wire rope clamp must not travel around a pulley. 

Sash 
Configuration 

General Locating 
and 

Installing 
Reel  

Sensors 

Locating 
MOVEABLE 
Horizontal 

Components 

Notes for 
MOVEABLE

Sensor  
Bars 

Installing 
MOVEABLE 

Sensor  
Bars 

Locating 
FIXED 

Horizontal 
Components 

Notes for
FIXED 

Brackets 
and  

Sensor 
Bars 

Installing
FIXED 

Brackets 
and  

Sensor 
Bars 

Installing 
Magnet 

Bars 

Installing 
Blocking

Strips 

Locating  
and  

Installing 
DHVs 

VSS4-0100 X X                   

VSS4-0200 to 
-0800 

X X                 X 

HSS4 X   X X X       X     

HSS4 with  
INT option 

X   X X X       X   X 

HSS5 X         X X X X X   

HSS5 with  
INT option 

X         X X X X X X 

CSS4 X X X X X       X   X 

CSS5 X X       X X X X X X 

DSS4-0200 to 
-0800 

X X                 X 

DSS4-02xx to -
08xx 

X X X X X       X   X 

DSS5-02xx to -
04xx 

X X       X X X X X X 

TSS4-0300 to -
0600 

X X                 X 

TSS4-03xx X X X X X       X   X 

TSS5-03xx X X       X X X X X X 
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Reel Sensor Installation (CSSx-0104-A2A shown)

Locating Moveable Horizontal Components
2-Track Horizontal Frames (xSS4-xx04-x2x)  

• Sensor bars (S) mount to the panes on the inside track and face the hood's interior.  The advantage is the wire is less 
visible.  If there is no provision for the wire to exit the interior, or it could be damaged during sash movement, the install 
may be inverted placing the sensors on the exterior of the outside track and the magnets on the inside track.

• Magnet bars, if space allows it (M1) is the preferred location closer to the sensor for optimum functionality.  If space does 
not allow for it (M2) is the alternate location providing the distance to the sensor meets the specification of the magnet.

Detail B

Eight-conductor
control wiring to
remote hood’s
exhaust valve

Optional
mount

Detail C

Detail A

Fume hood
monitor

Vertical sash sensor

Two-conductor
wiring from sash
sensor to monitor

Counterweight cable

To sash sensor

To sash sensor

To sash sensor

Counterweight cableCounterweight cable

Cable Clamp

Secure with tie (if required)

Fume hood cable
adjustment device

Detail A

Detail C

Detail B
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3-Track Horizontal Frames (xSS4-xx04-x3x) 

• Sensor bars (S) mount to the panes on the inside track and face the hood's interior.
• Magnet bars (M) mount to both sides of the panes in the middle track.
• Sensor bars also mount to the panes on the outside track and face the hood's exterior.
• Sash catches (not provided by Phoenix Controls) are required on the outer-most pane on the inside and outside tracks.

Notes for Moveable Sensor Bars

1. Standard S-type sensor bars are applicable to HSS4, CSS4, and DSS4/TSS5 with combo sashes in the top vertical only.
• DSS / TSS hoods with combo sashes in bottom, middle or multiple verticals require FIXED sensor bars.

2. Moveable sensor bars up to 75 inches (190 cm) in length are available.

Installing Moveable Sensor Bars

Materials

• Phoenix Controls standard S-type sensor bars
• Double-sided tape
• Sash catches for 3-track configurations*
• Optional:

• Tie wraps and 11/8" cable tie mounts* 
* Not provided by Phoenix Controls

Procedure

1. Verify that each S-type sensor bar has a proper flat-glass fit to its pane.
2. Position the sensor bar wire-side-up on the pane near the top, leaving enough clearance to allow the panes to be 

removed and insure the wire as it exits the sensor is not forced against anything sharp on the frame. 
3. Securely mount the bar on clean glass with double-sided tape. Use extreme caution; removing the bar is very 

difficult.
4. Snake the signal cable to the hood top.
5. The cable must be held in place with tie wraps at a pivot point that allows total sash movement. 

• The ideal point is behind the bypass cover approximately one-half the distance of vertical and horizontal move-
ment.  Keep the number of pivot points to a minimum by installing sensors with cabled ends abutting so they can 
share a pivot point.

• Avoid cable droop or the potential of it catching on moving or stationary parts.
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Moveable Horizontal Sash Sensor Installation (HSS4-0004-N2N shown) 

Locating Fixed Horizontal Components

2-Track Horizontal Frames (xSS5-xx04-x2x) 

• Sensor bars (S) mount via the sensor brackets to the inside of the horizontal frame in horizontal only configurations or 
to the inside of the vertical frame in combination configurations. Sensor bars face the exterior of the hood.

• Blocking strips (B) mount to the panes in the track closest to the fixed sensor bar.  Preferred location is the exterior side 
of the sash so double sided tape is not visible.

• Magnet bars, if space allows it (M1) is the preferred location closer to the sensor for optimum functionality.  If space 
does not allow for it (M2) is the alternate location providing the distance to the sensor meets the specification of the 
magnet.

Sash sensor bar

Sash magnet bar

Two-conductor control
wiring from horizontal
sash sensors to monitor

Pivot point for
sensor cables

To Phoenix Controls
valve or drive
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3-Track Horizontal Frames (xSS5-xx04-x3x)   

• Sensor bars (S) mount via the sensor brackets to the inside of the horizontal frame in horizontal only configurations or to 
the inside of the vertical frame in combination configurations. Sensor bars face the exterior of the hood.

• Blocking strips (B) mount to the panes in the track closest to the fixed sensor bar.  Preferred location is the exterior side 
of the sash so double sided tape is not visible.

• Powerful magnet bars (P) mount to the panes in the middle track and face towards the sensor bar. 
• Blocking strips (B) also mount to the panes in the middle track opposite the magnet bar, facing the exterior of the hood.
• POWERFUL magnet bars (P) also mount to the panes on the outside track and face the exterior of the hood.

Notes for Fixed Brackets and Sensor Bars

1. Standard S-type sensor bars are applicable to HSS5, CSS5, and DSS5/TSS5 with combo sashes in the top vertical 
only.

1. R-type Take-up Reel sensor bars are:
• MANDATORY for DSS5/TSS5 with combo sashes in bottom, top or multiple verticals.
• Optional for all other horizontal pane configurations.

2. Fixed sensor bars up to 75 inches (190 cm) in length are provided as a single bar.
3. Fixed sensor bars from 76 to 150 inches (193 to 381 cm) in length are provided as two bars that must be installed 

with ends abutting with no gap for seamless sensing. May be installed with wires exiting sensor at the outside ends 
or the middle as needed to insure wiring is not vulnerable to damage from moving or stationary objects in the area.

4. Fixed brackets are provided as single or multiple pieces depending on the length of their associated sensor bar.
5. Fixed brackets will always be 1 to 6" (3 to 15 cm) shorter than the total fixed sensor bar length.
6. Fixed brackets can be ordered in one of two types: flat or Z-style

Installing Fixed Brackets and Sensor Bars

Materials

• Phoenix Controls fixed sensor bracket(s) 
• Phoenix Controls standard S-type sensor bar(s) or
• Phoenix Controls R-type take-up reel sensor bar(s) comprised of:

• Sensor bar assembly with integral take-up reel soldered to it
• Telco jack box and cover for connection to output cable from take-up reel
• See following Components Associated with R-type Take-up Reel Sensor Bars section 

• Double-sided tape
• Optional:

• Take-up reel mounting bracket*
• Tie wraps and 11/8" cable tie mounts* 
* Not provided by Phoenix Controls
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Components Associated with R-type Take-up Reel Sensor Bars 
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Visual Overview of Fixed Sensor Installations  

 

Procedure

1. Determine the general layout of the bracket(s) and fixed sensor bar(s), knowing that:
• The fixed bracket will be mounted inside the hood to the top of the horizontal frame in horizontal only config-

urations or to the top of the vertical frame in combination configurations.
• Z-brackets will be oriented with the 1.5 inch (4 cm) indented portion facing the hood's interior.
• Z-bracket can be reversed depending on offset required and clearance available.

• The sensor bar will be mounted, cable side up, to the bracket on the side facing the hood's opening.
• The sensor bar must be positioned at a height at least 0.5 inches (1.3 cm) below the top of the horizontal panes 

and be completely visible through the sash pane.
©1999 Phoenix Controls.  Specifications subject to change without notice.  Rev. 05/16 MKT-0070 MPC-2238 SASH SENSORS   11 OF 16



2. R-type sensor only: 
— Determine general mounting location of take-up reel on top of the hood such that the sensor cable is positioned at 

the far left or right side of hood.

— Temporarily mount take-up reel with tape.

— Snake the attached sensor bar from the hood top into the hood interior.

3. Mount the sensor bar to the bracket. 
• Flat bracket: on the lower part of the bracket.
• Z-bracket: on the 1.5 inch (4 cm) indented portion of the bracket

4. Mount the bracket to the sash frame in a manner that ensures:
• The assembly is level.
• The sensor bar is at a height at least 0.5 inches (1.3 cm) below the top of the panes, and is completely visible 

through the sash pane.
5. S-type sensor only: Snake the signal cable to the hood top.

— The cable must be routed in a manor that protects it from moving or stationary objects in the area.

— Install a pivot point if slack is not desired, or simply secure the wire above the hood allowing slack providing the 
cable is not vulnerable to damage.

6. R-type sensor only: 
Take-up Reel

• Based on space available on top of hood and clear routing path for sensor cable, permanently mount take-up 
reel either with double-sided tape on a clean surface, or a field installed bracket (provided by others).

• Mount take-up reel so that cable has a free path for movement, without rubbing on any object
Telco Jack

• Mount on clean surface with double sided tape close enough to take-up reel to connect to output connector.
Wiring:

• Take-up Reel Plug — the connector on the free end of the take-up reel into the associated Telco jack.
• Telco Jack — the Telco jack connection box is to be wired as shown below. 

Installing Magnet Bars

Materials

• Phoenix Controls magnet bars
• Double-sided tape

Procedure

1. Validate that the maximum distance between the sensor and magnet bars is acceptable for the magnet type.
• M and T-type (standard and thin) magnets: 0.75 inches (1.9 cm)
• P-type (powerful) magnets: 1.25 inches (3.2 cm)

 

YellowRed

Black
Green

BlackRed

Inter face Box PRT-401-100-067

22 Awg, 2 Conductor
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2. Both sides of the magnet bar are magnetic; orient the magnet so that the stronger side is facing the sensor bar.
• The stronger side is indicated by a sticker.

3. Position the magnet bar on the pane near the top.
• M (standard) magnets must be at the same height as the associated sensor bar.
• P (powerful) and T (thin) magnets must be 0.25 to 0.375 inch (0.6 to 1.0 cm) lower than the associated sen-

sor bar.
4. Securely mount the magnet on clean glass with double-sided tape.

Summary      

Installing Blocking Strips

Materials

• Phoenix Controls blocking strips
• Double-sided tape

Procedure

1. Position the blocking strip on the pane near the top.  Preferred location is the exterior side of the sash so double 
sided tape is not visible.

• Leave enough clearance to allow the sash pane to be removed. 
• The top of the blocking strip must be at least 0.25 inch (0.6 cm) above the top of the associated sensor bar.

2. Securely mount the strips on clean glass surface with double-sided tape.

Locating and Installing DH/V Assemblies

Materials

• Phoenix Controls digital horizontal/vertical interface assembly box
• Double-sided tape

Procedure

1. Locate the DH/V interface box conveniently for connection to a USB cable for commissioning, configuration, 
and service.

2. Mount it on a clean surface on the top of hood with double-sided tape.  

Magnet Bar 
Type

Housing
Thickness w/Tape

Max Distance from 
Sensor Bar Position Relative 

to Sensor Bar

inches mm inches mm

M - Standard Aluminum 0.30 0.8 0.75 1.9 Same height

T - Thin PVC 0.17 0.4 0.75 1.9
Lower by 0.25 to 
0.375 inch
(0.6 to 1.0 cm)

P - Powerful Aluminum 0.30 0.8 1.25 3.2
Lower by 0.25 to 
0.375 inch
(0.6 to 1.0 cm)
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POINTS AND WIRING 

Digital Horizontal/Vertical (DH/V) Interface Board     

  

Digital Horizontal/Vertical (DH/V) Interface Board Power Requirements  

Terminal Block Points

TB1 Point TB3 Point TB4 Point

1 L1 / +15 Vdc 1 + Input 1 5 + Input 5

2 Unused 1  - 5  -

3 L2 / -15 Vdc 2 + Input 2 6 + Input 6

TB2 Point 2  - 6  -

1 Emergency (unused) 3 + Input 3 7 + Input 7

2 Sash Position Out 3  - 7  -

3 Ground 4 + Input 4 8 + Input 8

4  - 8  -

Power Requirements

Part Number Power Consumption

860-220-031LF 24 VAC 6 VA

 ± 15 VDC * 200 mA

*±15 Vdc requires a WPSXXX power supply. 
 See Power Supply product data sheet (MKT-0068).
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POINTS AND WIRING (CONTINUED)    

MAINTENANCE

Phoenix Controls sash sensors require no ongoing preventive maintenance. Once the field setup has been completed, the 
sensors will provide years of continuous operation. Replacement parts are available.

Replacement Part Name Part Number

DH/V interface board 860-220-031LF

One 41-inch throw 10K ohm reel sensor VSS4-0100-A

One 100-inch throw 10K ohm reel sensor VSS4-0100-B

Sensor bar Contact factory* 

Sensor bar with integral take-up reel Contact factory* 

Standard magnet bar Contact factory* 

Thin magnet bar Contact factory* 

Powerful magnet bar Contact factory* 

*Bar length determines part number.

TB3

Bar Sensor

Reel Sensor

Bar Sensor

Black
RedS1

S2

S3

S4

Black
Red
Black
Red

GND
OUT
EMERG

TO TB2-1
TO TB2-2

DH/V Interface
Card

TB2

1
2

3

1
2

6

VAV Fume
Hood Monitor
(FHM 430/631)

TB2

TB3

Reel Sensor
Black
Red

S1

S2

S3

S4

Black
Red

GND
OUT
EMERG

TO TB2-1
TO TB2-2

DH/V Interface
                   Card

TB2

1
2

3

1
2

6

VAV Fume
Hood Monitor
(FHM 430/631)

TB2

Reel Sensor
CSS4-0104-A2AVSS4-0200-A

Combination Sash SensorVertical Sash Sensor

TB3

Reel SensorBlack
RedS1

S2

S3

S4

Black
Red

GND
OUT
EMERG

TO TB2-1
TO TB2-2

DH/V Interface
Card

TB2

1
2

3

1
2

6

VAV Fume
Hood Monitor
(FHM 430/631)

TB2

CSS5-0102-A2A

Fixed Bar Sensor

TB2
1

2

3

4

5

6

VAV Fume
Hood Monitor 430/631

Bar Sensor

Bar Sensor

Wire nut (provided by installer)

Two-conductor cable
(provided by factory)

HSS4-0004-N2N,  cumulative sensor length <76” 
Horizontal Sash Sensor

TB2
1

2

3

4

5

6

VAV Fume
Hood Monitor 430/631

Reel SensorBlack
Red

VSS4-0100-A or B
Vertical Sash Sensor 

TB2
1

2

3

4

5

6

VAV Fume
Hood Monitor 430/631

HSS5-0004-N2N,  sensor length< 76"
Horizontal Sash Sensor

Bar SensorBlack
Red

Black

Red

Two-conductor cable
(provided by factory)

Two-conductor cable
(provided by factory)

Two-conductor cable
(provided by factory)

Two-conductor cable
(provided by factory)

Combination Sash Sensor
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TROUBLESHOOTING

Problem Possible Causes Solutions

1.  The Fume Hood Monitor is in constant alarm. A. Broken sash sensor wire

B. Fan problem

C. Control problem

See Fume Hood Monitor data sheet 
for complete troubleshooting guide.

To check sash sensor, remove circuit 
connections and connect ohm meter 
to sensor cables:

• VSS series: If >10K ohm, sensor 
must be replaced.

• HSS series: If ohm reading is 
infinite, sensor must be replaced.

2.  The volume remains constant throughout sash 
travel.

A. VSS cable retracted

B. DH/V Interface Board (if present)

Reinstall or replace cable.

Recalibrate or replace board.
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