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Sound Power Level Performance Data
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Sound Level Performance Data for Valves only
(without Neutralizers)

The tables in this section contain the sound level performance data for the valves in operation without Neutralizers.

Supply, exhaust and radiated sound data are included.
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Valves only: 8-inch Supply

Model [s] MAV, PSV, BSV, CVV

Discharge Sound Power Level Performance Data

Size 08
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m%h [inwe | Pa [ 125 ] 250 | 500 [ 1000 | 2000 | 4000 cm | s [ m%h [inwc | Pa | 125 ] 250 [ 500 [ 1000 | 2000 | 4000
50 25 85 0.30 75 36 32 28 23 <20 | <20 50 25 85 2.50 625 41 40 40 42 45 46
100 45 170 | 0.30 75 41 33 29 27 20 <20 100 45 170 | 2.50 | 625 47 46 48 49 50 47
150 70 250 0.30 75 42 34 30 30 24 <20 150 70 250 2.50 625 51 52 52 52 51 48
200 95 340 | 0.30 75 45 38 34 34 28 <20 200 95 340 [ 2.50 | 625 53 55 54 54 52 49
250 120 420 0.30 75 46 43 40 40 33 28 250 120 420 2.50 625 56 57 56 57 54 50
300 140 510 | 0.30 75 47 44 41 41 34 30 300 140 510 [ 2.50 | 625 57 59 57 59 56 51
350 160 590 0.30 75 50 48 45 46 38 34 350 160 590 2.50 625 60 61 59 61 57 52
400 190 680 | 0.30 75 51 50 46 50 40 37 400 190 680 | 2.50 | 625 61 63 60 63 59 53
450 210 760 0.30 75 52 51 48 51 41 38 450 210 760 2.50 625 63 64 63 65 60 55
500 230 850 | 0.30 75 53 52 53 55 46 44 500 230 850 [ 2.50 | 625 65 66 65 67 61 56
600 280 | 1000 | 2.50 | 625 68 69 70 70 64 58
700 330 [ 1200 | 2.50 | 625 71 71 73 73 65 60
50 25 85 0.60 | 150 37 34 36 34 26 <20 50 25 85 3.00 | 750 44 41 41 43 46 48
100 45 170 | 0.60 | 150 43 38 38 36 29 <20 100 45 170 | 3.00 [ 750 48 47 49 50 51 49
150 70 250 | 0.60 | 150 46 41 39 39 34 26 150 70 250 | 3.00 | 750 52 53 53 53 52 50
200 95 340 | 0.60 | 150 48 44 40 42 37 29 200 95 340 [ 3.00 | 750 54 56 55 55 53 51
250 120 420 | 0.60 | 150 50 47 43 45 40 33 250 120 420 | 3.00 | 750 57 58 57 58 55 52
300 140 510 | 0.60 | 150 52 49 46 47 42 37 300 140 510 [ 3.00 | 750 58 60 59 60 57 53
350 160 590 0.60 150 54 52 50 51 44 40 350 160 590 3.00 750 61 62 61 63 59 54
400 190 680 | 0.60 | 150 56 54 52 53 45 42 400 190 680 | 3.00 | 750 62 64 62 64 60 55
450 210 760 0.60 150 58 56 54 55 47 43 450 210 760 3.00 750 64 65 64 66 62 56
500 230 850 | 0.60 | 150 60 58 56 57 49 45 500 230 850 | 3.00 | 750 66 67 66 68 63 58
600 280 1000 | 0.60 150 61 60 59 61 52 48 600 280 1000 | 3.00 750 69 70 71 71 65 60
700 330 [ 1200 | 0.60 | 150 62 61 62 64 55 51 700 330 [ 1200 | 3.00 | 750 72 72 75 74 67 62
50 25 85 1.00 | 250 38 35 37 39 37 26 50 25 85 3.50 | 875 47 42 43 44 47 50
100 45 170 1.00 250 44 43 42 42 39 28 100 45 170 3.50 875 48 49 50 51 52 51
150 70 250 | 1.00 | 250 47 46 43 44 41 32 150 70 250 | 3.50 | 875 52 53 55 54 53 52
200 95 340 1.00 250 50 48 45 47 43 36 200 95 340 3.50 875 56 57 57 57 54 52
250 120 420 | 1.00 | 250 52 51 47 49 45 39 250 120 420 | 3.50 | 875 57 60 59 60 57 55
300 140 510 1.00 250 54 53 49 51 47 4 300 140 510 3.50 875 60 60 61 62 58 55
350 160 590 [ 1.00 | 250 57 55 53 54 49 44 350 160 590 [ 3.50 | 875 62 63 63 64 61 56
400 190 680 | 1.00 | 250 58 57 55 57 50 45 400 190 680 | 3.50 | 875 63 65 64 66 62 57
450 210 760 | 1.00 | 250 60 59 58 59 51 47 450 210 760 [ 3.50 | 875 65 66 65 67 63 58
500 230 850 | 1.00 | 250 62 60 60 61 53 48 [#| 500 230 850 | 3.50 | 875 67 68 68 69 65 60
600 280 [ 1000 | 1.00 | 250 65 64 63 64 55 50 600 280 | 1000 | 3.50 | 875 69 71 72 72 67 62
700 330 [ 1200 | 1.00 | 250 68 66 66 68 59 54 700 330 [ 1200 | 3.50 | 875 72 73 76 75 69 64
50 25 85 1.50 | 375 39 36 38 40 42 35 50 25 85 4.00 | 1000 49 44 44 46 48 52
100 45 170 | 1.50 | 375 45 44 45 46 45 37 100 45 170 | 4.00 | 1000 48 50 51 52 53 53
150 70 250 | 1.50 | 375 49 49 47 47 46 39 150 70 250 | 4.00 | 1000 52 54 56 56 54 53
200 95 340 | 1.50 | 375 51 52 48 50 47 41 200 95 340 [ 4.00 | 1000 57 58 59 58 56 54
250 120 420 | 1.50 | 375 54 54 50 52 48 43 250 120 420 | 4.00 | 1000 58 61 61 61 58 57
300 140 510 1.50 375 55 56 52 55 50 45 300 140 510 4.00 | 1000 61 61 63 63 60 58
350 160 590 | 1.50 | 375 58 58 54 57 52 47 350 160 590 [ 4.00 | 1000 63 64 64 65 62 57
400 190 680 1.50 375 59 59 57 59 54 48 400 190 680 4.00 | 1000 64 66 66 67 63 59
450 210 760 | 1.50 | 375 61 61 60 61 55 50 450 210 760 [ 4.00 | 1000 66 66 66 68 64 59
500 230 850 1.50 375 63 63 63 63 57 51 500 230 850 4.00 | 1000 68 69 69 70 67 62
600 280 [ 1000 | 1.50 | 375 66 65 66 67 58 53 600 280 | 1000 | 4.00 | 1000 70 72 73 73 69 64
700 330 1200 | 1.50 375 69 69 70 70 61 56 700 330 1200 | 4.00 [ 1000 73 74 77 76 71 66
50 25 85 2.00 500 40 39 39 41 44 42
100 45 170 | 2.00 | 500 46 45 47 48 48 43
150 70 250 2.00 500 50 51 50 50 49 44
200 95 340 | 2.00 | 500 52 54 51 52 50 45
250 120 420 2.00 500 55 56 53 54 51 46
300 140 510 | 2.00 | 500 56 58 54 57 53 48
350 160 590 2.00 500 59 60 57 59 55 50
400 190 680 | 2.00 | 500 60 61 59 61 56 51
450 210 760 [ 2.00 | 500 62 63 61 63 58 53 Notes
500 230 850 2.00 500 64 65 64 65 59 54 1. DPS is the difference in static pressure across the valve.
600 280 1000 | 2.00 500 67 67 68 69 61 56 2. Discharge sound is the noise emitted from the valve outlet into
700 330 [ 1200 | 2.00 | 500 70 70 72 72 63 58 the downstream duct.
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Valves only: 10-inch Supply (all valves)

Model [s] MAV, PSV, BSV, CVV
Discharge Sound Power Level Performance Data

Size 10
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m%h [inwe | Pa [ 125 | 250 | 500 | 1000 [ 2000 | 4000 cim | Us [ m%h [inwe ] Pa [ 125 | 250 | 500 | 1000 [ 2000 | 4000
100 45 170 | 0.30 75 37 36 32 28 21 <20 100 45 170 | 2.50 | 625 43 48 45 50 53 51
150 70 250 | 0.30 75 43 37 33 34 30 21 200 95 340 | 2.50 [ 625 52 55 53 56 55 52
200 95 340 | 0.30 75 44 38 34 38 34 26 300 140 510 | 2.50 [ 625 56 59 56 61 59 55
250 120 420 | 0.30 75 45 39 35 40 36 28 400 190 680 [ 2.50 [ 625 60 63 59 64 62 58
300 140 510 [ 0.30 75 46 42 36 41 37 29 500 230 850 | 2.50 [ 625 63 65 61 67 65 61
350 160 590 [ 0.30 75 47 43 37 43 38 30 600 280 [ 1000 [ 2.50 | 625 68 68 63 70 67 63
400 190 680 | 0.30 75 48 44 39 45 41 33 700 330 [ 1200 [ 2.50 | 625 70 69 64 71 69 65
450 210 760 | 0.30 75 49 45 40 46 43 36 800 380 [ 1350 [ 2.50 | 625 71 70 65 73 70 66
500 230 850 | 0.30 75 50 46 42 47 45 41 900 420 | 1500 | 2.50 | 625 74 72 67 74 71 67
1000 | 470 [ 1700 [ 2.50 | 625 77 75 71 75 72 68

100 45 170 | 0.60 150 38 43 41 39 31 23 100 45 170 [ 3.00 | 750 44 49 46 51 54 53
200 95 340 | 0.60 150 45 46 42 44 40 34 200 95 340 | 3.00 [ 750 53 56 54 58 56 54
300 140 510 | 0.60 150 51 47 43 49 45 39 300 140 510 [ 3.00 [ 750 57 60 58 62 60 56
400 190 680 | 0.60 150 55 49 45 52 48 42 400 190 680 | 3.00 [ 750 61 64 61 66 64 60
500 230 850 | 0.60 150 57 52 47 53 50 44 500 230 850 | 3.00 [ 750 64 66 63 68 66 62
600 280 [ 1000 [ 0.60 150 60 55 50 55 52 49 600 280 [ 1000 [ 3.00 | 750 69 69 65 71 69 65
700 330 [ 1200 [ 0.60 150 61 56 52 57 53 50 700 330 [ 1200 [ 3.00 | 750 71 70 66 73 71 67
800 380 [ 1350 | 0.60 150 62 57 54 58 54 51 800 380 [ 1350 [ 3.00 | 750 72 71 67 75 72 68
900 420 | 1500 | 0.60 150 63 58 55 60 55 54 900 420 | 1500 | 3.00 | 750 75 73 68 76 73 69
1000 | 470 | 1700 [ 0.60 150 64 59 56 61 56 56 1000 | 470 [ 1700 [ 3.00 | 750 78 76 72 77 74 70
100 45 170 1.00 | 250 40 44 42 46 40 32 100 45 170 | 3.50 | 875 45 50 47 52 55 55
200 95 340 1.00 | 250 48 50 47 49 46 40 200 95 340 | 3.50 | 875 54 57 55 60 57 56
300 140 510 1.00 | 250 53 53 48 53 50 45 300 140 510 | 3.50 [ 875 58 61 60 63 61 57
400 190 680 1.00 | 250 57 55 50 57 54 49 400 190 680 | 3.50 | 875 62 65 63 68 66 62
500 230 850 1.00 | 250 60 56 52 59 56 51 500 230 850 | 3.50 [ 875 65 67 65 69 67 63
600 280 [ 1000 | 1.00 | 250 64 59 54 61 57 52 600 280 [ 1000 | 3.50 | 875 70 70 67 72 71 67
700 330 [ 1200 [ 1.00 | 250 66 62 57 62 58 54 700 330 [ 1200 [ 3.50 | 875 72 71 68 75 73 69
800 380 [ 1350 [ 1.00 | 250 67 63 59 63 59 55 800 380 [ 1350 | 3.50 | 875 73 72 69 77 74 70
900 420 | 1500 | 1.00 | 250 68 64 61 65 60 57 900 420 | 1500 | 3.50 | 875 76 74 69 78 75 71
1000 [ 470 [ 1700 | 1.00 | 250 70 65 63 66 61 58 1000 [ 470 [ 1700 | 3.50 | 875 79 77 73 79 76 72
100 45 170 1.50 [ 375 41 46 43 48 48 40 100 45 170 | 4.00 | 1000 46 51 48 53 56 57
200 95 340 1.50 | 375 49 53 49 53 50 44 200 95 340 [ 4.00 [ 1000 55 58 56 62 58 58
300 140 510 1.50 [ 375 54 57 52 56 54 50 300 140 510 | 4.00 | 1000 59 62 62 64 62 58
400 190 680 1.50 | 375 58 59 54 60 58 53 400 190 680 [ 4.00 [ 1000 63 66 65 70 68 64
500 230 850 1.50 [ 375 61 60 56 63 60 56 500 230 850 | 4.00 | 1000 66 68 67 70 68 64
600 280 [ 1000 [ 1.50 | 375 66 62 58 65 62 57 600 280 [ 1000 | 4.00 | 1000 71 71 69 73 73 69
700 330 [ 1200 | 1.50 | 375 68 64 60 66 63 58 700 330 [ 1200 | 4.00 | 1000 73 72 70 77 75 71
800 380 [ 1350 [ 1.50 | 375 69 67 62 68 64 59 800 380 [ 1350 | 4.00 | 1000 74 73 71 79 76 72
900 420 | 1500 | 1.50 | 375 72 69 65 69 65 60 900 420 | 1500 | 4.00 [ 1000 77 75 70 80 77 73
1000 | 470 [ 1700 [ 1.50 | 375 73 70 68 70 66 61 1000 | 470 [ 1700 [ 4.00 | 1000 80 78 74 81 78 74
100 45 170 [ 2.00 | 500 42 47 44 49 51 46
200 95 340 | 2.00 | 500 51 54 51 55 53 48
300 140 510 | 2.00 [ 500 55 58 54 59 57 52
400 190 680 | 2.00 | 500 59 62 57 62 60 56
500 230 850 | 2.00 [ 500 62 64 59 65 63 59
600 280 [ 1000 | 2.00 | 500 67 65 60 68 65 61
700 330 [ 1200 [ 2.00 | 500 69 67 62 69 66 62 Notes
800 380 1350 | 2.00 500 70 68 64 71 67 63 1. DPS is the difference in static pressure across the valve.
900 420 1500 | 2.00 500 73 71 66 72 68 64 2. Discharge sound is the noise emitted from the valve outlet into
1000 | 470 [ 1700 [ 2.00 | 500 75 73 70 73 69 65 the downstream duct.
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Valves only: 10-inch Supply (dual only)

Model [s] MAV, PSV, BSV, CVV
Discharge Sound Power Level Performance Data

Dual 10
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Lis | m¥% [inwc| Pa | 125 | 250 | 500 [ 1000 | 2000 | 4000 cfm s | m [ inwc] Pa | 125 | 250 ] 500 | 1000 | 2000 | 4000
200 95 340 0.30 75 37 37 34 30 23 <20 200 95 340 2.50 625 46 49 48 52 55 53
300 140 510 0.30 75 38 38 35 37 31 23 400 190 680 2.50 625 54 56 55 59 57 54
400 190 680 0.30 75 39 39 36 41 37 29 600 280 1000 [ 2.50 625 59 61 59 64 61 58
500 230 850 0.30 75 41 40 37 43 38 30 800 380 1350 | 2.50 625 62 64 62 67 64 61
600 280 1000 | 0.30 75 44 42 38 44 39 31 1000 470 1700 | 2.50 625 64 67 64 70 67 63
700 330 1200 | 0.30 75 47 43 39 45 40 32 1200 560 2050 | 2.50 625 68 69 66 72 69 65
800 380 1350 | 0.30 75 48 45 40 46 42 35 1400 660 2400 | 2.50 625 70 70 67 74 70 66
900 420 1550 | 0.30 75 50 46 43 49 45 39 1600 750 2700 | 2.50 625 71 71 68 75 71 67
1000 470 1700 | 0.30 75 51 47 44 50 46 44 1800 850 3050 | 2.50 625 74 73 70 76 72 68
2000 940 3400 | 2.50 625 76 74 72 77 73 69
200 95 340 0.60 150 41 43 43 42 33 26 200 95 340 3.00 750 47 50 49 53 56 56
400 190 680 0.60 150 48 46 45 47 43 37 400 190 680 3.00 750 56 57 57 60 59 57
600 280 1000 | 0.60 150 52 48 46 51 47 42 600 280 1000 | 3.00 750 60 62 61 65 63 59
800 380 1350 | 0.60 150 55 51 47 53 50 44 800 380 1350 | 3.00 750 63 65 64 69 66 63
1000 470 1700 | 0.60 150 56 52 48 54 51 45 1000 470 1700 | 3.00 750 65 68 66 71 68 65
1200 560 2050 | 0.60 150 60 56 52 57 52 52 1200 560 2050 | 3.00 750 69 70 67 74 70 67
1400 660 2400 | 0.60 150 61 57 53 59 54 53 1400 660 2400 | 3.00 750 71 71 69 75 72 69
1600 750 2700 | 0.60 150 62 58 55 60 55 54 1600 750 2700 | 3.00 750 73 73 70 77 73 70
1800 850 3050 | 0.60 150 63 59 56 62 56 56 1800 850 3050 | 3.00 750 75 74 71 78 74 71
2000 940 3400 | 0.60 150 64 61 58 64 58 59 2000 940 3400 | 3.00 750 77 75 73 79 75 72
200 95 340 1.00 250 43 44 45 48 42 34 200 95 340 3.50 875 48 52 51 55 57 59
400 190 680 1.00 250 50 51 49 52 48 43 400 190 680 3.50 875 57 58 58 62 60 60
600 280 1000 1.00 250 55 55 51 56 53 48 600 280 1000 | 3.50 875 61 62 63 66 64 61
800 380 1350 1.00 250 58 56 53 59 56 51 800 380 1350 | 3.50 875 64 66 66 71 68 64
1000 470 1700 1.00 250 61 58 55 61 57 53 1000 470 1700 | 3.50 875 66 69 68 73 70 67
1200 560 2050 1.00 250 63 60 56 62 58 54 1200 560 2050 | 3.50 875 70 71 69 75 72 69
1400 660 2400 1.00 250 66 62 59 65 59 56 1400 660 2400 | 3.50 875 72 72 71 77 74 71
1600 750 2700 1.00 250 67 64 61 66 60 57 1600 750 2700 | 3.50 875 75 74 72 79 75 73
1800 850 3050 1.00 250 68 65 62 67 61 58 1800 850 3050 | 3.50 875 75 75 73 80 76 74
2000 940 3400 1.00 250 70 66 64 68 62 60 2000 940 3400 | 3.50 875 77 76 73 81 78 74
200 95 340 1.50 375 44 47 46 50 50 42 200 95 340 4.00 1000 49 54 52 56 58 61
400 190 680 1.50 375 52 54 51 55 53 47 400 190 680 4.00 1000 58 59 59 63 62 62
600 280 1000 1.50 375 56 58 54 59 56 52 600 280 1000 | 4.00 1000 62 63 65 68 66 62
800 380 1350 1.50 375 60 61 57 63 60 56 800 380 1350 | 4.00 1000 65 67 68 72 69 66
1000 470 1700 1.50 375 62 62 59 65 62 58 1000 470 1700 | 4.00 1000 67 70 70 75 71 68
1200 560 2050 1.50 375 66 64 61 67 63 59 1200 560 2050 | 4.00 1000 71 72 71 76 74 70
1400 660 2400 1.50 375 68 65 62 69 64 60 1400 660 2400 | 4.00 1000 73 73 72 79 76 74
1600 750 2700 1.50 375 69 68 64 70 65 61 1600 750 2700 | 4.00 1000 76 76 74 81 77 76
1800 850 3050 1.50 375 72 69 67 71 66 62 1800 850 3050 | 4.00 1000 76 76 75 83 77 76
2000 940 3400 1.50 375 73 70 68 72 67 63 2000 940 3400 | 4.00 1000 77 77 74 83 80 77
200 95 340 2.00 500 45 48 47 51 53 48
400 190 680 2.00 500 53 55 54 58 55 51
600 280 1000 | 2.00 500 58 60 57 62 59 55
800 380 1350 | 2.00 500 61 63 60 65 62 59
1000 470 1700 | 2.00 500 63 65 62 68 65 61
1200 560 2050 | 2.00 500 67 67 63 70 67 63
1400 660 2400 | 2.00 500 69 68 65 72 68 64 Notes
1600 750 2700 | 2.00 500 70 69 66 73 69 65 1. DPS is the difference in static pressure across the valve.
1800 850 3050 [ 2.00 500 73 71 68 74 70 66 2. Discharge sound is the noise emitted from the valve outlet into
2000 940 3400 [ 2.00 500 75 73 71 75 71 67 the downstream duct.
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Valves only: 12-inch Supply (all valves)

Model [s] MAV, PSV, BSV, CVV
Discharge Sound Power Level Performance Data

Size 12
Sound Power Levels in dB ref 10-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

oim [ Ls [ m*h [inwc | Pa | 125 | 250 | 500 [ 1000 [ 2000 [ 4000 om | Us [ m¥h [inwec]| Pa | 125 [ 250 [ 500 [ 1000 | 2000 | 4000
200 95 340 | 0.30 75 41 39 34 40 30 25 200 95 340 | 2.50 | 625 50 54 52 55 56 53
300 140 510 | 0.30 75 43 40 35 41 34 26 400 190 680 | 2.50 | 625 57 62 58 61 59 55
400 190 680 0.30 75 45 41 36 42 36 28 600 280 1000 | 2.50 625 62 67 62 67 64 60
500 230 850 | 0.30 75 46 42 37 43 37 29 800 380 [ 1350 | 2.50 | 625 66 69 64 70 67 63
600 280 1000 | 0.30 75 47 43 38 44 38 30 1000 | 470 1700 | 2.50 625 69 70 67 73 70 65
700 330 [ 1200 | 0.30 75 51 47 45 48 43 43 1200 [ 560 | 2050 | 2.50 | 625 71 71 68 75 71 66
800 380 1350 | 0.30 75 52 50 47 51 49 46 1400 660 2400 | 2.50 625 74 74 70 76 72 67
900 420 | 1550 | 0.30 75 53 53 48 52 50 47 1500 [ 710 [ 2550 | 2.50 | 625 76 75 71 77 73 68
1000 | 470 1700 | 0.30 75 55 54 49 53 51 48
200 95 340 0.60 150 44 46 43 42 34 27 200 95 340 3.00 750 51 55 53 56 57 54
400 190 680 | 0.60 | 150 53 49 44 49 45 39 400 190 680 | 3.00 | 750 58 63 61 63 60 57
600 280 1000 | 0.60 150 56 52 46 53 48 43 600 280 1000 | 3.00 750 63 68 64 68 65 61
800 380 [ 1350 | 0.60 | 150 59 55 49 54 50 51 800 380 [ 1350 | 3.00 | 750 67 71 66 72 69 65
1000 | 470 1700 | 0.60 150 62 58 53 58 53 52 1000 | 470 1700 | 3.00 750 70 72 68 75 71 67
1200 [ 560 [ 2050 | 0.60 | 150 63 59 55 60 54 53 1200 [ 560 [ 2050 | 3.00 | 750 72 73 69 77 72 68
1400 | 660 2400 | 0.60 150 64 60 57 62 56 55 1400 660 2400 | 3.00 750 75 75 71 78 73 69
1500 [ 710 [ 2550 | 0.60 | 150 65 61 58 63 57 56 1500 [ 710 [ 2550 | 3.00 | 750 77 76 72 79 74 70
200 95 340 | 1.00 | 250 46 51 48 49 44 35 200 95 340 | 3.50 | 875 52 56 54 57 58 55
400 190 680 1.00 250 54 54 49 54 50 45 400 190 680 3.50 875 59 64 64 65 61 59
600 280 [ 1000 | 1.00 | 250 59 56 52 59 55 50 600 280 | 1000 | 3.50 | 875 64 69 66 69 66 62
800 380 1350 | 1.00 250 63 59 54 61 56 53 800 380 1350 | 3.50 875 68 73 68 74 71 67
1000 [ 470 [ 1700 | 1.00 | 250 65 63 57 63 58 54 1000 [ 470 [ 1700 | 3.50 | 875 71 74 69 77 72 69
1200 | 560 2050 | 1.00 250 66 65 60 65 59 56 1200 560 2050 | 3.50 875 73 75 70 79 73 70
1400 [ 660 | 2400 | 1.00 | 250 70 66 63 68 61 58 1400 [ 660 | 2400 | 3.50 | 875 76 76 72 80 74 71
1500 | 710 2550 | 1.00 250 71 67 64 69 62 59 1500 710 2550 | 3.50 875 78 77 73 81 75 72
200 95 340 1.50 375 47 52 50 52 51 43 200 95 340 4.00 | 1000 53 57 55 58 59 56
400 190 680 | 1.50 | 375 55 60 53 57 54 49 400 190 680 | 4.00 | 1000 60 65 67 67 62 61
600 280 1000 | 1.50 375 60 62 56 63 59 55 600 280 1000 | 4.00 | 1000 65 70 68 70 67 63
800 380 [ 1350 | 1.50 | 375 64 63 59 65 61 56 800 380 | 1350 | 4.00 | 1000 69 75 70 76 73 69
1000 | 470 1700 | 1.50 375 66 65 60 66 62 57 1000 | 470 1700 | 4.00 [ 1000 72 76 70 79 73 71
1200 [ 560 [ 2050 | 1.50 | 375 67 66 61 67 63 58 1200 [ 560 | 2050 | 4.00 | 1000 74 77 71 81 74 72
1400 | 660 2400 | 1.50 375 72 70 66 71 65 61 1400 660 2400 | 4.00 | 1000 77 77 73 82 75 73
1500 [ 710 | 2550 | 1.50 | 375 74 72 68 72 66 62 1500 [ 710 | 2550 | 4.00 | 1000 79 78 74 83 76 74
200 95 340 | 2.00 | 500 49 53 51 54 54 49
400 190 680 2.00 500 56 61 56 60 57 53
600 280 [ 1000 | 2.00 | 500 61 66 59 65 62 58
800 380 1350 | 2.00 500 65 67 62 69 65 61
1000 [ 470 [ 1700 | 2.00 | 500 68 69 64 71 66 62 Notes
1200 | 560 2050 | 2.00 500 70 70 65 72 67 63 1. DPSis the difference in static pressure across the valve.
1400 | 660 | 2400 [ 2.00 500 73 73 68 74 68 64 2. Discharge sound is the noise emitted from the valve outlet into
1500 | 710 2550 | 2.00 500 75 74 69 75 69 65 the downstream duct.
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Valves only: 12-inch Supply (dual only)

Model [s] MAV, PSV, BSV, CVV
Discharge Sound Power Level Performance Data

Dual 12
Sound Power Levels in dB ref 10-12 Watts Sound Power Levels in dB ref 10-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ m%h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 | 4000 cfm | Us [ m%h [inwec| Pa [ 125 | 250 | 500 [ 1000 [ 2000 | 4000
400 190 680 | 0.30 75 43 40 37 38 30 22 400 190 680 | 2.50 | 625 52 53 55 58 58 55
600 280 [ 1000 | 0.30 75 44 41 38 44 37 29 800 380 [ 1350 [ 2.50 | 625 58 61 61 64 60 57
800 380 [ 1350 | 0.30 75 45 42 39 45 38 30 1200 | 560 [ 2050 [ 2.50 | 625 64 66 65 69 65 62
1000 | 470 [ 1700 | 0.30 75 47 43 40 46 40 31 1600 | 750 [ 2700 [ 2.50 | 625 67 69 67 73 68 65
1200 [ 560 | 2050 | 0.30 75 50 46 41 47 41 33 2000 | 940 | 3400 [ 2.50 [ 625 71 71 70 75 70 67
1400 | 660 [ 2400 | 0.30 75 52 49 48 51 46 46 2400 | 1150 | 4050 | 2.50 [ 625 74 74 71 77 71 68
1600 | 750 [ 2700 | 0.30 75 54 51 50 54 51 48 2800 | 1300 | 4750 | 2.50 [ 625 77 76 72 78 72 70
1800 | 850 [ 3050 | 0.30 75 56 53 51 55 53 50 3000 | 1400 | 5100 | 2.50 [ 625 79 77 73 79 73 71
2000 | 940 | 3400 [ 0.30 75 57 55 52 56 54 51
400 190 680 [ 0.60 150 47 45 46 45 37 30 400 190 680 [ 3.00 [ 750 53 54 56 59 60 57
800 380 [ 1350 | 0.60 150 52 48 47 52 46 41 800 380 [ 1350 [ 3.00 | 750 59 62 62 66 62 60
1200 [ 560 | 2050 | 0.60 150 57 52 49 55 49 43 1200 [ 560 [ 2050 | 3.00 | 750 65 67 67 71 67 64
1600 | 750 [ 2700 | 0.60 150 61 55 52 57 52 49 1600 | 750 [ 2700 [ 3.00 | 750 68 70 69 74 70 66
2000 | 940 | 3400 [ 0.60 150 62 58 55 60 55 55 2000 | 940 | 3400 | 3.00 [ 750 72 73 71 77 72 69
2400 | 1150 | 4050 [ 0.60 150 64 60 58 63 56 56 2400 | 1150 | 4050 | 3.00 [ 750 75 75 72 78 73 70
2800 | 1300 | 4750 [ 0.60 150 65 61 59 64 57 58 2800 | 1300 | 4750 [ 3.00 [ 750 78 77 74 79 74 71
3000 | 1400 | 5100 | 0.60 150 66 62 60 65 58 59 3000 | 1400 | 5100 | 3.00 [ 750 80 78 75 80 75 72
400 190 680 1.00 | 250 48 49 50 51 45 38 400 190 680 3.50 [ 875 54 54 56 60 62 59
800 380 | 1350 | 1.00 | 250 55 54 52 57 52 48 800 380 | 1350 | 3.50 | 875 61 62 64 67 64 62
1200 | 560 [ 2050 [ 1.00 | 250 61 57 55 62 56 52 1200 | 560 [ 2050 [ 3.50 | 875 65 67 68 72 68 65
1600 | 750 [ 2700 [ 1.00 | 250 64 60 57 63 57 53 1600 | 750 [ 2700 [ 3.50 | 875 70 71 71 75 71 68
2000 | 940 | 3400 [ 1.00 [ 250 67 62 60 64 58 56 2000 | 940 | 3400 | 3.50 [ 875 73 74 72 79 74 71
2400 | 1150 | 4050 [ 1.00 [ 250 69 65 62 67 60 58 2400 | 1150 | 4050 [ 3.50 [ 875 76 76 73 80 76 72
2800 | 1300 | 4750 | 1.00 [ 250 71 66 64 69 61 60 2800 | 1300 | 4750 | 3.50 [ 875 79 78 76 80 76 72
3000 | 1400 | 5100 | 1.00 [ 250 72 67 65 70 62 61 3000 | 1400 | 5100 | 3.50 [ 875 81 79 77 81 77 73
400 190 680 1.50 | 375 50 51 52 54 52 44 400 190 680 | 4.00 | 1000 55 55 57 61 64 60
800 380 [ 1350 [ 1.50 | 375 56 58 56 60 56 52 800 380 [ 1350 | 4.00 | 1000 62 63 66 69 66 64
1200 | 560 [ 2050 [ 1.50 | 375 62 62 59 66 61 57 1200 | 560 [ 2050 | 4.00 | 1000 65 68 70 74 70 67
1600 | 750 [ 2700 [ 1.50 | 375 65 65 62 68 63 59 1600 | 750 [ 2700 | 4.00 | 1000 71 73 74 77 73 70
2000 | 940 | 3400 [ 1.50 [ 375 69 66 63 69 64 60 2000 | 940 [ 3400 [ 4.00 | 1000 74 75 73 81 76 73
2400 | 1150 | 4050 | 1.50 [ 375 70 69 64 70 65 61 2400 | 1150 | 4050 [ 4.00 [ 1000 77 77 74 82 78 74
2800 | 1300 | 4750 | 1.50 [ 375 75 70 68 73 66 63 2800 | 1300 | 4750 [ 4.00 | 1000 80 79 78 81 78 73
3000 | 1400 | 5100 | 1.50 [ 375 76 71 69 74 67 64 3000 | 1400 | 5100 [ 4.00 [ 1000 82 80 79 82 79 74
400 190 680 [ 2.00 [ 500 51 52 54 57 56 50
800 380 [ 1350 [ 2.00 | 500 57 60 59 63 58 55
1200 | 560 [ 2050 [ 2.00 | 500 63 65 62 68 63 60
1600 [ 750 [ 2700 | 2.00 | 500 66 68 65 72 66 63
2000 | 940 | 3400 | 2.00 [ 500 70 69 67 73 67 64 Notes
2400 | 1150 | 4050 [ 2.00 500 73 72 68 74 68 65 1. DPS is the difference in static pressure across the valve.
2800 | 1300 | 4750 [ 2.00 500 76 74 71 76 69 66 2. Discharge sound is the noise emitted from the valve outlet into
3000 | 1400 | 5100 [ 2.00 [ 500 78 76 72 78 70 68 the downstream duct.

Phoenix Controls



Valves only: 12-inch Supply (triple only)

Model [s] MAV, PSV, BSV, CVV
Discharge Sound Power Level Performance Data

Triple 12
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 107-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ Us [ m’h [inwc| Pa [ 125 | 250 | 500 [ 1000 | 2000 [ 4000
600 280 | 1000 | 0.30 75 45 42 39 42 33 27 600 280 | 1000 | 2.50 | 625 54 57 57 60 60 57
900 420 | 1550 | 0.30 75 47 43 40 46 39 31 1200 | 560 [ 2050 | 2.50 | 625 61 64 63 66 63 59
1200 | 560 [ 2050 | 0.30 75 48 44 41 47 40 32 1800 | 850 [ 3050 | 2.50 | 625 66 70 67 71 67 64
1500 | 710 [ 2550 | 0.30 75 50 45 42 48 42 33 2400 | 1150 | 4050 [ 2.50 [ 625 70 72 69 75 70 67
1800 [ 850 | 3050 | 0.30 75 52 48 43 49 43 35 3000 | 1400 | 5100 [ 2.50 | 625 73 74 72 77 73 69
2100 | 990 | 3550 [ 0.30 75 55 51 50 53 48 48 3600 | 1700 | 6100 [ 2.50 [ 625 76 76 73 79 74 70
2400 | 1150 | 4050 [ 0.30 75 56 54 52 56 53 50 4200 | 2000 [ 7150 | 2.50 | 625 79 78 74 80 75 72
2700 | 1250 | 4600 [ 0.30 75 57 56 53 57 55 52 4500 | 2100 [ 7650 | 2.50 | 625 81 79 75 81 76 73
3000 | 1400 [ 5100 [ 0.30 75 59 57 54 58 56 53
600 280 [ 1000 | 0.60 150 49 49 48 47 39 32 600 280 [ 1000 | 3.00 | 750 55 57 58 61 62 59
1200 | 560 [ 2050 | 0.60 150 56 52 49 54 49 43 1200 | 560 [ 2050 | 3.00 | 750 62 65 65 68 64 61
1800 [ 850 | 3050 | 0.60 150 59 55 51 57 51 46 1800 [ 850 | 3050 | 3.00 | 750 67 70 69 73 69 65
2400 | 1150 | 4050 [ 0.60 150 63 58 54 59 54 53 2400 | 1150 | 4050 [ 3.00 [ 750 71 74 71 76 72 69
3000 | 1400 | 5100 [ 0.60 150 65 61 57 62 57 57 3000 | 1400 | 5100 [ 3.00 [ 750 74 75 73 79 75 71
3600 | 1700 | 6100 [ 0.60 150 67 62 60 65 58 58 3600 | 1700 | 6100 [ 3.00 [ 750 77 77 74 81 76 72
4200 | 2000 [ 7150 [ 0.60 150 68 63 61 66 60 60 4200 | 2000 | 7150 | 3.00 | 750 80 79 76 82 77 73
4500 | 2100 | 7650 | 0.60 150 69 64 62 67 61 61 4500 | 2100 [ 7650 | 3.00 | 750 82 80 77 83 78 74
600 280 [ 1000 | 1.00 | 250 50 53 52 53 47 40 600 280 [ 1000 | 3.50 | 875 56 58 58 62 63 60
1200 [ 560 | 2050 | 1.00 | 250 58 57 54 59 54 50 1200 [ 560 | 2050 | 3.50 | 875 63 66 67 69 66 64
1800 | 850 [ 3050 | 1.00 | 250 63 60 57 64 58 54 1800 | 850 [ 3050 | 3.50 | 875 67 71 70 74 70 67
2400 | 1150 | 4050 [ 1.00 [ 250 67 63 59 65 60 56 2400 | 1150 | 4050 [ 3.50 [ 875 72 75 73 78 74 71
3000 | 1400 | 5100 [ 1.00 [ 250 69 66 62 67 61 58 3000 | 1400 | 5100 [ 3.50 [ 875 75 77 74 81 76 73
3600 | 1700 | 6100 [ 1.00 | 250 71 68 64 69 62 60 3600 | 1700 | 6100 [ 3.50 | 875 78 79 75 83 77 74
4200 | 2000 | 7150 [ 1.00 [ 250 74 69 67 71 64 62 4200 | 2000 [ 7150 | 3.50 | 875 81 80 77 83 78 74
4500 | 2100 | 7650 | 1.00 [ 250 75 70 68 72 65 63 4500 | 2100 [ 7650 | 3.50 | 875 83 81 78 84 79 75
600 280 | 1000 | 1.50 | 375 52 54 54 56 54 47 600 280 | 1000 | 4.00 | 1000 57 59 59 63 65 62
1200 | 560 [ 2050 | 1.50 | 375 59 62 58 62 58 54 1200 | 560 | 2050 | 4.00 | 1000 64 67 69 71 67 66
1800 | 850 [ 3050 | 1.50 | 375 64 65 61 68 63 59 1800 | 850 | 3050 | 4.00 | 1000 68 72 72 75 72 68
2400 | 1150 | 4050 [ 1.50 [ 375 68 67 64 70 65 61 2400 | 1150 | 4050 [ 4.00 | 1000 73 77 75 79 76 72
3000 | 1400 | 5100 [ 1.50 | 375 71 69 65 71 66 62 3000 | 1400 [ 5100 | 4.00 | 1000 76 78 75 83 77 75
3600 | 1700 | 6100 [ 1.50 [ 375 72 71 66 72 67 63 3600 | 1700 | 6100 [ 4.00 | 1000 79 80 76 84 79 76
4200 | 2000 | 7150 [ 1.50 [ 375 77 73 70 75 68 65 4200 | 2000 [ 7150 | 4.00 | 1000 82 81 79 84 80 76
4500 | 2100 | 7650 [ 1.50 [ 375 78 75 72 76 70 66 4500 | 2100 [ 7650 | 4.00 | 1000 84 82 80 85 81 77
600 280 [ 1000 | 2.00 | 500 53 55 56 58 58 53
1200 | 560 [ 2050 | 2.00 | 500 60 63 61 65 61 57
1800 | 850 [ 3050 | 2.00 | 500 65 68 64 70 65 62
2400 | 1150 | 4050 [ 2.00 [ 500 69 71 67 74 69 65
3000 | 1400 | 5100 [ 2.00 [ 500 72 72 69 75 70 66 Notes
3600 | 1700 | 6100 [ 2.00 500 75 74 70 76 71 67 1. DPS is the difference in static pressure across the valve.
4200 | 2000 | 7150 [ 2.00 500 78 76 73 78 72 68 2. Discharge sound is the noise emitted from the valve outlet into
4500 | 2100 | 7650 [ 2.00 500 80 78 74 80 73 70 the downstream duct.

Sound Power Level Performance Data




Valves only: 12-inch Supply (quad only)

Model [s] MAV, PSV, BSV, CVV
Discharge Sound Power Level Performance Data

Quad 12
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 107-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ Us [ m’h [inwc| Pa [ 125 | 250 | 500 [ 1000 | 2000 [ 4000
800 380 | 1350 | 0.30 75 46 43 40 41 33 25 800 380 | 1350 | 2.50 | 625 55 56 58 61 61 58
1200 | 560 [ 2050 | 0.30 75 47 44 41 47 40 32 1600 | 750 [ 2700 | 2.50 | 625 61 64 64 67 63 60
1600 | 750 [ 2700 | 0.30 75 48 45 42 48 41 33 2400 | 1150 | 4100 [ 2.50 [ 625 67 69 68 72 68 65
2000 | 940 | 3400 [ 0.30 75 50 46 43 49 43 34 3200 | 1500 | 5450 [ 2.50 [ 625 70 72 70 76 71 68
2400 | 1150 [ 4100 [ 0.30 75 53 49 44 50 44 36 4000 [ 1900 | 6800 | 2.50 | 625 74 74 73 78 73 70
2800 | 1300 | 4750 [ 0.30 75 55 52 51 54 49 49 4800 | 2250 | 8150 | 2.50 | 625 77 77 74 80 74 71
3200 | 1500 | 5450 [ 0.30 75 57 54 53 57 54 51 5600 | 2650 | 9500 [ 2.50 [ 625 80 79 75 81 75 73
3600 | 1700 | 6100 [ 0.30 75 59 56 54 58 56 53 6000 | 2850 | 10200 | 2.50 [ 625 82 80 76 82 76 74
4000 | 1900 [ 6800 [ 0.30 75 60 58 55 59 57 54

800 380 [ 1350 | 0.60 150 50 48 49 48 40 33 800 380 [ 1350 | 3.00 | 750 56 57 59 62 63 60
1600 | 750 [ 2700 | 0.60 150 55 51 50 55 49 44 1600 | 750 [ 2700 | 3.00 | 750 62 65 65 69 65 63
2400 | 1150 [ 4100 [ 0.60 150 60 55 52 58 52 46 2400 | 1150 | 4100 [ 3.00 | 750 68 70 70 74 70 67
3200 | 1500 | 5450 [ 0.60 150 64 58 55 60 55 52 3200 | 1500 | 5450 [ 3.00 [ 750 71 73 72 77 73 69
4000 | 1900 | 6800 [ 0.60 150 65 61 58 63 58 58 4000 [ 1900 [ 6800 | 3.00 | 750 75 76 74 80 75 72
4800 | 2250 | 8150 [ 0.60 150 67 63 61 66 59 59 4800 [ 2250 [ 8150 | 3.00 | 750 78 78 75 81 76 73
5600 | 2650 | 9500 [ 0.60 150 68 64 62 67 60 61 5600 | 2650 | 9500 [ 3.00 [ 750 81 80 77 82 77 74
6000 | 2850 | 10200 [ 0.60 150 69 65 63 68 61 62 6000 | 2850 | 10200 | 3.00 [ 750 83 81 78 83 78 75
800 380 [ 1350 | 1.00 | 250 51 52 53 54 48 41 800 380 [ 1350 | 3.50 | 875 57 57 59 63 65 62
1600 [ 750 | 2700 | 1.00 | 250 58 57 55 60 55 51 1600 [ 750 | 2700 | 3.50 | 875 64 65 67 70 67 65
2400 | 1150 | 4100 [ 1.00 [ 250 64 60 58 65 59 55 2400 | 1150 | 4100 [ 3.50 [ 875 68 70 71 75 71 68
3200 | 1500 | 5450 [ 1.00 [ 250 67 63 60 66 60 56 3200 | 1500 | 5450 [ 3.50 [ 875 73 74 74 78 74 71
4000 | 1900 | 6800 [ 1.00 [ 250 70 65 63 67 61 59 4000 [ 1900 [ 6800 | 3.50 | 875 76 77 75 82 77 74
4800 | 2250 | 8150 [ 1.00 [ 250 72 68 65 70 63 61 4800 | 2250 | 8150 | 3.50 | 875 79 79 76 83 79 75
5600 | 2650 | 9500 [ 1.00 [ 250 74 69 67 72 64 63 5600 | 2650 | 9500 [ 3.50 [ 875 82 81 79 83 79 75
6000 | 2850 | 10200 | 1.00 [ 250 75 70 68 73 65 64 6000 | 2850 | 10200 | 3.50 [ 875 84 82 80 84 80 76
800 380 | 1350 | 1.50 | 375 53 54 55 57 55 47 800 380 | 1350 | 4.00 | 1000 58 58 60 64 67 63
1600 | 750 [ 2700 | 1.50 | 375 59 61 59 63 59 55 1600 | 750 | 2700 | 4.00 | 1000 65 66 69 72 69 67
2400 | 1150 | 4100 [ 1.50 [ 375 65 65 62 69 64 60 2400 | 1150 | 4100 [ 4.00 | 1000 68 71 73 77 73 70
3200 | 1500 | 5450 [ 1.50 [ 375 68 68 65 71 66 62 3200 | 1500 | 5450 [ 4.00 | 1000 74 76 77 80 76 73
4000 | 1900 | 6800 [ 1.50 | 375 72 69 66 72 67 63 4000 | 1900 | 6800 | 4.00 | 1000 77 78 76 84 79 76
4800 | 2250 | 8150 [ 1.50 [ 375 73 72 67 73 68 64 4800 | 2250 | 8150 | 4.00 | 1000 80 80 77 85 81 77
5600 | 2650 | 9500 [ 1.50 [ 375 78 73 71 76 69 66 5600 | 2650 | 9500 [ 4.00 | 1000 83 82 81 84 81 76
6000 | 2850 | 10200 1.50 [ 375 79 74 72 77 70 67 6000 | 2850 | 10200 [ 4.00 | 1000 85 83 82 85 82 77
800 380 [ 1350 | 2.00 | 500 54 55 57 60 59 53

1600 | 750 [ 2700 | 2.00 | 500 60 63 62 66 61 58

2400 | 1150 | 4100 [ 2.00 [ 500 66 68 65 71 66 63

3200 | 1500 | 5450 [ 2.00 [ 500 69 71 68 75 69 66

4000 | 1900 | 6800 [ 2.00 [ 500 73 72 70 76 70 67 Notes

4800 | 2250 | 8150 | 2.00 500 76 75 71 77 71 68 1. DPS is the difference in static pressure across the valve.

5600 | 2650 | 9500 [ 2.00 500 79 77 74 79 72 69 2. Discharge sound is the noise emitted from the valve outlet into

6000 | 2850 | 10200 [ 2.00 500 81 79 75 81 73 71 the downstream duct.
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Valves only: 14-inch Supply

Medium Pressure Accel Il Airflow Control Valves
Discharge Without Neutralizer Sound Power Level Test Data

Size 114
Sound Power Levels in dB ref 10112 Watts Sound Power Levels in dB ref 10112 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m¥h [inwc | Pa | 125 | 250 | 500 [ 1000 | 2000 | 4000 cim | s [ m¥h [inwc ] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000
200 94 340 | 0.60 | 150 33 37 39 34 32 25 200 94 340 | 250 | 625 43 51 54 47 45 43
400 189 680 [ 0.60 | 150 41 46 45 44 40 33 400 189 680 [ 2.50 | 625 52 57 58 57 56 52
600 283 1019 | 0.60 150 52 48 49 48 46 39 600 283 1019 | 2.50 625 58 61 62 62 60 56
800 378 | 1359 [ 0.60 | 150 57 49 51 52 48 42 800 378 | 1359 | 250 | 625 63 64 65 65 63 59
1000 | 472 | 1699 | 0.60 [ 150 59 50 53 53 50 46 1000 | 472 | 1699 | 250 | 625 66 66 68 68 66 62
1200 | 566 | 2039 | 0.60 [ 150 63 54 55 55 52 47 1200 | 566 | 2039 | 2.50 | 625 69 69 70 70 68 64
1400 661 2379 | 0.60 150 65 55 55 55 53 49 1400 661 2379 | 2.50 625 72 69 71 72 70 65
1600 | 755 | 2718 | 0.60 | 150 64 57 57 58 54 50 1600 | 755 | 2718 | 2.50 | 625 73 71 73 73 71 66
1800 | 850 | 3058 | 0.60 [ 150 69 60 59 59 54 50 1800 | 850 | 3058 | 2.50 | 625 77 73 74 74 72 68
2000 | 944 | 3398 | 0.60 [ 150 70 63 61 61 55 52 2000 | 944 | 3398 | 2.50 | 625 78 74 75 75 72 68
2200 | 1038 | 3738 | 0.60 150 72 65 63 62 55 51 2200 | 1038 | 3738 | 2.50 625 79 76 76 76 73 69
2400 | 1133 | 4078 | 0.60 | 150 73 67 64 63 57 53 2400 | 1133 | 4078 | 2.50 | 625 81 77 78 77 73 70
200 94 340 1.00 [ 250 36 42 46 39 38 34 200 94 340 [ 3.00 | 750 44 52 55 49 47 45
400 189 680 1.00 250 45 50 50 48 46 40 400 189 680 3.00 750 53 58 60 58 58 55
600 283 | 1019 [ 1.00 | 250 54 52 54 53 51 45 600 283 | 1019 | 3.00 | 750 59 62 63 63 62 58
800 378 | 1359 | 1.00 | 250 59 55 56 56 54 48 800 378 | 1359 | 3.00 | 750 64 65 67 67 65 61
1000 | 472 | 1699 | 1.00 [ 250 61 57 58 59 56 51 1000 | 472 | 1699 | 3.00 [ 750 67 67 70 70 68 64
1200 566 2039 | 1.00 250 65 59 60 61 58 53 1200 566 2039 | 3.00 750 70 71 71 72 70 66
1400 | 661 | 2379 | 1.00 | 250 67 60 61 61 59 54 1400 | 661 | 2379 | 3.00 | 750 73 71 73 74 72 68
1600 | 755 | 2718 | 1.00 | 250 67 62 63 63 60 56 1600 | 755 | 2718 | 3.00 | 750 74 72 75 75 73 69
1800 | 850 | 3058 | 1.00 [ 250 70 65 64 64 60 56 1800 | 850 | 3058 | 3.00 [ 750 78 74 76 76 74 70
2000 944 3398 | 1.00 250 72 67 66 66 61 57 2000 944 3398 | 3.00 750 79 76 77 77 74 70
2200 | 1038 | 3738 | 1.00 [ 250 74 69 68 67 62 58 2200 | 1038 | 3738 | 3.00 | 750 80 77 78 78 75 71
2400 | 1133 | 4078 | 1.00 [ 250 75 71 69 68 62 59 2400 | 1133 | 4078 | 3.00 [ 750 82 79 79 79 75 72
200 94 340 1.50 375 39 46 51 43 40 37 200 94 340 3.50 875 45 52 55 51 48 47
400 189 680 150 [ 375 49 53 54 52 50 46 400 189 680 [ 3.50 | 875 54 60 61 60 59 57
600 283 | 1019 | 1.50 | 375 56 56 57 57 55 50 600 283 | 1019 | 3.50 | 875 60 64 65 65 63 60
800 378 [ 1359 | 1.50 | 375 61 59 60 60 58 53 800 378 [ 1359 | 3.50 | 875 65 67 69 68 67 63
1000 472 1699 [ 1.50 375 63 61 62 63 60 56 1000 472 1699 | 3.50 875 68 69 71 72 70 65
1200 | 566 | 2039 | 1.50 [ 375 67 63 64 65 62 58 1200 | 566 | 2039 | 3.50 | 875 71 72 73 74 72 68
1400 | 661 | 2379 | 1.50 | 375 69 64 66 66 63 59 1400 | 661 | 2379 | 3.50 | 875 73 72 75 75 74 69
1600 | 755 | 2718 | 1.50 | 375 70 66 67 68 64 60 1600 | 755 | 2718 | 3.50 | 875 75 74 76 77 75 71
1800 850 3058 | 1.50 375 74 68 69 69 65 61 1800 850 3058 | 3.50 875 78 76 77 78 76 72
2000 | 944 | 3398 | 1.50 [ 375 75 70 70 70 66 62 2000 | 944 | 3398 | 3.50 | 875 80 77 78 79 76 72
2200 | 1038 | 3738 | 1.50 | 375 77 72 71 71 66 62 2200 | 1038 | 3738 | 3.50 | 875 81 78 79 80 77 73
2400 | 1133 | 4078 | 1.50 | 375 78 74 73 72 67 64 2400 | 1133 | 4078 | 3.50 | 875 83 80 81 80 77 73
200 94 340 | 2.00 | 500 41 48 52 45 43 41 200 94 340 [ 4.00 | 1000 46 52 54 52 49 49
400 189 680 [ 2.00 | 500 51 55 56 55 53 49 400 189 680 [ 4.00 | 1000 55 61 62 61 61 59
600 283 | 1019 | 2.00 | 500 57 59 60 60 58 53 600 283 | 1019 | 4.00 | 1000 61 65 66 66 65 61
800 378 1359 | 2.00 500 62 62 63 63 61 56 800 378 1359 [ 4.00 | 1000 66 68 70 70 68 64
1000 | 472 | 1699 | 2.00 [ 500 65 64 65 66 64 59 1000 | 472 | 1699 | 4.00 [ 1000 69 70 73 73 71 67
1200 | 566 | 2039 | 2.00 [ 500 68 66 67 68 65 61 1200 | 566 | 2039 | 4.00 [ 1000 72 74 74 75 73 69
1400 | 661 | 2379 | 2.00 [ 500 71 67 69 69 67 63 1400 | 661 | 2379 | 4.00 [ 1000 74 74 76 77 76 71
1600 755 2718 | 2.00 500 72 69 70 71 68 64 1600 755 2718 | 4.00 | 1000 76 75 78 78 77 72
1800 | 850 | 3058 | 2.00 [ 500 75 71 72 72 69 65 1800 | 850 | 3058 | 4.00 [ 1000 79 77 79 79 77 73
2000 | 944 | 3398 | 2.00 | 500 77 72 73 73 69 65 2000 | 944 | 3398 | 4.00 [ 1000 81 78 80 80 78 74
2200 | 1038 | 3738 | 2.00 [ 500 78 74 74 74 70 66 2200 | 1038 | 3738 | 4.00 [ 1000 82 79 81 81 79 75
2400 | 1133 | 4078 | 2.00 500 79 76 76 75 71 67 2400 | 1133 | 4078 | 4.00 [ 1000 84 81 82 82 79 75
Notes

1. All Data was obtained from testing in accordance with ASHRAE/ANSI Standard 130, Methods of Testing Air Terminal Units
2. DPS is the difference in static pressure across the valve.
3. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.
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Valves only: 14-inch Supply (dual only)

Medium Pressure Accel Il Airflow Control Valves
Discharge Without Neutralizer Sound Power Level Test Data

Size 214
Sound Power Levels in dB ref 10112 Watts Sound Power Levels in dB ref 10112 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m¥h [inwc | Pa | 125 | 250 | 500 [ 1000 | 2000 | 4000 cim | s [ m¥h [inwc ] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000
400 189 680 [ 0.60 | 150 39 42 42 40 33 30 400 189 680 [ 2.50 | 625 46 51 53 52 45 51
800 378 [ 1359 | 0.60 | 150 42 51 47 49 44 38 800 378 [ 1359 | 2.50 | 625 55 62 62 62 58 55
1200 566 2039 | 0.60 150 50 54 50 53 49 44 1200 566 2039 | 2.50 625 60 67 65 67 63 59
1600 | 755 | 2718 | 0.60 | 150 51 58 53 56 51 47 1600 | 755 | 2718 | 2.50 | 625 64 70 67 70 67 63
2000 | 944 | 3398 | 0.60 [ 150 58 59 56 57 52 49 2000 | 944 | 3398 | 250 | 625 68 73 70 73 70 66
2400 | 1133 | 4078 | 0.60 [ 150 62 64 58 59 54 50 2400 | 1133 | 4078 | 2.50 | 625 71 75 71 74 71 66
2800 | 1321 | 4757 | 0.60 150 64 67 60 59 55 51 2800 | 1321 | 4757 | 2.50 625 73 77 73 76 72 69
3200 | 1510 | 5437 | 0.60 [ 150 67 69 62 60 57 52 3200 | 1510 | 5437 [ 2.50 | 625 76 79 75 77 73 70
3600 | 1699 | 6116 | 0.60 [ 150 69 71 64 62 57 54 3600 | 1699 | 6116 | 2.50 | 625 78 81 77 77 74 70
4000 | 1888 [ 6796 | 0.60 | 150 71 74 67 63 57 55 4000 | 1888 | 6796 | 2.50 | 625 78 83 78 78 74 71
4400 | 2077 | 7476 | 0.60 150 75 75 69 63 58 55 4400 | 2077 | 7476 | 2.50 625 82 85 80 78 75 72
4800 | 2265 | 8155 [ 0.60 | 150 77 79 72 63 59 56 4800 | 2265 | 8155 [ 2.50 | 625 84 86 82 79 75 72
400 189 680 1.00 [ 250 41 45 46 44 37 37 400 189 680 [ 3.00 | 750 47 52 54 53 46 54
800 378 1359 | 1.00 250 47 55 52 53 49 44 800 378 1359 | 3.00 750 56 63 64 63 59 57
1200 | 566 | 2039 | 1.00 [ 250 54 59 56 58 54 49 1200 | 566 | 2039 | 3.00 [ 750 61 67 67 69 65 61
1600 | 755 | 2718 | 1.00 | 250 57 62 58 61 58 53 1600 | 755 | 2718 | 3.00 | 750 65 72 69 72 69 65
2000 | 944 | 3398 | 1.00 [ 250 61 64 61 63 59 55 2000 | 944 | 3398 | 3.00 [ 750 69 74 72 74 72 68
2400 | 1133 | 4078 | 1.00 250 65 68 63 64 60 57 2400 | 1133 | 4078 | 3.00 750 72 76 74 76 73 70
2800 | 1321 | 4757 | 1.00 | 250 67 70 65 66 61 57 2800 | 1321 | 4757 | 3.00 [ 750 74 79 75 78 75 71
3200 | 1510 | 5437 | 1.00 | 250 71 73 67 66 63 60 3200 | 1510 [ 5437 | 3.00 | 750 77 81 77 79 75 72
3600 | 1699 | 6116 | 1.00 [ 250 73 75 69 68 63 60 3600 | 1699 | 6116 | 3.00 [ 750 79 83 78 79 76 72
4000 | 1888 | 6796 [ 1.00 250 74 77 71 68 63 61 4000 | 1888 | 6796 [ 3.00 750 79 84 79 80 77 73
4400 | 2077 | 7476 | 1.00 250 77 79 73 69 64 61 4400 | 2077 | 7476 | 3.00 750 82 86 82 81 77 74
4800 | 2265 | 8155 [ 1.00 | 250 79 81 75 69 64 62 4800 | 2265 [ 8155 [ 3.00 | 750 84 88 83 81 77 75
400 189 680 1.50 375 44 48 49 47 40 43 400 189 680 3.50 875 48 53 55 55 49 57
800 378 [ 1359 | 1.50 | 375 51 58 57 57 53 49 800 378 | 1359 | 350 | 875 57 64 65 65 61 59
1200 | 566 | 2039 | 1.50 | 375 56 62 60 62 58 54 1200 | 566 | 2039 | 3.50 | 875 62 69 69 70 66 63
1600 | 755 | 2718 | 1.50 | 375 60 65 63 65 62 57 1600 | 755 | 2718 | 3.50 | 875 66 72 71 74 71 67
2000 944 3398 | 1.50 375 65 68 65 67 64 60 2000 944 3398 | 3.50 875 70 75 73 76 73 69
2400 | 1133 | 4078 | 1.50 | 375 68 71 67 69 65 61 2400 | 1133 | 4078 | 3.50 | 875 73 76 74 78 75 71
2800 | 1321 | 4757 | 1.50 | 375 69 73 68 70 66 62 2800 | 1321 | 4757 | 3.50 | 875 75 80 76 79 76 73
3200 | 1510 | 5437 | 1.50 | 375 73 76 71 71 67 64 3200 | 1510 | 5437 | 3.50 | 875 78 82 78 80 77 73
3600 | 1699 | 6116 | 1.50 375 75 78 72 72 68 65 3600 | 1699 | 6116 | 3.50 875 80 84 79 81 78 74
4000 | 1888 | 6796 | 1.50 | 375 76 80 74 73 68 65 4000 | 1888 | 6796 | 3.50 | 875 80 85 80 82 78 75
4400 | 2077 | 7476 | 1.50 | 375 80 82 76 73 69 67 4400 | 2077 | 7476 | 3.50 | 875 83 87 82 82 79 76
4800 | 2265 | 8155 | 1.50 | 375 81 82 78 74 70 68 4800 | 2265 | 8155 | 3.50 | 875 85 89 84 83 79 78
400 189 680 [ 2.00 | 500 45 50 51 50 43 47 400 189 680 [ 4.00 | 1000 48 53 56 56 48 59
800 378 | 1359 | 2.00 | 500 53 60 60 60 55 52 800 378 | 1359 | 4.00 | 1000 57 65 66 66 62 61
1200 | 566 | 2039 | 2.00 [ 500 58 64 63 65 61 57 1200 | 566 | 2039 | 4.00 [ 1000 63 69 70 71 68 64
1600 755 2718 | 2.00 500 62 68 66 68 65 60 1600 755 2718 | 4.00 | 1000 67 73 73 75 72 68
2000 | 944 | 3398 | 2.00 [ 500 66 71 68 70 67 63 2000 | 944 | 3398 [ 4.00 [ 1000 71 77 74 77 75 71
2400 | 1133 | 4078 | 2.00 | 500 69 73 70 72 69 65 2400 | 1133 | 4078 | 4.00 [ 1000 74 78 75 79 77 73
2800 | 1321 | 4757 | 2.00 [ 500 72 76 71 73 70 66 2800 | 1321 | 4757 | 4.00 [ 1000 75 81 78 81 78 74
3200 | 1510 | 5437 | 2.00 500 75 78 73 74 71 66 3200 | 1510 | 5437 [ 4.00 | 1000 78 83 79 82 78 75
3600 | 1699 | 6116 | 2.00 [ 500 77 80 75 75 71 66 3600 | 1699 | 6116 [ 4.00 | 1000 81 85 80 82 79 76
4000 | 1888 | 6796 | 2.00 | 500 77 82 77 76 72 67 4000 | 1888 [ 6796 | 4.00 | 1000 80 86 81 83 80 77
4400 | 2077 | 7476 | 2.00 | 500 81 83 78 76 72 69 4400 | 2077 [ 7476 | 4.00 | 1000 84 88 84 84 81 78
4800 | 2265 | 8155 [ 2.00 500 83 84 80 77 72 70 4800 | 2265 | 8155 [ 4.00 | 1000 86 89 85 85 81 78
Notes

1. All Data was obtained from testing in accordance with ASHRAE/ANSI Standard 130, Methods of Testing Air Terminal Units
2. DPS is the difference in static pressure across the valve.
3. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.
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Valves only: 8-inch Shut-off Supply

Shut-off Valve
Discharge Sound Power Level Performance Data

Size 08
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cim | Us [ m%h [inwec] Pa [ 125 [ 250 [ 500 | 1000 [ 2000 | 4000 cim | Us [ m%h [inwc] Pa [ 125 | 250 [ 500 | 1000 [ 2000 | 4000
50 25 85 0.60 150 39 40 40 40 41 31 50 25 85 2.50 625 51 53 52 52 56 53
100 45 170 | 0.60 | 150 50 50 41 42 45 34 100 45 170 | 2.50 | 625 56 58 57 59 59 54
150 70 250 0.60 150 52 53 49 46 46 39 150 70 250 2.50 625 59 62 60 63 61 55
200 95 340 | 0.60 | 150 53 54 49 50 47 40 200 95 340 | 2.50 | 625 62 64 63 66 63 57
250 120 420 0.60 150 53 55 50 51 48 43 250 120 420 2.50 625 63 68 65 69 64 59
300 140 | 510 | 0.60 | 150 55 56 50 52 49 45 300 140 510 | 2.50 | 625 64 69 67 70 65 61
350 160 590 0.60 150 57 58 51 53 49 45 350 160 590 2.50 625 66 70 68 71 66 62
400 190 | 680 | 0.60 | 150 60 60 51 53 49 45 400 190 680 | 250 | 625 66 71 68 72 67 63
450 210 760 0.60 150 62 61 52 55 50 46 450 210 760 2.50 625 69 71 69 73 68 64
500 | 230 | 850 | 0.60 | 150 64 62 53 55 51 47 500 230 850 | 2.50 | 625 70 72 69 74 69 65
600 280 1000 | 0.60 150 66 65 58 58 53 48 600 280 1000 | 2.50 625 71 73 72 75 70 66
50 25 85 1.00 250 43 45 44 44 47 40 50 25 85 3.00 750 52 55 54 54 58 56
100 45 170 | 1.00 | 250 52 53 46 48 50 41 100 45 170 | 3.00 | 750 57 59 59 61 61 56
150 70 250 | 1.00 | 250 55 56 53 54 52 45 150 70 250 | 3.00 | 750 60 64 61 65 63 57
200 95 340 | 1.00 | 250 55 58 55 56 53 46 200 95 340 | 3.00 | 750 63 66 65 68 65 59
250 120 | 420 | 1.00 | 250 57 60 55 58 54 49 250 120 | 420 | 3.00 | 750 64 70 67 71 66 61
300 140 | 510 | 1.00 | 250 59 61 56 59 55 50 300 140 510 | 3.00 | 750 65 71 69 72 67 63
350 160 | 590 | 1.00 | 250 60 63 57 59 55 51 350 160 590 | 3.00 | 750 67 71 70 73 68 65
400 190 | 680 | 1.00 | 250 62 64 57 60 55 51 400 190 680 | 3.00 | 750 67 72 70 74 69 65
450 | 210 | 760 [ 1.00 | 250 64 65 58 61 56 52 450 210 760 | 3.00 | 750 71 73 71 75 70 66
500 | 230 | 850 | 1.00 | 250 66 65 59 62 57 53 500 230 850 | 3.00 | 750 71 73 71 76 71 68
600 | 280 | 1000 | 1.00 | 250 68 68 63 64 58 54 600 280 | 1000 | 3.00 | 750 72 74 73 77 69 69
50 25 85 1.50 [ 375 46 49 48 48 51 46 50 25 85 3.50 | 875 53 56 55 55 60 58
100 45 170 | 1.50 | 375 54 55 51 53 54 47 100 45 170 | 3.50 | 875 57 60 60 63 62 58
150 70 250 | 1.50 | 375 57 59 56 58 56 49 150 70 250 | 3.50 | 875 61 65 62 66 65 59
200 95 340 | 1.50 | 375 58 60 59 60 57 51 200 95 340 | 3.50 | 875 65 67 66 70 67 61
250 120 | 420 | 1.50 | 375 60 63 60 62 59 53 250 120 | 420 | 3.50 | 875 65 71 69 73 68 63
300 140 | 510 [ 1.50 | 375 61 64 61 64 59 55 300 140 510 | 3.50 | 875 66 72 71 74 69 64
350 160 | 590 | 1.50 | 375 63 66 62 64 60 56 350 160 590 | 3.50 | 875 67 73 71 75 70 67
400 190 | 680 | 1.50 | 375 64 67 62 65 60 57 400 190 680 | 3.50 | 875 68 73 72 76 71 67
450 | 210 | 760 [ 1.50 | 375 66 68 63 66 61 57 450 210 760 | 3.50 | 875 70 74 72 77 72 68
500 230 850 1.50 375 68 68 64 67 61 58 500 230 850 3.50 875 71 74 73 78 74 70
600 | 280 | 1000 | 1.50 | 375 70 70 67 69 62 59 600 280 | 1000 | 3.50 | 875 73 75 75 78 74 71
50 25 85 2.00 | 500 49 51 50 50 54 49 50 25 85 4.00 | 1000 [ 54 58 56 56 61 57
100 45 170 2.00 500 55 57 54 56 57 51 100 45 170 4.00 | 1000 58 61 62 65 64 58
150 70 250 | 2.00 | 500 58 61 58 61 59 52 150 70 250 | 4.00 | 1000 | 62 66 63 67 66 60
200 95 340 2.00 500 60 62 61 64 61 54 200 95 340 4.00 | 1000 66 68 67 72 68 62
250 120 | 420 | 2.00 | 500 61 66 63 66 62 56 250 120 | 420 | 4.00 | 1000 [ 66 72 70 74 70 64
300 140 510 2.00 500 63 67 64 67 63 58 300 140 510 4.00 | 1000 67 73 72 76 71 66
350 160 | 590 | 2.00 | 500 64 68 65 68 63 60 350 160 590 | 4.00 | 1000 | 68 74 73 77 72 68
400 190 680 2.00 500 65 69 65 69 64 60 400 190 680 4.00 | 1000 69 74 74 78 73 69
450 | 210 | 760 [ 2.00 [ 500 67 70 66 68 65 61 450 210 760 | 4.00 | 1000 | 70 75 74 79 74 70
500 230 850 2.00 500 69 70 67 71 66 62 500 230 850 4.00 | 1000 72 75 75 80 76 72
600 | 280 | 1000 | 2.00 | 500 71 72 69 72 66 64 600 280 | 1000 | 4.00 | 1000 [ 73 76 76 80 77 74

Notes

Sound Power Level Performance Data

1. DPS is the difference in static pressure across the valve.
2. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.




Valves only: 10-inch Shut-off Supply

Shut-off Valve
Discharge Sound Power Level Performance Data

Size 10
Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cfm | Us [ m*n [inwc]| Pa | 125 ] 250 | 500 [ 1000 [ 2000 | 4000 cfm | Us [ m*h [inwc] Pa | 125 ] 250 | 500 [ 1000 [ 2000 | 4000
100 45 170 0.60 150 56 51 38 44 42 35 100 45 170 2.50 625 53 54 51 58 59 55
200 95 340 0.60 150 56 53 44 50 45 41 200 95 340 2.50 625 59 63 58 67 62 56
300 140 510 0.60 150 56 54 47 55 49 45 300 140 510 2.50 625 65 67 62 70 64 60
400 190 680 | 0.60 150 57 55 47 57 51 48 400 190 680 | 2.50 | 625 67 70 64 72 66 63
500 230 850 0.60 150 57 56 49 58 52 50 500 230 850 2.50 625 69 71 66 75 69 65
600 280 1000 | 0.60 150 59 56 51 59 53 53 600 280 1000 | 2.50 625 70 74 67 76 70 67
700 330 1200 | 0.60 150 59 57 53 61 55 55 700 330 1200 | 2.50 625 72 75 68 78 71 68
800 380 | 1350 | 0.60 150 63 58 54 61 56 56 800 380 [ 1350 | 2.50 | 625 74 75 69 78 72 69
100 45 170 1.00 250 56 53 43 49 49 42 100 45 170 3.00 750 52 55 52 60 61 58
200 95 340 1.00 250 58 56 48 55 52 46 200 95 340 3.00 750 60 64 59 68 64 58
300 140 510 | 1.00 | 250 59 59 51 60 55 51 300 140 510 | 3.00 | 750 68 68 65 74 67 62
400 190 680 1.00 250 61 61 53 62 56 54 400 190 680 3.00 750 68 71 66 75 68 65
500 230 850 1.00 250 63 61 54 64 58 56 500 230 850 3.00 750 70 72 67 77 71 68
600 280 1000 1.00 250 65 63 56 65 59 57 600 280 1000 | 3.00 750 71 75 68 79 72 70
700 330 [ 1200 | 1.00 | 250 60 63 58 67 61 59 700 330 [ 1200 | 3.00 | 750 73 76 69 80 74 72
800 380 1350 1.00 250 66 64 59 68 62 60 800 380 1350 | 3.00 750 74 76 71 81 75 72
100 45 170 1.50 375 59 57 45 53 53 47 100 45 170 3.50 875 53 56 53 62 63 60
200 95 340 | 1.50 | 375 61 59 54 61 57 51 200 95 340 | 3.50 | 875 61 65 60 70 66 59
300 140 510 1.50 375 63 65 56 63 59 54 300 140 510 3.50 875 68 69 66 75 69 63
400 190 680 1.50 375 65 65 60 67 61 58 400 190 680 3.50 875 69 72 67 77 70 66
500 230 850 1.50 375 67 68 59 69 63 60 500 230 850 3.50 875 71 73 68 78 72 69
600 280 [ 1000 | 1.50 | 375 68 68 60 70 64 62 600 280 | 1000 | 3.50 | 875 72 76 69 81 74 71
700 330 1200 1.50 375 69 68 61 71 66 63 700 330 1200 | 3.50 875 74 77 70 82 76 73
800 380 1350 1.50 375 70 68 63 73 67 64 800 380 1350 | 3.50 875 75 77 72 83 77 74
100 45 170 | 2.00 | 500 62 53 49 55 56 51 100 45 170 | 4.00 | 1000 54 57 54 63 64 62
200 95 340 2.00 500 63 61 55 65 60 54 200 95 340 4.00 1000 62 66 63 71 68 61
300 140 510 2.00 500 64 66 60 67 62 57 300 140 510 4.00 1000 68 71 68 76 70 64
400 190 680 2.00 500 65 68 61 70 65 62 400 190 680 4.00 1000 71 73 71 79 72 68
500 230 850 | 2.00 | 500 68 70 64 72 65 63 500 230 850 [ 4.00 | 1000 72 75 72 80 73 70
600 280 1000 | 2.00 500 69 72 66 75 67 65 600 280 1000 | 4.00 1000 73 77 73 82 75 73
700 330 1200 | 2.00 500 71 73 65 75 69 67 700 330 1200 | 4.00 1000 75 79 74 83 77 75
800 380 1350 | 2.00 500 73 74 66 76 70 68 800 380 1350 | 4.00 1000 76 80 75 84 78 76

10

Notes

1. DPS is the difference in static pressure across the valve.

2. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.

Phoenix Controls



Valves only: 10-inch Dual Shut-off Supply

Shut-off Valve
Discharge Sound Power Level Performance Data

Dual 10
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | s [ m% [inwc| Pa | 125 | 250 | 500 [ 1000 [ 2000 | 4000 cfm | Us [ m% [inwc] Pa [ 125 | 250 | 500 | 1000 [ 2000 | 4000
200 94 340 | 0.60 150 56 46 45 49 46 37 200 94 340 | 250 | 625 57 58 55 63 63 58
300 142 510 0.60 150 56 47 46 52 48 40 300 142 510 2.50 625 59 60 59 68 64 59
400 189 680 | 0.60 150 56 48 47 55 49 43 400 189 680 | 2.50 [ 625 60 63 63 70 65 61
500 236 850 0.60 150 57 49 48 57 51 45 500 236 850 2.50 625 62 65 65 72 66 62
600 283 | 1019 | 0.60 150 57 50 49 58 52 47 600 283 | 1019 [ 2.50 | 625 65 67 67 74 67 64
700 330 1189 [ 0.60 150 58 51 50 59 53 49 700 330 1189 [ 2.50 625 66 68 68 75 68 65
800 378 1359 [ 0.60 150 58 52 51 60 54 50 800 378 1359 | 2.50 625 67 69 69 76 69 67
900 425 | 1529 | 0.60 150 58 54 52 61 56 53 900 425 | 1529 | 2.50 | 625 68 70 69 77 70 68
1000 472 1699 [ 0.60 150 59 55 52 61 56 54 1000 472 1699 [ 2.50 625 69 72 70 78 71 69
1100 | 519 | 1869 | 0.60 150 59 56 53 62 57 56 1100 | 519 | 1869 | 2.50 | 625 70 73 70 79 72 70
1200 566 2039 | 0.60 150 60 57 54 62 57 57 1200 566 2039 | 2.50 625 71 74 71 79 73 71
1300 | 614 | 2209 | 0.60 150 60 58 55 63 58 58 1300 | 614 [ 2209 | 2.50 [ 625 72 74 71 80 74 71
1400 661 2379 | 0.60 150 60 59 55 63 58 58 1400 661 2379 | 2.50 625 73 75 72 81 75 72
1500 | 708 | 2549 | 0.60 150 61 60 56 63 59 58 1500 | 708 | 2549 | 2.50 | 625 74 76 73 81 75 72
1600 755 2718 | 0.60 150 61 61 57 64 60 59 1600 755 2718 | 2.50 625 75 77 73 82 76 73
1700 | 802 | 2888 | 0.60 150 61 61 57 64 60 59 1700 | 802 | 2888 | 2.50 | 625 77 78 74 82 76 73
200 94 340 1.00 [ 250 52 54 50 54 53 44 200 94 340 | 3.00 | 750 56 59 57 66 65 61
300 142 510 1.00 250 55 55 52 58 54 47 300 142 510 3.00 750 61 62 60 69 66 62
400 189 680 1.00 [ 250 56 56 53 60 55 50 400 189 680 | 3.00 [ 750 63 65 64 73 67 63
500 236 850 1.00 [ 250 57 57 54 62 57 53 500 236 850 | 3.00 [ 750 64 66 65 74 68 64
600 283 1019 1.00 250 58 58 55 64 58 54 600 283 1019 [ 3.00 750 66 68 66 75 69 66
700 330 | 1189 [ 1.00 | 250 59 59 56 65 59 56 700 330 | 1189 | 3.00 | 750 67 70 68 76 70 67
800 378 1359 1.00 250 60 60 56 66 60 57 800 378 1359 [ 3.00 750 68 71 69 77 71 68
900 425 | 1529 | 1.00 | 250 61 61 57 66 61 58 900 425 | 1529 | 3.00 | 750 69 72 71 78 72 69
1000 472 1699 1.00 250 62 62 58 67 62 59 1000 472 1699 [ 3.00 750 70 73 72 79 73 70
1100 | 519 | 1869 [ 1.00 | 250 63 63 58 68 62 59 1100 | 519 | 1869 | 3.00 | 750 71 74 73 80 74 71
1200 566 2039 1.00 250 64 63 59 68 63 60 1200 566 2039 | 3.00 750 72 75 74 81 75 72
1300 | 614 | 2209 [ 1.00 | 250 65 64 60 69 63 61 1300 | 614 | 2209 | 3.00 | 750 73 76 74 82 76 73
1400 661 2379 1.00 250 66 65 61 69 64 61 1400 661 2379 | 3.00 750 74 77 75 83 76 74
1500 | 708 | 2549 [ 1.00 | 250 67 66 62 70 65 62 1500 | 708 | 2549 | 3.00 | 750 75 77 75 83 77 74
1600 755 2718 1.00 250 68 67 62 70 65 62 1600 755 2718 | 3.00 750 76 78 76 84 77 75
1700 | 802 | 2888 [ 1.00 | 250 69 68 63 71 66 63 1700 | 802 | 2888 | 3.00 | 750 77 79 76 84 78 75
200 94 340 1.50 375 52 53 51 58 57 50 200 94 340 3.50 875 60 60 58 66 68 63
300 142 510 1.50 [ 375 55 57 57 63 60 52 300 142 510 | 3.50 | 875 61 63 62 71 69 64
400 189 680 1.50 375 58 61 59 64 60 55 400 189 680 3.50 875 63 66 65 74 69 65
500 236 850 1.50 [ 375 60 64 60 66 61 57 500 236 850 | 3.50 | 875 65 67 68 76 70 66
600 283 1019 1.50 375 61 65 61 68 62 59 600 283 1019 [ 3.50 875 67 69 71 77 71 67
700 330 | 1189 [ 1.50 | 375 62 66 61 69 63 60 700 330 | 1189 | 3,50 | 875 68 71 73 79 72 69
800 378 1359 1.50 375 63 66 62 70 64 61 800 378 1359 [ 3.50 875 69 72 74 80 73 70
900 425 | 1529 | 1.50 | 375 64 67 62 71 65 62 900 425 | 1529 | 3.50 | 875 70 74 75 81 74 71
1000 472 1699 1.50 375 65 67 63 72 66 63 1000 472 1699 [ 3.50 875 71 75 75 82 75 72
1100 | 519 | 1869 [ 1.50 | 375 67 68 63 73 67 64 1100 | 519 | 1869 | 3.50 | 875 72 75 76 83 76 73
1200 566 2039 1.50 375 68 69 64 74 68 65 1200 566 2039 | 3.50 875 73 76 77 83 76 74
1300 | 614 | 2209 [ 1.50 | 375 69 69 65 74 68 65 1300 | 614 | 2209 | 3.50 | 875 74 77 77 84 77 75
1400 661 2379 1.50 375 71 70 65 75 69 65 1400 661 2379 | 3.50 875 75 78 77 84 78 75
1500 708 2549 1.50 375 72 70 66 75 69 66 1500 708 2549 | 3.50 875 75 78 77 85 78 76
1600 | 755 | 2718 | 1.50 | 375 73 71 67 76 70 66 1600 | 755 | 2718 | 3.50 | 875 76 78 78 85 78 76
1700 802 2888 1.50 375 74 72 67 76 70 67 1700 802 2888 | 3.50 875 76 79 78 86 79 76
200 94 340 2.00 500 54 56 55 61 61 54 200 94 340 4.00 1000 58 63 60 67 68 65
300 142 510 | 2.00 | 500 57 59 58 66 62 56 300 142 510 | 4.00 | 1000 61 64 64 72 71 66
400 189 680 2.00 500 59 61 61 67 63 58 400 189 680 4.00 1000 63 67 66 75 72 67
500 236 850 | 2.00 | 500 62 64 64 70 64 60 500 236 850 | 4.00 [ 1000 66 68 69 78 73 68
600 283 1019 [ 2.00 500 64 66 65 71 65 61 600 283 1019 [ 4.00 1000 67 69 72 79 73 69
700 330 | 1189 [ 2.00 | 500 65 68 66 72 66 63 700 330 | 1189 | 4.00 [ 1000 68 72 74 80 74 70
800 378 1359 [ 2.00 500 66 69 66 73 67 65 800 378 1359 [ 4.00 1000 70 73 75 81 75 71
900 425 | 1529 | 2.00 | 500 67 70 67 74 68 66 900 425 | 1529 [ 4.00 | 1000 71 75 76 82 76 72
1000 472 1699 [ 2.00 500 68 71 67 75 69 67 1000 472 1699 [ 4.00 1000 72 75 77 83 76 73
1100 519 1869 [ 2.00 500 69 71 67 76 70 67 1100 519 1869 [ 4.00 1000 73 76 78 84 77 74
1200 | 566 | 2039 [ 2.00 | 500 70 72 68 77 71 68 1200 | 566 [ 2039 | 4.00 [ 1000 74 77 79 85 78 75
1300 614 2209 | 2.00 500 71 72 68 77 71 68 1300 614 2209 | 4.00 1000 75 78 79 86 79 82
1400 | 661 | 2379 [ 2.00 | 500 72 73 69 78 72 69 1400 | 661 [ 2379 | 4.00 [ 1000 76 79 80 86 79 82
1500 708 2549 | 2.00 500 73 74 70 79 73 69 1500 708 2549 | 4.00 1000 77 79 80 87 80 77
1600 | 755 | 2718 [ 2.00 | 500 74 75 70 79 73 70 1600 | 755 | 2718 | 4.00 [ 1000 7 80 80 87 81 78
1700 802 2888 | 2.00 500 75 75 71 80 74 70 1700 802 2888 | 4.00 1000 78 81 81 88 81 79
Notes

Sound Power Level Performance Data

1. DPS is the difference in static pressure across the valve.
2. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.
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Valves only: 12-inch Shut-off Supply

Shut-off Valve
Discharge Sound Power Level Performance Data

Size 12
Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cfm | Us [ m*n [inwc]| Pa | 125 ] 250 | 500 [ 1000 [ 2000 | 4000 cfm | Us [ m*h [inwc] Pa | 125 ] 250 | 500 [ 1000 [ 2000 | 4000
200 94 340 0.60 150 44 54 42 48 42 34 200 94 340 2.50 625 52 56 53 62 60 54
300 142 510 0.60 150 47 54 43 53 46 41 300 142 510 2.50 625 56 60 55 67 61 56
400 189 680 | 0.60 150 50 55 46 54 47 43 400 189 680 | 2.50 | 625 57 63 59 69 63 59
500 236 850 0.60 150 53 56 46 56 49 46 500 236 850 2.50 625 60 65 61 72 65 61
600 283 1019 | 0.60 150 55 56 47 57 50 47 600 283 1019 | 2.50 625 63 68 62 73 66 63
700 330 1189 | 0.60 150 58 57 48 58 52 50 700 330 1189 | 2.50 625 65 70 63 74 67 65
800 378 | 1359 | 0.60 150 61 58 49 59 53 51 800 378 [ 1359 | 2.50 | 625 67 72 64 75 68 65
900 425 1529 | 0.60 150 62 58 50 60 54 52 900 425 1529 | 2.50 625 69 73 64 76 68 66
1000 472 1699 | 0.60 150 63 59 52 61 55 53 1000 472 1699 | 2.50 625 70 73 65 77 69 67
1100 519 1869 | 0.60 150 63 60 53 62 56 54 1100 519 1869 | 2.50 625 71 74 66 77 70 68
1200 [ 566 | 2039 | 0.60 150 63 61 54 63 57 55 1200 [ 566 [ 2039 | 2.50 | 625 72 74 67 78 72 69
1300 614 2209 | 0.60 150 64 62 56 64 58 56 1300 614 2209 | 2.50 625 74 75 68 78 72 70
200 94 340 1.00 250 50 55 45 53 50 41 200 94 340 3.00 750 52 55 54 59 61 57
300 142 510 1.00 | 250 54 56 49 58 52 47 300 142 510 3.00 [ 750 55 60 56 63 62 58
400 189 680 1.00 250 58 58 50 60 53 50 400 189 680 3.00 750 57 64 59 66 64 60
500 236 850 1.00 250 62 59 52 62 55 52 500 236 850 3.00 750 60 66 62 67 65 61
600 283 1019 | 1.00 250 64 61 54 63 56 54 600 283 1019 | 3.00 750 62 68 64 69 66 62
700 330 [ 1189 | 1.00 | 250 65 61 55 64 57 55 700 330 [ 1189 | 3.00 | 750 65 70 65 71 67 63
800 378 1359 | 1.00 250 65 62 56 65 58 56 800 378 1359 | 3.00 750 67 72 66 72 68 64
900 425 1529 | 1.00 250 66 63 57 66 59 57 900 425 1529 | 3.00 750 69 73 67 74 69 65
1000 472 1699 | 1.00 250 67 63 57 67 60 58 1000 472 1699 | 3.00 750 70 74 67 75 70 66
1100 [ 519 [ 1869 | 1.00 | 250 67 64 58 68 61 59 1100 [ 519 [ 1869 | 3.00 | 750 71 75 68 76 71 67
1200 566 2039 | 1.00 250 68 64 59 69 62 60 1200 566 2039 | 3.00 750 72 75 69 77 72 68
1300 614 2209 | 1.00 250 69 65 60 70 63 61 1300 614 2209 | 3.00 750 74 76 69 78 73 69
200 94 340 1.50 | 375 54 56 49 56 55 47 200 94 340 3.50 | 875 52 55 55 59 63 59
300 142 510 1.50 375 58 60 53 62 56 51 300 142 510 3.50 875 54 60 58 63 64 60
400 189 680 1.50 375 62 63 56 64 58 54 400 189 680 3.50 875 57 64 60 66 65 61
500 236 850 1.50 375 65 65 57 66 59 57 500 236 850 3.50 875 60 67 63 67 66 62
600 283 [ 1019 | 1.50 | 375 67 67 58 67 60 59 600 283 [ 1019 | 3.50 | 875 62 69 65 70 67 63
700 330 1189 | 1.50 375 68 67 59 68 61 60 700 330 1189 | 3.50 875 65 70 66 71 68 64
800 378 1359 | 1.50 375 70 68 61 69 62 61 800 378 1359 | 3.50 875 67 72 68 73 69 65
900 425 1529 | 1.50 375 70 68 61 70 63 62 900 425 1529 | 3.50 875 69 73 68 74 70 66
1000 [ 472 [ 1699 | 1.50 | 375 71 69 61 71 64 63 1000 [ 472 [ 1699 | 3.50 | 875 70 75 69 75 71 67
1100 519 1869 | 1.50 375 71 69 63 72 65 64 1100 519 1869 | 3.50 875 72 76 70 76 72 68
1200 566 2039 | 1.50 375 72 69 63 73 66 65 1200 566 2039 | 3.50 875 73 76 70 77 73 69
1300 614 2209 | 1.50 375 73 70 64 74 67 66 1300 614 2209 | 3.50 875 74 77 70 79 76 72
200 94 340 2.00 500 54 57 52 59 58 51 200 94 340 4.00 | 1000 52 55 56 59 64 61
300 142 510 2.00 500 57 61 55 64 59 54 300 142 510 4.00 | 1000 54 60 59 63 65 62
400 189 680 2.00 500 62 64 59 67 61 57 400 189 680 4.00 | 1000 57 64 61 67 66 63
500 236 850 | 2.00 | 500 66 67 60 69 62 61 500 236 850 [ 4.00 | 1000 60 68 64 70 67 63
600 283 1019 | 2.00 500 67 68 61 70 63 61 600 283 1019 | 4.00 | 1000 62 69 66 71 68 64
700 330 1189 | 2.00 500 68 70 62 71 64 62 700 330 1189 | 4.00 | 1000 65 71 68 72 69 65
800 378 1359 | 2.00 500 71 72 63 72 65 63 800 378 1359 | 4.00 [ 1000 67 73 69 73 70 66
900 425 | 1529 | 2.00 | 500 71 72 64 73 66 64 900 425 | 1529 | 4.00 [ 1000 68 74 70 74 71 67
1000 472 1699 | 2.00 500 73 72 65 74 67 65 1000 472 1699 | 4.00 [ 1000 70 75 71 75 72 68
1100 519 1869 | 2.00 500 74 73 65 75 68 66 1100 519 1869 | 4.00 [ 1000 72 76 71 76 73 69
1200 566 2039 | 2.00 500 75 73 66 76 69 67 1200 566 2039 | 4.00 | 1000 73 77 72 78 75 71
1300 [ 614 [ 2209 | 2.00 | 500 75 73 67 77 70 68 1300 [ 614 [ 2209 | 4.00 | 1000 80 81 77 80 77 73

Notes

1. DPS is the difference in static pressure across the valve.

2. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.
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Valves only: 12-inch Dual Shut-off Supply

Shut-off Valve
Discharge Sound Power Level Performance Data

Size 212
Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ m*h [inwec] Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cfm | Us [ m*%h [inwc | Pa [ 125 ] 250 | 500 [ 1000 [ 2000 | 4000
400 189 680 0.60 150 50.6 51.6 46.7 52.2 45.2 38.9 400 189 680 2.50 625 59.4 62.0 59.9 66.5 64.1 58.2
600 283 1019 | 0.60 150 55.4 55.5 49.3 56.6 48.9 44.4 600 283 1019 | 2.50 625 63.0 65.9 64.5 70.7 65.6 60.7
800 378 | 1359 | 0.60 150 | 585 | 564 | 51.8 | 58.9 | 515 | 474 800 378 | 1359 | 250 | 625 | 645 [ 69.8 | 674 | 735 | 67.0 | 63.3
1000 [ 472 | 1699 | 0.60 150 | 59.2 | 56.8 | 53.1 | 60.3 | 53.8 | 50.4 1000 [ 472 | 1699 | 250 | 625 | 66.0 [ 721 | 683 | 754 | 685 | 658
1200 566 2039 | 0.60 150 60.0 57.8 54.0 61.4 55.8 53.6 1200 566 2039 | 2.50 625 67.5 73.6 69.2 76.4 70.5 68.4
1400 661 2379 | 0.60 150 60.8 58.9 54.9 62.2 57.6 56.6 1400 661 2379 | 2.50 625 69.0 74.8 70.1 77.4 71.5 69.4
1600 [ 755 | 2718 | 0.60 150 | 615 | 60.8 | 55.9 | 62.9 | 585 | 58.3 1600 [ 755 | 2718 | 2.50 | 625 | 70.5 [ 75.8 | 71.0 | 783 | 725 | 704
1800 [ 850 | 3058 | 0.60 150 | 629 | 621 | 56.8 | 63.5 | 59.4 | 59.3 1800 [ 850 | 3058 | 250 | 625 | 72.0 [ 76.9 [ 719 | 793 | 735 | 713
2000 944 3398 | 0.60 150 64.4 63.7 57.9 64.1 60.1 60.2 2000 944 3398 | 2.50 625 73.4 77.9 72.8 80.2 74.5 72.3
2200 | 1038 | 3738 [ 0.60 150 65.4 65.7 58.8 64.5 60.4 60.4 2200 | 1038 | 3738 [ 2.50 625 74.9 79.0 73.7 81.2 75.2 72.9
2400 | 1133 | 4078 [ 0.60 150 | 66.8 | 674 | 604 | 64.8 | 60.8 | 61.0 2400 | 1133 | 4078 | 2.50 | 625 | 764 | 80.0 | 743 | 821 [ 75.7 | 734
2600 | 1227 | 4417 | 0.60 150 | 684 | 67.8 | 622 | 655 | 611 | 616 2600 | 1227 | 4417 | 250 | 625 | 779 | 811 | 749 | 827 | 761 | 73.7
400 189 680 1.00 250 54.7 58.1 51.6 57.7 52.6 48.6 400 189 680 3.00 750 59.4 61.8 61.6 68.6 66.6 61.2
600 283 | 1019 | 1.00 | 250 | 584 [ 59.6 | 55.7 | 62.3 | 55.3 | 51.6 600 283 | 1019 | 3.00 | 750 | 63.8 [ 66.0 | 66.1 | 72.2 | 68.1 | 63.3
800 378 | 1359 | 1.00 | 250 | 621 [ 611 [ 56.8 | 646 | 574 | 546 800 378 | 1359 | 3.00 | 750 | 65.0 [ 69.3 [ 69.2 | 75.7 | 69.3 | 659
1000 472 1699 | 1.00 250 63.1 62.5 58.0 66.1 59.3 57.1 1000 472 1699 | 3.00 750 66.3 72.7 71.4 77.7 70.7 68.3
1200 566 2039 | 1.00 250 64.2 64.0 59.1 67.5 60.3 58.6 1200 566 2039 | 3.00 750 67.5 74.2 72.4 79.2 72.2 70.2
1400 [ 661 | 2379 | 1.00 | 250 | 65.5 [ 65.5 | 60.3 | 68.3 | 614 | 60.2 1400 [ 661 | 2379 | 3.00 | 750 | 68.8 [ 751 | 734 | 80.4 | 732 | 71.2
1600 [ 755 | 2718 | 1.00 | 250 | 66.7 [ 66.3 [ 614 | 69.1 | 624 | 613 1600 [ 755 | 2718 | 3.00 | 750 | 70.0 [ 762 | 743 | 814 | 742 | 723
1800 850 3058 | 1.00 250 68.0 67.3 62.4 69.8 63.5 62.3 1800 850 3058 | 3.00 750 71.3 77.3 74.9 82.2 75.3 73.4
2000 944 3398 | 1.00 250 69.3 68.4 63.4 70.4 64.2 62.9 2000 944 3398 | 3.00 750 72.5 79.2 75.1 82.7 76.3 74.5
2200 | 1038 [ 3738 | 1.00 | 250 | 70.5 | 694 | 643 [ 71.3 | 649 | 64.0 2200 | 1038 | 3738 | 3.00 | 750 | 73.8 | 80.2 | 75.8 | 834 | 772 | 753
2400 | 1133 [ 4078 | 1.00 | 250 | 718 | 70.7 | 652 | 719 | 656 | 65.1 2400 | 1133 | 4078 | 3.00 | 750 | 75.0 | 812 | 765 | 84.2 | 775 | 755
2600 | 1227 | 4417 | 1.00 250 73.1 72.2 66.4 72.4 66.6 66.1 2600 | 1227 | 4417 | 3.00 750 76.3 82.2 76.7 84.4 77.8 75.8
400 189 680 150 | 375 | 59.4 | 642 | 575 | 616 | 58.6 [ 51.2 400 189 680 | 3.50 | 875 | 60.9 | 62.7 | 61.6 | 69.2 | 685 | 64.2
600 283 | 1019 | 150 | 375 | 614 [ 65,5 | 59.9 | 66.1 | 59.7 | 56.1 600 283 | 1019 | 350 | 875 | 63.6 | 664 [ 673 | 73.8 | 69.7 | 64.9
800 378 1359 | 1.50 375 63.4 66.7 62.2 68.9 60.8 59.3 800 378 1359 | 3.50 875 66.4 70.1 70.1 76.9 70.8 66.9
1000 472 1699 | 1.50 375 65.4 68.0 63.2 70.0 61.9 60.5 1000 472 1699 | 3.50 875 67.5 72.6 71.8 78.8 721 69.3
1200 [ 566 | 2039 | 150 | 375 | 674 [ 69.2 | 642 | 71.0 | 63.0 | 617 1200 [ 566 | 2039 | 3.50 | 875 | 68.5 [ 74.0 | 734 | 80.4 | 73.3 | 705
1400 [ 661 | 2379 | 150 | 375 | 69.3 [ 704 [ 652 | 721 | 64.1 | 629 1400 [ 661 | 2379 | 350 | 875 | 696 [ 754 [ 751 | 816 | 745 | 716
1600 755 2718 | 1.50 375 71.3 71.7 66.0 73.1 65.2 64.1 1600 755 2718 | 3.50 875 70.6 76.4 76.1 82.8 75.5 72.8
1800 850 3058 | 1.50 375 73.3 72.2 66.8 74.2 66.3 65.3 1800 850 3058 | 3.50 875 71.7 77.5 76.8 83.6 76.5 74.0
2000 | 944 | 3398 | 150 | 375 | 753 | 729 | 67.8 | 752 | 674 | 66.5 2000 | 944 | 3398 | 350 | 875 | 72.7 | 787 | 773 | 843 | 775 | 75.2
2200 | 1038 | 3738 | 150 | 375 | 77.3 | 734 | 688 | 76.2 | 685 | 67.3 2200 | 1038 | 3738 | 3.50 | 875 | 738 | 80.0 | 775 | 851 | 785 | 76.4
2400 | 1133 | 4078 [ 1.50 375 79.3 74.2 69.7 76.8 69.6 67.7 2400 | 1133 | 4078 | 3.50 875 74.8 81.3 78.4 85.9 79.4 77.6
2600 | 1227 | 4417 | 1.50 375 81.3 75.6 70.6 77.3 70.7 68.6 2600 | 1227 | 4417 | 3.50 875 75.9 82.6 78.9 86.5 80.4 78.7
400 189 680 | 2.00 | 500 | 594 | 624 | 618 | 642 | 615 | 554 400 189 680 | 4.00 | 1000 | 613 | 64.1 | 625 | 69.8 | 69.9 | 645
600 283 1019 | 2.00 500 62.2 65.9 62.9 68.6 62.9 58.8 600 283 1019 | 4.00 1000 | 64.4 66.8 68.4 75.4 71.4 66.3
800 378 1359 | 2.00 500 63.9 69.4 63.9 71.6 64.8 62.2 800 378 1359 | 4.00 1000 | 67.1 70.4 71.3 78.2 72.4 68.2
1000 [ 472 | 1699 | 2.00 | 500 | 65.7 [ 71.8 | 65.0 | 72.7 | 659 | 63.3 1000 [ 472 | 1699 | 4.00 | 1000 | 68.2 [ 72.6 | 73.3 | 79.9 | 73.3 | 70.0
1200 [ 566 | 2039 | 2.00 | 500 | 674 [ 733 [ 66.1 | 73.8 | 67.0 | 645 1200 [ 566 | 2039 | 4.00 | 1000 | 69.3 [ 749 [ 751 | 816 | 744 | 718
1400 661 2379 | 2.00 500 69.2 74.4 67.1 74.9 68.0 65.7 1400 661 2379 | 4.00 1000 | 70.4 75.9 76.5 82.9 75.6 73.5
1600 755 2718 | 2.00 500 70.9 75.3 68.2 76.0 69.1 66.9 1600 755 2718 | 4.00 1000 | 71.5 76.9 77.4 84.2 76.8 74.9
1800 [ 850 | 3058 | 2.00 | 500 | 726 [ 76.3 | 69.3 | 77.1 | 70.2 | 68.0 1800 [ 850 | 3058 | 4.00 | 1000 | 725 [ 775 | 784 | 851 | 781 | 764
2000 | 944 | 3398 | 2.00 | 500 | 744 | 77.2 | 703 [ 782 | 712 | 69.2 2000 | 944 | 3398 | 4.00 | 1000 | 736 | 78.7 | 789 | 859 | 788 | 77.2
2200 | 1038 | 3738 [ 2.00 500 76.1 77.3 71.4 79.3 72.3 70.4 2200 | 1038 | 3738 | 4.00 1000 | 74.7 80.1 79.5 86.8 79.8 78.3
2400 | 1133 | 4078 [ 2.00 500 77.9 77.4 72.5 80.1 73.4 70.9 2400 | 1133 | 4078 [ 4.00 1000 | 75.8 81.4 80.0 87.7 80.7 79.3
2600 | 1227 | 4417 [ 2.00 500 79.6 78.7 73.5 80.7 74.4 715 2600 | 1227 | 4417 [ 4.00 1000 | 76.9 82.7 80.6 88.5 81.6 80.3
Notes

Sound Power Level Performance Data

1. DPS is the difference in static pressure across the valve.
2. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.
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Valves only: 8-inch Exhaust

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data

Size 08
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ mh | inwc| Pa | 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cm | Us [ mh | inwc| Pa | 125 | 250 | 500 [ 1000 | 2000 [ 4000
50 25 85 0.30 75 37 31 21 <20 <20 <20 50 25 85 2.50 625 43 39 37 39 45 41
100 45 170 0.30 75 40 32 22 <20 <20 <20 100 45 170 2.50 625 47 44 46 45 46 42
150 70 250 0.30 75 41 33 23 23 <20 <20 150 70 250 2.50 625 50 49 50 47 47 43
200 95 340 0.30 75 44 39 31 32 26 <20 200 95 340 2.50 625 53 53 51 48 48 44
250 120 420 0.30 75 45 41 35 35 27 <20 250 120 420 2.50 625 55 55 53 49 49 45
300 140 510 | 0.30 75 46 43 37 39 31 21 300 140 510 | 2.50 | 625 57 57 55 51 50 46
350 160 590 0.30 75 47 46 40 42 33 23 350 160 590 2.50 625 59 59 56 53 51 47
400 190 680 0.30 75 48 48 42 45 35 26 400 190 680 2.50 625 61 60 58 55 52 48
450 210 760 0.30 75 49 49 44 47 37 28 450 210 760 2.50 625 62 62 61 58 54 49
500 230 850 | 0.30 75 50 50 45 49 39 31 500 230 850 | 2.50 | 625 64 64 63 61 56 50
600 280 1000 | 2.50 625 67 66 67 65 58 52
700 330 1200 | 2.50 625 70 69 71 69 61 55
50 25 85 0.60 150 38 33 31 31 24 <20 50 25 85 3.00 | 750 44 40 39 40 46 43
100 45 170 0.60 150 43 38 32 32 25 <20 100 45 170 3.00 750 48 45 47 46 47 44
150 70 250 0.60 150 46 40 33 33 29 20 150 70 250 3.00 750 51 50 51 48 48 45
200 95 340 0.60 150 48 42 36 36 32 24 200 95 340 3.00 750 54 54 53 50 49 46
250 120 420 | 0.60 150 49 45 39 38 34 26 250 120 420 | 3.00 | 750 56 56 55 51 50 47
300 140 510 0.60 150 52 48 43 43 37 30 300 140 510 3.00 750 58 58 57 53 51 48
350 160 590 0.60 150 54 50 46 47 40 33 350 160 590 3.00 750 60 60 58 55 53 49
400 190 680 0.60 150 55 53 48 49 41 35 400 190 680 3.00 750 62 61 60 57 54 50
450 210 760 | 0.60 150 56 55 51 52 43 37 450 210 760 | 3.00 | 750 63 63 62 59 56 51
500 230 850 0.60 150 57 56 53 54 45 38 500 230 850 3.00 750 65 65 64 62 58 52
600 280 1000 | 0.60 150 58 57 54 57 47 41 600 280 1000 | 3.00 750 68 67 68 66 60 54
700 330 1200 | 0.60 150 59 58 56 59 48 43 700 330 1200 | 3.00 750 71 70 72 70 62 57
50 25 85 1.00 250 39 34 34 36 35 26 50 25 85 3.50 875 45 40 40 42 47 45
100 45 170 1.00 250 44 41 40 37 36 27 100 45 170 3.50 875 49 46 47 47 48 46
150 70 250 1.00 250 47 44 41 38 37 29 150 70 250 3.50 875 51 51 53 50 49 47
200 95 340 1.00 [ 250 50 46 43 39 38 31 200 95 340 | 3.50 | 875 55 54 55 51 50 48
250 120 420 1.00 250 52 50 45 4 39 33 250 120 420 3.50 875 57 56 57 53 52 49
300 140 510 1.00 250 54 51 47 45 41 35 300 140 510 3.50 875 59 59 59 54 53 50
350 160 590 1.00 250 56 54 51 49 43 37 350 160 590 3.50 875 61 61 60 57 55 51
400 190 680 1.00 [ 250 58 55 53 52 45 39 400 190 680 | 3.50 | 875 63 63 61 58 56 53
450 210 760 1.00 250 59 57 55 55 47 4 450 210 760 3.50 875 65 64 63 60 57 53
500 230 850 1.00 250 60 59 57 57 49 42 500 230 850 3.50 875 66 66 65 62 60 55
600 280 1000 | 1.00 250 64 63 59 60 51 44 600 280 1000 | 3.50 875 69 69 69 67 62 56
700 330 | 1200 | 1.00 | 250 65 65 62 64 54 47 700 330 | 1200 | 3.50 | 875 71 72 74 71 64 59
50 25 85 1.50 375 40 35 35 37 39 34 50 25 85 4.00 | 1000 46 41 41 43 48 47
100 45 170 1.50 375 45 42 43 41 40 35 100 45 170 4.00 | 1000 50 48 48 48 49 48
150 70 250 1.50 [ 375 48 47 44 42 41 36 150 70 250 | 4.00 | 1000 52 53 54 51 50 49
200 95 340 1.50 375 51 50 46 43 42 37 200 95 340 4.00 | 1000 56 55 57 53 50 50
250 120 420 1.50 375 53 52 48 45 43 38 250 120 420 4.00 | 1000 58 57 59 55 54 51
300 140 510 1.50 375 55 53 50 47 44 39 300 140 510 4.00 | 1000 60 60 61 56 54 52
350 160 590 1.50 [ 375 57 56 53 50 46 41 350 160 590 | 4.00 | 1000 62 62 62 58 57 52
400 190 680 1.50 375 59 57 55 53 48 42 400 190 680 4.00 | 1000 64 64 63 59 58 55
450 210 760 1.50 375 60 59 58 56 49 44 450 210 760 4.00 | 1000 66 65 64 60 59 55
500 230 850 1.50 375 62 61 60 59 51 45 500 230 850 4.00 | 1000 67 66 66 63 62 57
600 280 | 1000 | 1.50 | 375 65 64 63 63 54 47 600 280 | 1000 | 4.00 | 1000 71 70 70 68 63 58
700 330 1200 | 1.50 375 68 67 66 66 57 51 700 330 1200 | 4.00 [ 1000 72 73 75 72 66 61
50 25 85 2.00 500 41 37 36 38 42 38
100 45 170 | 2.00 | 500 46 43 45 44 43 39
150 70 250 2.00 500 49 48 48 45 44 40
200 95 340 2.00 500 52 52 49 46 45 41
250 120 420 2.00 500 54 54 51 47 46 42
300 140 510 | 2.00 | 500 56 56 52 49 48 43
350 160 590 2.00 500 58 57 54 52 49 44
400 190 680 2.00 500 60 59 57 54 51 46
450 210 760 2.00 500 61 61 59 57 52 47 Notes
500 230 850 2.00 500 63 62 61 60 54 48 1. DPS is the difference in static pressure across the valve.
600 280 1000 | 2.00 500 66 65 66 64 56 50 2. Exhaust sound is the noise emitted from the valve inlet into
700 330 1200 | 2.00 500 69 68 69 68 59 53 the downstream duct.
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Valves only: 10-inch Exhaust (all valves)

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data

Size 10
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ mh | inwc| Pa | 125 | 250 | 500 [ 1000 | 2000 [ 4000 cm | s [ mih | inwc| Pa | 125 | 250 | 500 [ 1000 | 2000 [ 4000
100 45 170 0.30 75 37 34 29 23 <20 <20 100 45 170 | 2.50 625 44 45 43 46 49 48
150 70 250 0.30 75 41 35 30 26 21 <20 200 95 340 [ 2.50 625 50 51 49 49 50 49
200 95 340 0.30 75 43 36 31 30 26 <20 300 140 510 [ 2.50 625 55 56 52 52 51 50
250 120 420 0.30 75 44 37 32 32 29 20 400 190 680 [ 2.50 625 59 60 55 56 54 52
300 140 510 0.30 75 46 39 34 34 30 22 500 230 850 | 2.50 625 63 63 57 59 56 53
350 160 590 0.30 75 49 41 35 37 34 25 600 280 [ 1000 | 2.50 625 67 66 59 61 59 55
400 190 680 0.30 75 50 42 37 39 37 29 700 330 [ 1200 | 2.50 625 69 67 61 63 62 57
450 210 760 0.30 75 51 43 38 42 40 33 800 380 [ 1350 | 2.50 625 72 68 62 64 63 58
500 230 850 0.30 75 52 44 40 43 43 38 900 420 | 1500 | 2.50 625 75 71 65 67 64 59
1000 [ 470 | 1700 | 2.50 625 77 73 70 69 65 60
100 45 170 0.60 150 38 36 36 36 31 21 100 45 170 3.00 750 45 47 44 47 51 50
200 95 340 0.60 150 46 42 38 37 32 25 200 95 340 3.00 750 51 52 51 50 52 51
300 140 510 0.60 150 51 45 40 40 37 31 300 140 510 3.00 750 56 57 54 53 53 52
400 190 680 0.60 150 55 47 42 44 41 36 400 190 680 3.00 750 60 61 56 57 55 53
500 230 850 0.60 150 58 49 44 46 44 39 500 230 850 3.00 750 64 64 58 60 58 54
600 280 [ 1000 | 0.60 150 60 52 47 50 47 45 600 280 | 1000 | 3.00 750 68 67 60 63 61 57
700 330 [ 1200 | 0.60 150 62 54 49 52 48 47 700 330 [ 1200 | 3.00 750 70 69 62 65 63 59
800 380 [ 1350 | 0.60 150 63 55 52 54 50 49 800 380 [ 1350 | 3.00 750 73 70 64 66 65 60
900 420 | 1500 | 0.60 150 64 57 54 56 52 51 900 420 | 1500 | 3.00 750 76 72 66 68 66 61
1000 | 470 [ 1700 | 0.60 150 65 58 55 57 54 53 1000 | 470 [ 1700 | 3.00 750 78 75 71 70 67 62
100 45 170 1.00 250 40 41 40 42 37 28 100 45 170 3.50 875 46 49 45 48 53 52
200 95 340 1.00 250 47 47 42 43 38 32 200 95 340 3.50 875 52 53 53 51 54 53
300 140 510 1.00 250 52 49 44 45 42 37 300 140 510 3.50 875 57 58 56 54 55 54
400 190 680 1.00 250 56 52 47 48 46 41 400 190 680 3.50 875 61 62 57 58 56 54
500 230 850 1.00 250 60 54 49 51 49 45 500 230 850 3.50 875 65 65 59 61 60 55
600 280 [ 1000 | 1.00 250 64 57 51 53 50 47 600 280 [ 1000 | 3.50 875 69 68 61 65 63 59
700 330 [ 1200 | 1.00 250 66 59 54 56 52 49 700 330 | 1200 | 3.50 875 71 71 63 67 64 61
800 380 [ 1350 | 1.00 250 69 61 57 59 54 50 800 380 [ 1350 | 3.50 875 74 72 66 68 67 62
900 420 | 1500 | 1.00 250 70 62 59 60 55 52 900 420 | 1500 | 3.50 875 77 73 67 69 68 63
1000 | 470 [ 1700 | 1.00 250 71 64 60 62 57 54 1000 | 470 [ 1700 | 3.50 875 79 77 72 71 69 64
100 45 170 1.50 375 41 43 41 44 44 37 100 45 170 | 4.00 | 1000 47 51 46 49 55 54
200 95 340 1.50 375 48 49 45 45 45 38 200 95 340 [ 4.00 | 1000 53 54 55 52 56 55
300 140 510 1.50 375 53 54 48 48 46 42 300 140 510 [ 4.00 | 1000 58 59 58 55 57 56
400 190 680 1.50 375 57 57 50 52 49 45 400 190 680 [ 4.00 | 1000 62 63 58 59 57 55
500 230 850 1.50 375 61 58 52 54 52 48 500 230 850 [ 4.00 | 1000 66 66 60 62 62 56
600 280 [ 1000 | 1.50 375 65 60 55 57 55 50 600 280 [ 1000 | 4.00 | 1000 70 69 62 67 65 61
700 330 [ 1200 | 1.50 375 67 62 57 59 56 51 700 330 [ 1200 | 4.00 | 1000 72 73 64 69 65 63
800 380 | 1350 | 1.50 375 70 65 60 62 57 53 800 380 | 1350 | 4.00 | 1000 75 74 68 70 69 64
900 420 | 1500 | 1.50 375 73 66 63 64 59 54 900 420 | 1500 | 4.00 | 1000 78 74 68 70 70 65
1000 | 470 [ 1700 | 1.50 375 74 68 66 66 61 56 1000 | 470 | 1700 | 4.00 | 1000 80 79 73 72 71 66
100 45 170 | 2.00 500 42 44 42 45 47 45
200 95 340 2.00 500 49 50 47 47 48 46
300 140 510 2.00 500 54 55 50 50 49 47
400 190 680 [ 2.00 500 58 59 53 54 51 48
500 230 850 [ 2.00 500 62 61 55 57 55 51
600 280 [ 1000 | 2.00 500 66 63 57 59 57 53
700 330 [ 1200 | 2.00 500 68 65 59 61 59 54 Notes
800 380 1350 | 2.00 500 71 67 61 63 60 55 1. DPS is the difference in static pressure across the valve.
900 420 1500 | 2.00 500 74 69 64 66 62 57 2. Exhaust sound is the noise emitted from the valve inlet into
1000 | 470 [ 1700 | 2.00 500 76 71 69 68 63 58 the downstream duct.

Sound Power Level Performance Data
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Valves only: 10-inch Exhaust (dual only)

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data

Dual 10
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ mh [ inwc| Pa | 125 [ 250 | 500 [ 1000 ] 2000 [ 4000 cm | Us [ mh | inwc| Pa | 125 [ 250 | 500 [ 1000 ] 2000 [ 4000
200 95 340 0.30 75 36 34 30 25 <20 <20 200 95 340 2.50 625 45 45 45 48 52 50
300 140 510 0.30 75 37 35 31 29 23 <20 400 190 680 2.50 625 51 51 51 52 53 51
400 190 680 0.30 75 38 36 32 33 29 21 600 280 [ 1000 | 2.50 625 55 56 55 55 54 52
500 230 850 0.30 75 39 37 33 35 32 23 800 380 [ 1350 | 2.50 625 60 60 57 59 57 53
600 280 [ 1000 | 0.30 75 41 39 35 37 33 25 1000 [ 470 | 1700 | 2.50 625 63 64 60 62 59 56
700 330 [ 1200 | 0.30 75 43 40 36 39 34 26 1200 [ 560 [ 2050 | 2.50 625 65 66 62 64 62 58
800 380 [ 1350 | 0.30 75 45 41 38 42 40 32 1400 [ 660 | 2400 | 2.50 625 67 67 64 66 64 59
900 420 [ 1550 | 0.30 75 46 42 39 44 43 36 1600 [ 750 [ 2700 | 2.50 625 70 69 65 67 65 61
1000 [ 470 [ 1700 | 0.30 75 47 43 41 45 45 41 1800 [ 850 [ 3050 | 2.50 625 71 71 67 69 66 62
2000 | 940 | 3400 [ 2.50 625 74 72 70 71 67 63

200 95 340 0.60 150 40 39 39 37 27 <20 200 95 340 3.00 750 46 46 46 49 53 53
400 190 680 0.60 150 47 43 41 40 35 28 400 190 680 3.00 750 52 52 52 53 54 54
600 280 [ 1000 | 0.60 150 50 46 42 43 40 34 600 280 [ 1000 | 3.00 750 56 57 56 56 55 55
800 380 [ 1350 | 0.60 150 53 48 45 47 44 39 800 380 [ 1350 | 3.00 750 61 62 59 60 58 56
1000 [ 470 [ 1700 | 0.60 150 56 51 47 49 47 42 1000 [ 470 [ 1700 | 3.00 750 64 65 61 63 61 57
1200 [ 560 [ 2050 | 0.60 150 58 53 49 52 49 48 1200 [ 560 | 2050 | 3.00 750 66 67 63 66 63 59
1400 [ 660 [ 2400 | 0.60 150 59 54 51 54 51 50 1400 [ 660 | 2400 | 3.00 750 68 69 65 68 66 61
1600 [ 750 [ 2700 | 0.60 150 60 55 53 57 52 52 1600 [ 750 [ 2700 | 3.00 750 71 71 67 69 68 63
1800 [ 850 | 3050 | 0.60 150 61 57 55 58 54 54 1800 [ 850 [ 3050 | 3.00 750 73 72 68 71 69 64
2000 | 940 | 3400 [ 0.60 150 62 58 57 60 57 56 2000 | 940 | 3400 [ 3.00 750 75 73 71 72 70 65
200 95 340 1.00 250 42 41 42 43 38 29 200 95 340 3.50 875 48 47 48 49 54 56
400 190 680 1.00 250 48 48 45 46 41 35 400 190 680 3.50 875 52 52 54 54 56 57
600 280 [ 1000 | 1.00 250 52 50 47 48 45 40 600 280 [ 1000 | 3.50 875 58 58 58 57 57 58
800 380 [ 1350 | 1.00 250 56 53 49 51 49 44 800 380 [ 1350 | 3.50 875 62 63 61 61 59 59
1000 [ 470 [ 1700 | 1.00 250 59 55 52 54 51 47 1000 [ 470 [ 1700 | 3.50 875 65 66 62 64 63 58
1200 [ 560 [ 2050 | 1.00 250 61 57 53 55 52 50 1200 [ 560 | 2050 | 3.50 875 68 68 65 67 65 61
1400 [ 660 [ 2400 | 1.00 250 64 58 56 58 54 52 1400 [ 660 | 2400 | 3.50 875 70 70 67 69 68 63
1600 [ 750 [ 2700 | 1.00 250 65 61 58 61 55 53 1600 [ 750 | 2700 | 3.50 875 72 72 69 72 70 65
1800 [ 850 [ 3050 | 1.00 250 66 62 60 63 57 55 1800 [ 850 [ 3050 | 3.50 875 74 73 70 72 71 66
2000 | 940 | 3400 [ 1.00 250 67 63 62 65 58 57 2000 | 940 | 3400 [ 3.50 875 76 75 71 74 72 66
200 95 340 1.50 375 43 42 43 45 46 38 200 95 340 [ 4.00 | 1000 49 48 49 50 55 59
400 190 680 1.50 375 49 49 47 48 47 41 400 190 680 [ 4.00 | 1000 53 52 56 55 57 60
600 280 [ 1000 | 1.50 375 53 54 50 51 49 45 600 280 [ 1000 | 4.00 | 1000 59 60 59 58 58 61
800 380 | 1350 [ 1.50 375 58 58 53 55 52 48 800 380 | 1350 | 4.00 | 1000 63 64 63 62 61 62
1000 [ 470 | 1700 | 1.50 375 61 60 55 57 55 51 1000 [ 470 [ 1700 | 4.00 | 1000 65 66 63 65 65 59
1200 [ 560 [ 2050 | 1.50 375 63 61 57 60 57 53 1200 [ 560 | 2050 | 4.00 | 1000 69 70 67 69 66 62
1400 [ 660 | 2400 | 1.50 375 65 63 59 61 58 54 1400 [ 660 | 2400 | 4.00 | 1000 71 72 69 71 70 65
1600 [ 750 [ 2700 | 1.50 375 68 64 61 64 59 55 1600 [ 750 | 2700 | 4.00 | 1000 73 73 70 74 72 68
1800 [ 850 [ 3050 | 1.50 375 69 66 64 66 60 56 1800 [ 850 [ 3050 | 4.00 | 1000 75 74 71 74 73 68
2000 | 940 | 3400 [ 1.50 375 70 67 66 69 62 58 2000 | 940 | 3400 [ 4.00 | 1000 77 76 72 75 75 68
200 95 340 2.00 500 44 44 44 47 51 46
400 190 680 2.00 500 50 50 49 50 52 47
600 280 [ 1000 | 2.00 500 54 55 53 53 53 48
800 380 [ 1350 | 2.00 500 59 59 56 57 54 51
1000 [ 470 [ 1700 | 2.00 500 62 62 58 60 58 54
1200 [ 560 [ 2050 | 2.00 500 64 64 60 62 60 56
1400 [ 660 | 2400 | 2.00 500 66 66 62 64 62 57 Notes
1600 750 2700 | 2.00 500 69 67 64 66 63 58 1. DPS is the difference in static pressure across the valve.
1800 850 3050 | 2.00 500 70 69 66 68 64 59 2. Exhaust sound is the noise emitted from the valve inlet into
2000 | 940 | 3400 [ 2.00 500 72 70 69 70 65 60 the downstream duct.
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Valves only: 12-inch Exhaust (all valves)

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data

Size 12
Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 108-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ m*h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000
200 95 340 0.30 75 40 34 27 24 20 <20 200 95 340 [ 2.50 625 47 52 49 50 54 51
300 140 510 0.30 75 44 36 30 30 28 20 400 190 680 [ 2.50 625 54 56 52 51 55 52
400 190 680 0.30 75 48 39 32 33 31 22 600 280 [ 1000 | 2.50 625 60 63 56 56 56 53
500 230 850 0.30 75 50 43 35 36 36 27 800 380 [ 1350 | 2.50 625 65 66 58 59 58 55
600 280 [ 1000 | 0.30 75 51 44 39 41 42 36 1000 | 470 [ 1700 | 2.50 625 68 68 60 62 61 57
700 330 [ 1200 | 0.30 75 52 46 42 44 46 42 1200 | 560 [ 2050 | 2.50 625 71 69 61 64 62 58
800 380 [ 1350 | 0.30 75 53 47 43 47 47 47 1400 | 660 | 2400 | 2.50 625 73 71 63 65 63 59
900 420 | 1550 | 0.30 75 54 48 44 48 48 49 1500 | 710 [ 2550 | 2.50 625 76 72 64 66 64 60
1000 | 470 [ 1700 | 0.30 75 55 49 45 49 49 50
200 95 340 0.60 150 42 43 37 37 29 21 200 95 340 3.00 750 48 53 50 52 55 55
400 190 680 0.60 150 50 45 38 39 37 31 400 190 680 3.00 750 55 57 55 53 56 55
600 280 [ 1000 | 0.60 150 56 49 42 43 43 40 600 280 [ 1000 | 3.00 750 61 64 57 57 57 57
800 380 [ 1350 | 0.60 150 60 52 46 48 49 48 800 380 [ 1350 | 3.00 750 66 68 59 60 59 58
1000 [ 470 [ 1700 | 0.60 150 63 55 50 52 50 51 1000 [ 470 [ 1700 | 3.00 750 69 69 61 63 62 59
1200 | 560 [ 2050 | 0.60 150 65 58 53 56 52 52 1200 | 560 [ 2050 | 3.00 750 72 70 62 65 64 60
1400 | 660 [ 2400 | 0.60 150 67 60 56 58 55 54 1400 | 660 [ 2400 | 3.00 750 74 72 64 67 65 61
1500 | 710 [ 2550 | 0.60 150 68 61 57 59 56 55 1500 | 710 [ 2550 | 3.00 750 75 73 65 68 66 62
200 95 340 1.00 250 44 48 43 43 42 32 200 95 340 3.50 875 49 54 51 54 56 59
400 190 680 1.00 250 51 51 44 44 43 38 400 190 680 3.50 875 56 58 58 55 57 58
600 280 [ 1000 | 1.00 250 57 54 47 49 48 45 600 280 [ 1000 | 3.50 875 62 65 58 58 58 61
800 380 [ 1350 | 1.00 250 62 57 50 52 51 50 800 380 [ 1350 | 3.50 875 67 70 60 61 60 61
1000 | 470 [ 1700 | 1.00 250 65 60 54 56 52 52 1000 | 470 [ 1700 | 3.50 875 70 70 62 64 63 61
1200 | 560 [ 2050 | 1.00 250 68 62 57 59 54 53 1200 | 560 [ 2050 | 3.50 875 73 71 63 66 66 62
1400 | 660 [ 2400 | 1.00 250 70 65 60 62 57 55 1400 | 660 | 2400 | 3.50 875 75 73 65 69 67 63
1500 | 710 [ 2550 | 1.00 250 73 66 61 63 58 56 1500 | 710 [ 2550 | 3.50 875 74 74 66 70 68 64
200 95 340 1.50 375 45 49 46 47 46 41 200 95 340 [ 4.00 | 1000 50 55 52 56 57 63
400 190 680 1.50 375 52 54 47 48 48 44 400 190 680 [ 4.00 | 1000 57 59 61 57 58 61
600 280 [ 1000 | 1.50 375 58 58 51 53 52 49 600 280 [ 1000 | 4.00 | 1000 63 66 59 59 59 65
800 380 [ 1350 | 1.50 375 63 61 54 56 55 52 800 380 [ 1350 | 4.00 | 1000 68 72 61 62 61 64
1000 | 470 [ 1700 | 1.50 375 66 63 57 58 56 53 1000 | 470 [ 1700 | 4.00 | 1000 71 71 63 65 64 63
1200 | 560 [ 2050 | 1.50 375 69 66 59 61 57 54 1200 | 560 | 2050 | 4.00 | 1000 74 72 64 67 68 64
1400 | 660 [ 2400 | 1.50 375 71 68 61 63 59 56 1400 | 660 | 2400 | 4.00 | 1000 76 74 66 71 69 65
1500 | 710 [ 2550 | 1.50 375 74 69 64 64 60 57 1500 | 710 [ 2550 | 4.00 | 1000 73 75 67 72 70 66
200 95 340 2.00 500 46 50 48 49 53 50
400 190 680 [ 2.00 500 53 55 50 50 54 51
600 280 [ 1000 | 2.00 500 59 62 54 55 55 52
800 380 [ 1350 | 2.00 500 64 64 56 58 57 54
1000 | 470 [ 1700 | 2.00 500 67 65 58 60 59 55 Notes
1200 560 2050 | 2.00 500 70 67 60 62 60 56 1. DPS is the difference in static pressure across the valve.
1400 660 2400 | 2.00 500 72 69 62 64 61 57 2. Exhaust sound is the noise emitted from the valve inlet into
1500 | 710 [ 2550 | 2.00 500 75 70 63 65 62 58 the downstream duct.
[ 680 ] 321 [ 1156 [ 2.00 [ 500 | 61 62.8 548 562 558 528

Sound Power Level Performance Data
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Valves only: 12-inch Exhaust (dual only)

Model [s] EXV, PEV, BEV, CVV

Exhaust Sound Power Level Performance Data

This is data for dual 10" valves ...starting to correct it ...

Dual 12
Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 108-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ m*h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000
200 95 340 [ 2.50 625 45 45 45 48 52 50
400 190 680 [ 2.50 625 51 51 51 52 53 51
600 280 [ 1000 | 2.50 625 55 56 55 55 54 52
800 380 [ 1350 | 2.50 625 60 60 57 59 57 53
1000 [ 470 | 1700 | 2.50 625 63 64 60 62 59 56
1200 | 560 [ 2050 | 2.50 625 65 66 62 64 62 58
1400 | 660 | 2400 | 2.50 625 67 67 64 66 64 59
1600 | 750 [ 2700 | 2.50 625 70 69 65 67 65 61
1800 [ 850 [ 3050 | 2.50 625 71 71 67 69 66 62
2000 | 940 | 3400 [ 2.50 625 74 72 70 71 67 63
400 95 340 0.60 150 40 39 39 37 27 <20 200 95 340 3.00 750 46 46 46 49 53 53
800 190 680 0.60 150 47 43 41 40 35 28 400 190 680 3.00 750 52 52 52 53 54 54
1200 | 280 | 1000 [ 0.60 150 50 46 42 43 40 34 600 280 [ 1000 | 3.00 750 56 57 56 56 55 55
1600 | 380 | 1350 | 0.60 150 53 48 45 47 44 39 800 380 [ 1350 | 3.00 750 61 62 59 60 58 56
2000 | 470 | 1700 [ 0.60 150 56 51 47 49 47 42 1000 | 470 [ 1700 | 3.00 750 64 65 61 63 61 57
2400 | 560 | 2050 [ 0.60 150 58 53 49 52 49 48 1200 | 560 [ 2050 | 3.00 750 66 67 63 66 63 59
2800 | 660 | 2400 [ 0.60 150 59 54 51 54 51 50 1400 | 660 [ 2400 | 3.00 750 68 69 65 68 66 61
3000 | 750 | 2700 [ 0.60 150 60 55 53 57 52 52 1600 | 750 [ 2700 | 3.00 750 71 71 67 69 68 63
1800 | 850 [ 3050 | 3.00 750 73 72 68 71 69 64
2000 | 940 | 3400 [ 3.00 750 75 73 71 72 70 65
200 95 340 1.00 250 42 41 42 43 38 29 200 95 340 3.50 875 48 47 48 49 54 56
400 190 680 1.00 250 48 48 45 46 41 35 400 190 680 3.50 875 52 52 54 54 56 57
600 280 [ 1000 | 1.00 250 52 50 47 48 45 40 600 280 [ 1000 | 3.50 875 58 58 58 57 57 58
800 380 [ 1350 | 1.00 250 56 53 49 51 49 44 800 380 [ 1350 | 3.50 875 62 63 61 61 59 59
1000 [ 470 [ 1700 | 1.00 250 59 55 52 54 51 47 1000 | 470 [ 1700 | 3.50 875 65 66 62 64 63 58
1200 | 560 [ 2050 | 1.00 250 61 57 53 55 52 50 1200 | 560 [ 2050 | 3.50 875 68 68 65 67 65 61
1400 | 660 [ 2400 | 1.00 250 64 58 56 58 54 52 1400 | 660 [ 2400 | 3.50 875 70 70 67 69 68 63
1600 | 750 [ 2700 | 1.00 250 65 61 58 61 55 53 1600 [ 750 [ 2700 | 3.50 875 72 72 69 72 70 65
1800 | 850 [ 3050 | 1.00 250 66 62 60 63 57 55 1800 | 850 [ 3050 | 3.50 875 74 73 70 72 71 66
2000 | 940 | 3400 [ 1.00 250 67 63 62 65 58 57 2000 | 940 | 3400 [ 3.50 875 76 75 71 74 72 66
200 95 340 1.50 375 43 42 43 45 46 38 200 95 340 [ 4.00 | 1000 49 48 49 50 55 59
400 190 680 1.50 375 49 49 47 48 47 41 400 190 680 [ 4.00 | 1000 53 52 56 55 57 60
600 280 [ 1000 | 1.50 375 53 54 50 51 49 45 600 280 [ 1000 | 4.00 | 1000 59 60 59 58 58 61
800 380 [ 1350 | 1.50 375 58 58 53 55 52 48 800 380 [ 1350 | 4.00 | 1000 63 64 63 62 61 62
1000 | 470 [ 1700 | 1.50 375 61 60 55 57 55 51 1000 | 470 | 1700 | 4.00 | 1000 65 66 63 65 65 59
1200 | 560 [ 2050 | 1.50 375 63 61 57 60 57 53 1200 | 560 | 2050 | 4.00 | 1000 69 70 67 69 66 62
1400 | 660 [ 2400 | 1.50 375 65 63 59 61 58 54 1400 | 660 [ 2400 | 4.00 | 1000 71 72 69 71 70 65
1600 [ 750 [ 2700 | 1.50 375 68 64 61 64 59 55 1600 | 750 | 2700 | 4.00 | 1000 73 73 70 74 72 68
1800 [ 850 [ 3050 | 1.50 375 69 66 64 66 60 56 1800 | 850 | 3050 | 4.00 | 1000 75 74 71 74 73 68
2000 | 940 | 3400 [ 1.50 375 70 67 66 69 62 58 2000 | 940 | 3400 [ 4.00 | 1000 77 76 72 75 75 68
200 95 340 [ 2.00 500 44 44 44 47 51 46
400 190 680 2.00 500 50 50 49 50 52 47
600 280 [ 1000 | 2.00 500 54 55 53 53 53 48
800 380 [ 1350 | 2.00 500 59 59 56 57 54 51
1000 [ 470 [ 1700 | 2.00 500 62 62 58 60 58 54
1200 | 560 [ 2050 | 2.00 500 64 64 60 62 60 56
1400 | 660 [ 2400 | 2.00 500 66 66 62 64 62 57 Notes
1600 750 2700 | 2.00 500 69 67 64 66 63 58 1. DPS is the difference in static pressure across the valve.
1800 [ 850 [ 3050 | 2.00 500 70 69 66 68 64 59 2. Exhaust sound is the noise emitted from the valve inlet into
2000 | 940 | 3400 [ 2.00 500 72 70 69 70 65 60 the downstream duct.
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Valves only: 12-inch Exhaust (triple only)

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data

Triple 12
Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cim [ s [ m*h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000
600 280 [ 1000 | 0.30 75 43 39 32 29 24 <20 600 280 [ 1000 | 2.50 625 52 54 53 55 58 55
900 420 | 1550 | 0.30 75 46 40 35 35 31 23 1200 | 560 [ 2050 | 2.50 625 59 60 56 56 59 56
1200 | 560 [ 2050 | 0.30 75 50 42 37 38 34 26 1800 | 850 [ 3050 | 2.50 625 65 66 60 61 60 57
1500 | 710 [ 2550 | 0.30 75 52 45 38 40 39 29 2400 | 1150 | 4050 [ 2.50 625 69 69 63 64 63 60
1800 | 850 [ 3050 | 0.30 75 53 46 42 44 44 37 3000 | 1400 | 5100 [ 2.50 625 73 71 65 67 66 62
2100 | 990 | 3550 [ 0.30 75 54 48 45 47 48 44 3600 | 1700 | 6100 [ 2.50 625 76 72 66 69 67 63
2400 | 1150 | 4050 [ 0.30 75 56 50 48 52 50 49 4200 | 2000 [ 7150 | 2.50 625 78 74 68 70 68 64
2700 | 1250 | 4600 [ 0.30 75 57 52 49 53 53 53 4500 | 2100 [ 7650 | 2.50 625 80 76 69 71 69 65
3000 | 1400 | 5100 [ 0.30 75 58 53 50 54 54 54

600 280 [ 1000 | 0.60 150 47 46 42 42 34 26 600 280 [ 1000 | 3.00 750 53 55 54 57 60 59
1200 | 560 [ 2050 | 0.60 150 53 48 43 44 41 36 1200 | 560 [ 2050 | 3.00 750 60 61 59 58 61 60
1800 [ 850 [ 3050 | 0.60 150 59 52 46 48 46 42 1800 | 850 [ 3050 | 3.00 750 66 67 62 62 62 61
2400 | 1150 | 4050 [ 0.60 150 62 55 50 52 51 50 2400 | 1150 | 4050 [ 3.00 750 70 70 64 65 64 62
3000 | 1400 | 5100 [ 0.60 150 65 57 54 57 55 55 3000 | 1400 | 5100 [ 3.00 750 74 72 66 68 67 64
3600 | 1700 | 6100 [ 0.60 150 67 60 57 60 56 57 3600 | 1700 | 6100 [ 3.00 750 77 74 67 70 69 65
4200 | 2000 | 7150 [ 0.60 150 69 62 61 63 60 59 4200 [ 2000 [ 7150 | 3.00 750 79 76 69 72 70 66
4500 | 2100 | 7650 [ 0.60 150 71 64 62 64 61 60 4500 | 2100 [ 7650 | 3.00 750 80 77 70 73 71 67
600 280 [ 1000 | 1.00 250 48 50 47 48 45 35 600 280 [ 1000 | 3.50 875 54 56 55 59 61 63
1200 | 560 [ 2050 | 1.00 250 56 54 49 49 47 42 1200 | 560 [ 2050 | 3.50 875 60 61 61 60 62 63
1800 [ 850 [ 3050 | 1.00 250 62 57 52 54 51 48 1800 | 850 [ 3050 | 3.50 875 67 68 63 63 63 65
2400 | 1150 | 4050 [ 1.00 250 66 60 55 57 54 52 2400 | 1150 | 4050 [ 3.50 875 71 72 65 66 65 64
3000 | 1400 | 5100 [ 1.00 250 69 62 58 60 56 56 3000 | 1400 | 5100 [ 3.50 875 74 73 67 69 68 66
3600 | 1700 | 6100 [ 1.00 250 71 65 61 64 58 58 3600 | 1700 | 6100 [ 3.50 875 78 75 68 71 71 67
4200 | 2000 | 7150 [ 1.00 250 74 67 64 66 62 60 4200 | 2000 [ 7150 | 3.50 875 80 77 70 74 72 68
4500 | 2100 | 7650 [ 1.00 250 76 69 65 67 63 61 4500 | 2100 [ 7650 | 3.50 875 80 79 71 75 73 69
600 280 [ 1000 | 1.50 375 50 51 50 51 51 44 600 280 [ 1000 | 4.00 | 1000 55 57 56 61 63 67
1200 | 560 [ 2050 | 1.50 375 57 57 52 53 53 47 1200 | 560 | 2050 | 4.00 | 1000 61 62 64 62 64 67
1800 | 850 [ 3050 | 1.50 375 63 61 56 58 56 52 1800 [ 850 | 3050 | 4.00 | 1000 68 69 65 64 65 69
2400 | 1150 | 4050 [ 1.50 375 67 64 59 61 58 55 2400 | 1150 | 4050 [ 4.00 | 1000 71 74 66 67 66 67
3000 | 1400 | 5100 [ 1.50 375 71 66 61 63 60 57 3000 | 1400 | 5100 [ 4.00 | 1000 75 75 68 70 69 68
3600 | 1700 | 6100 [ 1.50 375 74 69 63 66 61 59 3600 | 1700 | 6100 [ 4.00 | 1000 79 77 69 72 73 69
4200 | 2000 | 7150 [ 1.50 375 76 71 66 67 64 61 4200 [ 2000 [ 7150 | 4.00 | 1000 81 79 71 76 74 70
4500 | 2100 [ 7650 [ 1.50 375 78 72 68 69 65 62 4500 | 2100 | 7650 | 4.00 | 1000 81 80 72 77 75 71
600 280 [ 1000 | 2.00 500 51 52 52 54 57 52

1200 | 560 [ 2050 | 2.00 500 58 59 55 55 58 53

1800 | 850 [ 3050 | 2.00 500 64 64 58 60 59 55

2400 | 1150 | 4050 [ 2.00 500 68 66 61 63 61 58

3000 | 1400 | 5100 [ 2.00 500 72 68 63 65 63 59 Notes

3600 | 1700 | 6100 [ 2.00 500 75 70 64 67 65 61 1. DPS is the difference in static pressure across the valve.

4200 | 2000 | 7150 [ 2.00 500 77 72 67 68 66 62 2. Exhaust sound is the noise emitted from the valve inlet into

4500 | 2100 | 7650 [ 2.00 500 79 74 68 70 67 63 the downstream duct.
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Valves only: 12-inch Exhaust (quad only)

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data

Quad 12
Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cim [ s [ m*h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000
800 380 [ 1350 | 0.30 75 42 40 33 30 25 <20 800 380 [ 1350 | 2.50 625 53 52 54 56 59 56
1200 | 560 [ 2050 | 0.30 75 43 41 36 36 31 24 1600 | 750 [ 2700 | 2.50 625 60 60 57 57 60 57
1600 | 750 [ 2700 | 0.30 75 48 42 38 39 35 27 2400 | 1150 | 4100 [ 2.50 625 66 65 61 62 61 58
2000 | 940 | 3400 [ 0.30 75 50 43 39 40 38 28 3200 | 1500 | 5450 [ 2.50 625 70 68 64 65 64 61
2400 | 1150 | 4100 [ 0.30 75 51 46 41 43 43 33 4000 [ 1900 [ 6800 | 2.50 625 74 71 66 68 67 63
2800 | 1300 | 4750 [ 0.30 75 52 47 46 48 47 42 4800 | 2250 | 8150 | 2.50 625 77 72 67 70 68 64
3200 | 1500 | 5450 [ 0.30 75 55 51 49 53 50 48 5600 | 2650 | 9500 [ 2.50 625 79 74 69 71 69 65
3600 | 1700 | 6100 [ 0.30 75 56 53 50 54 54 54 6000 | 2850 | 10200 [ 2.50 625 80 76 70 72 70 66
4000 | 1900 | 6800 [ 0.30 75 59 54 51 55 55 55

800 380 [ 1350 | 0.60 150 48 46 43 43 35 27 800 380 [ 1350 | 3.00 750 54 54 55 58 61 60
1600 | 750 [ 2700 | 0.60 150 54 48 44 45 42 37 1600 | 750 [ 2700 | 3.00 750 61 61 59 59 62 61
2400 | 1150 | 4100 [ 0.60 150 59 52 48 49 46 40 2400 | 1150 | 4100 [ 3.00 750 67 67 63 63 63 62
3200 | 1500 | 5450 [ 0.60 150 62 54 51 54 51 49 3200 | 1500 | 5450 [ 3.00 750 71 70 65 66 65 63
4000 | 1900 | 6800 [ 0.60 150 64 57 55 58 56 56 4000 [ 1900 | 6800 | 3.00 750 75 72 67 69 68 65
4800 | 2250 | 8150 [ 0.60 150 66 59 58 61 57 58 4800 | 2250 | 8150 | 3.00 750 78 74 68 71 70 66
5600 | 2650 | 9500 [ 0.60 150 68 61 62 64 61 60 5600 | 2650 | 9500 [ 3.00 750 80 76 70 73 71 67
6000 | 2850 | 10200 [ 0.60 150 70 63 63 65 62 61 6000 | 2850 | 10200 [ 3.00 750 81 78 71 74 72 68
800 380 [ 1350 | 1.00 250 49 49 48 49 44 35 800 380 [ 1350 | 3.50 875 55 55 55 60 63 64
1600 [ 750 [ 2700 | 1.00 250 57 53 50 50 48 43 1600 [ 750 [ 2700 | 3.50 875 62 62 62 61 64 65
2400 | 1150 | 4100 [ 1.00 250 63 56 53 55 52 47 2400 | 1150 | 4100 [ 3.50 875 68 68 65 64 65 66
3200 | 1500 | 5450 [ 1.00 250 67 59 56 58 54 51 3200 | 1500 | 5450 [ 3.50 875 71 71 66 67 66 65
4000 | 1900 | 6800 [ 1.00 250 69 62 59 61 57 57 4000 | 1900 | 6800 | 3.50 875 75 74 68 70 69 67
4800 | 2250 | 8150 [ 1.00 250 72 64 62 65 59 59 4800 [ 2250 [ 8150 | 3.50 875 79 76 69 72 72 68
5600 | 2650 | 9500 [ 1.00 250 74 66 65 66 63 61 5600 | 2650 | 9500 [ 3.50 875 81 78 71 75 73 69
6000 | 2850 | 10200 [ 1.00 250 76 68 66 68 64 62 6000 | 2850 | 10200 [ 3.50 875 82 80 72 76 74 70
800 380 [ 1350 | 1.50 375 51 50 51 53 53 44 800 380 [ 1350 | 4.00 | 1000 56 57 56 62 65 68
1600 | 750 [ 2700 | 1.50 375 58 57 53 54 54 48 1600 | 750 | 2700 | 4.00 | 1000 62 63 64 63 66 69
2400 | 1150 | 4100 [ 1.50 375 64 61 57 59 56 52 2400 | 1150 | 4100 [ 4.00 | 1000 70 69 67 65 66 69
3200 | 1500 [ 5450 [ 1.50 375 68 63 60 62 59 55 3200 | 1500 | 5450 [ 4.00 | 1000 72 73 67 68 67 67
4000 | 1900 | 6800 [ 1.50 375 72 65 62 64 61 58 4000 | 1900 [ 6800 | 4.00 | 1000 75 75 69 71 71 69
4800 | 2250 | 8150 [ 1.50 375 75 68 64 67 62 60 4800 | 2250 | 8150 | 4.00 | 1000 80 78 70 73 74 70
5600 | 2650 | 9500 [ 1.50 375 77 70 67 68 65 62 5600 | 2650 | 9500 [ 4.00 | 1000 82 80 72 77 75 71
6000 | 2850 [ 10200 | 1.50 375 78 72 68 70 66 63 6000 | 2850 [ 10200 | 4.00 | 1000 83 82 73 78 76 72
800 380 [ 1350 | 2.00 500 52 51 53 55 57 52

1600 | 750 [ 2700 | 2.00 500 59 59 56 56 58 53

2400 | 1150 | 4100 [ 2.00 500 65 63 59 61 59 55

3200 | 1500 | 5450 [ 2.00 500 69 66 62 64 62 58

4000 | 1900 | 6800 [ 2.00 500 73 68 64 66 64 60 Notes

4800 | 2250 | 8150 [ 2.00 500 76 70 65 68 66 62 1. DPS is the difference in static pressure across the valve.

5600 | 2650 | 9500 [ 2.00 500 78 72 68 69 67 63 2. Exhaust sound is the noise emitted from the valve inlet into

6000 | 2850 | 10200 [ 2.00 500 79 74 69 71 68 64 the downstream duct.
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Valves only: 14-inch Exhaust

Medium Pressure Accel Il Airflow Control Valves
Exhaust Sound Power Level Performance Data

Size 14
Sound Power Levels in dB ref 10"-12 Watts Sound Power Levels in dB ref 10"-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | s | m*h |inwc] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000 cim | Us [ m¥h [inwc ] Pa | 125 T 250 | 500 [ 1000 ] 2000 | 4000
200 94 340 0.60 150 35 40 38 36 30 20 200 94 340 2.50 625 44 50 48 49 46 41
400 189 680 0.60 150 44 44 39 38 33 26 400 189 680 2.50 625 52 56 53 51 49 42
600 283 1019 [ 0.60 150 49 46 41 40 37 32 600 283 1019 [ 2.50 625 57 58 53 54 51 43
800 378 1359 [ 0.60 150 54 49 44 45 43 39 800 378 1359 [ 2.50 625 61 62 57 56 55 50
1000 472 1699 0.60 150 57 52 47 47 45 40 1000 472 1699 2.50 625 65 64 59 59 58 55
1200 566 2039 [ 0.60 150 60 55 49 48 47 41 1200 566 2039 [ 2.50 625 67 67 61 61 60 56
1400 661 2379 | 0.60 150 62 57 51 53 49 44 1400 661 2379 | 2.50 625 70 68 63 64 62 59
1600 755 2718 | 0.60 150 63 59 54 56 50 48 1600 755 2718 | 2.50 625 72 71 64 65 64 60
1800 850 3058 0.60 150 64 60 56 57 52 48 1800 850 3058 2.50 625 73 71 66 67 65 61
2000 944 3398 | 0.60 150 66 63 58 59 54 53 2000 944 3398 | 2.50 625 75 73 68 69 66 62
2200 [ 1038 | 3738 | 0.60 150 68 64 60 61 56 56 2200 [ 1038 | 3738 | 2.50 625 76 75 70 71 67 64
2400 [ 1133 | 4078 | 0.60 150 68 65 62 64 58 60 2400 [ 1133 | 4078 | 2.50 625 78 76 72 74 68 67
200 94 340 1.00 250 38 43 42 41 41 33 200 94 340 3.00 750 45 51 49 52 49 44
400 189 680 1.00 250 47 48 44 44 42 36 400 189 680 3.00 750 53 58 55 54 51 45
600 283 1019 | 1.00 250 52 51 45 46 44 39 600 283 1019 [ 3.00 750 58 61 55 56 54 46
800 378 1359 1.00 250 56 54 48 49 48 44 800 378 1359 3.00 750 62 63 58 57 56 54
1000 472 1699 [ 1.00 250 60 57 51 52 51 46 1000 472 1699 [ 3.00 750 66 66 60 61 59 56
1200 566 2039 [ 1.00 250 62 59 53 54 52 48 1200 566 2039 [ 3.00 750 68 68 62 63 62 57
1400 661 2379 | 1.00 250 65 61 56 57 54 50 1400 661 2379 [ 3.00 750 71 70 64 65 64 60
1600 755 2718 1.00 250 66 63 58 59 55 52 1600 755 2718 3.00 750 73 72 66 67 66 61
1800 850 3058 | 1.00 250 68 64 60 61 56 53 1800 850 3058 | 3.00 750 74 73 68 68 66 62
2000 944 3398 | 1.00 250 69 67 62 63 59 56 2000 944 3398 | 3.00 750 76 75 69 70 68 63
2200 [ 1038 | 3738 | 1.00 250 71 68 64 65 60 59 2200 [ 1038 | 3738 | 3.00 750 77 76 71 73 69 65
2400 | 1133 | 4078 1.00 250 72 69 65 67 62 62 2400 | 1133 | 4078 3.00 750 79 78 73 75 70 67
200 94 340 1.50 375 40 46 44 43 42 34 200 94 340 3.50 875 46 52 51 54 50 46
400 189 680 1.50 375 49 52 48 46 44 39 400 189 680 3.50 875 54 59 56 56 52 47
600 283 1019 1.50 375 54 54 49 49 46 44 600 283 1019 3.50 875 59 61 56 57 55 48
800 378 1359 [ 1.50 375 58 57 52 52 50 44 800 378 1359 [ 3.50 875 63 65 60 58 58 56
1000 472 1699 [ 1.50 375 62 60 55 55 54 51 1000 472 1699 [ 3.50 875 66 67 62 62 60 57
1200 566 2039 [ 1.50 375 64 63 57 57 56 52 1200 566 2039 [ 3.50 875 69 69 64 64 63 59
1400 661 2379 1.50 375 67 65 59 60 57 53 1400 661 2379 3.50 875 71 71 66 66 65 61
1600 755 2718 | 1.50 375 69 67 61 62 59 54 1600 755 2718 | 3.50 875 73 73 67 68 67 62
1800 850 3058 | 1.50 375 70 67 63 64 60 56 1800 850 3058 | 3.50 875 75 74 69 69 68 63
2000 944 3398 | 1.50 375 72 70 65 66 62 59 2000 944 3398 | 3.50 875 77 76 70 71 69 64
2200 | 1038 | 3738 1.50 375 73 71 67 68 63 61 2200 [ 1038 | 3738 3.50 875 78 78 72 74 70 66
2400 [ 1133 | 4078 | 1.50 375 75 73 68 70 65 64 2400 [ 1133 | 4078 | 3.50 875 80 79 74 76 71 68
200 94 340 2.00 500 42 48 46 46 43 38 200 94 340 4.00 | 1000 47 53 52 56 51 47
400 189 680 2.00 500 51 54 51 49 46 39 400 189 680 4.00 1000 55 61 58 57 54 49
600 283 1019 [ 2.00 500 56 56 51 52 49 39 600 283 1019 [ 4.00 | 1000 60 62 57 58 56 50
800 378 1359 [ 2.00 500 60 60 55 54 52 47 800 378 1359 [ 4.00 | 1000 64 66 61 59 59 57
1000 472 1699 [ 2.00 500 63 63 57 58 56 53 1000 472 1699 [ 4.00 | 1000 67 68 63 63 61 58
1200 566 2039 2.00 500 66 65 59 60 58 55 1200 566 2039 | 4.00 1000 70 71 65 65 64 60
1400 661 2379 [ 2.00 500 68 67 61 61 60 57 1400 661 2379 [ 4.00 | 1000 72 72 67 67 67 62
1600 755 2718 | 2.00 500 70 69 63 64 62 58 1600 755 2718 [ 4.00 | 1000 74 74 68 69 68 64
1800 850 3058 [ 2.00 500 72 70 65 66 63 59 1800 850 3058 | 4.00 | 1000 76 75 70 70 69 65
2000 944 3398 2.00 500 73 72 67 67 64 60 2000 944 3398 | 4.00 1000 77 77 71 72 70 65
2200 [ 1038 | 3738 | 2.00 500 75 73 68 70 66 63 2200 [ 1038 | 3738 | 4.00 [ 1000 79 79 73 75 71 67
2400 [ 1133 | 4078 | 2.00 500 77 75 70 72 67 66 2400 [ 1133 | 4078 | 4.00 [ 1000 81 80 75 77 72 68
Notes

1. All Data was obtained from testing in accordance with ASHRAE/ANSI Standard 130, Methods of Testing Air Terminal Units
2. DPSis the difference in static pressure across the valve.
3. Exhaust sound is the noise emitted from the valve inlet into

the downstream duct.
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Valves only: 14-inch Exhaust (dual only)

Medium Pressure Accel Il Airflow Control Valves
Exhaust Sound Power Level Performance Data

Size 214
Sound Power Levels in dB ref 10"-12 Watts Sound Power Levels in dB ref 10"-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | s | m*h |inwc] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000 cim | Us [ m¥h [inwc ] Pa | 125 T 250 | 500 [ 1000 ] 2000 | 4000
400 189 680 0.60 150 36 42 38 38 34 33 400 189 680 2.50 625 45 51 51 52 47 50
800 378 1359 [ 0.60 150 46 50 44 44 41 38 800 378 1359 [ 2.50 625 53 61 61 57 55 54
1200 566 2039 [ 0.60 150 51 53 48 48 46 42 1200 566 2039 [ 2.50 625 59 68 63 62 60 56
1600 755 2718 | 0.60 150 53 55 50 52 49 45 1600 755 2718 | 2.50 625 61 70 66 65 63 59
2000 944 3398 0.60 150 56 56 53 54 51 48 2000 944 3398 2.50 625 64 72 68 68 66 61
2400 [ 1133 | 4078 | 0.60 150 58 58 54 56 52 50 2400 [ 1133 | 4078 | 2.50 625 67 74 70 70 67 63
2800 [ 1321 | 4757 | 0.60 150 59 59 55 58 53 53 2800 [ 1321 | 4757 | 2.50 625 69 75 71 71 69 65
3200 [ 1510 | 5437 | 0.60 150 61 60 56 59 54 54 3200 [ 1510 | 5437 | 2.50 625 70 76 72 72 70 67
3600 [ 1699 | 6116 0.60 150 62 61 57 60 55 56 3600 | 1699 | 6116 2.50 625 71 77 73 73 71 69
4000 | 1888 | 6796 | 0.60 150 63 62 58 61 56 58 4000 | 1888 | 6796 | 2.50 625 72 78 74 75 71 71
4400 | 2077 | 7476 | 0.60 150 64 63 59 63 57 60 4400 | 2077 | 7476 | 2.50 625 74 79 74 76 72 73
4800 | 2265 | 8155 | 0.60 150 65 64 60 64 58 62 4800 | 2265 | 8155 | 2.50 625 74 80 75 77 73 75
400 189 680 1.00 250 39 45 43 43 38 40 400 189 680 3.00 750 46 52 52 53 49 53
800 378 1359 [ 1.00 250 49 55 49 49 46 43 800 378 1359 [ 3.00 750 55 63 62 59 56 56
1200 566 2039 [ 1.00 250 54 58 53 53 51 47 1200 566 2039 [ 3.00 750 60 70 65 63 62 58
1600 755 2718 1.00 250 56 60 55 57 54 50 1600 755 2718 3.00 750 62 72 68 67 65 61
2000 944 3398 | 1.00 250 59 62 58 59 56 53 2000 944 3398 | 3.00 750 65 74 70 69 67 63
2400 [ 1133 | 4078 | 1.00 250 61 63 60 61 58 55 2400 [ 1133 | 4078 | 3.00 750 68 76 72 71 69 65
2800 [ 1321 | 4757 | 1.00 250 63 65 61 63 59 57 2800 [ 1321 | 4757 | 3.00 750 70 77 73 73 71 66
3200 [ 1510 | 5437 1.00 250 64 66 62 63 60 58 3200 | 1510 | 5437 3.00 750 70 78 74 74 72 67
3600 [ 1699 | 6116 [ 1.00 250 65 67 63 66 61 62 3600 | 1699 | 6116 | 3.00 750 73 79 75 75 73 68
4000 | 1888 | 6796 | 1.00 250 66 67 64 67 62 64 4000 | 1888 | 6796 | 3.00 750 73 79 75 76 73 70
4400 | 2077 | 7476 | 1.00 250 67 69 65 68 63 66 4400 | 2077 | 7476 | 3.00 750 74 80 77 77 74 71
4800 | 2265 | 8155 1.00 250 69 70 65 69 64 68 4800 | 2265 | 8155 3.00 750 76 81 78 77 74 73
400 189 680 1.50 375 42 48 47 47 42 46 400 189 680 3.50 875 48 53 53 55 51 56
800 378 1359 [ 1.50 375 51 58 54 53 50 48 800 378 1359 [ 3.50 875 56 63 64 60 58 58
1200 566 2039 1.50 375 56 62 57 57 55 51 1200 566 2039 3.50 875 61 72 67 65 63 60
1600 755 2718 | 1.50 375 59 65 61 61 58 54 1600 755 2718 | 3.50 875 63 74 69 68 67 62
2000 944 3398 | 1.50 375 61 67 63 63 61 56 2000 944 3398 | 3.50 875 66 76 71 71 69 64
2400 [ 1133 | 4078 [ 1.50 375 64 68 64 65 62 58 2400 [ 1133 | 4078 | 3.50 875 69 77 73 73 71 66
2800 [ 1321 | 4757 1.50 375 66 69 65 66 63 61 2800 [ 1321 | 4757 3.50 875 70 78 74 74 72 68
3200 [ 1510 | 5437 | 1.50 375 67 70 66 68 65 61 3200 | 1510 | 5437 | 3.50 875 72 80 76 76 74 70
3600 | 1699 | 6116 | 1.50 375 68 71 68 68 65 63 3600 | 1699 | 6116 | 3.50 875 74 80 77 77 74 72
4000 | 1888 | 6796 | 1.50 375 68 71 68 70 66 67 4000 | 1888 | 6796 | 3.50 875 74 80 76 78 75 74
4400 | 2077 | 7476 1.50 375 69 73 69 72 67 69 4400 | 2077 | 7476 3.50 875 75 82 78 78 76 75
4800 | 2265 | 8155 | 1.50 375 72 74 70 73 68 71 4800 | 2265 | 8155 | 3.50 875 77 83 79 79 77 76
400 189 680 2.00 500 44 49 50 49 45 50 400 189 680 4.00 | 1000 48 54 53 56 50 58
800 378 1359 2.00 500 53 60 58 55 52 52 800 378 1359 [ 4.00 1000 56 65 65 61 59 60
1200 566 2039 [ 2.00 500 58 65 61 60 58 54 1200 566 2039 [ 4.00 | 1000 61 73 68 66 64 61
1600 755 2718 | 2.00 500 60 68 64 63 61 57 1600 755 2718 [ 4.00 | 1000 64 75 71 70 68 64
2000 944 3398 [ 2.00 500 63 70 66 65 63 59 2000 944 3398 | 4.00 | 1000 67 77 73 72 70 66
2400 | 1133 | 4078 2.00 500 65 71 67 67 65 61 2400 [ 1133 | 4078 | 4.00 1000 69 79 75 74 72 67
2800 [ 1321 | 4757 | 2.00 500 67 72 68 70 66 63 2800 [ 1321 | 4757 | 4.00 [ 1000 71 80 76 75 74 70
3200 | 1510 | 5437 | 2.00 500 68 73 70 70 67 64 3200 | 1510 | 5437 | 4.00 | 1000 73 81 77 77 75 72
3600 [ 1699 | 6116 [ 2.00 500 69 74 71 71 68 65 3600 [ 1699 | 6116 | 4.00 [ 1000 73 82 78 78 76 74
4000 | 1888 | 6796 2.00 500 70 75 71 72 69 67 4000 | 1888 | 6796 | 4.00 1000 75 83 78 79 77 75
4400 | 2077 | 7476 2.00 500 72 76 72 74 70 71 4400 | 2077 | 7476 | 4.00 1000 77 84 80 80 78 77
4800 | 2265 | 8155 | 2.00 500 73 77 73 75 71 73 4800 | 2265 | 8155 | 4.00 | 1000 77 84 81 81 79 77
Notes

1. All Data was obtained from testing in accordance with ASHRAE/ANSI Standard 130, Methods of Testing Air Terminal Units
2. DPSis the difference in static pressure across the valve.
3. Exhaust sound is the noise emitted from the valve inlet into

the downstream duct.
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Valves only: 8-inch Shut-off Exhaust

Shut-off Valve
Exhaust Sound Power Level Performance Data

Size 08
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ mh [ inwc | Pa | 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cm | Us [ mh [ inwc| Pa | 125 [ 250 | 500 [ 1000 | 2000 [ 4000
50 25 85 0.60 150 36 39 38 36 32 26 50 25 85 2.50 625 51 52 51 50 52 50
100 45 170 0.60 150 44 42 42 40 37 32 100 45 170 2.50 625 53 56 55 54 51 50
150 70 250 | 0.60 150 46 46 43 44 41 34 150 70 250 | 2.50 | 625 57 61 58 59 54 52
200 95 340 0.60 150 47 49 44 45 41 36 200 95 340 2.50 625 58 62 59 62 57 54
250 120 420 0.60 150 49 50 47 46 42 38 250 120 420 2.50 625 60 64 63 65 59 55
300 140 510 0.60 150 51 50 47 47 42 38 300 140 510 2.50 625 61 66 63 65 61 56
350 160 590 | 0.60 150 54 51 48 48 43 38 350 160 590 | 2.50 | 625 62 67 64 66 61 56
400 190 680 0.60 150 54 53 48 48 43 38 400 190 680 2.50 625 65 67 64 66 61 57
450 210 760 0.60 150 55 55 52 49 44 38 450 210 760 2.50 625 63 67 62 67 61 56
500 230 850 0.60 150 55 57 52 52 44 39 500 230 850 2.50 625 65 68 64 68 61 57
600 280 | 1000 | 0.60 150 56 57 53 52 44 41 600 280 | 1000 | 2.50 | 625 66 69 66 70 61 58
50 25 85 1.00 250 41 43 43 41 39 35 50 25 85 3.00 750 53 54 52 52 54 53
100 45 170 1.00 250 47 48 47 45 42 38 100 45 170 3.00 750 54 57 56 56 53 52
150 70 250 | 1.00 | 250 49 51 48 51 45 41 150 70 250 | 3.00 | 750 58 63 59 60 55 54
200 95 340 1.00 250 51 54 50 53 48 42 200 95 340 3.00 750 59 64 61 64 58 56
250 120 420 1.00 250 55 55 53 53 49 44 250 120 420 3.00 750 61 66 65 67 61 57
300 140 510 1.00 250 55 56 53 53 50 45 300 140 510 3.00 750 62 68 65 68 61 58
350 160 590 | 1.00 | 250 57 56 53 54 50 45 350 160 590 | 3.00 | 750 63 69 66 69 62 58
400 190 680 1.00 250 59 58 54 55 50 45 400 190 680 3.00 750 66 69 66 70 62 59
450 210 760 1.00 250 59 59 56 56 50 45 450 210 760 3.00 750 64 68 64 70 62 59
500 230 850 1.00 250 59 61 57 56 50 45 500 230 850 3.00 750 65 69 65 71 63 59
600 280 | 1000 | 1.00 | 250 60 61 58 58 50 47 600 280 | 1000 | 3.00 | 750 68 71 68 72 63 60
50 25 85 1.50 375 46 47 46 45 45 42 50 25 85 3.50 875 54 55 54 54 57 56
100 45 170 1.50 375 50 54 50 49 46 43 100 45 170 3.50 875 55 58 58 58 55 54
150 70 250 | 1.50 | 375 52 56 52 55 49 45 150 70 250 | 3.50 | 875 58 65 60 62 57 56
200 95 340 1.50 375 54 57 54 57 52 47 200 95 340 3.50 875 61 65 63 66 60 58
250 120 420 1.50 375 57 59 57 58 54 49 250 120 420 3.50 875 62 68 67 67 62 59
300 140 510 1.50 375 57 61 58 59 55 50 300 140 510 3.50 875 63 69 67 68 63 60
350 160 590 | 1.50 | 375 59 61 58 59 55 50 350 160 590 | 3.50 | 875 64 70 68 70 63 60
400 190 680 1.50 375 61 62 58 60 55 50 400 190 680 3.50 875 67 70 68 72 64 61
450 210 760 1.50 375 61 62 59 61 55 51 450 210 760 3.50 875 65 69 65 72 64 61
500 230 850 1.50 375 62 64 60 62 55 51 500 230 850 3.50 875 66 70 67 73 64 61
600 280 | 1000 | 1.50 | 375 63 65 61 64 55 52 600 280 | 1000 | 3.50 | 875 69 72 69 74 65 62
50 25 85 2.00 500 49 50 49 48 49 46 50 25 85 4.00 | 1000 56 56 55 55 58 58
100 45 170 2.00 500 52 55 53 52 49 47 100 45 170 4.00 | 1000 56 59 59 59 56 55
150 70 250 | 2.00 | 500 56 59 56 57 52 49 150 70 250 | 4.00 | 1000 59 66 61 63 58 57
200 95 340 2.00 500 56 60 57 60 54 51 200 95 340 4.00 | 1000 62 66 64 67 61 60
250 120 420 2.00 500 59 62 61 62 56 52 250 120 420 4.00 | 1000 63 69 68 68 64 61
300 140 510 2.00 500 59 64 61 63 57 53 300 140 510 4.00 | 1000 64 70 68 70 64 62
350 160 590 | 2.00 | 500 61 64 61 63 57 54 350 160 590 | 4.00 | 1000 65 72 69 71 65 62
400 190 680 2.00 500 61 64 62 64 57 54 400 190 680 4.00 | 1000 68 72 70 72 65 62
450 210 760 2.00 500 63 65 62 65 58 54 450 210 760 4.00 | 1000 65 71 66 73 66 63
500 230 850 2.00 500 64 66 62 66 58 55 500 230 850 4.00 | 1000 67 71 68 75 66 63
600 280 | 1000 | 2.00 | 500 65 67 64 67 58 55 600 280 | 1000 | 4.00 | 1000 70 73 71 76 66 63
Notes

Sound Power Level Performance Data

1. DPS is the difference in static pressure across the valve.
2. Exhaust sound is the noise emitted from the valve intlet into

the downstream duct.
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Valves only: 10-inch Shut-off Exhaust

Shut-off Valve
Exhaust Sound Power Level Performance Data

Size 10
Sound Power Levels in dB ref 10-12 Watts Sound Power Levels in dB ref 10-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cim | s | m%h | inwc| Pa | 125 | 250 [ 500 [ 1000 [ 2000 [ 4000 cm | Us | m¥h [ inwc| Pa | 125 [ 250 | 500 [ 1000 [ 2000 [ 4000
100 45 170 0.60 150 55 51 39 40 35 33 100 45 170 2.50 625 51 53 50 53 51 48
200 95 340 0.60 150 56 52 44 46 41 37 200 95 340 2.50 625 59 61 57 62 55 52
300 140 510 | 0.60 150 56 53 45 48 44 40 300 140 510 | 2.50 | 625 64 67 63 65 58 54
400 190 680 0.60 150 57 54 47 49 46 45 400 190 680 2.50 625 67 70 65 68 60 56
500 230 850 0.60 150 58 55 47 51 49 49 500 230 850 2.50 625 70 72 66 70 62 57
600 280 1000 | 0.60 150 58 56 49 52 51 52 600 280 1000 | 2.50 625 72 74 66 71 64 58
700 330 [ 1200 | 0.60 150 59 57 51 54 52 53 700 330 [ 1200 | 2.50 | 625 73 76 66 71 66 60
800 380 1350 | 0.60 150 60 58 52 55 53 54 800 380 1350 | 2.50 625 74 76 67 73 67 61
100 45 170 1.00 250 50 55 43 45 41 38 100 45 170 3.00 750 51 53 51 54 53 50
200 95 340 1.00 | 250 53 57 49 50 46 44 200 95 340 | 3.00 | 750 60 62 58 63 57 54
300 140 510 1.00 250 56 58 51 54 48 44 300 140 510 3.00 750 64 67 64 68 60 56
400 190 680 1.00 250 59 59 53 56 52 48 400 190 680 3.00 750 68 71 67 69 62 58
500 230 850 1.00 250 62 61 53 57 53 50 500 230 850 3.00 750 71 73 68 72 64 59
600 280 [ 1000 | 1.00 | 250 65 62 54 59 55 53 600 280 | 1000 | 3.00 | 750 73 75 69 74 67 60
700 330 1200 1.00 250 68 63 56 59 55 54 700 330 1200 | 3.00 750 74 76 69 74 68 62
800 380 1350 1.00 250 67 64 57 61 56 55 800 380 1350 | 3.00 750 75 77 69 74 69 63
100 45 170 1.50 | 375 52 53 46 49 47 43 100 45 170 | 3.50 | 875 51 53 51 55 54 51
200 95 340 1.50 375 57 60 55 56 50 48 200 95 340 3.50 875 60 63 59 64 58 55
300 140 510 1.50 375 62 65 58 58 53 49 300 140 510 3.50 875 65 68 65 69 62 58
400 190 680 1.50 375 65 66 59 61 55 51 400 190 680 3.50 875 69 72 69 71 63 59
500 230 850 1.50 | 375 68 67 59 63 57 53 500 230 850 | 3.50 | 875 72 74 70 74 66 60
600 280 1000 1.50 375 70 67 59 63 59 55 600 280 1000 | 3.50 875 74 76 71 76 68 62
700 330 1200 1.50 375 71 68 59 65 60 56 700 330 1200 | 3.50 875 75 77 71 77 69 63
800 380 1350 1.50 375 71 69 61 66 61 57 800 380 1350 | 3.50 875 76 78 72 78 71 65
100 45 170 2.00 500 55 53 49 51 49 46 100 45 170 4.00 | 1000 51 54 51 56 56 53
200 95 340 2.00 500 59 61 56 59 53 50 200 95 340 4.00 | 1000 61 63 60 65 60 56
300 140 510 2.00 500 63 66 60 62 56 51 300 140 510 4.00 | 1000 65 68 65 71 63 59
400 190 680 | 2.00 | 500 66 70 62 64 57 53 400 190 680 [ 4.00 | 1000 69 72 70 74 66 61
500 230 850 2.00 500 69 71 63 66 60 56 500 230 850 4.00 | 1000 73 75 72 75 67 62
600 280 1000 | 2.00 500 71 72 63 68 62 57 600 280 1000 | 4.00 [ 1000 74 77 73 78 69 63
700 330 1200 | 2.00 500 72 72 63 69 64 58 700 330 1200 | 4.00 [ 1000 75 78 73 79 71 64
800 380 [ 1350 | 2.00 | 500 73 73 64 69 64 59 800 380 [ 1350 | 4.00 | 1000 76 79 73 80 73 66

Notes

1. DPS is the difference in static pressure across the valve.

2. Exhaust sound is the noise emitted from the valve inlet into

the downstream duct.
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Valves only: 10-inch Dual Shut-off Exhaust

Exhaust Shut-off Valve
Exhaust Sound Power Level Performance Data

Size 210
Sound Power Levels in dB ref 10A-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
ofm | Ls [ m%h [ inwc | Pa | 125 | 250 | 500 | 1000 | 2000 | 4000 cim | Lis [ m¥h [ inwc ]| Pa | 125 | 250 | 500 | 1000 | 2000 | 4000
200 94 340 | 0.60 150 46 51 47 45 39 33 200 94 340 [ 2.50 | 625 56 55 56 57 57 52
300 142 510 | 0.60 150 49 52 47 46 42 36 300 142 510 [ 2.50 | 625 58 58 60 62 59 55
400 189 680 0.60 150 52 52 48 47 44 38 400 189 680 2.50 625 60 61 64 64 60 57
500 236 850 0.60 150 55 52 49 49 46 41 500 236 850 2.50 625 62 63 66 65 61 58
600 283 | 1019 | 0.60 150 55 53 50 50 47 43 600 283 | 1019 | 2.50 | 625 65 66 68 66 62 59
700 330 | 1189 | 0.60 150 56 53 51 51 48 46 700 330 [ 1189 | 2.50 | 625 66 69 69 67 63 60
800 378 1359 | 0.60 150 57 53 51 52 49 48 800 378 1359 | 2.50 625 67 70 70 68 64 61
900 425 1529 | 0.60 150 58 54 52 53 50 51 900 425 1529 | 2.50 625 68 71 70 69 65 62
1000 472 1699 | 0.60 150 59 55 53 55 51 53 1000 472 1699 | 2.50 625 69 72 70 71 66 63
1100 [ 519 | 1869 | 0.60 150 60 56 53 56 52 56 1100 | 519 | 1869 | 2.50 | 625 70 73 71 72 67 64
1200 566 2039 | 0.60 150 61 57 54 57 53 58 1200 566 2039 | 2.50 625 71 74 71 73 68 65
1300 614 2209 | 0.60 150 62 58 55 58 54 61 1300 614 2209 | 2.50 625 72 74 71 74 68 65
1400 661 2379 | 0.60 150 63 58 56 59 55 63 1400 661 2379 | 2.50 625 73 75 72 74 69 66
1500 [ 708 | 2549 | 0.60 150 63 59 56 59 56 66 1500 | 708 | 2549 | 2.50 | 625 74 75 72 75 70 67
1600 755 2718 | 0.60 150 64 59 57 60 57 69 1600 755 2718 | 2.50 625 76 75 72 76 71 67
1700 802 2888 | 0.60 150 64 60 58 60 58 71 1700 802 2888 | 2.50 625 77 75 73 76 72 68
200 94 340 | 1.00 | 250 51 50 52 49 46 41 200 94 340 [ 3.00 | 750 55 56 56 58 59 55
300 142 510 | 1.00 | 250 54 54 54 54 48 43 300 142 510 [ 3.00 | 750 61 59 60 64 60 57
400 189 680 1.00 250 58 58 55 56 50 45 400 189 680 3.00 750 63 62 64 67 61 59
500 236 850 1.00 250 59 58 56 57 51 47 500 236 850 3.00 750 64 64 67 68 62 60
600 283 1019 | 1.00 250 61 59 56 58 53 48 600 283 1019 | 3.00 750 66 66 68 70 63 61
700 330 | 1189 | 1.00 | 250 62 59 57 59 54 50 700 330 [ 1189 | 3.00 | 750 68 69 69 71 64 62
800 378 1359 | 1.00 250 63 60 57 60 55 51 800 378 1359 | 3.00 750 69 70 69 72 65 63
900 425 1529 | 1.00 250 63 60 58 61 56 52 900 425 1529 | 3.00 750 70 71 70 73 66 64
1000 472 1699 | 1.00 250 64 61 58 62 57 53 1000 472 1699 | 3.00 750 70 72 71 74 67 65
1100 [ 519 | 1869 | 1.00 | 250 65 61 59 62 58 54 1100 | 519 | 1869 | 3.00 | 750 71 73 71 75 68 66
1200 566 2039 | 1.00 250 66 62 59 63 58 55 1200 566 2039 | 3.00 750 72 73 72 75 69 67
1300 614 2209 | 1.00 250 67 62 60 63 59 56 1300 614 2209 | 3.00 750 73 74 73 76 70 67
1400 661 2379 | 1.00 250 67 63 60 64 60 57 1400 661 2379 | 3.00 750 74 75 73 77 71 68
1500 [ 708 | 2549 | 1.00 | 250 68 63 61 65 60 58 1500 | 708 | 2549 | 3.00 | 750 75 76 74 77 72 69
1600 755 2718 | 1.00 250 69 64 62 65 61 59 1600 755 2718 | 3.00 750 76 77 74 78 72 69
1700 802 2888 | 1.00 250 70 65 63 66 62 60 1700 802 2888 | 3.00 750 76 78 75 79 73 70
200 94 340 | 150 | 375 52 52 53 53 51 45 200 94 340 [ 3.50 | 875 58 57 57 59 60 57
300 142 510 | 1.50 | 375 54 56 59 58 53 49 300 142 510 [ 3.50 | 875 60 60 61 65 62 59
400 189 680 1.50 375 59 60 60 59 54 50 400 189 680 3.50 875 62 62 65 68 63 60
500 236 850 1.50 375 62 61 61 62 55 52 500 236 850 3.50 875 64 64 68 70 64 61
600 283 1019 | 1.50 375 63 62 61 63 56 53 600 283 1019 | 3.50 875 66 66 71 72 65 62
700 330 | 1189 | 1.50 | 375 64 63 61 64 57 54 700 330 [ 1189 | 3.50 | 875 68 69 71 74 66 63
800 378 1359 | 1.50 375 66 64 62 65 58 55 800 378 1359 | 3.50 875 69 70 72 75 67 64
900 425 1529 | 1.50 375 67 64 62 66 59 56 900 425 1529 | 3.50 875 70 71 73 76 68 65
1000 472 1699 | 1.50 375 68 65 63 66 60 57 1000 472 1699 | 3.50 875 71 72 74 77 69 66
1100 [ 519 [ 1869 | 1.50 | 375 69 66 63 67 61 58 1100 | 519 | 1869 | 3.50 | 875 72 73 75 77 70 67
1200 566 2039 | 1.50 375 70 66 64 67 62 59 1200 566 2039 | 3.50 875 73 74 76 78 71 68
1300 614 2209 | 1.50 375 71 67 64 68 63 60 1300 614 2209 | 3.50 875 73 75 76 78 71 69
1400 661 2379 | 1.50 375 72 67 65 69 64 61 1400 661 2379 | 3.50 875 74 76 76 79 72 69
1500 | 708 | 2549 | 1.50 | 375 72 68 65 69 65 62 1500 | 708 | 2549 | 3.50 | 875 75 77 77 79 73 70
1600 | 755 | 2718 | 1.50 | 375 73 68 66 70 65 62 1600 | 755 | 2718 | 3.50 | 875 76 78 77 80 73 71
1700 802 2888 | 1.50 375 73 69 67 70 66 63 1700 802 2888 | 3.50 875 77 79 77 80 74 71
200 94 340 | 2.00 | 500 54 53 58 56 54 49 200 94 340 [ 4.00 | 1000 58 59 58 60 62 58
300 142 510 | 2.00 | 500 58 57 60 60 55 52 300 142 510 [ 4.00 | 1000 61 61 61 65 64 60
400 189 680 2.00 500 60 61 62 61 56 54 400 189 680 4.00 1000 63 64 65 69 65 61
500 236 850 2.00 500 62 64 63 62 57 55 500 236 850 4.00 1000 65 65 67 72 66 62
600 283 1019 | 2.00 500 64 66 64 63 58 57 600 283 1019 | 4.00 1000 66 66 71 73 67 63
700 330 | 1189 | 2.00 | 500 65 67 65 64 59 58 700 330 [ 1189 | 4.00 | 1000 68 69 74 75 68 64
800 378 1359 | 2.00 500 66 69 66 65 60 59 800 378 1359 | 4.00 1000 69 70 75 76 69 65
900 425 1529 | 2.00 500 67 69 66 66 61 60 900 425 1529 | 4.00 1000 70 72 76 77 70 66
1000 472 1699 | 2.00 500 68 70 67 67 62 61 1000 472 1699 | 4.00 1000 72 73 77 78 71 67
1100 [ 519 | 1869 | 2.00 | 500 70 70 67 68 63 62 1100 | 519 | 1869 | 4.00 | 1000 72 74 78 79 72 68
1200 566 2039 | 2.00 500 71 70 67 69 64 62 1200 566 2039 | 4.00 1000 73 75 78 80 72 69
1300 614 2209 | 2.00 500 72 71 68 70 65 63 1300 614 2209 | 4.00 1000 74 76 78 80 73 70
1400 661 2379 | 2.00 500 73 71 68 71 66 64 1400 661 2379 | 4.00 1000 75 77 79 81 74 71
1500 [ 708 | 2549 | 2.00 | 500 74 72 69 72 67 64 1500 | 708 | 2549 | 4.00 [ 1000 76 78 79 81 74 72
1600 [ 755 | 2718 | 2.00 | 500 75 72 69 73 68 65 1600 | 755 | 2718 | 4.00 | 1000 77 79 79 82 75 73
1700 802 2888 | 2.00 500 76 72 70 74 69 65 1700 802 2888 | 4.00 1000 77 80 79 82 76 73
Notes

1. DPS is the difference in static pressure across the valve.
2. Exhaust sound is the noise emitted from the valve inlet into
the downstream duct.
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Valves only: 12-inch Shut-off Exhaust

Shut-off Valve
Exhaust Sound Power Level Performance Data

Size 12
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

ofm | s | m% | inwc| Pa | 125 | 250 | 500 | 1000 | 2000 | 4000 cm | LUs | m%h | inwe | Pa | 125 | 250 | 500 | 1000 | 2000 | 4000
200 94 340 0.60 150 48 49 39 41 35 29 200 94 340 2.50 625 45 54 51 55 53 50
300 142 510 0.60 150 49 53 42 43 38 33 300 142 510 250 | 625 48 58 55 56 54 51
400 189 680 0.60 150 50 53 44 45 41 36 400 189 680 250 | 625 51 62 58 57 55 52
500 236 850 0.60 150 51 53 45 47 43 40 500 236 850 250 | 625 55 65 60 58 56 53
600 283 | 1019 [ 0.60 150 52 54 45 49 48 46 600 283 | 1019 | 2.50 | 625 61 67 61 60 57 54
700 330 | 1189 [ 0.60 150 53 55 46 52 50 51 700 330 | 1189 [ 2.50 | 625 64 68 62 61 58 56
800 378 | 1359 [ 0.60 150 54 55 47 53 51 54 800 378 | 1359 [ 2.50 | 625 65 69 62 62 59 57
900 425 | 1529 | 0.60 150 55 56 49 54 52 55 900 425 | 1529 | 2.50 | 625 65 70 63 63 60 57
1000 [ 472 | 1699 | 0.60 150 56 58 50 55 53 56 1000 | 472 | 1699 | 2.50 | 625 67 71 63 64 61 58
1100 [ 519 | 1869 | 0.60 150 57 58 52 55 54 56 1100 | 519 | 1869 | 2.50 | 625 69 72 64 64 61 59
1200 | 566 | 2039 | 0.60 150 59 60 53 57 55 57 1200 | 566 | 2039 | 2.50 | 625 70 73 64 65 62 60
1300 [ 614 | 2209 | 0.60 150 60 61 55 57 57 57 1300 [ 614 | 2209 | 2.50 | 625 72 73 65 69 63 61
200 94 340 1.00 250 54 54 44 47 43 35 200 94 340 3.00 750 44 51 54 54 54 52
300 142 510 1.00 | 250 56 56 48 50 45 39 300 142 510 3.00 750 48 58 55 56 55 53
400 189 680 1.00 | 250 58 57 50 52 46 44 400 189 680 3.00 750 52 62 59 58 56 54
500 236 850 1.00 | 250 60 59 51 54 48 47 500 236 850 3.00 750 56 64 61 59 57 55
600 283 | 1019 [ 1.00 250 61 59 52 55 50 50 600 283 | 1019 | 3.00 750 60 66 62 61 57 56
700 330 | 1189 [ 1.00 | 250 61 59 52 56 52 52 700 330 | 1189 [ 3.00 750 62 68 62 62 58 57
800 378 | 1359 [ 1.00 | 250 62 61 53 57 53 53 800 378 | 1359 [ 3.00 750 64 70 63 63 60 57
900 425 | 1529 | 1.00 | 250 62 61 54 59 54 54 900 425 | 1529 | 3.00 750 66 70 64 64 61 58
1000 [ 472 | 1699 | 1.00 250 62 62 55 60 55 55 1000 [ 472 | 1699 | 3.00 750 68 71 64 64 62 59
1100 [ 519 | 1869 | 1.00 | 250 63 63 56 61 56 56 1100 [ 519 | 1869 | 3.00 750 69 72 65 65 63 60
1200 [ 566 | 2039 | 1.00 | 250 64 63 57 62 57 57 1200 [ 566 | 2039 | 3.00 750 71 73 65 66 64 61
1300 [ 614 | 2209 | 1.00 | 250 64 65 58 63 58 57 1300 [ 614 | 2209 | 3.00 750 72 74 66 69 65 61
200 94 340 1.50 375 52 54 49 52 48 42 200 94 340 3.50 875 50 51 54 56 56 54
300 142 510 1.50 375 55 58 52 54 50 45 300 142 510 3.50 875 51 58 56 58 57 55
400 189 680 1.50 375 58 62 54 57 51 47 400 189 680 3.50 875 52 61 60 59 57 55
500 236 850 1.50 375 61 65 56 59 52 50 500 236 850 3.50 875 56 64 62 60 58 56
600 283 | 1019 [ 1.50 375 65 66 57 60 53 52 600 283 | 1019 | 3.50 875 59 66 63 62 59 57
700 330 | 1189 [ 1.50 375 66 66 57 61 55 53 700 330 | 1189 [ 3.50 875 61 68 64 63 60 58
800 378 | 1359 [ 1.50 375 67 67 58 62 56 54 800 378 | 1359 [ 3.50 875 63 70 64 64 61 59
900 425 | 1529 | 1.50 375 68 67 59 63 57 55 900 425 | 1529 | 3.50 875 65 71 64 65 62 60
1000 [ 472 | 1699 | 1.50 375 69 68 59 64 58 56 1000 [ 472 | 1699 | 3.50 875 67 73 65 65 63 60
1100 [ 519 | 1869 | 1.50 375 69 68 60 65 59 57 1100 [ 519 | 1869 | 3.50 875 69 73 65 66 64 61
1200 | 566 | 2039 | 1.50 375 70 68 61 66 60 58 1200 | 566 | 2039 | 3.50 875 70 74 66 67 65 62
1300 [ 614 | 2209 | 1.50 375 70 68 62 67 61 59 1300 [ 614 | 2209 | 3.50 875 72 75 67 68 66 63
200 94 340 2.00 500 52 54 51 54 52 46 200 94 340 | 4.00 [ 1000 51 52 55 58 57 53
300 142 510 2.00 500 55 59 54 55 53 49 300 142 510 | 4.00 [ 1000 52 58 58 59 58 55
400 189 680 2.00 500 58 63 57 60 54 51 400 189 680 | 4.00 [ 1000 53 61 60 60 59 56
500 236 850 2.00 500 61 66 59 62 55 52 500 236 850 | 4.00 [ 1000 55 64 62 61 60 57
600 283 | 1019 | 2.00 500 64 68 60 63 55 53 600 283 | 1019 | 4.00 | 1000 58 66 64 63 61 58
700 330 | 1189 [ 2.00 500 67 69 61 64 56 54 700 330 | 1189 [ 4.00 | 1000 60 68 66 64 61 59
800 378 | 1359 [ 2.00 500 66 70 61 65 57 55 800 378 | 1359 [ 4.00 | 1000 62 70 66 65 62 60
900 425 | 1529 | 2.00 500 69 71 62 66 58 56 900 425 | 1529 | 4.00 | 1000 64 71 66 65 63 61
1000 [ 472 | 1699 | 2.00 500 70 71 62 67 59 57 1000 [ 472 | 1699 | 4.00 | 1000 66 73 66 66 64 62
1100 [ 519 | 1869 | 2.00 500 71 72 63 68 60 58 1100 [ 519 | 1869 | 4.00 | 1000 68 74 67 68 65 62
1200 | 566 | 2039 | 2.00 500 72 72 63 69 61 59 1200 | 566 | 2039 | 4.00 | 1000 70 75 67 68 66 63
1300 [ 614 | 2209 | 2.00 500 72 73 64 70 62 59 1300 [ 614 | 2209 | 4.00 | 1000 71 76 68 69 67 64

Notes

1. DPS is the difference in static pressure across the valve.

2. Exhaust sound is the noise emitted from the valve inlet into

the downstream duct.
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Valves only: 12-inch Dual Shut-off Exhaust

Shut-off Valve
Exhaust Sound Power Level Performance Data

Size 212
Sound Power Levels in dB ref 107-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m%h [inwc ] Pa | 125 T 250 [ 500 [ 1000 ] 2000 | 4000 cim | Us [ m%h [inwc ] Pa | 125 T 250 [ 500 [ 1000 ] 2000 | 4000
400 189 680 0.60 150 53 51 47 47 41 34 400 189 680 2.50 625 60 61 65 61 59 54
600 283 1019 | 0.60 150 55 53 50 51 44 39 600 283 1019 | 2.50 625 62 64 66 65 61 56
800 378 1359 | 0.60 150 57 54 51 54 47 42 800 378 1359 | 2.50 625 64 67 67 68 62 58
1000 | 472 | 1699 | 0.60 | 150 58 55 52 56 50 46 1000 | 472 | 1699 | 2.50 | 625 66 70 68 71 64 59
1200 | 566 | 2039 | 0.60 | 150 59 56 53 57 52 51 1200 | 566 | 2039 | 2.50 | 625 68 73 69 72 65 61
1400 661 2379 | 0.60 150 60 57 54 58 54 56 1400 661 2379 | 2.50 625 69 74 70 74 67 63
1600 755 2718 | 0.60 150 61 59 55 59 56 57 1600 755 2718 | 2.50 625 70 75 70 75 68 64
1800 | 850 | 3058 | 0.60 | 150 62 60 56 60 57 58 1800 | 850 | 3058 | 2.50 | 625 72 76 71 76 69 65
2000 | 944 | 3398 | 0.60 [ 150 64 62 57 61 59 59 2000 [ 944 [ 3398 | 2.50 | 625 74 77 71 76 70 66
2200 | 1038 | 3738 | 0.60 150 65 63 59 62 61 60 2200 | 1038 | 3738 | 2.50 625 75 78 72 77 71 67
2400 | 1133 | 4078 | 0.60 150 67 65 60 63 62 62 2400 | 1133 | 4078 | 2.50 625 77 78 73 78 72 68
2600 | 1227 | 4417 | 0.60 150 68 66 62 64 63 63 2600 | 1227 | 4417 | 2.50 625 79 78 74 78 72 68
400 189 680 1.00 250 57 58 51 52 49 40 400 189 680 3.00 750 60 61 61 63 61 57
600 283 1019 | 1.00 250 61 59 54 57 51 45 600 283 1019 | 3.00 750 63 64 65 67 63 58
800 378 [ 1359 | 1.00 | 250 63 61 56 60 53 49 800 378 [ 1359 | 3.00 | 750 65 67 69 70 64 60
1000 | 472 | 1699 | 1.00 [ 250 64 62 57 61 55 54 1000 | 472 | 1699 | 3.00 | 750 67 69 71 72 66 62
1200 566 2039 | 1.00 250 65 63 58 62 57 56 1200 566 2039 | 3.00 750 68 72 72 74 67 63
1400 661 2379 | 1.00 250 66 63 59 63 58 58 1400 661 2379 | 3.00 750 69 75 72 75 68 64
1600 | 755 | 2718 | 1.00 [ 250 67 64 60 64 59 59 1600 | 755 | 2718 | 3.00 [ 750 70 76 73 76 69 65
1800 | 850 | 3058 | 1.00 | 250 68 65 61 65 60 60 1800 | 850 | 3058 | 3.00 | 750 72 77 73 77 70 66
2000 944 3398 | 1.00 250 69 66 62 66 61 61 2000 944 3398 | 3.00 750 73 78 74 78 71 67
2200 | 1038 | 3738 | 1.00 250 70 68 63 67 62 62 2200 | 1038 | 3738 | 3.00 750 75 79 74 79 72 68
2400 | 1133 [ 4078 | 1.00 | 250 71 69 64 68 63 63 2400 | 1133 [ 4078 | 3.00 | 750 76 80 75 80 73 69
2600 | 1227 | 4417 | 1.00 250 72 70 65 69 64 64 2600 | 1227 | 4417 | 3.00 750 78 80 75 80 74 70
400 189 680 1.50 375 58 64 56 58 54 46 400 189 680 3.50 875 62 62 63 64 63 59
600 283 | 1019 [ 1.50 [ 375 61 65 59 61 55 50 600 283 | 1019 | 3.50 | 875 64 66 66 68 65 60
800 378 [ 1359 | 1.50 | 375 64 66 60 63 57 54 800 378 [ 1359 | 3.50 | 875 66 69 70 71 66 61
1000 472 1699 | 1.50 375 67 67 61 66 59 57 1000 472 1699 | 3.50 875 68 71 72 73 67 63
1200 566 2039 | 1.50 375 69 68 62 67 61 58 1200 566 2039 | 3.50 875 68 73 73 75 68 64
1400 | 661 | 2379 | 1.50 [ 375 70 69 63 68 62 59 1400 | 661 | 2379 | 3.50 [ 875 70 74 74 76 69 66
1600 | 755 | 2718 | 1.50 | 375 71 69 64 69 63 60 1600 | 755 | 2718 | 3.50 [ 875 71 76 75 77 70 67
1800 850 3058 | 1.50 375 72 70 65 70 64 61 1800 850 3058 | 3.50 875 72 77 75 78 71 68
2000 944 3398 | 1.50 375 73 70 66 71 65 62 2000 944 3398 | 3.50 875 73 78 76 79 72 69
2200 | 1038 [ 3738 | 1.50 | 375 74 71 67 72 66 63 2200 [ 1038 | 3738 | 3.50 | 875 74 79 76 80 73 70
2400 | 1133 | 4078 | 1.50 375 75 72 68 73 67 64 2400 | 1133 | 4078 | 3.50 875 76 81 77 81 74 71
2600 | 1227 | 4417 | 1.50 375 76 73 69 74 68 65 2600 | 1227 | 4417 | 3.50 875 77 82 77 82 76 71
400 189 680 2.00 500 59 61 58 60 57 51 400 189 680 4.00 | 1000 62 62 62 66 65 61
600 283 [ 1019 | 2.00 | 500 61 65 62 63 58 53 600 283 [ 1019 | 4.00 | 1000 65 66 67 69 66 62
800 378 1359 | 2.00 500 64 68 65 66 60 56 800 378 1359 | 4.00 [ 1000 66 69 70 72 67 63
1000 472 1699 | 2.00 500 67 71 66 69 62 58 1000 472 1699 | 4.00 [ 1000 68 72 73 74 68 64
1200 | 566 | 2039 | 2.00 | 500 68 72 66 70 63 60 1200 | 566 | 2039 | 4.00 [ 1000 69 73 74 76 69 65
1400 | 661 | 2379 | 2.00 | 500 69 72 67 71 65 61 1400 | 661 | 2379 | 4.00 | 1000 70 75 75 77 70 66
1600 755 2718 | 2.00 500 71 73 67 72 66 62 1600 755 2718 | 4.00 | 1000 71 76 76 78 71 68
1800 850 3058 | 2.00 500 72 74 68 73 67 63 1800 850 3058 | 4.00 | 1000 72 77 77 79 72 69
2000 | 944 | 3398 | 2.00 [ 500 73 74 69 74 68 64 2000 | 944 | 3398 [ 4.00 | 1000 72 78 77 80 73 70
2200 | 1038 | 3738 | 2.00 [ 500 75 75 70 75 69 65 2200 | 1038 [ 3738 [ 4.00 | 1000 73 79 78 81 74 71
2400 | 1133 | 4078 | 2.00 500 76 75 71 76 70 66 2400 | 1133 | 4078 | 4.00 [ 1000 75 80 78 82 75 72
2600 | 1227 | 4417 | 2.00 500 78 76 72 77 70 66 2600 | 1227 | 4417 | 4.00 | 1000 76 81 79 83 76 73
Notes

1. DPS is the difference in static pressure across the valve.
2. Exhaust sound is the noise emitted from the valve inlet into
the downstream duct.

Sound Power Level Performance Data 25



Valves only: 8-inch Radiated

Radiated Sound Power Level Performance Data
Size 08 (with or without Neutralizer)
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Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Ls | m%h [inwc]| Pa [ 125 | 250 [ 500 | 1000 [ 2000 | 4000 cim | s | m¥%h [inwc]| Pa [ 125 | 250 [ 500 | 1000 [ 2000 | 4000
50 25 85 0.30 75 33 21 <20 <20 <20 <20 50 25 85 2.50 625 38 26 22 22 27 31
100 45 170 | 0.30 75 34 22 22 <20 | <20 | <20 100 45 170 | 2.50 | 625 39 27 30 26 31 32
150 70 250 0.30 75 35 23 23 <20 <20 <20 150 70 250 2.50 625 41 29 36 31 33 33
200 95 340 | 0.30 75 36 24 25 <20 | <20 | <20 200 95 340 | 2.50 | 625 42 31 39 35 35 34
250 120 420 0.30 75 37 25 27 <20 <20 <20 250 120 420 2.50 625 43 32 40 36 36 36
300 140 510 | 0.30 75 38 26 28 22 <20 | <20 300 140 510 | 2.50 | 625 47 37 45 40 40 39
350 160 590 0.30 75 39 30 30 23 20 <20 350 160 590 2.50 625 48 39 46 43 42 41
400 190 680 | 0.30 75 40 31 31 25 21 <20 400 190 680 | 2.50 | 625 49 41 48 44 44 42
450 210 760 0.30 75 41 32 32 27 23 20 450 210 760 2.50 625 50 42 50 46 45 44
500 230 850 | 0.30 75 42 33 33 28 25 21 500 230 850 | 2.50 | 625 51 43 51 47 46 45
600 280 1000 | 2.50 625 52 45 53 49 48 47
700 330 [ 1200 [ 2.50 | 625 54 48 55 51 49 49
50 25 85 0.60 | 150 34 22 <20 | <20 | <20 | <20 50 25 85 3.00 | 750 39 27 23 23 28 34
100 45 170 | 0.60 | 150 35 23 23 <20 | <20 | <20 100 45 170 | 3.00 | 750 40 28 31 27 32 35
150 70 250 | 0.60 | 150 37 24 27 21 <20 | <20 150 70 250 | 3.00 | 750 42 30 37 32 34 36
200 95 340 | 0.60 | 150 38 25 30 24 22 <20 200 95 340 | 3.00 | 750 43 32 40 36 36 37
250 120 420 | 0.60 | 150 39 26 31 25 24 20 250 120 | 420 | 3.00 | 750 44 33 41 37 37 38
300 140 510 | 0.60 | 150 43 27 32 27 25 22 300 140 510 | 3.00 | 750 48 38 46 42 42 40
350 160 590 | 0.60 | 150 44 32 33 28 26 24 350 160 590 | 3.00 | 750 49 40 48 45 44 43
400 190 680 | 0.60 | 150 45 34 36 30 28 26 400 190 680 | 3.00 | 750 50 42 50 46 46 44
450 210 760 | 0.60 | 150 46 36 37 32 29 27 450 210 760 | 3.00 | 750 51 43 51 47 47 46
500 230 850 | 0.60 | 150 47 37 38 35 31 28 500 230 850 | 3.00 | 750 52 44 52 49 48 47
600 280 | 1000 | 0.60 | 150 48 40 41 38 34 30 600 280 | 1000 | 3.00 | 750 53 46 55 51 50 49
700 330 | 1200 | 0.60 | 150 50 42 44 40 37 33 700 330 | 1200 | 3.00 | 750 55 49 57 53 52 51
50 25 85 1.00 | 250 35 23 <20 | <20 | <20 | <20 50 25 85 3.50 | 875 40 27 25 25 29 37
100 45 170 | 1.00 | 250 36 24 26 <20 | <20 | <20 100 45 170 | 3.50 | 875 42 30 32 29 33 38
150 70 250 | 1.00 | 250 38 25 30 24 23 20 150 70 250 | 3.50 | 875 42 31 39 34 35 39
200 95 340 [ 1.00 | 250 39 26 33 28 27 24 200 95 340 | 3.50 | 875 44 32 41 38 38 40
250 120 420 | 1.00 | 250 40 27 35 30 28 25 250 120 | 420 | 3.50 | 875 45 35 43 38 38 40
300 140 510 [ 1.00 | 250 44 28 36 31 29 26 300 140 510 | 3.50 | 875 50 40 47 43 43 42
350 160 590 | 1.00 | 250 45 35 39 34 33 31 350 160 590 | 3.50 | 875 49 42 49 46 46 45
400 190 680 1.00 250 46 36 40 35 34 32 400 190 680 3.50 875 51 42 52 48 47 46
450 210 760 | 1.00 | 250 47 38 42 37 35 33 450 210 760 | 3.50 | 875 51 44 53 49 49 47
500 230 850 1.00 250 48 40 44 40 37 34 500 230 850 3.50 875 52 45 53 50 50 49
600 280 | 1000 | 1.00 | 250 49 42 46 42 38 35 600 280 | 1000 | 3.50 | 875 54 47 57 53 52 51
700 330 1200 | 1.00 250 51 45 48 45 41 39 700 330 1200 | 3.50 875 56 50 59 55 54 53
50 25 85 1.50 375 36 24 <20 <20 22 21 50 25 85 4.00 | 1000 42 28 27 27 31 40
100 45 170 | 1.50 | 375 37 25 27 23 25 23 100 45 170 | 4.00 | 1000 [ 43 31 34 30 35 41
150 70 250 1.50 375 39 27 32 27 28 26 150 70 250 4.00 | 1000 43 32 40 36 36 43
200 95 340 | 1.50 | 375 40 29 36 31 31 29 200 95 340 | 4.00 | 1000 | 45 33 42 40 39 43
250 120 420 1.50 375 41 30 38 34 33 31 250 120 420 4.00 | 1000 46 36 44 38 39 42
300 140 510 | 1.50 | 375 45 35 40 36 35 33 300 140 510 | 4.00 | 1000 51 41 48 45 44 44
350 160 590 1.50 375 46 36 41 37 36 35 350 160 590 4.00 | 1000 50 43 51 48 48 47
400 190 680 | 1.50 | 375 47 39 44 39 38 36 400 190 680 | 4.00 | 1000 51 43 54 49 49 48
450 210 760 1.50 375 48 40 45 41 39 37 450 210 760 4.00 | 1000 52 45 54 51 50 49
500 230 850 | 1.50 | 375 49 41 47 42 40 39 500 230 850 | 4.00 | 1000 53 47 55 52 52 51
600 280 1000 | 1.50 375 50 43 49 44 42 40 600 280 1000 | 4.00 [ 1000 56 48 59 54 54 53
700 330 | 1200 | 1.50 | 375 52 46 51 46 44 42 700 330 | 1200 | 4.00 | 1000 58 51 60 57 56 55
50 25 85 2.00 | 500 37 25 20 21 25 27
100 45 170 2.00 500 38 26 29 25 28 28
150 70 250 | 2.00 | 500 40 28 35 29 30 29
200 95 340 2.00 500 41 30 38 33 33 32
250 120 420 | 2.00 | 500 42 31 39 35 35 34
300 140 510 2.00 500 46 36 43 39 38 36
350 160 590 | 2.00 | 500 47 38 45 40 40 38
400 190 680 2.00 500 48 40 47 42 42 40
450 210 760 | 2.00 | 500 49 41 48 43 43 41
500 230 850 2.00 500 50 42 50 44 44 42 Notes
600 280 [ 1000 | 2.00 | 500 51 44 52 47 45 44 1. DPSis the difference in static pressure across the valve.
700 330 | 1200 | 2.00 500 53 47 54 49 47 46 2. Radiated sound is the sound power radiated from the valve casing.
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Valves only: 10-inch Radiated (all valves)

Radiated Sound Power Level Performance Data
Size 10 (with or without Neutralizer)

Sound Power Level Performance Data

Sound Power Levels in dB ref 10A-12 Watts Sound Power Levels in dB ref 10A-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cfm | Ls [ m%h [inwc | Pa | 125 | 250 | 500 | 1000 | 2000 [ 4000 cfm | Ls [ m%h [inwc | Pa | 125 | 250 | 500 | 1000 | 2000 [ 4000
100 45 170 | 0.30 75 30 | <20 <20 <20 <20 <20 100 45 170 | 2.50 | 625 39 30 28 28 33 33
150 70 250 | 0.30 75 31 26 | <20 <20 <20 <20 200 95 340 | 2.50 | 625 40 36 40 38 38 35
200 95 340 | 0.30 75 32 27 24 21 <20 <20 300 140 510 | 2.50 | 625 44 41 44 44 43 40
250 120 420 0.30 75 33 28 26 23 20 <20 400 190 680 2.50 625 45 44 47 48 47 44
300 140 510 | 0.30 75 34 29 28 25 22 | <20 500 230 850 | 2.50 | 625 47 46 50 51 50 47
350 160 590 0.30 75 35 30 29 25 23 <20 600 280 1000 | 2.50 625 49 48 52 52 51 48
400 190 680 | 0.30 75 36 31 30 26 24 20 700 330 | 1200 | 2.50 | 625 51 51 53 54 52 49
450 210 760 0.30 75 37 33 31 27 26 21 800 380 1350 | 2.50 625 52 52 55 55 53 50
500 230 850 | 0.30 75 38 35 33 29 28 24 900 420 | 1500 [ 2.50 | 625 54 53 56 56 54 51
1000 | 470 1700 | 2.50 625 55 55 57 57 55 52

100 45 170 0.60 150 32 23 20 <20 <20 <20 100 45 170 3.00 750 40 31 30 29 34 34
200 95 340 | 0.60 150 33 28 31 29 26 20 200 95 340 | 3.00 | 750 41 38 41 39 39 37
300 140 510 0.60 150 37 34 36 33 29 26 300 140 510 3.00 750 45 42 45 45 45 42
400 190 680 | 0.60 150 38 37 38 35 31 28 400 190 680 | 3.00 | 750 46 45 48 49 48 45
500 230 850 0.60 150 39 38 39 36 33 29 500 230 850 3.00 750 48 47 51 52 51 48
600 280 | 1000 | 0.60 150 42 39 41 38 34 32 600 280 | 1000 | 3.00 | 750 50 49 53 54 53 50
700 330 1200 | 0.60 150 43 40 43 40 35 33 700 330 1200 | 3.00 750 52 52 54 56 54 52
800 380 | 1350 | 0.60 150 44 41 45 41 36 34 800 380 | 1350 | 3.00 | 750 53 53 56 57 55 53
900 420 1500 | 0.60 150 46 42 46 42 37 35 900 420 1500 | 3.00 750 55 54 57 58 56 54
1000 [ 470 | 1700 | 0.60 150 47 43 47 43 38 36 1000 [ 470 | 1700 | 3.00 | 750 56 56 58 59 57 55
100 45 170 | 1.00 | 250 33 25 24 22 22 | <20 100 45 170 | 3.50 | 875 42 32 31 31 36 36
200 95 340 1.00 250 34 31 33 31 30 25 200 95 340 3.50 875 41 40 42 40 41 39
300 140 510 | 1.00 | 250 41 36 39 38 35 32 300 140 510 | 3.50 | 875 45 43 46 46 46 44
400 190 680 1.00 250 42 39 42 40 37 35 400 190 680 3.50 875 47 46 49 50 50 47
500 230 850 | 1.00 | 250 43 41 44 42 39 36 500 230 850 | 3.50 | 875 49 48 52 53 53 50
600 280 1000 | 1.00 250 44 42 46 44 40 37 600 280 1000 | 3.50 875 50 51 54 56 55 53
700 330 | 1200 | 1.00 | 250 47 45 47 45 41 38 700 330 | 1200 | 3.50 | 875 53 53 55 57 56 55
800 380 1350 | 1.00 250 48 46 49 46 42 39 800 380 1350 | 3.50 875 54 55 57 59 57 56
900 420 | 1500 | 1.00 | 250 49 47 50 47 43 40 900 420 | 1500 [ 3.50 | 875 55 56 58 60 58 57
1000 | 470 1700 | 1.00 250 50 48 51 48 44 41 1000 | 470 1700 | 3.50 875 58 57 59 62 59 59
100 45 170 | 1.50 | 375 36 28 26 25 28 23 100 45 170 | 4.00 | 1000 43 33 33 32 37 38
200 95 340 | 1.50 | 375 37 32 36 34 34 30 200 95 340 | 4.00 | 1000 42 42 44 42 42 41
300 140 510 | 1.50 | 375 42 37 41 40 39 36 300 140 510 | 4.00 | 1000 46 44 47 48 47 45
400 190 680 | 1.50 | 375 43 41 44 44 42 39 400 190 680 | 4.00 | 1000 48 48 50 51 51 48
500 230 850 | 1.50 | 375 44 44 47 46 44 41 500 230 850 | 4.00 | 1000 50 49 53 55 54 51
600 280 | 1000 | 1.50 | 375 45 45 49 48 45 42 600 280 | 1000 | 4.00 | 1000 51 52 55 57 57 55
700 330 | 1200 | 1.50 | 375 49 47 50 49 46 43 700 330 | 1200 | 4.00 | 1000 54 54 56 58 58 58
800 380 | 1350 | 1.50 | 375 50 48 51 50 47 44 800 380 | 1350 | 4.00 | 1000 55 56 58 61 59 59
900 420 | 1500 | 1.50 | 375 52 49 53 51 48 45 900 420 | 1500 | 4.00 [ 1000 55 57 59 63 60 60
1000 [ 470 | 1700 | 1.50 | 375 53 50 54 52 49 46 1000 | 470 | 1700 | 4.00 | 1000 59 58 59 64 61 62
100 45 170 | 2.00 | 500 38 29 27 26 31 28
200 95 340 | 2.00 | 500 41 34 38 36 36 33
300 140 510 | 2.00 | 500 43 39 43 42 41 38
400 190 680 | 2.00 | 500 44 42 46 46 45 42
500 230 850 | 2.00 | 500 46 45 48 49 47 44
600 280 | 1000 | 2.00 | 500 47 47 50 50 48 45
700 330 [ 1200 [ 2.00 | 500 50 50 52 51 49 46
800 380 | 1350 | 2.00 | 500 51 51 53 52 50 47 Notes
900 420 | 1500 [ 2.00 500 53 52 54 53 51 48 1. DPS is the difference in static pressure across the valve.
1000 | 470 | 1700 [ 2.00 500 54 53 56 54 52 49 2. Radiated sound is the sound power radiated from the valve casing.
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Valves only: 10-inch Radiated (dual only)

Radiated Sound Power Level Performance Data
Dual 10 (with or without Neutralizer)
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Sound Power Levels in dB ref 10A-12 Watts Sound Power Levels in dB ref 10A-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cfm | Ls [ m%h [inwc | Pa | 125 | 250 | 500 | 1000 | 2000 [ 4000 cfm | Ls [ m%h [inwc | Pa | 125 | 250 | 500 | 1000 | 2000 [ 4000
200 95 340 | 0.30 75 36 32 26 22 | <20 <20 200 95 340 | 2.50 | 625 51 49 48 46 44 41
300 140 510 0.30 75 37 33 27 24 23 <20 400 190 680 2.50 625 52 53 50 48 46 42
400 190 680 | 0.30 75 38 34 28 25 24 | <20 600 280 | 1000 | 2.50 | 625 54 55 51 50 49 46
500 230 850 0.30 75 40 35 29 26 25 <20 800 380 1350 | 2.50 625 57 57 52 53 52 48
600 280 | 1000 | 0.30 75 42 36 30 27 26 | <20 1000 [ 470 | 1700 | 2.50 | 625 60 59 54 54 55 50
700 330 1200 | 0.30 75 43 37 31 28 27 <20 1200 | 560 2050 | 2.50 625 62 61 55 55 57 51
800 380 | 1350 | 0.30 75 44 38 32 29 30 20 1400 [ 660 | 2400 | 2.50 | 625 64 62 57 56 58 52
900 420 1550 | 0.30 75 45 39 34 30 31 21 1600 | 750 2700 | 2.50 625 67 64 58 57 59 53
1000 [ 470 | 1700 | 0.30 75 47 40 35 31 32 25 1800 [ 850 | 3050 | 2.50 | 625 68 65 59 58 60 54
2000 | 940 | 3400 [ 2.50 625 70 67 60 59 61 55

200 95 340 0.60 150 42 39 34 30 26 <20 200 95 340 3.00 750 52 54 51 48 45 43
400 190 680 | 0.60 150 44 40 37 33 32 25 400 190 680 | 3.00 | 750 53 55 52 49 47 44
600 280 1000 | 0.60 150 48 43 39 37 36 30 600 280 1000 | 3.00 750 55 56 53 52 51 47
800 380 | 1350 | 0.60 150 50 46 40 39 38 32 800 380 | 1350 | 3.00 | 750 58 58 54 54 54 50
1000 | 470 1700 | 0.60 150 52 47 41 40 39 33 1000 | 470 1700 | 3.00 750 61 60 55 56 57 52
1200 [ 560 | 2050 | 0.60 150 53 50 44 41 40 35 1200 [ 560 | 2050 | 3.00 | 750 63 62 57 57 59 54
1400 | 660 | 2400 [ 0.60 150 54 51 45 42 41 36 1400 | 660 2400 | 3.00 750 65 63 58 58 60 55
1600 [ 750 | 2700 | 0.60 150 56 52 47 43 42 37 1600 [ 750 | 2700 | 3.00 | 750 68 65 59 59 61 56
1800 | 850 | 3050 [ 0.60 150 57 53 48 45 44 38 1800 | 850 3050 | 3.00 750 69 66 60 60 62 57
2000 | 940 | 3400 [ 0.60 150 58 54 49 46 45 41 2000 | 940 | 3400 [ 3.00 | 750 71 68 61 61 63 58
200 95 340 | 1.00 | 250 46 43 40 36 33 28 200 95 340 | 3.50 | 875 52 58 54 50 47 46
400 190 680 1.00 250 47 46 41 39 37 31 400 190 680 3.50 875 54 57 54 51 49 46
600 280 | 1000 | 1.00 | 250 51 48 43 42 41 36 600 280 | 1000 | 3.50 | 875 55 58 55 53 53 49
800 380 1350 | 1.00 250 52 49 45 44 44 38 800 380 1350 | 3.50 875 58 59 56 56 56 52
1000 [ 470 | 1700 | 1.00 | 250 54 51 47 45 45 39 1000 [ 470 | 1700 | 3.50 | 875 61 61 56 58 58 55
1200 | 560 | 2050 [ 1.00 250 58 53 48 46 46 40 1200 | 560 2050 | 3.50 875 64 63 59 60 60 57
1400 [ 660 | 2400 | 1.00 | 250 60 55 49 47 47 41 1400 [ 660 | 2400 | 3.50 | 875 65 64 59 60 63 58
1600 | 750 [ 2700 | 1.00 250 62 57 51 49 48 42 1600 | 750 2700 | 3.50 875 68 65 60 61 63 59
1800 [ 850 | 3050 | 1.00 | 250 63 58 52 50 49 43 1800 [ 850 | 3050 | 3.50 | 875 70 67 61 62 64 60
2000 | 940 | 3400 [ 1.00 | 250 64 59 53 51 50 44 2000 | 940 | 3400 [ 3.50 | 875 72 69 62 64 65 61
200 95 340 1.50 375 47 46 44 41 38 34 200 95 340 4.00 | 1000 53 62 57 52 49 48
400 190 680 | 1.50 | 375 48 49 46 42 41 36 400 190 680 | 4.00 | 1000 55 59 56 53 51 48
600 280 | 1000 | 1.50 | 375 52 51 47 45 45 40 600 280 | 1000 | 4.00 | 1000 56 60 57 55 54 51
800 380 | 1350 | 1.50 | 375 54 53 48 48 48 42 800 380 | 1350 | 4.00 | 1000 58 59 58 58 58 54
1000 [ 470 | 1700 | 1.50 | 375 58 55 50 49 49 43 1000 [ 470 | 1700 | 4.00 | 1000 62 61 57 60 59 57
1200 [ 560 | 2050 | 1.50 | 375 60 57 52 50 50 44 1200 | 560 | 2050 | 4.00 | 1000 65 64 60 62 62 61
1400 [ 660 | 2400 | 1.50 | 375 62 58 53 51 51 45 1400 | 660 | 2400 | 4.00 | 1000 66 66 61 62 65 61
1600 [ 750 | 2700 | 1.50 | 375 65 60 54 52 52 46 1600 | 750 | 2700 | 4.00 | 1000 69 66 61 63 65 62
1800 [ 850 | 3050 | 1.50 | 375 66 62 55 53 53 47 1800 | 850 | 3050 | 4.00 | 1000 72 69 62 64 65 63
2000 | 940 | 3400 [ 1.50 | 375 68 63 56 54 54 48 2000 | 940 [ 3400 [ 4.00 | 1000 73 70 63 66 67 64
200 95 340 | 2.00 | 500 50 48 47 44 41 37
400 190 680 | 2.00 | 500 51 51 48 45 44 40
600 280 | 1000 | 2.00 | 500 53 53 49 48 48 43
800 380 | 1350 | 2.00 | 500 56 56 51 51 51 46
1000 [ 470 | 1700 | 2.00 | 500 59 58 52 52 53 47
1200 [ 560 | 2050 | 2.00 | 500 61 59 54 53 54 48
1400 [ 660 | 2400 | 2.00 | 500 63 60 55 54 55 49
1600 [ 750 | 2700 | 2.00 | 500 66 62 56 55 56 50 Notes
1800 | 850 | 3050 [ 2.00 500 67 64 57 56 57 51 1. DPS is the difference in static pressure across the valve.
2000 | 940 | 3400 [ 2.00 500 69 65 59 57 58 52 2. Radiated sound is the sound power radiated from the valve casing.
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Valves only: 12-inch Radiated (all valves)

Radiated Sound Power Level Performance Data
Size 12 (with or without Neutralizer)

Sound Power Levels in dB ref 10*-12 Watts

Sound Power Levels in dB ref 10*-12 Watts

Sound Power Level Performance Data

Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | s [ m¥%h [inwec | Pa [ 125 | 250 | 500 [ 1000 | 2000 [ 4000 cfm | s | m%h [inwc]| Pa [ 125 | 250 [ 500 | 1000 [ 2000 | 4000
200 95 340 0.30 75 28 24 <20 <20 <20 <20 200 95 340 2.50 625 34 33 34 36 37 37
300 140 510 | 0.30 75 31 29 20 24 21 <20 400 190 680 | 2.50 | 625 41 43 42 45 45 40
400 190 680 0.30 75 34 34 22 25 22 <20 600 280 1000 | 2.50 625 45 49 46 51 50 45
500 230 850 | 0.30 75 35 39 23 26 23 <20 800 380 | 1350 | 2.50 | 625 48 53 50 55 54 48
600 280 1000 | 0.30 75 37 41 27 28 24 <20 1000 | 470 1700 | 2.50 625 49 56 52 57 55 49
700 330 [ 1200 | 0.30 75 38 42 28 30 27 28 1200 [ 560 | 2050 | 2.50 | 625 51 59 53 58 56 50
800 380 1350 | 0.30 75 39 43 29 31 29 29 1400 | 660 | 2400 [ 2.50 625 54 61 54 59 57 51
900 420 | 1550 | 0.30 75 40 45 31 34 30 31 1500 [ 710 | 2550 | 2.50 | 625 55 62 56 60 58 52
1000 | 470 1700 | 0.30 75 41 46 32 35 31 33
200 95 340 0.60 150 28 29 23 25 22 <20 200 95 340 3.00 750 35 34 35 37 38 39
400 190 680 | 0.60 | 150 35 39 31 34 33 26 400 190 680 | 3.00 | 750 42 44 43 46 46 42
600 280 1000 | 0.60 150 40 44 33 37 34 27 600 280 1000 | 3.00 750 46 50 48 52 52 47
800 380 [ 1350 [ 0.60 | 150 44 49 36 39 36 32 800 380 | 1350 | 3.00 | 750 49 54 51 56 56 50
1000 | 470 1700 [ 0.60 150 45 52 38 41 37 35 1000 | 470 1700 [ 3.00 750 50 57 53 58 57 52
1200 [ 560 | 2050 | 0.60 | 150 47 53 40 42 38 36 1200 [ 560 | 2050 | 3.00 | 750 52 60 54 60 59 53
1400 [ 660 | 2400 | 0.60 | 150 49 55 44 45 40 37 1400 [ 660 | 2400 | 3.00 | 750 55 62 56 61 60 54
1500 [ 710 | 2550 | 0.60 | 150 50 56 45 47 42 38 1500 [ 710 | 2550 | 3.00 | 750 56 63 57 62 61 55
200 95 340 [ 1.00 | 250 29 30 27 29 28 21 200 95 340 | 3.50 | 875 36 35 36 38 39 41
400 190 680 | 1.00 | 250 36 40 34 38 37 30 400 190 680 | 3.50 | 875 43 45 44 47 47 43
600 280 | 1000 | 1.00 | 250 41 46 39 43 41 35 600 280 | 1000 | 3.50 | 875 47 51 49 54 53 48
800 380 | 1350 | 1.00 | 250 45 50 41 45 43 37 800 380 | 1350 | 3.50 | 875 50 55 53 58 58 52
1000 [ 470 | 1700 | 1.00 | 250 46 53 44 46 44 38 1000 [ 470 | 1700 | 3.50 | 875 51 58 53 58 60 54
1200 [ 560 | 2050 | 1.00 | 250 48 56 45 47 45 39 1200 | 560 | 2050 | 3.50 | 875 53 61 56 61 62 56
1400 [ 660 | 2400 | 1.00 | 250 51 58 47 50 46 40 1400 [ 660 | 2400 | 3.50 | 875 56 63 57 63 63 57
1500 [ 710 | 2550 | 1.00 | 250 52 59 50 51 47 41 1500 [ 710 | 2550 | 3.50 | 875 57 64 59 64 64 58
200 95 340 | 1.50 | 375 30 31 29 32 32 27 200 95 340 | 4.00 | 1000 37 36 38 39 40 42
400 190 680 | 1.50 | 375 37 41 38 42 40 35 400 190 680 | 4.00 | 1000 44 46 45 48 48 45
600 280 | 1000 | 1.50 | 375 42 47 42 47 46 40 600 280 | 1000 | 4.00 | 1000 [ 48 52 50 55 55 50
800 380 [ 1350 [ 1.50 | 375 45 51 46 50 48 41 800 380 | 1350 | 4.00 | 1000 51 56 55 60 60 54
1000 [ 470 | 1700 | 1.50 | 375 47 54 47 51 49 42 1000 | 470 | 1700 | 4.00 | 1000 52 59 53 58 62 57
1200 560 | 2050 | 1.50 375 49 57 49 52 50 43 1200 | 560 [ 2050 | 4.00 | 1000 53 62 57 63 65 59
1400 [ 660 | 2400 | 1.50 | 375 52 59 51 53 51 44 1400 | 660 | 2400 | 4.00 | 1000 57 64 59 66 67 60
1500 | 710 [ 2550 [ 1.50 375 53 60 52 54 52 45 1500 | 710 [ 2550 | 4.00 | 1000 58 64 60 66 66 61
200 95 340 2.00 500 32 32 31 34 35 33
400 190 680 | 2.00 | 500 39 42 39 43 42 37
600 280 1000 | 2.00 500 43 48 45 49 48 43
800 380 [ 1350 [ 2.00 | 500 47 52 48 53 52 46
1000 | 470 1700 | 2.00 500 48 55 50 54 53 47
1200 [ 560 | 2050 | 2.00 | 500 50 58 52 55 54 48 Notes
1400 | 660 [ 2400 | 2.00 500 53 60 53 56 55 49 1. DPSis the difference in static pressure across the valve.
1500 | 710 [ 2550 | 2.00 500 54 61 54 57 56 50 2. Radiated sound is the sound power radiated from the valve casing.
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Valves only: 12-inch Radiated (dual only)

Radiated Sound Power Level Performance Data
Dual 12 (with or without Neutralizer)
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Sound Power Levels in dB ref 10-12 Watts Sound Power Levels in dB ref 10A-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cfm | Lis [ m’h [inwc | Pa | 125 | 250 | 500 | 1000 [ 2000 [ 4000 oim [ Us [ m%h [inwc]| Pa | 125 [ 250 | 500 | 1000 ] 2000 [ 4000
400 190 680 | 0.30 75 36 32 22 23 | <20 <20 400 190 680 | 2.50 | 625 49 45 40 42 42 42
600 280 | 1000 | 0.30 75 38 33 25 27 22 | <20 800 380 | 1350 | 2.50 | 625 53 52 47 50 49 44
800 380 | 1350 | 0.30 75 39 37 28 31 27 | <20 1200 [ 560 | 2050 | 2.50 | 625 58 58 51 55 54 49
1000 [ 470 | 1700 | 0.30 75 42 39 29 32 28 | <20 1600 [ 750 | 2700 | 2.50 | 625 62 62 55 58 57 52
1200 [ 560 | 2050 | 0.30 75 45 42 30 33 29 20 2000 | 940 | 3400 [ 2.50 | 625 66 64 58 61 60 54
1400 [ 660 | 2400 | 0.30 75 46 43 32 34 31 25 2400 | 1150 | 4050 [ 2.50 | 625 68 66 59 62 61 55
1600 [ 750 | 2700 | 0.30 75 48 46 34 35 34 29 2800 | 1300 | 4750 [ 2.50 | 625 70 67 60 63 62 56
1800 [ 850 | 3050 | 0.30 75 49 47 35 37 35 33 3000 | 1400 | 5100 [ 2.50 | 625 71 69 61 64 63 57
2000 | 940 [ 3400 [ 0.30 75 51 48 36 38 37 36
400 190 680 | 0.60 | 150 41 37 30 31 27 | <20 400 190 680 | 3.00 | 750 50 46 41 43 44 46
800 380 | 1350 | 0.60 | 150 45 43 36 39 37 29 800 380 | 1350 | 3.00 | 750 54 53 48 51 50 48
1200 [ 560 | 2050 | 0.60 | 150 51 48 38 41 38 31 1200 [ 560 | 2050 | 3.00 | 750 59 59 53 56 55 50
1600 [ 750 | 2700 | 0.60 | 150 55 51 40 43 39 34 1600 [ 750 | 2700 | 3.00 | 750 63 63 56 60 59 54
2000 | 940 | 3400 [ 0.60 | 150 57 53 42 45 42 41 2000 | 940 [ 3400 [ 3.00 | 750 67 65 59 63 62 56
2400 | 1150 | 4050 [ 0.60 | 150 58 56 45 47 43 42 2400 | 1150 | 4050 [ 3.00 | 750 69 68 60 65 63 57
2800 | 1300 | 4750 [ 0.60 | 150 59 57 46 48 44 43 2800 | 1300 [ 4750 [ 3.00 | 750 71 69 61 65 64 58
3000 | 1400 | 5100 | 0.60 | 150 60 58 47 49 45 44 3000 | 1400 | 5100 [ 3.00 | 750 72 70 62 66 65 59
400 190 680 | 1.00 | 250 42 40 33 35 32 25 400 190 680 | 3.50 | 875 50 48 43 45 45 49
800 380 | 1350 | 1.00 | 250 50 47 40 43 41 35 800 380 | 1350 | 3.50 | 875 55 55 50 53 51 52
1200 | 560 | 2050 [ 1.00 250 55 51 44 48 45 39 1200 | 560 2050 | 3.50 875 60 59 54 58 57 52
1600 [ 750 | 2700 | 1.00 | 250 58 55 46 49 46 40 1600 [ 750 | 2700 | 3.50 | 875 64 64 58 62 61 56
2000 | 940 | 3400 [ 1.00 250 61 57 49 51 47 42 2000 | 940 3400 | 3.50 875 68 66 60 64 64 59
2400 | 1150 | 4050 [ 1.00 | 250 64 60 54 55 50 44 2400 | 1150 | 4050 [ 3.50 | 875 71 69 61 67 66 60
2800 | 1300 | 4750 [ 1.00 250 65 62 57 57 52 45 2800 | 1300 | 4750 [ 3.50 875 72 71 62 68 66 60
3000 | 1400 | 5100 [ 1.00 | 250 66 63 58 58 53 46 3000 | 1400 | 5100 [ 3.50 | 875 73 71 64 69 66 61
400 190 680 | 1.50 | 375 43 42 36 38 37 31 400 190 680 | 4.00 | 1000 51 49 44 46 47 53
800 380 1350 | 1.50 375 51 50 43 46 44 39 800 380 1350 | 4.00 [ 1000 55 56 51 54 53 56
1200 [ 560 | 2050 | 1.50 | 375 56 54 47 51 50 44 1200 | 560 | 2050 | 4.00 | 1000 61 60 56 59 59 54
1600 | 750 | 2700 [ 1.50 375 60 58 51 54 52 45 1600 | 750 2700 | 4.00 | 1000 65 65 59 64 63 58
2000 | 940 | 3400 [ 1.50 | 375 64 60 53 56 53 46 2000 | 940 [ 3400 [ 4.00 | 1000 69 67 62 66 66 61
2400 | 1150 | 4050 [ 1.50 375 66 63 56 58 54 47 2400 | 1150 | 4050 [ 4.00 | 1000 72 70 62 69 69 62
2800 | 1300 | 4750 [ 1.50 | 375 68 64 58 59 56 48 2800 | 1300 [ 4750 [ 4.00 | 1000 74 72 63 70 68 62
3000 | 1400 | 5100 [ 1.50 375 69 66 59 60 57 49 3000 | 1400 | 5100 [ 4.00 | 1000 75 72 65 71 68 63
400 190 680 2.00 500 48 44 39 41 40 37
800 380 | 1350 | 2.00 | 500 52 51 46 48 47 42
1200 | 560 | 2050 [ 2.00 500 57 57 49 53 52 47
1600 [ 750 | 2700 | 2.00 | 500 61 60 53 57 55 48
2000 | 940 | 3400 [ 2.00 500 65 63 56 59 56 49
2400 | 1150 | 4050 [ 2.00 | 500 67 65 58 60 57 50 Notes
2800 | 1300 | 4750 [ 2.00 500 69 66 59 61 58 51 1. DPS is the difference in static pressure across the valve.
3000 | 1400 | 5100 [ 2.00 500 70 67 60 62 59 52 2. Radiated sound is the sound power radiated from the valve casing.
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Valves only: 12-inch Radiated (triple only)

Radiated Sound Power Level Performance Data
Triple 12 (with or without Neutralizer)

Sound Power Level Performance Data

Sound Power Levels in dB ref 10A-12 Watts Sound Power Levels in dB ref 10A-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cfm [ s [ m3/h [inwc]| Pa 125 | 250 [ 500 [ 1000 [ 2000 | 4000 cfm [ /s [ m3/h [inwc]| Pa 125 [ 250 | 500 [ 1000 [ 2000 | 4000
600 280 1000 | 0.30 75 35 31 21 22 <20 <20 600 280 1000 | 2.50 625 48 44 39 41 41 41
900 420 | 1550 | 0.30 75 37 32 24 26 21 <20 1200 [ 560 | 2050 | 2.50 | 625 52 51 46 49 48 43
1200 | 560 | 2050 [ 0.30 75 38 36 27 30 26 <20 1800 | 850 3050 | 2.50 625 57 57 50 54 53 48
1500 [ 710 | 2550 | 0.30 75 41 39 28 31 27 | <20 2400 | 1150 | 4050 [ 2.50 | 625 61 61 54 57 56 51
1800 | 850 | 3050 [ 0.30 75 44 41 29 32 28 <20 3000 | 1400 | 5100 [ 2.50 625 65 63 57 60 59 53
2100 | 990 [ 3550 | 0.30 75 45 42 31 33 30 27 3600 | 1700 | 6100 [ 2.50 | 625 67 65 58 61 60 54
2400 | 1150 | 4050 [ 0.30 75 47 45 33 34 33 28 4200 | 2000 | 7150 | 2.50 625 69 66 59 62 61 55
2700 | 1250 [ 4600 | 0.30 75 48 46 34 36 34 32 4500 | 2100 | 7650 | 2.50 | 625 70 68 60 63 62 56
3000 | 1400 | 5100 [ 0.30 75 50 47 35 37 36 35
600 280 1000 | 0.60 150 40 36 29 30 26 <20 600 280 1000 | 3.00 750 49 45 40 42 43 45
1200 [ 560 | 2050 | 0.60 | 150 44 42 35 38 36 28 1200 [ 560 | 2050 | 3.00 | 750 53 52 47 50 49 47
1800 | 850 | 3050 [ 0.60 150 50 47 37 40 37 30 1800 | 850 3050 | 3.00 750 58 58 52 55 54 49
2400 | 1150 | 4050 [ 0.60 | 150 54 50 39 42 38 33 2400 | 1150 | 4050 [ 3.00 | 750 62 62 55 59 58 53
3000 | 1400 | 5100 [ 0.60 150 56 52 41 44 41 40 3000 | 1400 | 5100 [ 3.00 750 66 64 58 62 61 55
3600 | 1700 | 6100 [ 0.60 | 150 57 55 44 46 42 41 3600 | 1700 | 6100 [ 3.00 | 750 68 67 59 64 62 56
4200 | 2000 | 7150 [ 0.60 150 58 56 45 47 43 42 4200 | 2000 [ 7150 | 3.00 750 70 68 60 64 63 57
4500 | 2100 | 7650 [ 0.60 | 150 59 57 46 48 44 43 4500 | 2100 | 7650 | 3.00 | 750 71 69 61 65 64 58
600 280 | 1000 | 1.00 | 250 41 39 32 34 31 24 600 280 | 1000 | 3.50 | 750 49 47 42 44 44 48
1200 | 560 | 2050 [ 1.00 250 49 46 39 42 40 34 1200 | 560 2050 | 3.50 750 54 54 49 52 50 51
1800 [ 850 | 3050 | 1.00 | 250 54 50 43 47 44 38 1800 [ 850 | 3050 | 3.50 | 750 59 58 53 57 56 51
2400 | 1150 | 4050 [ 1.00 250 57 54 45 48 45 39 2400 | 1150 | 4050 [ 3.50 750 63 63 57 61 60 55
3000 | 1400 | 5100 [ 1.00 | 250 60 56 48 50 46 41 3000 | 1400 [ 5100 [ 3.50 | 750 67 65 59 63 63 58
3600 | 1700 | 6100 [ 1.00 250 63 59 53 54 49 43 3600 | 1700 | 6100 [ 3.50 750 70 68 60 66 65 59
4200 | 2000 | 7150 [ 1.00 | 250 64 61 56 56 51 44 4200 | 2000 | 7150 | 3.50 | 750 71 70 61 67 65 59
4500 | 2100 | 7650 [ 1.00 250 65 62 57 57 52 45 4500 | 2100 [ 7650 | 3.50 750 72 70 63 67 65 60
600 280 1000 [ 1.50 375 42 41 35 37 36 30 600 280 1000 | 4.00 750 50 48 43 45 46 51
1200 [ 560 | 2050 | 1.50 | 375 50 49 42 45 43 38 1200 [ 560 | 2050 | 4.00 | 750 54 55 50 53 52 55
1800 | 850 [ 3050 | 1.50 375 55 53 46 50 49 43 1800 | 850 3050 | 4.00 750 60 59 55 58 58 53
2400 | 1150 | 4050 [ 1.50 | 375 59 57 50 53 51 44 2400 | 1150 | 4050 [ 4.00 | 750 64 64 58 63 62 57
3000 | 1400 | 5100 [ 1.50 | 375 63 59 52 55 52 45 3000 | 1400 [ 5100 [ 4.00 | 750 68 66 60 65 65 60
3600 | 1700 | 6100 [ 1.50 | 375 65 62 55 57 53 46 3600 | 1700 | 6100 [ 4.00 | 750 71 69 61 68 68 61
4200 | 2000 | 7150 [ 1.50 | 375 67 63 57 58 55 47 4200 | 2000 | 7150 | 4.00 | 750 73 71 62 69 67 61
4500 | 2100 | 7650 [ 1.50 | 375 68 65 58 59 56 48 4500 | 2100 | 7650 | 4.00 | 750 74 71 64 70 67 62
600 280 | 1000 | 2.00 | 500 47 43 38 40 39 36
1200 [ 560 | 2050 | 2.00 | 500 51 50 45 47 46 41
1800 [ 850 | 3050 | 2.00 | 500 56 56 48 52 51 46
2400 | 1150 | 4050 [ 2.00 | 500 60 59 52 56 54 47
3000 | 1400 | 5100 [ 2.00 | 500 64 62 55 58 55 48
3600 | 1700 | 6100 [ 2.00 | 500 66 64 57 59 56 49 Notes
4200 | 2000 | 7150 [ 2.00 500 68 65 58 60 57 50 1. DPS is the difference in static pressure across the valve.
4500 | 2100 | 7650 [ 2.00 500 69 66 59 61 58 51 2. Radiated sound is the sound power radiated from the valve casing.
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Valves only: 12-inch Radiated (quad only)

Radiated Sound Power Level Performance Data
Quad 12 (with or without Neutralizer)

32

Sound Power Levels in dB ref 10A-12 Watts Sound Power Levels in dB ref 10A-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cfm [ s [ m3/h [inwc]| Pa 125 | 250 [ 500 [ 1000 [ 2000 | 4000 cfm [ /s [ m3/h [inwc]| Pa 125 [ 250 | 500 [ 1000 [ 2000 | 4000
800 380 1350 | 0.30 75 39 35 25 26 <20 <20 800 380 1350 | 2.50 625 52 48 43 45 45 45
1200 [ 560 | 2050 | 0.30 75 41 36 28 30 25 | <20 1600 [ 750 | 2700 | 2.50 | 625 56 55 50 53 52 47
1600 | 750 | 2700 [ 0.30 75 42 40 31 34 30 <20 2400 | 1150 | 4100 [ 2.50 625 61 61 54 58 57 52
2000 | 940 [ 3400 [ 0.30 75 45 42 32 35 31 <20 3200 | 1500 | 5450 [ 2.50 | 625 65 65 58 61 60 55
2400 | 1150 | 4100 [ 0.30 75 48 45 33 36 32 23 4000 | 1900 | 6800 | 2.50 625 69 67 61 64 63 57
2800 | 1300 [ 4750 [ 0.30 75 49 46 35 37 34 28 4800 | 2250 | 8150 | 2.50 | 625 71 69 62 65 64 58
3200 | 1500 | 5450 [ 0.30 75 51 49 37 38 37 32 5600 | 2650 | 9500 [ 2.50 625 73 70 63 66 65 59
3600 | 1700 [ 6100 [ 0.30 75 52 50 38 40 38 36 6000 | 2850 | 10200 2.50 | 625 74 72 64 67 66 60
4000 | 1900 | 6800 [ 0.30 75 54 51 39 41 40 39
800 380 1350 | 0.60 150 44 40 33 34 30 <20 800 380 1350 | 3.00 750 53 49 44 46 47 49
1600 [ 750 | 2700 | 0.60 | 150 48 46 39 42 40 32 1600 [ 750 | 2700 | 3.00 | 750 57 56 51 54 53 51
2400 | 1150 | 4100 [ 0.60 150 54 51 41 44 41 34 2400 | 1150 | 4100 [ 3.00 750 62 62 56 59 58 53
3200 | 1500 | 5450 [ 0.60 | 150 58 54 43 46 42 37 3200 | 1500 | 5450 [ 3.00 | 750 66 66 59 63 62 57
4000 | 1900 | 6800 [ 0.60 150 60 56 45 48 45 44 4000 | 1900 | 6800 | 3.00 750 70 68 62 66 65 59
4800 | 2250 | 8150 [ 0.60 | 150 61 59 48 50 46 45 4800 | 2250 | 8150 | 3.00 | 750 72 71 63 68 66 60
5600 | 2650 | 9500 [ 0.60 150 62 60 49 51 47 46 5600 | 2650 | 9500 [ 3.00 750 74 72 64 68 67 61
6000 | 2850 | 10200 0.60 | 150 63 61 50 52 48 47 6000 | 2850 | 10200 3.00 | 750 75 73 65 69 68 62
800 380 | 1350 | 1.00 | 250 45 43 36 38 35 28 800 380 | 1350 | 3.50 | 750 53 51 46 48 48 52
1600 | 750 | 2700 [ 1.00 250 53 50 43 46 44 38 1600 | 750 2700 | 3.50 750 58 58 53 56 54 55
2400 | 1150 | 4100 [ 1.00 | 250 58 54 47 51 48 42 2400 | 1150 | 4100 [ 3.50 | 750 63 62 57 61 60 55
3200 | 1500 | 5450 [ 1.00 250 61 58 49 52 49 43 3200 | 1500 | 5450 [ 3.50 750 67 67 61 65 64 59
4000 | 1900 | 6800 [ 1.00 | 250 64 60 52 54 50 45 4000 | 1900 | 6800 | 3.50 | 750 71 69 63 67 67 62
4800 | 2250 | 8150 [ 1.00 250 67 63 57 58 53 47 4800 | 2250 | 8150 | 3.50 750 74 72 64 70 69 63
5600 | 2650 | 9500 [ 1.00 | 250 68 65 60 60 55 48 5600 | 2650 | 9500 [ 3.50 | 750 75 74 65 71 69 63
6000 | 2850 | 10200 1.00 250 69 66 61 61 56 49 6000 | 2850 | 10200 3.50 750 76 74 67 72 69 64
800 380 1350 | 1.50 375 46 45 39 41 40 34 800 380 1350 | 4.00 750 54 52 47 49 50 56
1600 [ 750 | 2700 | 1.50 | 375 54 53 46 49 47 42 1600 [ 750 | 2700 | 4.00 | 750 58 59 54 57 56 59
2400 | 1150 | 4100 [ 1.50 375 59 57 50 54 53 47 2400 | 1150 | 4100 [ 4.00 750 64 63 59 62 62 57
3200 | 1500 | 5450 [ 1.50 | 375 63 61 54 57 55 48 3200 | 1500 | 5450 [ 4.00 | 750 68 68 62 67 66 61
4000 | 1900 | 6800 [ 1.50 | 375 67 63 56 59 56 49 4000 | 1900 | 6800 | 4.00 | 750 72 70 65 69 69 64
4800 | 2250 | 8150 [ 1.50 | 375 69 66 59 61 57 50 4800 | 2250 | 8150 | 4.00 | 750 75 73 65 72 72 65
5600 | 2650 | 9500 [ 1.50 | 375 71 67 61 62 59 51 5600 | 2650 | 9500 [ 4.00 | 750 77 75 66 73 71 65
6000 | 2850 | 10200 1.50 | 375 72 69 62 63 60 52 6000 | 2850 | 10200 4.00 | 750 78 75 68 74 71 66
800 380 | 1350 | 2.00 | 500 51 47 42 44 43 40
1600 [ 750 | 2700 | 2.00 | 500 55 54 49 51 50 45
2400 | 1150 | 4100 [ 2.00 | 500 60 60 52 56 55 50
3200 | 1500 | 5450 [ 2.00 | 500 64 63 56 60 58 51
4000 | 1900 | 6800 [ 2.00 | 500 68 66 59 62 59 52
4800 | 2250 | 8150 [ 2.00 | 500 70 68 61 63 60 53 Notes
5600 | 2650 | 9500 [ 2.00 500 72 69 62 64 61 54 1. DPS is the difference in static pressure across the valve.
6000 | 2850 | 10200 2.00 500 73 70 63 65 62 55 2. Radiated sound is the sound power radiated from the valve casing.
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Valves only: 14-inch Radiated

Accel Il Medium Pressure Airflow Control Valves
Radiated Sound Power Level Performance Data
Size 14 (with or without Neutralizer)

Sound Power Levels in dB ref 10"-12 Watts Sound Power Levels in dB ref 10"-12 Watts

Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | s [ mh [inwc | Pa | 125 [ 250 | 500 [ 1000 | 2000 | 4000 cim | Us [ m®h [inwc ] Pa | 125 | 250 | 500 [ 1000 [ 2000 | 4000
200 94 340 0.60 150 22 25 31 29 30 25 200 94 340 2.50 625 29 33 44 42 45 41
400 189 680 0.60 150 35 36 39 34 35 29 400 189 680 2.50 625 42 45 52 48 50 44
600 283 1019 | 0.60 150 43 43 44 40 37 32 600 283 1019 | 2.50 625 50 52 56 52 51 48
800 378 1359 | 0.60 150 48 48 47 43 40 35 800 378 1359 | 2.50 625 56 56 60 56 55 51
1000 472 1699 0.60 150 53 51 49 46 43 37 1000 472 1699 2.50 625 60 60 62 59 58 53
1200 566 2039 | 0.60 150 56 54 52 49 45 39 1200 566 2039 | 2.50 625 64 63 65 62 60 55
1400 661 2379 | 0.60 150 59 57 54 51 46 41 1400 661 2379 | 2.50 625 66 65 67 63 62 57
1600 755 2718 | 0.60 150 62 59 55 52 47 42 1600 755 2718 | 2.50 625 69 67 68 64 63 58
1800 850 3058 | 0.60 150 64 61 57 54 48 43 1800 850 3058 2.50 625 71 69 69 66 64 59
2000 944 3398 | 0.60 150 67 62 58 56 49 44 2000 944 3398 | 2.50 625 73 70 70 67 65 59
2200 | 1038 | 3738 [ 0.60 150 69 64 59 57 50 45 2200 | 1038 | 3738 [ 2.50 625 75 71 71 69 65 60
2400 | 1133 | 4078 [ 0.60 150 71 66 60 59 51 46 2400 | 1133 | 4078 [ 2.50 625 77 73 72 71 66 60
200 94 340 1.00 250 24 28 36 33 35 30 200 94 340 3.00 750 30 35 46 44 47 43
400 189 680 1.00 250 37 39 44 39 40 34 400 189 680 3.00 750 43 46 54 49 52 46
600 283 1019 | 1.00 250 45 46 48 44 42 37 600 283 1019 | 3.00 750 51 53 58 54 53 50
800 378 1359 1.00 250 51 51 52 48 45 40 800 378 1359 3.00 750 57 58 62 58 56 53
1000 472 1699 | 1.00 250 56 55 54 51 48 43 1000 472 1699 | 3.00 750 61 61 64 61 60 55
1200 566 2039 | 1.00 250 59 58 56 53 50 45 1200 566 2039 | 3.00 750 65 64 66 63 62 57
1400 661 2379 | 1.00 250 62 60 58 55 52 46 1400 661 2379 | 3.00 750 67 66 68 65 63 59
1600 755 2718 1.00 250 64 62 60 56 53 47 1600 755 2718 3.00 750 69 68 70 66 65 60
1800 850 3058 | 1.00 250 67 64 61 58 54 49 1800 850 3058 | 3.00 750 72 70 71 67 66 61
2000 944 3398 | 1.00 250 69 65 62 60 55 49 2000 944 3398 | 3.00 750 74 71 72 69 67 61
2200 | 1038 | 3738 [ 1.00 250 71 66 63 62 56 50 2200 | 1038 | 3738 [ 3.00 750 76 72 73 71 67 62
2400 | 1133 | 4078 1.00 250 73 68 64 63 56 51 2400 | 1133 | 4078 3.00 750 78 74 74 73 68 62
200 94 340 1.50 375 26 30 40 37 40 35 200 94 340 3.50 875 31 35 47 45 48 45
400 189 680 1.50 375 40 42 48 43 45 39 400 189 680 3.50 875 44 47 55 51 53 48
600 283 1019 1.50 375 48 49 52 48 46 42 600 283 1019 3.50 875 52 54 59 56 55 51
800 378 1359 | 1.50 375 53 53 56 51 49 45 800 378 1359 | 3.50 875 58 59 63 59 58 54
1000 472 1699 | 1.50 375 58 57 58 55 52 47 1000 472 1699 | 3.50 875 62 62 65 62 61 57
1200 566 2039 | 1.50 375 61 60 60 57 55 49 1200 566 2039 | 3.50 875 65 65 68 65 64 59
1400 661 2379 1.50 375 64 62 62 59 56 51 1400 661 2379 3.50 875 68 67 70 66 65 60
1600 755 2718 | 1.50 375 66 64 63 60 57 52 1600 755 2718 | 3.50 875 70 69 71 67 66 61
1800 850 3058 | 1.50 375 69 66 65 61 58 53 1800 850 3058 | 3.50 875 72 71 72 69 67 62
2000 944 3398 | 1.50 375 71 67 66 63 59 54 2000 944 3398 | 3.50 875 75 72 73 70 68 63
2200 | 1038 | 3738 1.50 375 73 68 67 65 60 54 2200 | 1038 | 3738 3.50 875 77 73 74 72 69 63
2400 | 1133 | 4078 [ 1.50 375 75 70 68 67 61 55 2400 | 1133 | 4078 [ 3.50 875 79 75 75 74 70 64
200 94 340 2.00 500 28 32 42 40 43 38 200 94 340 4.00 [ 1000 32 36 48 46 50 46
400 189 680 2.00 500 41 44 50 45 48 42 400 189 680 4.00 1000 45 48 56 52 55 50
600 283 1019 | 2.00 500 49 50 54 50 49 45 600 283 1019 | 4.00 | 1000 53 55 61 57 56 53
800 378 1359 | 2.00 500 55 55 58 54 52 48 800 378 1359 | 4.00 | 1000 59 59 65 60 59 56
1000 472 1699 | 2.00 500 59 59 60 57 55 50 1000 472 1699 | 4.00 | 1000 63 63 67 64 63 58
1200 566 2039 2.00 500 63 62 63 60 58 52 1200 566 2039 4.00 1000 66 66 69 66 65 60
1400 661 2379 | 2.00 500 65 64 65 61 59 54 1400 661 2379 | 4.00 | 1000 68 68 71 67 67 62
1600 755 2718 | 2.00 500 67 66 66 62 60 55 1600 755 2718 | 4.00 | 1000 71 70 72 69 68 63
1800 850 3058 | 2.00 500 70 67 67 64 61 56 1800 850 3058 | 4.00 | 1000 73 71 74 70 69 64
2000 944 3398 2.00 500 72 69 68 65 62 57 2000 944 3398 4.00 1000 76 72 75 71 70 64
2200 | 1038 | 3738 [ 2.00 500 74 70 69 67 63 57 2200 | 1038 | 3738 [ 4.00 | 1000 77 74 75 73 70 65
2400 | 1133 | 4078 [ 2.00 500 76 72 71 69 64 58 2400 | 1133 | 4078 [ 4.00 | 1000 80 75 77 75 71 65
Notes

1. All Data was obtained from testing in accordance with ASHRAE/ANSI Standard 130, Methods of Testing Air Terminal Units
2. DPS s the difference in static pressure across the valve.
3. Radiated sound is the noise emitted througn the valve body.
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Valves only: 14-inch Radiated (dual only)

Accel Il Medium Pressure Airflow Control Valves
Radiated Sound Power Level Performance Data
Size 214 (with or without Neutralizer)

Sound Power Levels in dB ref 10"-12 Watts Sound Power Levels in dB ref 10"-12 Watts

Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | s | m¥h |inwc] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000 cim | s | m*h |inwc] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000
400 189 680 0.60 150 26 37 33 32 20 <20 400 189 680 2.50 625 35 47 46 45 33 27
800 378 1359 [ 0.60 150 40 45 42 40 32 23 800 378 1359 [ 2.50 625 49 55 55 53 45 39
1200 566 2039 [ 0.60 150 48 50 47 44 39 30 1200 566 2039 [ 2.50 625 57 60 60 58 52 46
1600 755 2718 | 0.60 150 54 54 52 49 44 35 1600 755 2718 | 2.50 625 63 64 65 62 57 51
2000 944 3398 0.60 150 59 56 55 52 47 40 2000 944 3398 2.50 625 66 67 68 65 61 55
2400 [ 1133 | 4078 | 0.60 150 61 59 58 54 50 43 2400 [ 1133 | 4078 | 2.50 625 69 69 71 67 64 58
2800 [ 1321 | 4757 | 0.60 150 64 61 60 56 53 45 2800 [ 1321 | 4757 | 2.50 625 70 71 72 69 66 60
3200 [ 1510 | 5437 | 0.60 150 67 63 63 58 55 47 3200 [ 1510 | 5437 | 2.50 625 73 72 74 70 68 61
3600 [ 1699 | 6116 0.60 150 69 65 65 60 56 48 3600 | 1699 | 6116 2.50 625 75 74 75 71 68 61
4000 | 1888 | 6796 | 0.60 150 74 68 68 61 57 50 4000 | 1888 | 6796 | 2.50 625 82 79 79 72 67 62
4400 | 2077 | 7476 | 0.60 150 76 70 70 64 61 56 4400 | 2077 | 7476 | 2.50 625 84 81 82 76 75 71
4800 | 2265 | 8155 | 0.60 150 78 72 72 65 62 58 4800 | 2265 | 8155 | 2.50 625 86 83 84 78 76 73
400 189 680 1.00 250 29 41 37 37 25 <20 400 189 680 3.00 750 36 48 48 47 35 29
800 378 1359 [ 1.00 250 43 49 47 45 37 29 800 378 1359 [ 3.00 750 50 57 57 55 47 41
1200 566 2039 [ 1.00 250 51 54 52 49 43 36 1200 566 2039 [ 3.00 750 58 62 62 59 54 48
1600 755 2718 1.00 250 57 57 56 54 48 41 1600 755 2718 3.00 750 64 65 66 64 59 53
2000 944 3398 | 1.00 250 61 60 60 57 52 45 2000 944 3398 | 3.00 750 68 68 70 67 63 57
2400 [ 1133 | 4078 | 1.00 250 64 63 63 59 55 48 2400 [ 1133 | 4078 | 3.00 750 70 70 72 69 65 60
2800 [ 1321 | 4757 | 1.00 250 66 65 64 61 57 51 2800 [ 1321 | 4757 | 3.00 750 71 72 74 70 67 62
3200 [ 1510 | 5437 1.00 250 69 66 67 62 59 52 3200 | 1510 | 5437 3.00 750 74 74 76 72 69 62
3600 [ 1699 | 6116 [ 1.00 250 71 68 68 64 60 53 3600 | 1699 | 6116 | 3.00 750 75 75 76 73 70 63
4000 | 1888 | 6796 | 1.00 250 77 72 72 65 61 54 4000 | 1888 | 6796 | 3.00 750 83 81 80 74 68 63
4400 | 2077 | 7476 | 1.00 250 79 74 75 68 66 61 4400 | 2077 | 7476 | 3.00 750 85 83 84 78 76 73
4800 | 2265 | 8155 1.00 250 81 76 76 70 67 63 4800 | 2265 | 8155 3.00 750 87 85 86 79 78 75
400 189 680 1.50 375 32 43 41 40 28 22 400 189 680 3.50 875 37 49 49 48 37 31
800 378 1359 [ 1.50 375 46 52 50 49 40 33 800 378 1359 [ 3.50 875 51 58 58 56 49 42
1200 566 2039 1.50 375 54 57 56 53 47 40 1200 566 2039 3.50 875 59 63 64 61 55 49
1600 755 2718 | 1.50 375 60 60 60 57 52 45 1600 755 2718 | 3.50 875 65 66 68 65 60 54
2000 944 3398 | 1.50 375 64 63 63 60 56 49 2000 944 3398 | 3.50 875 68 69 71 68 64 58
2400 [ 1133 | 4078 [ 1.50 375 66 65 66 63 59 53 2400 [ 1133 | 4078 | 3.50 875 71 72 74 70 67 62
2800 [ 1321 | 4757 1.50 375 68 68 68 64 61 55 2800 [ 1321 | 4757 3.50 875 72 74 75 72 69 64
3200 [ 1510 | 5437 | 1.50 375 71 69 70 66 63 56 3200 | 1510 | 5437 | 3.50 875 74 75 77 73 71 64
3600 | 1699 | 6116 | 1.50 375 73 71 71 67 64 56 3600 | 1699 | 6116 | 3.50 875 76 76 77 74 71 64
4000 | 1888 | 6796 | 1.50 375 79 75 75 68 63 57 4000 | 1888 | 6796 | 3.50 875 84 82 82 75 69 64
4400 | 2077 | 7476 1.50 375 81 77 78 72 70 66 4400 | 2077 | 7476 3.50 875 86 84 85 79 78 75
4800 | 2265 | 8155 | 1.50 375 83 79 80 73 71 68 4800 | 2265 | 8155 | 3.50 875 88 86 87 81 79 77
400 189 680 2.00 500 34 45 44 43 31 25 400 189 680 4.00 | 1000 38 50 50 50 38 33
800 378 1359 2.00 500 47 54 53 51 43 36 800 378 1359 [ 4.00 1000 51 59 59 58 50 44
1200 566 2039 [ 2.00 500 55 59 58 56 50 43 1200 566 2039 [ 4.00 | 1000 60 64 65 62 57 51
1600 755 2718 | 2.00 500 61 62 63 60 55 48 1600 755 2718 [ 4.00 | 1000 65 67 69 66 62 56
2000 944 3398 [ 2.00 500 65 65 66 63 59 52 2000 944 3398 | 4.00 | 1000 69 70 72 69 66 60
2400 | 1133 | 4078 2.00 500 68 68 69 65 61 56 2400 | 1133 | 4078 | 4.00 1000 71 73 75 72 68 63
2800 [ 1321 | 4757 | 2.00 500 69 70 70 67 64 58 2800 [ 1321 | 4757 | 4.00 [ 1000 73 75 76 73 70 65
3200 | 1510 | 5437 | 2.00 500 72 71 72 68 66 59 3200 | 1510 | 5437 | 4.00 | 1000 75 76 78 75 72 65
3600 [ 1699 | 6116 [ 2.00 500 74 73 73 70 66 59 3600 [ 1699 | 6116 | 4.00 [ 1000 76 77 78 75 72 65
4000 | 1888 | 6796 2.00 500 81 77 77 71 65 60 4000 | 1888 | 6796 | 4.00 1000 85 83 83 76 70 65
4400 | 2077 | 7476 | 2.00 500 83 80 81 74 72 69 4400 | 2077 | 7476 | 4.00 | 1000 87 85 86 80 79 76
4800 | 2265 | 8155 | 2.00 500 85 82 82 76 74 71 4800 | 2265 | 8155 | 4.00 | 1000 88 87 88 82 81 78
Notes

1. All Data was obtained from testing in accordance with ASHRAE/ANSI Standard 130, Methods of Testing Air Terminal Units
2. DPSis the difference in static pressure across the valve.
3. Radiated sound is the noise emitted througn the valve body.
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Valves only: 8-inch Shut-off Radiated

Shut-off Valve
Radiated Sound Power Level Performance Data

Size 08
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m%h [inwc ] Pa | 125 T 250 [ 500 [ 1000 ] 2000 | 4000 cim | Us [ m%h [inwc ] Pa | 125 T 250 [ 500 [ 1000 ] 2000 | 4000
50 25 85 0.60 150 36 28 <20 <20 <20 <20 50 25 85 2.50 625 48 39 35 33 38 40
100 45 170 0.60 150 42 35 33 <20 <20 <20 100 45 170 2.50 625 48 39 38 36 40 40
150 70 250 | 0.60 [ 150 43 36 38 32 <20 <20 150 70 250 | 250 [ 625 49 41 44 43 43 41
200 95 340 [ 0.60 | 150 43 35 39 33 32 <20 200 95 340 | 2.50 | 625 51 4 48 49 46 44
250 120 420 0.60 150 43 35 39 33 33 32 250 120 420 2.50 625 50 43 50 51 47 46
300 140 510 0.60 150 47 34 37 31 32 30 300 140 510 2.50 625 54 47 54 55 51 49
350 160 590 | 0.60 | 150 47 38 35 31 31 29 350 160 590 | 2.50 | 625 54 48 55 55 52 51
400 190 680 [ 0.60 | 150 49 40 35 31 32 29 400 190 680 | 2.50 | 625 55 49 55 55 52 52
450 210 760 0.60 150 50 42 38 32 32 30 450 210 760 2.50 625 56 49 56 54 53 53
500 230 850 0.60 150 50 41 38 32 34 30 500 230 850 2.50 625 56 50 55 54 53 54
600 280 | 1000 [ 0.60 [ 150 53 45 41 36 35 30 600 280 | 1000 | 2.50 | 625 55 50 55 54 54 55
50 25 85 1.00 250 40 33 <20 <20 <20 <20 50 25 85 3.00 750 48 Xl 37 35 40 44
100 45 170 1.00 250 44 34 33 <20 <20 <20 100 45 170 3.00 750 50 41 41 39 42 43
150 70 250 | 1.00 [ 250 46 36 39 37 35 33 150 70 250 | 3.00 [ 750 50 43 45 45 45 45
200 95 340 | 1.00 | 250 44 36 43 4 37 36 200 95 340 | 3.00 | 750 52 42 49 51 48 47
250 120 420 1.00 250 44 36 43 42 38 36 250 120 420 3.00 750 52 45 52 53 48 48
300 140 510 1.00 250 49 36 44 40 38 36 300 140 510 3.00 750 55 49 56 57 52 50
350 160 590 | 1.00 | 250 48 43 43 39 40 38 350 160 590 [ 3.00 | 750 54 50 57 58 53 54
400 190 680 [ 1.00 | 250 50 43 43 39 39 38 400 190 680 | 3.00 | 750 55 50 58 59 55 54
450 210 760 1.00 250 52 44 43 39 40 38 450 210 760 3.00 750 58 51 58 59 55 55
500 230 850 1.00 250 52 45 44 41 41 39 500 230 850 3.00 750 57 51 57 58 56 57
600 280 | 1000 [ 1.00 [ 250 52 47 46 43 41 39 600 280 | 1000 [ 3.00 [ 750 57 51 58 57 53 57
50 25 85 1.50 375 43 37 <20 <20 31 31 50 25 85 3.50 875 50 42 39 37 42 48
100 45 170 1.50 375 46 37 34 31 34 34 100 45 170 3.50 875 51 41 43 41 44 46
150 70 250 | 150 [ 375 47 37 42 39 38 36 150 70 250 | 3.50 [ 875 52 44 47 46 47 48
200 95 340 | 1.50 | 375 47 37 46 45 4 39 200 95 340 [ 3.50 | 875 53 43 50 53 50 50
250 120 420 1.50 375 47 39 48 48 43 42 250 120 420 3.50 875 53 46 53 52 49 50
300 140 510 1.50 375 51 44 49 48 45 44 300 140 510 3.50 875 56 52 57 57 54 52
350 160 590 | 1.50 | 375 50 44 49 46 45 44 350 160 590 [ 3.50 | 875 55 51 58 59 56 56
400 190 680 | 1.50 | 375 52 47 49 46 45 44 400 190 680 | 3.50 [ 875 56 51 60 61 57 57
450 210 760 1.50 375 53 47 48 46 45 44 450 210 760 3.50 875 56 52 60 61 58 58
500 230 850 1.50 375 54 47 48 46 45 45 500 230 850 3.50 875 57 51 59 61 58 59
600 280 | 1000 [ 1.50 [ 375 54 48 50 46 45 46 600 280 | 1000 | 3.50 | 875 58 52 60 60 59 60
50 25 85 2.00 500 46 38 32 30 36 35 50 25 85 4.00 | 1000 52 44 43 Xl 45 54
100 45 170 2.00 500 47 38 37 33 37 36 100 45 170 4.00 | 1000 54 44 46 44 47 51
150 70 250 | 2.00 [ 500 49 39 43 41 40 38 150 70 250 | 4.00 [ 1000 53 46 49 49 50 54
200 95 340 | 2.00 | 500 49 38 48 47 44 42 200 95 340 | 4.00 | 1000 54 45 51 56 53 55
250 120 420 2.00 500 49 41 49 50 45 45 250 120 420 4.00 | 1000 55 50 55 53 51 53
300 140 510 2.00 500 53 45 53 52 48 47 300 140 510 4.00 | 1000 58 55 59 60 57 55
350 160 590 | 2.00 | 500 52 47 53 52 48 48 350 160 590 [ 4.00 | 1000 56 54 61 63 59 60
400 190 680 [ 2.00 | 500 53 48 53 52 49 49 400 190 680 | 4.00 | 1000 56 52 63 64 61 60
450 210 760 2.00 500 54 48 53 51 50 49 450 210 760 4.00 | 1000 57 55 64 65 61 62
500 230 850 2.00 500 55 48 53 50 50 51 500 230 850 4.00 | 1000 59 53 61 65 63 63
600 280 | 1000 | 2.00 | 500 55 49 53 50 50 52 600 280 | 1000 | 4.00 | 1000 60 54 64 64 64 65
Notes

Sound Power Level Performance Data

1. DPS is the difference in static pressure across the valve.
2. Radiated sound is the sound power radiated from the valve casing.
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Valves only: 10-inch Shut-off Radiated

Shut-off Valve
Radiated Sound Power Level Performance Data

Size 10
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cfm | Us | mn |inwc] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000 cfm | s | mn |inwc] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000
100 45 170 0.60 150 35 22 24 34 32 27 100 45 170 2.50 625 46 38 35 35 35 32
200 95 340 0.60 150 36 28 37 37 34 29 200 95 340 2.50 625 50 46 48 51 43 38
300 140 510 [ 0.60 | 150 37 34 41 40 36 31 300 140 510 [ 2.50 | 625 53 51 55 57 50 45
400 190 680 0.60 150 38 37 42 40 36 35 400 190 680 2.50 625 53 54 57 59 54 48
500 230 850 0.60 150 39 38 42 41 37 36 500 230 850 2.50 625 54 55 58 61 56 50
600 280 1000 | 0.60 150 40 41 43 41 38 36 600 280 1000 | 2.50 625 54 56 58 62 56 51
700 330 [ 1200 | 0.60 | 150 40 43 45 41 38 37 700 330 [ 1200 | 2.50 | 625 55 60 59 63 57 52
800 380 1350 | 0.60 150 41 44 45 42 38 37 800 380 1350 | 2.50 625 55 60 60 64 57 53
100 45 170 1.00 250 39 26 27 25 26 35 100 45 170 3.00 750 46 37 37 37 36 34
200 95 340 1.00 | 250 40 31 40 39 38 37 200 95 340 [ 3.00 | 750 50 48 48 52 44 40
300 140 510 1.00 250 41 36 44 46 41 39 300 140 510 3.00 750 53 52 55 60 52 46
400 190 680 1.00 250 42 39 48 47 42 39 400 190 680 3.00 750 54 55 59 61 55 50
500 230 850 1.00 250 43 47 48 47 43 40 500 230 850 3.00 750 55 56 60 64 57 53
600 280 [ 1000 | 1.00 | 250 44 48 49 47 43 41 600 280 | 1000 | 3.00 | 750 56 57 60 64 58 53
700 330 1200 1.00 250 45 49 50 47 44 42 700 330 1200 | 3.00 750 56 60 61 65 58 55
800 380 1350 1.00 250 46 49 50 48 44 43 800 380 1350 | 3.00 750 56 60 61 65 59 56
100 45 170 1.50 | 375 45 38 31 30 30 29 100 45 170 | 3.50 [ 875 47 37 37 38 37 36
200 95 340 1.50 375 46 43 46 46 39 40 200 95 340 3.50 875 49 50 48 54 45 41
300 140 510 1.50 375 47 48 51 51 46 43 300 140 510 3.50 875 53 53 55 62 53 47
400 190 680 1.50 375 48 50 51 52 48 45 400 190 680 3.50 875 55 56 61 63 57 52
500 230 850 1.50 | 375 49 53 52 52 48 46 500 230 850 [ 3.50 | 875 56 58 63 66 58 55
600 280 1000 1.50 375 50 53 53 53 49 46 600 280 1000 | 3.50 875 56 59 64 67 60 56
700 330 1200 1.50 375 50 53 53 54 50 47 700 330 1200 | 3.50 875 57 60 64 68 60 57
800 380 1350 1.50 375 51 53 54 55 51 48 800 380 1350 | 3.50 875 57 61 64 69 61 59
100 45 170 2.00 500 50 38 33 32 32 29 100 45 170 4.00 | 1000 47 36 38 38 38 37
200 95 340 2.00 500 51 45 47 48 41 36 200 95 340 4.00 | 1000 49 51 49 55 46 42
300 140 510 2.00 500 52 50 53 54 48 44 300 140 510 4.00 | 1000 52 53 54 63 53 48
400 190 680 [ 2.00 | 500 52 53 55 56 51 47 400 190 680 [ 4.00 | 1000 55 56 62 65 56 54
500 230 850 2.00 500 53 55 55 57 52 48 500 230 850 4.00 | 1000 55 58 63 67 59 56
600 280 1000 | 2.00 500 54 56 56 58 53 49 600 280 1000 | 4.00 | 1000 56 59 64 68 61 57
700 330 1200 | 2.00 500 54 56 56 58 54 50 700 330 1200 | 4.00 | 1000 56 60 64 69 62 59
800 380 [ 1350 | 2.00 | 500 54 57 56 59 54 51 800 380 [ 1350 | 4.00 | 1000 57 61 65 71 63 61
Notes
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1. DPS is the difference in static pressure across the valve.
2. Radiated sound is the noise emitted through the valve casing

Phoenix Controls



Valves only: 10-inch Shut-off Radiated (dual only)

Shut-off Valve
Radiated Sound Power Level Performance Data

Dual 10
Sound Power Levels in dB ref 107-12 Watts Sound Power Levels in dB ref 107-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m%h [inwc ] Pa | 125 T 250 | 500 [ 1000 | 2000 | 4000 cim | Us [ m%h [inwc ] Pa | 125 T 250 | 500 [ 1000 | 2000 | 4000
200 94 340 0.60 150 47 46 42 33 36 27 200 94 340 2.50 625 58 59 58 54 48 42
300 142 510 0.60 150 47 46 44 34 37 29 300 142 510 2.50 625 60 61 58 56 50 43
400 189 680 | 0.60 | 150 48 47 45 34 38 31 400 189 680 | 2.50 | 625 61 63 59 58 52 46
500 236 850 [ 0.60 | 150 52 47 45 35 40 32 500 236 850 [ 2.50 | 625 62 64 59 59 54 47
600 283 1019 | 0.60 150 55 48 46 35 41 34 600 283 1019 | 2.50 625 64 65 60 60 56 50
700 330 1189 | 0.60 150 54 49 46 36 42 35 700 330 1189 | 2.50 625 65 65 60 61 58 52
800 378 [ 1359 | 0.60 | 150 54 50 46 36 42 37 800 378 [ 1359 | 2.50 | 625 65 66 61 61 59 54
900 425 | 1529 | 0.60 | 150 54 50 47 37 42 38 900 425 | 1529 | 2.50 | 625 65 67 61 62 59 54
1000 472 1699 | 0.60 150 55 51 47 37 42 38 1000 472 1699 | 2.50 625 66 68 62 62 60 54
1100 519 1869 | 0.60 150 56 52 47 38 43 38 1100 519 1869 | 2.50 625 67 68 62 62 61 55
1200 | 566 | 2039 | 0.60 | 150 56 54 48 38 43 38 1200 | 566 | 2039 | 2.50 | 625 68 68 63 63 62 56
1300 | 614 | 2209 | 0.60 | 150 57 55 49 39 43 38 1300 | 614 | 2209 | 2.50 | 625 69 68 63 63 62 57
1400 661 2379 | 0.60 150 59 55 49 39 44 39 1400 661 2379 | 2.50 625 70 69 64 63 62 58
1500 708 2549 | 0.60 150 59 55 49 40 44 39 1500 708 2549 | 2.50 625 72 69 64 63 63 60
1600 | 755 | 2718 | 0.60 [ 150 60 56 49 40 44 40 1600 | 755 | 2718 | 2.50 [ 625 73 70 65 63 63 61
1700 | 802 | 2888 | 0.60 | 150 60 57 50 41 45 40 1700 | 802 | 2888 | 2.50 | 625 73 70 65 63 63 63
200 94 340 1.00 250 55 52 51 38 40 37 200 94 340 3.00 750 61 64 61 56 51 45
300 142 510 1.00 [ 250 56 55 51 39 41 38 300 142 510 [ 3.00 | 750 61 65 63 58 52 46
400 189 680 1.00 | 250 57 55 52 39 43 38 400 189 680 | 3.00 | 750 62 65 63 60 52 47
500 236 850 1.00 250 58 55 53 40 45 40 500 236 850 3.00 750 63 65 64 62 55 48
600 283 1019 | 1.00 250 58 55 53 40 47 41 600 283 1019 | 3.00 750 64 65 64 63 57 50
700 330 | 1189 | 1.00 | 250 59 56 53 41 48 41 700 330 [ 1189 | 3.00 | 750 65 66 64 63 59 53
800 378 [ 1359 | 1.00 | 250 59 56 53 42 49 41 800 378 [ 1359 | 3.00 | 750 66 66 64 64 60 54
900 425 1529 | 1.00 250 60 56 53 42 49 42 900 425 1529 | 3.00 750 66 67 64 65 61 56
1000 472 1699 | 1.00 250 60 57 53 43 50 42 1000 472 1699 | 3.00 750 67 67 65 65 61 57
1100 | 519 | 1869 | 1.00 [ 250 60 57 53 44 50 42 1100 | 519 | 1869 | 3.00 | 750 68 68 65 65 62 58
1200 | 566 | 2039 | 1.00 | 250 63 59 53 44 50 43 1200 | 566 | 2039 | 3.00 | 750 69 69 66 66 63 59
1300 614 2209 | 1.00 250 63 59 53 45 51 43 1300 614 2209 | 3.00 750 70 70 66 66 64 59
1400 661 2379 | 1.00 250 64 60 53 46 51 43 1400 661 2379 | 3.00 750 70 70 66 66 65 60
1500 | 708 | 2549 | 1.00 [ 250 64 60 54 46 51 44 1500 | 708 | 2549 | 3.00 [ 750 72 71 67 66 65 60
1600 | 755 | 2718 | 1.00 [ 250 65 60 54 47 51 44 1600 | 755 | 2718 | 3.00 | 750 73 71 67 66 66 60
1700 802 2888 | 1.00 250 66 61 54 47 52 45 1700 802 2888 | 3.00 750 73 72 67 66 66 61
200 94 340 150 [ 375 53 55 54 44 41 38 200 94 340 | 3.50 | 875 62 62 63 57 53 47
300 142 510 1.50 | 375 56 58 55 45 44 41 300 142 510 [ 3.50 | 875 63 62 64 60 53 47
400 189 680 1.50 375 58 58 55 46 46 43 400 189 680 3.50 875 63 63 64 62 54 48
500 236 850 1.50 375 61 59 55 46 48 45 500 236 850 3.50 875 63 64 67 63 57 50
600 283 | 1019 | 1.50 | 375 61 59 56 47 50 45 600 283 | 1019 [ 3.50 [ 875 63 65 67 64 59 52
700 330 [ 1189 | 1.50 | 375 61 59 56 48 51 46 700 330 [ 1189 | 3.50 | 875 65 65 67 66 61 53
800 378 1359 | 1.50 375 62 60 56 48 52 46 800 378 1359 | 3.50 875 65 66 68 67 62 54
900 425 1529 | 1.50 375 64 61 57 49 53 46 900 425 1529 | 3.50 875 66 66 68 67 63 56
1000 | 472 | 1699 | 1.50 | 375 65 61 58 50 53 46 1000 | 472 | 1699 | 3.50 | 875 68 67 68 68 63 59
1100 | 519 | 1869 | 1.50 | 375 66 62 58 50 53 47 1100 | 519 | 1869 | 3.50 | 875 68 68 68 68 64 61
1200 566 2039 | 1.50 375 67 62 58 51 54 47 1200 566 2039 | 3.50 875 69 68 68 68 65 61
1300 614 2209 | 1.50 375 68 62 58 51 55 49 1300 614 2209 | 3.50 875 69 70 68 68 65 62
1400 | 661 | 2379 | 1.50 [ 375 69 63 58 52 56 49 1400 | 661 | 2379 | 3.50 [ 875 69 70 68 68 65 62
1500 | 708 | 2549 | 1.50 | 375 69 63 58 53 56 50 1500 | 708 | 2549 | 3.50 | 875 71 71 68 68 65 62
1600 755 2718 | 1.50 375 70 64 59 53 56 50 1600 755 2718 | 3.50 875 73 72 69 68 65 63
1700 802 2888 | 1.50 375 70 65 59 54 57 51 1700 802 2888 | 3.50 875 73 73 69 68 66 63
200 94 340 [ 2.00 | 500 60 56 60 50 44 40 200 94 340 [ 4.00 | 1000 62 59 68 59 55 49
300 142 510 2.00 500 61 59 60 51 46 42 300 142 510 4.00 | 1000 63 60 68 61 57 49
400 189 680 2.00 500 61 62 60 53 48 43 400 189 680 4.00 | 1000 63 61 69 64 57 49
500 236 850 [ 2.00 | 500 62 64 60 54 50 46 500 236 850 | 4.00 | 1000 63 63 69 64 59 51
600 283 [ 1019 | 2.00 | 500 62 64 61 55 52 49 600 283 [ 1019 | 4.00 | 1000 64 64 69 65 61 53
700 330 1189 | 2.00 500 62 64 61 56 53 50 700 330 1189 | 4.00 [ 1000 64 65 69 67 63 54
800 378 1359 | 2.00 500 63 64 61 57 55 51 800 378 1359 | 4.00 [ 1000 64 66 69 68 64 56
900 425 | 1529 | 2.00 [ 500 64 65 61 57 56 51 900 425 | 1529 [ 4.00 | 1000 66 67 69 69 65 57
1000 | 472 | 1699 | 2.00 | 500 65 65 61 58 57 52 1000 | 472 | 1699 | 4.00 | 1000 68 68 70 70 65 61
1100 519 1869 | 2.00 500 67 65 61 58 57 52 1100 519 1869 | 4.00 [ 1000 69 68 70 71 66 62
1200 566 2039 | 2.00 500 68 65 61 59 57 52 1200 566 2039 | 4.00 | 1000 69 69 70 71 66 63
1300 614 2209 | 2.00 500 69 65 61 59 58 53 1300 614 2209 | 4.00 | 1000 69 70 70 71 67 64
1400 | 661 | 2379 | 2.00 | 500 70 66 61 59 58 53 1400 | 661 | 2379 | 4.00 | 1000 70 71 70 71 68 64
1500 708 2549 | 2.00 500 71 66 62 59 59 54 1500 708 2549 | 4.00 | 1000 71 72 70 71 68 64
1600 755 2718 | 2.00 500 71 67 62 60 61 54 1600 755 2718 | 4.00 | 1000 74 72 70 72 69 65
1700 | 802 | 2888 | 2.00 [ 500 73 68 62 60 61 55 1700 | 802 | 2888 | 4.00 [ 1000 74 73 71 72 69 65
Notes

1. DPS is the difference in static pressure across the valve.
2. Radiated sound is the noise emitted through the valve casing
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Valves only: 12-inch Shut-off Radiated

Shut-off Valve
Radiated Sound Power Level Performance Data

Size 212
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cfm [ L/s [ m3/h [ inwc [ Pa 125 | 250 | 500 [ 1000 | 2000 | 4000 cfm [ L/s [ m3/h [ inwc [ Pa 125 | 250 | 500 [ 1000 | 2000 | 4000
400 190 680 0.60 150 49 47 35 38 35 30 400 190 680 2.50 625 58 58 49 51 48 45
600 285 | 1015 | 0.60 150 51 50 41 43 39 33 600 285 | 1015 | 2.50 625 61 61 55 56 52 48
800 380 | 1350 | 0.60 150 52 53 42 45 42 35 800 380 | 1350 | 2.50 625 63 65 59 59 55 51
1000 | 470 [ 1700 | 0.60 150 54 54 43 47 44 38 1000 | 470 [ 1700 | 2.50 625 64 68 61 61 57 53
1200 | 560 | 2050 | 0.60 150 55 56 44 48 45 41 1200 | 560 [ 2050 | 2.50 625 64 70 62 63 59 55
1400 | 655 | 2375 | 0.60 150 57 57 45 48 46 44 1400 | 655 | 2375 | 2.50 625 65 72 63 64 60 56
1600 | 750 [ 2700 | 0.60 150 59 58 46 48 46 44 1600 | 750 [ 2700 | 2.50 625 68 72 63 66 61 57
1800 | 845 | 3050 | 0.60 150 59 60 46 48 46 45 1800 | 845 | 3050 | 2.50 625 69 73 64 66 62 58
2000 [ 940 | 3400 [ 0.60 150 60 62 46 48 46 46 2000 [ 940 | 3400 [ 2.50 625 70 74 65 67 64 60
2200 | 1045 | 3725 | 0.60 150 61 63 48 49 47 47 2200 | 1045 | 3725 | 2.50 625 70 75 65 67 64 60
2400 | 1150 | 4050 | 0.60 150 63 65 49 50 47 48 2400 | 1150 | 4050 | 2.50 625 71 75 66 68 65 60
2600 | 1225 | 4400 [ 0.60 150 64 66 50 50 48 49 2600 | 1225 | 4400 | 2.50 625 72 76 67 68 66 60
400 190 680 1.00 250 53 53 39 42 40 33 400 190 680 3.00 750 58 57 50 53 51 50
600 285 | 1015 | 1.00 250 58 57 45 44 40 35 600 285 | 1015 | 3.00 750 61 63 55 54 53 51
800 380 | 1350 | 1.00 250 61 59 49 51 47 41 800 380 | 1350 | 3.00 750 62 66 60 61 57 54
1000 | 470 [ 1700 | 1.00 250 61 60 50 52 48 46 1000 | 470 [ 1700 | 3.00 750 63 67 63 63 59 56
1200 | 560 | 2050 | 1.00 250 61 62 52 53 49 47 1200 | 560 | 2050 | 3.00 750 64 68 64 65 61 57
1400 | 655 | 2375 | 1.00 250 62 62 52 54 50 48 1400 | 655 | 2375 | 3.00 750 66 70 65 66 62 58
1600 | 750 [ 2700 | 1.00 250 63 63 52 55 51 48 1600 | 750 [ 2700 | 3.00 750 67 71 66 67 64 60
1800 845 3050 1.00 250 64 64 53 56 53 49 1800 845 3050 | 3.00 750 69 73 66 68 65 61
2000 | 940 | 3400 [ 1.00 250 65 65 54 57 53 50 2000 | 940 | 3400 | 3.00 750 69 75 67 69 66 62
2200 | 1045 | 3725 | 1.00 250 66 67 56 59 55 50 2200 | 1045 | 3725 | 3.00 750 70 75 67 70 67 62
2400 | 1150 | 4050 [ 1.00 250 66 68 58 60 56 51 2400 | 1150 | 4050 [ 3.00 750 71 76 68 70 67 63
2600 | 1225 | 4400 | 1.00 250 66 69 60 61 57 52 2600 | 1225 | 4400 | 3.00 750 72 77 68 70 68 63
400 190 680 1.50 375 54 56 44 45 43 39 400 190 680 3.50 875 61 58 50 54 52 55
600 285 | 1015 | 1.50 375 59 61 50 51 46 43 600 285 | 1015 | 3.50 875 62 63 56 59 55 55
800 380 | 1350 | 1.50 375 62 62 52 55 51 47 800 380 | 1350 | 3.50 875 63 66 61 62 58 57
1000 | 470 [ 1700 | 1.50 375 64 64 53 56 52 48 1000 | 470 [ 1700 | 3.50 875 65 68 64 64 60 58
1200 | 560 [ 2050 | 1.50 375 65 65 55 58 54 49 1200 | 560 [ 2050 | 3.50 875 65 68 65 66 62 58
1400 | 655 | 2375 | 1.50 375 66 66 56 59 55 49 1400 | 655 | 2375 | 3.50 875 67 70 67 67 64 60
1600 | 750 | 2700 | 1.50 375 67 67 58 60 56 51 1600 | 750 | 2700 | 3.50 875 68 71 67 69 65 62
1800 | 845 | 3050 | 1.50 375 68 68 58 60 56 52 1800 | 845 | 3050 | 3.50 875 69 72 68 69 66 63
2000 | 940 | 3400 [ 1.50 375 69 69 59 62 57 52 2000 | 940 | 3400 [ 3.50 875 69 73 69 70 67 64
2200 | 1045 | 3725 [ 1.50 375 71 70 60 63 58 53 2200 | 1045 | 3725 | 3.50 875 70 74 69 71 69 65
2400 | 1150 | 4050 | 1.50 375 71 71 61 64 59 53 2400 | 1150 | 4050 | 3.50 875 72 75 70 73 70 65
2600 | 1225 | 4400 | 1.50 375 72 72 62 64 61 54 2600 | 1225 | 4400 | 3.50 875 73 76 71 74 70 67
400 190 680 2.00 500 58 58 47 48 45 42 400 190 680 4.00 [ 1000 61 59 50 55 53 58
600 285 | 1015 | 2.00 500 61 62 53 53 49 46 600 285 | 1015 | 4.00 | 1000 62 63 57 61 57 59
800 380 | 1350 | 2.00 500 62 65 58 56 53 49 800 380 | 1350 | 4.00 | 1000 63 67 62 63 59 59
1000 | 470 [ 1700 | 2.00 500 64 68 58 59 55 50 1000 | 470 [ 1700 | 4.00 [ 1000 65 67 64 65 61 59
1200 | 560 [ 2050 | 2.00 500 64 68 59 61 56 51 1200 | 560 [ 2050 | 4.00 [ 1000 66 67 66 67 63 60
1400 | 655 | 2375 | 2.00 500 66 69 60 62 57 51 1400 | 655 [ 2375 | 4.00 | 1000 67 68 67 69 65 61
1600 | 750 | 2700 | 2.00 500 67 71 61 63 59 52 1600 | 750 [ 2700 | 4.00 [ 1000 68 70 69 70 67 64
1800 | 845 | 3050 | 2.00 500 68 71 61 64 59 53 1800 | 845 [ 3050 | 4.00 [ 1000 68 71 70 71 69 65
2000 [ 940 | 3400 [ 2.00 500 70 72 62 64 60 54 2000 | 940 | 3400 | 4.00 | 1000 69 71 70 72 70 66
2200 | 1045 | 3725 | 2.00 500 70 73 63 65 61 55 2200 | 1045 | 3725 | 4.00 | 1000 70 73 71 73 71 67
2400 | 1150 | 4050 | 2.00 500 71 73 64 66 63 56 2400 | 1150 | 4050 | 4.00 | 1000 72 74 71 75 72 67
2600 | 1225 | 4400 | 2.00 500 72 73 65 66 63 56 2600 | 1225 | 4400 | 4.00 | 1000 72 75 73 77 73 69
Notes
1. DPS is the difference in static pressure across the valve.
2. Radiated sound is the noise emitted through the valve casing
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Valves only: 12-inch Shut-off Radiated (dual only)

Radiated Sound Power Level Performance Data
Quad 12 (with or without Neutralizer)

Sound Power Level Performance Data

Sound Power Levels in dB ref 10"-12 Watts Sound Power Levels in dB ref 10"-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cfm | /s [ m3h [inwc] Pa 125 | 250 | 500 [ 1000 [ 2000 | 4000 cfm | /s [ m3h [inwc] Pa 125 | 250 | 500 [ 1000 [ 2000 | 4000
800 380 | 1350 | 0.30 75 39 35 25 26 | <20 <20 800 380 | 1350 | 2.50 | 625 52 48 43 45 45 45
1200 [ 560 | 2050 | 0.30 75 41 36 28 30 25 | <20 1600 [ 750 | 2700 | 2.50 | 625 56 55 50 53 52 47
1600 | 750 | 2700 | 0.30 75 42 40 31 34 30 | <20 2400 [ 1150 | 4100 | 2.50 | 625 61 61 54 58 57 52
2000 | 940 [ 3400 [ 0.30 75 45 42 32 35 31 <20 3200 [ 1500 | 5450 | 2.50 | 625 65 65 58 61 60 55
2400 [ 1150 | 4100 | 0.30 75 48 45 33 36 32 23 4000 | 1900 | 6800 | 2.50 | 625 69 67 61 64 63 57
2800 | 1300 [ 4750 [ 0.30 75 49 46 35 37 34 28 4800 | 2250 | 8150 | 2.50 | 625 71 69 62 65 64 58
3200 [ 1500 | 5450 | 0.30 75 51 49 37 38 37 32 5600 [ 2650 | 9500 | 2.50 | 625 73 70 63 66 65 59
3600 | 1700 | 6100 | 0.30 75 52 50 38 40 38 36 6000 | 2850 | 10200 2.50 | 625 74 72 64 67 66 60
4000 [ 1900 | 6800 | 0.30 75 54 51 39 41 40 39
800 380 | 1350 | 0.60 [ 150 44 40 33 34 30 | <20 800 380 | 1350 | 3.00 [ 750 53 49 44 46 47 49
1600 | 750 | 2700 [ 0.60 150 48 46 39 42 40 32 1600 | 750 | 2700 [ 3.00 750 57 56 51 54 53 51
2400 [ 1150 | 4100 | 0.60 | 150 54 51 41 44 41 34 2400 [ 1150 | 4100 | 3.00 | 750 62 62 56 59 58 53
3200 | 1500 | 5450 [ 0.60 150 58 54 43 46 42 37 3200 | 1500 | 5450 [ 3.00 750 66 66 59 63 62 57
4000 [ 1900 | 6800 | 0.60 | 150 60 56 45 48 45 44 4000 | 1900 | 6800 | 3.00 [ 750 70 68 62 66 65 59
4800 | 2250 | 8150 [ 0.60 150 61 59 48 50 46 45 4800 | 2250 | 8150 | 3.00 750 72 71 63 68 66 60
5600 [ 2650 | 9500 | 0.60 | 150 62 60 49 51 47 46 5600 [ 2650 | 9500 | 3.00 | 750 74 72 64 68 67 61
6000 | 2850 | 10200 0.60 150 63 61 50 52 48 47 6000 | 2850 | 10200 3.00 750 75 73 65 69 68 62
800 380 1350 | 1.00 250 45 43 36 38 35 28 800 380 1350 | 3.50 750 53 51 46 48 48 52
1600 | 750 | 2700 | 1.00 | 250 53 50 43 46 44 38 1600 | 750 | 2700 | 3.50 [ 750 58 58 53 56 54 55
2400 | 1150 | 4100 [ 1.00 250 58 54 47 51 48 42 2400 | 1150 | 4100 [ 3.50 750 63 62 57 61 60 55
3200 [ 1500 | 5450 | 1.00 | 250 61 58 49 52 49 43 3200 [ 1500 | 5450 | 3.50 | 750 67 67 61 65 64 59
4000 | 1900 | 6800 [ 1.00 250 64 60 52 54 50 45 4000 | 1900 | 6800 | 3.50 750 71 69 63 67 67 62
4800 [ 2250 | 8150 | 1.00 | 250 67 63 57 58 53 47 4800 | 2250 | 8150 | 3.50 [ 750 74 72 64 70 69 63
5600 | 2650 | 9500 [ 1.00 250 68 65 60 60 55 48 5600 | 2650 | 9500 [ 3.50 750 75 74 65 71 69 63
6000 | 2850 | 10200| 1.00 | 250 69 66 61 61 56 49 6000 | 2850 | 10200 | 3.50 | 750 76 74 67 72 69 64
800 380 | 1350 | 1.50 [ 375 46 45 39 41 40 34 800 380 | 1350 | 4.00 [ 750 54 52 47 49 50 56
1600 | 750 | 2700 [ 1.50 375 54 53 46 49 47 42 1600 | 750 | 2700 [ 4.00 750 58 59 54 57 56 59
2400 [ 1150 | 4100 | 1.50 | 375 59 57 50 54 53 47 2400 [ 1150 | 4100 | 4.00 | 750 64 63 59 62 62 57
3200 | 1500 | 5450 [ 1.50 375 63 61 54 57 55 48 3200 | 1500 | 5450 [ 4.00 750 68 68 62 67 66 61
4000 [ 1900 | 6800 | 1.50 | 375 67 63 56 59 56 49 4000 | 1900 | 6800 | 4.00 [ 750 72 70 65 69 69 64
4800 | 2250 | 8150 [ 1.50 375 69 66 59 61 57 50 4800 | 2250 | 8150 | 4.00 750 75 73 65 72 72 65
5600 [ 2650 | 9500 | 1.50 | 375 71 67 61 62 59 51 5600 [ 2650 | 9500 | 4.00 | 750 77 75 66 73 71 65
6000 | 2850 | 10200 1.50 375 72 69 62 63 60 52 6000 | 2850 | 10200 [ 4.00 750 78 75 68 74 71 66
800 380 1350 | 2.00 500 51 47 42 44 43 40
1600 [ 750 | 2700 | 2.00 | 500 55 54 49 51 50 45
2400 | 1150 | 4100 [ 2.00 500 60 60 52 56 55 50
3200 [ 1500 | 5450 | 2.00 | 500 64 63 56 60 58 51
4000 | 1900 | 6800 [ 2.00 500 68 66 59 62 59 52
4800 | 2250 | 8150 [ 2.00 | 500 70 68 61 63 60 53 Notes
5600 | 2650 | 9500 [ 2.00 500 72 69 62 64 61 54 1. DPS is the difference in static pressure across the valve.
6000 | 2850 | 10200 | 2.00 [ 500 73 70 63 65 62 55 2. Radiated sound is the sound power radiated from the valve casing.
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Sound Level Performance Data for Valves with Neutralizers

The tables in this section contain the sound level performance data for the valves in operation with Neutralizers.
Supply and exhaust valve data are included.

Sound Power Level Performance Data
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Valves with Neutralizers: 8-inch Supply

Model [s] MAV, PSV, BSV, CVV

Discharge Sound Power Level Performance Data

Size 08 With Neutralizer

40

Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Ls [ m%h [inwc] Pa [ 125 | 250 [ 500 | 1000 [ 2000 | 4000 cim | s [ m%h [inwc] Pa [ 125 | 250 [ 500 | 1000 [ 2000 | 4000
50 25 85 0.30 75 36 32 <20 | <20 | <20 | <20 50 25 85 250 | 625 41 40 38 25 37 38
100 45 170 | 0.30 75 41 33 30 <20 | <20 | <20 100 45 170 | 2.50 | 625 47 46 46 32 40 39
150 70 250 0.30 75 42 34 29 <20 <20 <20 150 70 250 2.50 625 51 52 49 33 41 40
200 95 340 | 0.30 75 45 38 32 <20 | <20 | <20 200 95 340 | 2.50 | 625 53 55 52 34 42 41
250 120 420 0.30 75 46 43 38 30 24 <20 250 120 420 2.50 625 56 57 54 37 43 42
300 140 510 | 0.30 75 47 44 39 32 26 20 300 140 510 | 2.50 | 625 57 59 55 40 44 43
350 160 590 0.30 75 50 48 43 39 33 24 350 160 590 2.50 625 60 61 57 44 46 45
400 190 680 | 0.30 75 51 50 46 42 38 27 400 190 680 | 2.50 | 625 61 63 59 47 47 47
450 210 760 0.30 75 52 51 47 44 39 28 450 210 760 2.50 625 63 64 61 50 50 48
500 230 850 | 0.30 75 53 52 48 47 41 30 500 230 850 | 2.50 | 625 65 66 63 54 52 49
600 280 1000 | 2.50 625 68 69 67 58 56 51
700 330 | 1200 | 2.50 | 625 71 71 70 62 60 53
50 25 85 0.60 150 37 34 34 <20 | <20 | <20 50 25 85 3.00 | 750 44 41 39 26 38 41
100 45 170 0.60 150 43 38 35 <20 | <20 | <20 100 45 170 3.00 750 48 47 47 33 42 42
150 70 250 | 0.60 150 46 41 36 <20 22 <20 150 70 250 | 3.00 | 750 52 53 51 35 43 43
200 95 340 0.60 150 48 44 38 24 25 22 200 95 340 3.00 750 54 56 54 36 44 44
250 120 420 | 0.60 150 50 47 42 31 28 27 250 120 420 | 3.00 | 750 57 58 56 39 45 45
300 140 510 0.60 150 52 49 44 35 31 30 300 140 510 3.00 750 58 60 57 41 46 46
350 160 590 | 0.60 150 54 52 48 40 36 33 350 160 590 | 3.00 | 750 61 62 59 45 47 47
400 190 680 0.60 150 56 54 50 43 40 34 400 190 680 3.00 750 62 64 60 48 49 48
450 210 760 | 0.60 150 58 56 53 46 44 36 450 210 760 | 3.00 | 750 64 65 62 51 51 50
500 230 850 0.60 150 60 58 54 50 48 37 500 230 850 3.00 750 66 67 64 55 53 51
600 280 | 1000 | 0.60 150 61 60 57 54 52 41 600 280 | 1000 | 3.00 | 750 69 70 68 59 57 53
700 330 1200 | 0.60 150 62 61 59 58 55 43 700 330 1200 | 3.00 750 72 72 71 63 61 55
50 25 85 1.00 250 38 35 37 23 28 <20 50 25 85 3.50 875 47 42 41 28 40 44
100 45 170 | 1.00 | 250 44 43 40 24 29 20 100 45 170 | 3.50 | 875 48 49 47 33 44 45
150 70 250 1.00 250 47 46 41 25 30 24 150 70 250 3.50 875 52 53 53 36 44 47
200 95 340 | 1.00 | 250 50 48 43 27 31 29 200 95 340 | 3.50 | 875 56 57 55 38 46 46
250 120 420 | 1.00 | 250 52 51 45 32 33 31 250 120 420 | 3.50 | 875 57 60 58 40 47 48
300 140 510 | 1.00 | 250 54 53 48 37 35 34 300 140 510 | 3.50 | 875 60 60 59 42 47 48
350 160 590 | 1.00 | 250 57 55 51 41 38 36 350 160 590 | 3.50 | 875 62 63 61 46 49 49
400 190 680 | 1.00 | 250 58 57 53 44 41 38 400 190 680 | 3.50 | 875 63 65 62 49 50 50
450 210 760 | 1.00 | 250 60 59 56 47 45 40 450 210 760 | 3.50 | 875 65 66 63 53 52 51
500 230 850 | 1.00 | 250 62 60 58 51 49 41 500 230 850 | 3.50 | 875 67 68 65 55 55 53
600 280 | 1000 | 1.00 | 250 65 64 61 55 53 44 600 280 | 1000 | 3.50 | 875 69 71 69 61 58 55
700 330 | 1200 | 1.00 | 250 68 66 63 59 57 47 700 330 | 1200 | 3.50 | 875 72 73 73 64 61 57
50 25 85 1.50 [ 375 39 36 36 24 33 28 50 25 85 4.00 | 1000 49 44 42 29 41 47
100 45 170 | 1.50 | 375 45 44 43 27 34 29 100 45 170 | 4.00 | 1000 48 50 47 34 47 48
150 70 250 | 1.50 | 375 49 49 45 28 35 31 150 70 250 | 4.00 | 1000 52 54 55 38 46 50
200 95 340 | 1.50 | 375 51 52 46 30 36 34 200 95 340 | 4.00 | 1000 57 58 57 40 48 49
250 120 420 | 1.50 | 375 54 54 48 33 37 36 250 120 420 | 4.00 | 1000 58 61 60 41 50 50
300 140 510 | 1.50 | 375 55 56 51 38 39 38 300 140 510 | 4.00 | 1000 61 61 61 43 49 50
350 160 590 | 1.50 | 375 58 58 53 42 41 40 350 160 590 | 4.00 | 1000 63 64 63 46 51 51
400 190 680 | 1.50 | 375 59 59 55 45 43 41 400 190 680 | 4.00 | 1000 64 66 63 51 52 52
450 210 760 | 1.50 | 375 61 61 58 48 47 43 450 210 760 | 4.00 | 1000 66 66 65 54 53 53
500 230 850 | 1.50 | 375 63 63 60 52 50 44 500 230 850 | 4.00 | 1000 68 69 67 56 56 55
600 280 1000 | 1.50 375 66 65 63 56 54 46 600 280 1000 | 4.00 [ 1000 70 72 70 62 59 57
700 330 | 1200 | 1.50 | 375 69 69 66 60 58 49 700 330 | 1200 | 4.00 | 1000 73 74 74 64 62 59
50 25 85 2.00 | 500 40 39 37 26 36 34
100 45 170 2.00 500 46 45 45 30 37 35
150 70 250 | 2.00 | 500 50 51 47 31 38 36
200 95 340 2.00 500 52 54 49 32 39 37
250 120 420 | 2.00 | 500 55 56 51 35 40 39
300 140 510 2.00 500 56 58 53 39 41 41
350 160 590 | 2.00 | 500 59 60 55 43 43 43
400 190 680 2.00 500 60 61 57 46 45 44
450 210 760 | 2.00 | 500 62 63 60 49 49 46 Notes
500 230 850 2.00 500 64 65 62 53 51 47 1. DPS is the difference in static pressure across the valve.
600 280 | 1000 [ 2.00 500 67 67 66 57 55 49 2. Discharge sound is the noise emitted from the valve outlet into
700 330 1200 | 2.00 500 70 70 69 61 59 51 the downstream duct.
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Valves with Neutralizers: 10-inch Supply (all valves)

Model [s] MAV, PSV, BSV, CVV

Discharge Sound Power Level Performance Data
Size 10 With Neutralizer

Sound Power Level Performance Data

Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ mh [inwc | Pa | 125 ] 250 | 500 [ 1000 ] 2000 | 4000 cim | Us [ mh [inwc | Pa | 125 ] 250 | 500 [ 1000 ] 2000 | 4000
100 45 170 0.30 75 37 35 30 <20 | <20 | <20 100 45 170 2.50 625 42 45 42 32 43 42
150 70 250 0.30 75 43 36 31 <20 | <20 | <20 200 95 340 2.50 625 50 52 50 38 44 43
200 95 340 0.30 75 44 37 32 20 22 20 300 140 510 2.50 625 55 57 54 43 48 48
250 120 420 0.30 75 45 38 33 21 23 21 400 190 680 2.50 625 60 61 57 47 51 51
300 140 510 0.30 75 46 40 34 25 24 22 500 230 850 2.50 625 63 63 58 49 53 54
350 160 590 0.30 75 47 41 35 26 26 23 600 280 | 1000 | 2.50 625 66 65 60 52 54 56
400 190 680 0.30 75 48 44 38 30 31 27 700 330 [ 1200 | 2.50 625 68 67 62 54 56 57
450 210 760 0.30 75 49 45 40 33 35 32 800 380 | 1350 [ 2.50 625 70 69 63 56 58 58
500 230 850 0.30 75 50 46 42 35 38 37 900 420 | 1500 | 2.50 625 72 71 65 59 59 59
1000 | 470 | 1700 | 2.50 625 74 72 67 61 60 60

100 45 170 0.60 150 38 40 38 23 23 <20 100 45 170 3.00 750 43 46 44 34 45 45
200 95 340 0.60 150 45 42 39 27 29 27 200 95 340 3.00 750 51 53 51 40 46 46
300 140 510 0.60 150 49 46 41 32 34 33 300 140 510 3.00 750 56 58 55 45 50 49
400 190 680 0.60 150 52 49 43 36 36 35 400 190 680 3.00 750 60 61 58 48 52 53
500 230 850 0.60 150 55 52 47 39 39 39 500 230 850 3.00 750 63 64 60 51 55 56
600 280 | 1000 | 0.60 150 57 55 49 43 41 43 600 280 | 1000 | 3.00 750 66 67 62 53 57 58
700 330 [ 1200 | 0.60 150 59 56 51 45 43 45 700 330 | 1200 [ 3.00 750 68 68 63 56 58 59
800 380 | 1350 [ 0.60 150 60 57 53 48 45 46 800 380 | 1350 | 3.00 750 71 70 64 57 60 61
900 420 | 1500 | 0.60 150 61 58 55 51 48 49 900 420 | 1500 | 3.00 750 73 72 66 59 61 62
1000 | 470 | 1700 | 0.60 150 62 59 56 53 50 50 1000 | 470 | 1700 | 3.00 750 75 74 68 62 62 62
100 45 170 1.00 250 39 42 39 29 33 26 100 45 170 3.50 875 44 46 45 35 48 48
200 95 340 1.00 250 46 47 43 32 36 33 200 95 340 3.50 875 53 53 52 41 48 48
300 140 510 1.00 250 51 50 45 36 39 39 300 140 510 3.50 875 58 59 57 46 51 51
400 190 680 1.00 250 55 53 48 40 41 42 400 190 680 3.50 875 60 62 59 50 54 54
500 230 850 1.00 250 58 56 50 43 44 44 500 230 850 3.50 875 64 66 63 53 56 58
600 280 [ 1000 | 1.00 250 61 58 53 46 45 45 600 280 [ 1000 | 3.50 875 67 68 64 55 59 60
700 330 [ 1200 | 1.00 250 63 61 55 49 47 47 700 330 [ 1200 | 3.50 875 69 70 65 57 60 61
800 380 | 1350 [ 1.00 250 65 62 57 51 49 48 800 380 [ 1350 | 3.50 875 72 72 66 59 61 63
900 420 | 1500 | 1.00 250 66 63 59 54 51 50 900 420 | 1500 | 3.50 875 73 72 67 60 62 64
1000 [ 470 | 1700 | 1.00 250 67 64 60 55 52 51 1000 [ 470 | 1700 | 3.50 875 75 75 68 62 64 65
100 45 170 1.50 375 40 43 41 30 39 33 100 45 170 | 4.00 | 1000 45 47 47 36 50 52
200 95 340 1.50 375 48 50 45 35 40 37 200 95 340 [ 4.00 | 1000 54 54 54 42 49 50
300 140 510 1.50 375 53 54 49 39 43 43 300 140 510 | 4.00 [ 1000 59 60 59 48 53 53
400 190 680 1.50 375 57 57 52 43 46 46 400 190 680 | 4.00 | 1000 61 63 61 51 56 56
500 230 850 1.50 375 61 59 54 46 47 48 500 230 850 | 4.00 | 1000 64 67 65 54 58 59
600 280 [ 1000 | 1.50 375 63 61 55 48 49 50 600 280 [ 1000 | 4.00 | 1000 68 70 66 56 61 62
700 330 | 1200 [ 1.50 375 66 63 58 51 50 51 700 330 [ 1200 | 4.00 | 1000 70 71 66 58 61 64
800 380 [ 1350 | 1.50 375 68 65 60 54 52 52 800 380 [ 1350 | 4.00 | 1000 73 73 67 60 63 66
900 420 | 1500 | 1.50 375 69 67 62 56 54 53 900 420 | 1500 | 4.00 | 1000 73 73 68 60 64 67
1000 [ 470 | 1700 | 1.50 375 70 68 64 58 56 54 1000 [ 470 | 1700 | 4.00 | 1000 75 76 69 63 66 67
100 45 170 2.00 500 41 45 42 32 42 39
200 95 340 2.00 500 50 51 47 37 43 41
300 140 510 2.00 500 54 56 52 42 46 46
400 190 680 2.00 500 58 59 54 45 48 49
500 230 850 2.00 500 62 62 56 48 51 52
600 280 [ 1000 | 2.00 500 64 63 58 50 52 53
700 330 | 1200 [ 2.00 500 67 65 60 52 54 54 Notes
800 380 1350 | 2.00 500 69 67 62 55 55 55 1. DPS is the difference in static pressure across the valve.
900 420 1500 | 2.00 500 71 69 64 58 57 56 2. Discharge sound is the noise emitted from the valve outlet into
1000 [ 470 [ 1700 | 2.00 500 73 71 66 60 58 57 the downstream duct.
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Valves with Neutralizers: 10-inch Supply (dual only)

Model [s] MAV, PSV, BSV, CVV

Discharge Sound Power Level Performance Data
Dual 10 With Neutralizer

Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ mh | inwc| Pa | 125 | 250 | 500 [ 1000 | 2000 [ 4000 cm | s [ mih | inwc| Pa | 125 | 250 | 500 [ 1000 | 2000 [ 4000
200 95 340 0.30 75 37 36 33 22 <20 <20 200 95 340 | 2.50 625 46 49 47 43 51 50
300 140 510 0.30 75 38 37 34 28 26 <20 400 190 680 [ 2.50 625 54 56 55 50 53 51
400 190 680 0.30 75 39 38 35 30 28 23 600 280 [ 1000 | 2.50 625 59 61 59 55 56 54
500 230 850 0.30 75 41 40 36 32 31 25 800 380 [ 1350 | 2.50 625 62 64 62 59 59 57
600 280 [ 1000 | 0.30 75 44 42 38 35 32 26 1000 [ 470 | 1700 | 2.50 625 64 67 64 62 62 60
700 330 [ 1200 | 0.30 75 47 43 39 36 34 27 1200 | 560 [ 2050 | 2.50 625 68 69 66 64 64 62
800 380 [ 1350 | 0.30 75 48 45 40 38 37 31 1400 | 660 | 2400 | 2.50 625 70 70 67 66 65 63
900 420 | 1550 | 0.30 75 50 46 42 39 40 35 1600 | 750 [ 2700 | 2.50 625 71 71 68 68 66 64
1000 | 470 [ 1700 | 0.30 75 51 47 44 42 42 37 1800 [ 850 | 3050 | 2.50 625 74 73 70 69 67 65
2000 | 940 [ 3400 [ 2.50 625 76 74 72 70 68 66
200 95 340 0.60 150 41 43 43 34 28 22 200 95 340 3.00 750 47 50 48 44 52 52
400 190 680 0.60 150 48 46 44 39 38 33 400 190 680 3.00 750 56 57 56 51 55 54
600 280 [ 1000 | 0.60 150 52 48 45 42 41 37 600 280 [ 1000 | 3.00 750 60 62 60 57 58 56
800 380 [ 1350 | 0.60 150 54 51 47 46 44 41 800 380 [ 1350 | 3.00 750 63 65 64 60 61 59
1000 | 470 [ 1700 | 0.60 150 56 52 48 47 46 43 1000 [ 470 [ 1700 | 3.00 750 65 68 66 64 64 62
1200 | 560 [ 2050 | 0.60 150 59 56 52 50 48 48 1200 [ 560 | 2050 | 3.00 750 69 70 67 66 66 64
1400 | 660 [ 2400 | 0.60 150 60 57 53 51 49 50 1400 | 660 [ 2400 | 3.00 750 71 71 69 67 67 65
1600 | 750 [ 2700 | 0.60 150 61 58 55 53 51 51 1600 | 750 [ 2700 | 3.00 750 73 73 70 69 68 66
1800 | 850 [ 3050 | 0.60 150 62 59 56 56 53 53 1800 | 850 [ 3050 | 3.00 750 75 74 71 71 69 67
2000 | 940 | 3400 [ 0.60 150 63 61 58 58 56 56 2000 | 940 [ 3400 [ 3.00 750 77 75 73 72 70 68
200 95 340 1.00 250 43 44 44 40 38 31 200 95 340 3.50 875 48 52 50 45 53 55
400 190 680 1.00 250 50 51 48 43 44 39 400 190 680 3.50 875 57 58 57 53 56 56
600 280 [ 1000 | 1.00 250 55 55 51 47 47 44 600 280 [ 1000 | 3.50 875 61 62 62 59 60 58
800 380 [ 1350 | 1.00 250 58 56 53 51 50 47 800 380 [ 1350 | 3.50 875 64 66 66 62 62 61
1000 [ 470 [ 1700 | 1.00 250 61 58 55 53 52 49 1000 | 470 [ 1700 | 3.50 875 66 69 68 65 66 64
1200 | 560 [ 2050 | 1.00 250 63 60 56 55 53 51 1200 | 560 [ 2050 | 3.50 875 70 71 69 67 67 66
1400 | 660 [ 2400 | 1.00 250 65 62 59 56 54 52 1400 [ 660 | 2400 | 3.50 875 72 72 71 68 69 67
1600 [ 750 [ 2700 | 1.00 250 67 64 61 59 56 54 1600 [ 750 | 2700 | 3.50 875 75 74 72 71 70 68
1800 | 850 [ 3050 | 1.00 250 68 65 62 60 57 55 1800 | 850 [ 3050 | 3.50 875 75 75 73 73 71 70
2000 | 940 | 3400 [ 1.00 250 69 66 64 62 59 57 2000 | 940 | 3400 [ 3.50 875 77 76 73 73 73 70
200 95 340 1.50 375 44 46 45 41 47 38 200 95 340 | 4.00 | 1000 49 54 51 47 54 58
400 190 680 1.50 375 52 53 51 47 49 43 400 190 680 [ 4.00 | 1000 58 59 58 54 58 59
600 280 [ 1000 | 1.50 375 56 58 54 51 52 49 600 280 [ 1000 | 4.00 | 1000 62 63 63 60 61 60
800 380 [ 1350 | 1.50 375 60 61 57 55 55 53 800 380 | 1350 | 4.00 | 1000 65 67 68 63 64 62
1000 [ 470 | 1700 | 1.50 375 62 62 59 57 57 55 1000 | 470 [ 1700 | 4.00 | 1000 67 70 70 67 68 66
1200 | 560 [ 2050 | 1.50 375 66 64 61 60 58 56 1200 | 560 | 2050 | 4.00 | 1000 71 72 71 68 69 67
1400 | 660 [ 2400 | 1.50 375 68 65 62 61 59 57 1400 | 660 | 2400 | 4.00 | 1000 73 73 72 69 70 68
1600 [ 750 | 2700 | 1.50 375 69 68 64 62 60 58 1600 | 750 | 2700 | 4.00 | 1000 76 76 74 73 72 70
1800 [ 850 [ 3050 | 1.50 375 72 69 67 64 61 59 1800 [ 850 | 3050 | 4.00 | 1000 76 76 75 75 73 72
2000 | 940 | 3400 [ 1.50 375 73 70 68 66 62 60 2000 | 940 | 3400 [ 4.00 | 1000 77 77 74 75 75 72
200 95 340 [ 2.00 500 45 47 46 42 50 45
400 190 680 [ 2.00 500 53 55 53 49 51 47
600 280 [ 1000 | 2.00 500 58 60 56 53 54 51
800 380 [ 1350 | 2.00 500 61 63 60 57 57 56
1000 | 470 [ 1700 | 2.00 500 63 65 62 60 60 58
1200 | 560 [ 2050 | 2.00 500 67 67 63 62 61 59
1400 | 660 | 2400 | 2.00 500 69 68 65 64 63 60 Notes
1600 750 2700 | 2.00 500 70 69 66 65 64 61 1. DPS is the difference in static pressure across the valve.
1800 850 3050 | 2.00 500 73 71 68 67 65 62 2. Discharge sound is the noise emitted from the valve outlet into
2000 | 940 | 3400 [ 2.00 500 75 73 71 68 66 63 the downstream duct.
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Valves with Neutralizers: 12-inch Supply (all valves)

Model [s] MAV, PSV, BSV, CVV

Discharge Sound Power Level Performance Data
Size 12 With Neutralizer

Sound Power Level Performance Data

Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 107-12 Watts

Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ Us [ m’h [inwc| Pa [ 125 | 250 | 500 [ 1000 | 2000 [ 4000
200 95 340 | 0.30 75 41 35 32 24 21 <20 200 95 340 | 2.50 | 625 50 49 52 46 46 46
300 140 510 [ 0.30 75 43 36 33 25 22 <20 400 190 680 [ 2.50 [ 625 55 56 55 48 48 48
400 190 680 [ 0.30 75 45 37 34 29 24 20 600 280 [ 1000 | 2.50 | 625 60 61 58 52 51 52
500 230 850 [ 0.30 75 46 39 35 30 26 22 800 380 [ 1350 | 2.50 | 625 65 65 60 56 55 55
600 280 | 1000 | 0.30 75 48 41 37 32 30 24 1000 [ 470 | 1700 | 2.50 | 625 68 67 63 59 57 58
700 330 [ 1200 | 0.30 75 50 43 38 33 31 25 1200 | 560 [ 2050 | 2.50 | 625 70 69 65 61 59 60
800 380 [ 1350 | 0.30 75 51 47 43 39 39 37 1400 | 660 [ 2400 | 2.50 | 625 73 70 66 63 61 61
900 420 | 1550 | 0.30 75 53 49 45 42 44 39 1500 | 710 [ 2550 | 2.50 | 625 74 71 67 64 62 62
1000 [ 470 | 1700 | 0.30 75 55 51 48 44 45 41
200 95 340 [ 0.60 150 44 43 41 33 28 25 200 95 340 [ 3.00 [ 750 51 50 53 48 48 48
400 190 680 [ 0.60 150 50 45 42 37 35 33 400 190 680 [ 3.00 [ 750 56 57 56 50 50 50
600 280 | 1000 | 0.60 150 54 49 44 40 38 36 600 280 | 1000 | 3.00 | 750 61 62 60 54 53 54
800 380 [ 1350 | 0.60 150 57 52 47 43 40 38 800 380 [ 1350 | 3.00 | 750 66 66 62 57 56 57
1000 | 470 [ 1700 | 0.60 150 59 54 50 47 43 42 1000 | 470 [ 1700 | 3.00 | 750 69 68 64 60 59 59
1200 | 560 [ 2050 | 0.60 150 62 57 53 49 45 45 1200 | 560 [ 2050 | 3.00 | 750 71 70 66 62 61 62
1400 [ 660 | 2400 | 0.60 150 63 59 55 52 47 48 1400 [ 660 | 2400 | 3.00 | 750 74 72 68 65 63 63
1500 | 710 [ 2550 | 0.60 150 64 60 56 54 49 49 1500 | 710 [ 2550 | 3.00 | 750 75 73 69 66 64 64
200 95 340 1.00 | 250 46 46 45 39 37 31 200 95 340 [ 3.50 [ 875 52 51 54 50 50 50
400 190 680 1.00 [ 250 51 51 47 42 41 39 400 190 680 | 3.50 | 875 57 57 58 52 52 51
600 280 [ 1000 | 1.00 | 250 57 54 49 45 44 43 600 280 [ 1000 | 3.50 | 875 62 63 62 56 55 56
800 380 [ 1350 | 1.00 | 250 62 57 52 48 46 46 800 380 [ 1350 | 3.50 | 875 66 67 64 59 58 58
1000 | 470 [ 1700 | 1.00 | 250 64 59 54 50 47 47 1000 | 470 [ 1700 | 3.50 | 875 69 70 66 62 61 61
1200 [ 560 | 2050 | 1.00 | 250 66 61 56 53 49 48 1200 [ 560 | 2050 | 3.50 | 875 73 72 68 64 63 64
1400 | 660 [ 2400 | 1.00 | 250 68 63 59 57 51 50 1400 | 660 [ 2400 | 3.50 | 875 74 74 70 66 65 66
1500 | 710 [ 2550 | 1.00 | 250 69 64 60 58 52 51 1500 | 710 [ 2550 | 3.50 | 875 76 75 71 67 66 67
200 95 340 1.50 | 375 47 47 47 42 42 37 200 95 340 | 4.00 | 1000 53 52 55 52 52 52
400 190 680 1.50 | 375 52 54 50 45 44 42 400 190 680 [ 4.00 | 1000 58 57 59 54 54 53
600 280 [ 1000 | 1.50 | 375 58 57 53 48 47 47 600 280 [ 1000 | 4.00 | 1000 63 64 64 58 57 57
800 380 [ 1350 | 1.50 | 375 63 60 55 52 50 50 800 380 [ 1350 | 4.00 | 1000 67 68 65 61 60 60
1000 [ 470 | 1700 | 1.50 | 375 66 62 58 54 52 51 1000 [ 470 | 1700 | 4.00 | 1000 70 72 68 64 63 63
1200 | 560 [ 2050 | 1.50 | 375 67 64 60 56 53 52 1200 | 560 | 2050 | 4.00 | 1000 74 73 69 66 65 66
1400 | 660 [ 2400 | 1.50 | 375 70 66 62 60 54 53 1400 | 660 | 2400 | 4.00 | 1000 75 75 73 68 68 68
1500 | 710 [ 2550 | 1.50 | 375 72 67 63 61 55 54 1500 | 710 | 2550 | 4.00 | 1000 76 77 72 69 68 69
200 95 340 [ 2.00 [ 500 48 48 49 44 45 42
400 190 680 [ 2.00 [ 500 53 55 52 46 47 45
600 280 [ 1000 | 2.00 | 500 59 60 56 50 49 49
800 380 | 1350 | 2.00 | 500 64 63 58 54 53 53
1000 | 470 [ 1700 | 2.00 | 500 67 65 60 57 55 55 Notes
1200 560 2050 | 2.00 500 69 67 62 59 56 56 1. DPS is the difference in static pressure across the valve.
1400 660 2400 | 2.00 500 72 69 64 61 57 57 2. Discharge sound is the noise emitted from the valve outlet into
1500 | 710 [ 2550 | 2.00 500 73 70 66 63 58 58 the downstream duct.
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Valves with Neutralizers: 12-inch Supply (dual only)

Model [s] MAV, PSV, BSV, CVV

Discharge Sound Power Level Performance Data
Dual 12 With Neutralizer

Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ m*h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000
400 190 680 0.30 75 43 39 37 34 28 22 400 190 680 [ 2.50 625 51 52 53 52 55 52
600 280 [ 1000 | 0.30 75 44 40 38 36 31 25 800 380 [ 1350 | 2.50 625 58 60 60 58 56 54
800 380 [ 1350 | 0.30 75 45 41 39 38 33 27 1200 | 560 [ 2050 | 2.50 625 64 65 64 63 61 58
1000 | 470 [ 1700 | 0.30 75 47 43 40 40 37 28 1600 [ 750 | 2700 | 2.50 625 67 69 67 67 64 61
1200 | 560 [ 2050 | 0.30 75 50 46 41 42 40 32 2000 | 940 | 3400 [ 2.50 625 71 71 69 70 66 63
1400 | 660 | 2400 | 0.30 75 52 48 46 45 46 40 2400 | 1150 | 4050 [ 2.50 625 74 73 70 71 67 64
1600 | 750 [ 2700 | 0.30 75 54 51 49 47 49 44 2800 | 1300 | 4750 [ 2.50 625 77 75 71 72 68 66
1800 | 850 [ 3050 | 0.30 75 55 52 50 48 50 47 3000 | 1400 | 5100 [ 2.50 625 79 76 72 73 69 67
2000 | 940 | 3400 [ 0.30 75 57 54 51 50 51 48
400 190 680 0.60 150 47 45 45 40 34 29 400 190 680 3.00 750 52 53 54 53 57 55
800 380 [ 1350 | 0.60 150 51 48 46 46 42 38 800 380 [ 1350 | 3.00 750 59 61 62 60 58 56
1200 | 560 [ 2050 | 0.60 150 57 52 49 49 45 40 1200 | 560 [ 2050 | 3.00 750 65 66 66 65 62 60
1600 | 750 [ 2700 | 0.60 150 60 55 51 51 48 45 1600 | 750 [ 2700 | 3.00 750 68 70 68 68 66 63
2000 | 940 | 3400 [ 0.60 150 62 58 54 55 52 52 2000 | 940 | 3400 [ 3.00 750 72 73 71 71 68 65
2400 | 1150 | 4050 [ 0.60 150 64 60 57 58 54 54 2400 | 1150 [ 4050 [ 3.00 750 75 75 72 72 69 66
2800 | 1300 | 4750 [ 0.60 150 65 61 58 59 56 55 2800 | 1300 | 4750 [ 3.00 750 78 77 74 73 70 67
3000 | 1400 | 5100 [ 0.60 150 66 62 59 60 57 56 3000 | 1400 | 5100 [ 3.00 750 80 78 75 74 71 68
400 190 680 1.00 250 48 48 49 44 41 35 400 190 680 3.50 875 53 54 56 53 59 58
800 380 [ 1350 | 1.00 250 55 53 52 51 48 44 800 380 [ 1350 | 3.50 875 61 62 63 61 60 59
1200 | 560 [ 2050 | 1.00 250 61 57 55 55 51 48 1200 | 560 | 2050 | 3.50 875 67 67 68 67 64 62
1600 | 750 [ 2700 | 1.00 250 64 60 57 57 53 50 1600 | 750 [ 2700 | 3.50 875 70 72 70 70 67 65
2000 | 940 | 3400 [ 1.00 250 67 62 59 59 55 53 2000 | 940 [ 3400 [ 3.50 875 73 74 72 72 69 67
2400 | 1150 | 4050 [ 1.00 250 69 65 62 62 57 55 2400 | 1150 | 4050 [ 3.50 875 76 77 74 74 71 69
2800 | 1300 | 4750 [ 1.00 250 71 66 63 64 59 56 2800 | 1300 | 4750 [ 3.50 875 79 79 77 74 72 68
3000 | 1400 | 5100 [ 1.00 250 72 67 64 65 60 57 3000 | 1400 | 5100 [ 3.50 875 81 80 78 75 73 69
400 190 680 1.50 375 49 49 51 48 49 41 400 190 680 [ 4.00 | 1000 54 55 57 54 60 61
800 380 [ 1350 | 1.50 375 56 58 55 54 52 48 800 380 [ 1350 | 4.00 | 1000 62 63 65 63 62 61
1200 | 560 [ 2050 | 1.50 375 62 62 59 59 56 54 1200 | 560 | 2050 | 4.00 | 1000 68 68 70 68 66 64
1600 [ 750 | 2700 | 1.50 375 65 64 62 62 59 56 1600 [ 750 | 2700 | 4.00 | 1000 71 73 72 71 69 67
2000 | 940 | 3400 [ 1.50 375 69 66 63 64 60 57 2000 | 940 | 3400 [ 4.00 | 1000 74 76 74 73 71 69
2400 | 1150 | 4050 [ 1.50 375 70 69 64 65 61 58 2400 | 1150 | 4050 [ 4.00 | 1000 77 79 76 76 74 71
2800 | 1300 | 4750 [ 1.50 375 75 70 67 67 62 59 2800 | 1300 | 4750 [ 4.00 | 1000 80 81 80 75 74 69
3000 | 1400 | 5100 [ 1.50 375 76 71 68 68 63 60 3000 | 1400 | 5100 [ 4.00 | 1000 82 82 81 76 75 70
400 190 680 2.00 500 50 51 52 50 53 47
800 380 [ 1350 | 2.00 500 57 59 58 57 55 52
1200 | 560 [ 2050 | 2.00 500 63 64 62 61 59 56
1600 [ 750 [ 2700 | 2.00 500 66 67 65 65 62 59
2000 | 940 | 3400 [ 2.00 500 70 69 67 67 63 60 Notes
2400 | 1150 | 4050 [ 2.00 500 73 72 68 69 64 61 1. DPS is the difference in static pressure across the valve.
2800 | 1300 | 4750 [ 2.00 500 76 74 70 70 65 62 2. Discharge sound is the noise emitted from the valve outlet into
3000 | 1400 | 5100 [ 2.00 500 78 76 71 72 66 64 the downstream duct.
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Valves with Neutralizers: 12-inch Supply (triple only)

Model [s] MAV, PSV, BSV, CVV

Discharge Sound Power Level Performance Data
Triple 12 With Neutralizer

Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cim [ s [ m*h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000
600 280 [ 1000 | 0.30 75 45 41 38 34 29 22 600 280 [ 1000 | 2.50 625 54 54 56 53 55 53
900 420 | 1550 | 0.30 75 47 42 39 36 31 25 1200 | 560 [ 2050 | 2.50 625 60 62 61 59 57 55
1200 | 560 [ 2050 | 0.30 75 48 42 40 38 33 28 1800 | 850 [ 3050 | 2.50 625 65 67 65 64 61 59
1500 | 710 [ 2550 | 0.30 75 50 44 41 40 37 29 2400 | 1150 [ 4050 [ 2.50 625 69 70 67 67 64 62
1800 | 850 [ 3050 | 0.30 75 52 48 43 42 41 33 3000 | 1400 | 5100 [ 2.50 625 73 73 70 70 66 64
2100 | 990 | 3550 [ 0.30 75 54 49 46 45 46 40 3600 | 1700 | 6100 [ 2.50 625 75 75 71 71 67 65
2400 | 1150 | 4050 [ 0.30 75 55 52 50 48 49 45 4200 | 2000 [ 7150 | 2.50 625 79 76 72 73 69 67
2700 | 1250 | 4600 [ 0.30 75 57 54 51 49 51 48 4500 [ 2100 [ 7650 | 2.50 625 80 77 73 74 70 68
3000 | 1400 | 5100 [ 0.30 75 59 56 53 51 52 49

600 280 [ 1000 | 0.60 150 49 47 46 41 35 30 600 280 [ 1000 | 3.00 750 55 55 57 54 57 56
1200 | 560 [ 2050 | 0.60 150 54 50 48 47 43 39 1200 [ 560 | 2050 | 3.00 750 61 62 63 60 59 57
1800 [ 850 [ 3050 | 0.60 150 59 53 50 50 45 42 1800 | 850 [ 3050 | 3.00 750 67 68 67 65 63 61
2400 | 1150 | 4050 [ 0.60 150 62 57 52 52 48 46 2400 | 1150 | 4050 [ 3.00 750 70 72 69 69 66 64
3000 | 1400 | 5100 [ 0.60 150 64 59 55 55 53 52 3000 | 1400 | 5100 [ 3.00 750 74 74 71 71 68 66
3600 | 1700 [ 6100 [ 0.60 150 66 62 58 58 54 55 3600 | 1700 [ 6100 [ 3.00 750 77 76 73 73 70 68
4200 | 2000 | 7150 [ 0.60 150 67 63 60 60 57 56 4200 [ 2000 [ 7150 | 3.00 750 79 78 75 74 71 69
4500 | 2100 | 7650 [ 0.60 150 68 64 61 61 57 57 4500 | 2100 [ 7650 | 3.00 750 81 79 76 75 72 69
600 280 [ 1000 | 1.00 250 50 50 50 45 43 36 600 280 | 1000 | 3.50 875 56 56 58 55 59 59
1200 | 560 [ 2050 | 1.00 250 56 55 53 51 48 45 1200 | 560 [ 2050 | 3.50 875 62 63 64 62 61 59
1800 [ 850 [ 3050 | 1.00 250 62 59 56 55 52 49 1800 | 850 [ 3050 | 3.50 875 68 69 69 67 65 63
2400 | 1150 | 4050 [ 1.00 250 66 62 58 58 54 51 2400 | 1150 | 4050 [ 3.50 875 71 73 71 70 68 66
3000 | 1400 | 5100 [ 1.00 250 69 64 60 60 56 54 3000 | 1400 [ 5100 [ 3.50 875 75 76 73 72 70 68
3600 | 1700 | 6100 [ 1.00 250 71 66 63 62 58 56 3600 | 1700 | 6100 [ 3.50 875 78 78 75 74 72 70
4200 | 2000 | 7150 [ 1.00 250 73 68 64 65 60 57 4200 | 2000 [ 7150 | 3.50 875 80 80 78 75 73 70
4500 | 2100 | 7650 [ 1.00 250 74 69 66 65 61 58 4500 | 2100 [ 7650 | 3.50 875 82 81 79 76 74 71
600 280 [ 1000 | 1.50 375 51 51 53 49 49 42 600 280 [ 1000 | 4.00 | 1000 57 56 59 56 61 62
1200 | 560 [ 2050 | 1.50 375 57 59 57 55 53 49 1200 | 560 | 2050 | 4.00 | 1000 63 64 66 63 63 62
1800 | 850 [ 3050 | 1.50 375 63 63 60 60 57 54 1800 [ 850 | 3050 | 4.00 | 1000 69 70 70 69 66 65
2400 | 1150 [ 4050 [ 1.50 375 67 66 63 63 59 57 2400 | 1150 [ 4050 | 4.00 | 1000 72 74 73 72 69 68
3000 | 1400 | 5100 [ 1.50 375 71 68 64 64 60 58 3000 | 1400 | 5100 [ 4.00 | 1000 75 77 75 74 71 70
3600 | 1700 | 6100 [ 1.50 375 72 70 65 66 62 59 3600 | 1700 | 6100 [ 4.00 | 1000 79 80 77 76 74 72
4200 | 2000 | 7150 [ 1.50 375 76 72 68 68 63 60 4200 [ 2000 [ 7150 | 4.00 | 1000 81 82 81 76 75 71
4500 | 2100 [ 7650 [ 1.50 375 78 73 69 69 64 61 4500 | 2100 | 7650 | 4.00 | 1000 83 83 81 77 76 72
600 280 [ 1000 | 2.00 500 52 52 54 51 53 48

1200 | 560 [ 2050 | 2.00 500 59 61 59 57 55 53

1800 | 850 [ 3050 | 2.00 500 64 65 63 62 59 57

2400 | 1150 | 4050 [ 2.00 500 68 68 66 65 62 60

3000 | 1400 | 5100 [ 2.00 500 72 71 68 68 64 61 Notes

3600 | 1700 | 6100 [ 2.00 500 74 73 69 69 65 62 1. DPS is the difference in static pressure across the valve.

4200 | 2000 | 7150 [ 2.00 500 77 75 71 71 66 63 2. Discharge sound is the noise emitted from the valve outlet into

4500 | 2100 | 7650 [ 2.00 500 79 77 72 72 67 65 the downstream duct.
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Valves with Neutralizers: 12-inch Supply (quad only)

Model [s] MAV, PSV, BSV, CVV

Discharge Sound Power Level Performance Data
Quad 12 With Neutralizer

46

Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 107-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ Us [ m’h [inwc| Pa [ 125 | 250 | 500 [ 1000 | 2000 [ 4000
800 380 | 1350 | 0.30 75 46 42 40 37 31 25 800 380 | 1350 | 2.50 | 625 54 55 56 55 58 55
1200 | 560 [ 2050 | 0.30 75 47 43 41 39 34 28 1600 | 750 [ 2700 | 2.50 | 625 61 63 63 61 59 57
1600 | 750 [ 2700 | 0.30 75 48 44 42 41 36 30 2400 | 1150 | 4100 [ 2.50 [ 625 67 68 67 66 64 61
2000 | 940 | 3400 [ 0.30 75 50 46 43 43 40 31 3200 | 1500 | 5450 [ 2.50 [ 625 70 72 70 70 67 64
2400 | 1150 [ 4100 [ 0.30 75 53 49 44 45 43 35 4000 [ 1900 | 6800 | 2.50 | 625 74 74 72 73 69 66
2800 | 1300 | 4750 [ 0.30 75 55 51 49 48 49 43 4800 | 2250 | 8150 | 2.50 | 625 77 76 73 74 70 67
3200 | 1500 | 5450 [ 0.30 75 57 54 52 50 52 47 5600 | 2650 | 9500 [ 2.50 [ 625 80 78 74 75 71 69
3600 | 1700 | 6100 [ 0.30 75 58 55 53 51 53 50 6000 | 2850 | 10200 | 2.50 [ 625 82 79 75 76 72 70
4000 | 1900 [ 6800 [ 0.30 75 60 57 54 53 54 51

800 380 [ 1350 | 0.60 150 50 48 48 43 37 32 800 380 [ 1350 | 3.00 | 750 55 56 57 56 60 58
1600 | 750 [ 2700 | 0.60 150 54 51 49 49 45 41 1600 | 750 [ 2700 | 3.00 | 750 62 64 65 63 61 59
2400 | 1150 [ 4100 [ 0.60 150 60 55 52 52 48 43 2400 | 1150 | 4100 [ 3.00 | 750 68 69 69 68 65 63
3200 | 1500 | 5450 [ 0.60 150 63 58 54 54 51 48 3200 | 1500 | 5450 [ 3.00 [ 750 71 73 71 71 69 66
4000 | 1900 | 6800 [ 0.60 150 65 61 57 58 55 55 4000 [ 1900 [ 6800 | 3.00 | 750 75 76 74 74 71 68
4800 | 2250 | 8150 [ 0.60 150 67 63 60 61 57 57 4800 [ 2250 [ 8150 | 3.00 | 750 78 78 75 75 72 69
5600 | 2650 [ 9500 [ 0.60 150 68 64 61 62 59 58 5600 | 2650 | 9500 [ 3.00 [ 750 81 80 77 76 73 70
6000 | 2850 | 10200 [ 0.60 150 69 65 62 63 60 59 6000 | 2850 | 10200 | 3.00 [ 750 83 81 78 77 74 71
800 380 [ 1350 | 1.00 | 250 51 51 52 47 44 38 800 380 [ 1350 | 3.50 | 875 56 57 59 56 62 61
1600 [ 750 | 2700 | 1.00 | 250 58 56 55 54 51 47 1600 [ 750 | 2700 | 3.50 | 875 64 65 66 64 63 62
2400 | 1150 | 4100 [ 1.00 [ 250 64 60 58 58 54 51 2400 | 1150 | 4100 [ 3.50 [ 875 70 70 71 70 67 65
3200 | 1500 | 5450 [ 1.00 [ 250 67 63 60 60 56 53 3200 | 1500 | 5450 [ 3.50 [ 875 73 75 73 73 70 68
4000 | 1900 | 6800 [ 1.00 [ 250 70 65 62 62 58 56 4000 [ 1900 [ 6800 | 3.50 | 875 76 77 75 75 72 70
4800 | 2250 | 8150 [ 1.00 [ 250 72 68 65 65 60 58 4800 | 2250 | 8150 | 3.50 | 875 79 80 77 77 74 72
5600 | 2650 | 9500 [ 1.00 [ 250 74 69 66 67 62 59 5600 | 2650 | 9500 [ 3.50 [ 875 82 82 80 77 75 71
6000 | 2850 | 10200 | 1.00 [ 250 75 70 67 68 63 60 6000 | 2850 | 10200 | 3.50 [ 875 84 83 81 78 76 72

800 380 | 1350 | 1.50 | 375 52 52 54 51 52 44 800 380 | 1350 | 4.00 | 1000 57 58 60 57 63 64
1600 | 750 [ 2700 | 1.50 | 375 59 61 58 57 55 51 1600 | 750 | 2700 | 4.00 | 1000 65 66 68 66 65 64
2400 | 1150 | 4100 [ 1.50 [ 375 65 65 62 62 59 57 2400 | 1150 | 4100 [ 4.00 | 1000 71 71 73 71 69 67
3200 | 1500 | 5450 [ 1.50 [ 375 68 67 65 65 62 59 3200 | 1500 | 5450 [ 4.00 | 1000 74 76 75 74 72 70
4000 | 1900 | 6800 [ 1.50 | 375 72 69 66 67 63 60 4000 | 1900 | 6800 | 4.00 | 1000 77 79 77 76 74 72
4800 | 2250 | 8150 [ 1.50 [ 375 73 72 67 68 64 61 4800 | 2250 | 8150 | 4.00 | 1000 80 82 79 79 77 74
5600 | 2650 | 9500 [ 1.50 [ 375 78 73 70 70 65 62 5600 | 2650 | 9500 [ 4.00 | 1000 83 84 83 78 77 72
6000 | 2850 | 10200 1.50 [ 375 79 74 71 71 66 63 6000 | 2850 | 10200 [ 4.00 | 1000 85 85 84 79 78 73

800 380 [ 1350 | 2.00 | 500 53 54 55 53 56 50

1600 | 750 [ 2700 | 2.00 | 500 60 62 61 60 58 55

2400 | 1150 | 4100 [ 2.00 [ 500 66 67 65 64 62 59

3200 | 1500 | 5450 [ 2.00 [ 500 69 70 68 68 65 62

4000 | 1900 | 6800 [ 2.00 [ 500 73 72 70 70 66 63 Notes

4800 | 2250 | 8150 | 2.00 500 76 75 71 72 67 64 1. DPS is the difference in static pressure across the valve.

5600 | 2650 | 9500 [ 2.00 500 79 77 73 73 68 65 2. Discharge sound is the noise emitted from the valve outlet into

6000 | 2850 | 10200 [ 2.00 [ 500 81 79 74 75 69 67 the downstream duct.
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Valves with Neutralizers: 14-inch Supply

Medium Pressure Accel Il Airflow Control Valves
Discharge With Neutralizer Sound Power Level Test Data

Size 114
Sound Power Levels in dB ref 10112 Watts Sound Power Levels in dB ref 10112 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m¥h [inwc | Pa | 125 | 250 | 500 [ 1000 | 2000 | 4000 cim | s [ m¥h [inwc ] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000
200 94 340 | 0.60 | 150 33 37 38 24 27 22 200 94 340 | 250 | 625 43 51 52 37 40 40
400 189 680 [ 0.60 | 150 41 46 43 33 35 29 400 189 680 [ 2.50 | 625 52 57 57 46 51 49
600 283 1019 | 0.60 150 52 48 47 38 41 36 600 283 1019 | 2.50 625 58 61 60 51 55 53
800 378 [ 1359 | 0.60 | 150 57 49 49 41 43 39 800 378 | 1359 | 250 | 625 63 64 64 54 58 56
1000 | 472 | 1699 | 0.60 [ 150 59 50 52 42 45 42 1000 | 472 | 1699 | 250 | 625 66 66 66 57 61 58
1200 | 566 | 2039 | 0.60 [ 150 62 54 53 44 47 44 1200 | 566 | 2039 | 2.50 | 625 69 69 68 59 63 60
1400 661 2379 | 0.60 150 64 55 53 44 48 45 1400 661 2379 | 2.50 625 71 69 70 61 64 62
1600 | 755 | 2718 | 0.60 | 150 64 57 56 47 49 47 1600 | 755 | 2718 | 2.50 | 625 73 71 71 62 65 63
1800 | 850 | 3058 | 0.60 [ 150 68 60 58 48 49 47 1800 | 850 | 3058 | 2.50 | 625 75 73 72 63 66 64
2000 | 944 | 3398 | 0.60 [ 150 69 63 59 50 50 48 2000 | 944 | 3398 | 2.50 | 625 76 74 74 64 67 65
2200 | 1038 | 3738 | 0.60 150 71 65 61 51 50 48 2200 | 1038 | 3738 | 2.50 625 78 76 75 65 68 65
2400 | 1133 | 4078 | 0.60 | 150 72 67 63 52 51 50 2400 | 1133 | 4078 | 2.50 | 625 79 77 76 66 68 66
200 94 340 1.00 [ 250 36 42 44 28 33 31 200 94 340 [ 3.00 | 750 44 52 53 38 42 42
400 189 680 1.00 250 45 50 49 38 41 37 400 189 680 3.00 750 53 58 58 47 53 51
600 283 | 1019 [ 1.00 | 250 54 52 52 42 46 42 600 283 | 1019 [ 3.00 | 750 59 62 62 53 57 55
800 378 | 1359 | 1.00 | 250 59 55 55 45 49 45 800 378 | 1359 | 3.00 | 750 64 65 65 56 60 58
1000 | 472 | 1699 | 1.00 [ 250 61 57 57 48 51 48 1000 | 472 | 1699 | 3.00 [ 750 67 67 68 59 63 60
1200 566 2039 | 1.00 250 64 59 59 50 53 50 1200 566 2039 | 3.00 750 70 71 70 61 65 62
1400 | 661 | 2379 | 1.00 | 250 66 60 60 50 54 51 1400 | 661 | 2379 | 3.00 | 750 72 71 72 63 66 64
1600 | 755 | 2718 | 1.00 | 250 67 62 61 52 55 52 1600 | 755 | 2718 | 3.00 | 750 74 72 73 64 67 65
1800 | 850 | 3058 | 1.00 [ 250 70 65 63 53 55 53 1800 | 850 | 3058 | 3.00 [ 750 76 74 74 65 68 66
2000 944 3398 | 1.00 250 71 67 64 55 56 54 2000 944 3398 | 3.00 750 77 76 75 66 69 67
2200 | 1038 | 3738 | 1.00 [ 250 73 69 66 56 57 55 2200 | 1038 | 3738 | 3.00 | 750 79 77 76 67 70 67
2400 | 1133 | 4078 | 1.00 [ 250 75 71 67 57 57 56 2400 | 1133 | 4078 | 3.00 [ 750 80 79 78 68 70 68
200 94 340 1.50 375 39 46 49 32 35 34 200 94 340 3.50 875 45 52 54 40 43 44
400 189 680 150 | 375 49 53 52 41 45 42 400 189 680 [ 3.50 | 875 54 60 60 49 54 53
600 283 | 1019 | 1.50 | 375 56 56 56 46 50 47 600 283 | 1019 | 3.50 | 875 60 64 63 54 58 56
800 378 [ 1359 | 1.50 | 375 61 59 59 49 53 50 800 378 [ 1359 | 3.50 | 875 65 67 67 57 62 59
1000 472 1699 [ 1.50 375 63 61 61 52 56 52 1000 472 1699 | 3.50 875 68 69 69 61 65 62
1200 | 566 | 2039 | 1.50 [ 375 66 63 63 54 57 54 1200 | 566 | 2039 | 3.50 | 875 71 72 71 62 66 64
1400 | 661 | 2379 | 1.50 | 375 68 64 64 55 58 56 1400 | 661 | 2379 | 3.50 | 875 73 72 73 64 68 65
1600 | 755 | 2718 | 1.50 | 375 70 66 66 57 59 57 1600 | 755 | 2718 | 3.50 | 875 75 74 74 66 69 67
1800 850 3058 | 1.50 375 72 68 67 58 60 58 1800 850 3058 | 3.50 875 77 76 76 67 70 68
2000 | 944 | 3398 | 1.50 [ 375 74 70 68 59 61 59 2000 | 944 | 3398 | 3.50 | 875 78 77 77 68 71 68
2200 | 1038 | 3738 | 1.50 | 375 75 72 70 60 61 59 2200 | 1038 | 3738 | 3.50 | 875 80 78 78 68 72 69
2400 | 1133 | 4078 | 1.50 | 375 77 74 71 61 62 60 2400 | 1133 | 4078 | 3.50 | 875 81 80 79 69 72 70
200 94 340 | 2.00 | 500 41 48 51 35 38 37 200 94 340 [ 4.00 | 1000 46 52 53 41 44 45
400 189 680 [ 2.00 | 500 51 55 55 44 48 46 400 189 680 [ 4.00 | 1000 55 61 61 50 56 55
600 283 | 1019 | 2.00 | 500 57 59 58 49 53 50 600 283 | 1019 | 4.00 | 1000 61 65 65 55 60 58
800 378 1359 | 2.00 500 62 62 61 52 56 53 800 378 1359 [ 4.00 | 1000 66 68 68 59 63 61
1000 | 472 | 1699 | 2.00 | 500 65 64 64 55 59 56 1000 | 472 | 1699 | 4.00 [ 1000 69 70 71 62 66 63
1200 | 566 | 2039 | 2.00 [ 500 68 66 66 57 60 58 1200 | 566 | 2039 | 4.00 [ 1000 71 74 73 64 68 65
1400 | 661 | 2379 | 2.00 [ 500 70 67 68 58 62 59 1400 | 661 | 2379 | 4.00 [ 1000 73 74 74 65 70 67
1600 755 2718 | 2.00 500 72 69 69 60 63 60 1600 755 2718 | 4.00 | 1000 75 75 76 67 71 68
1800 | 850 | 3058 | 2.00 [ 500 74 71 70 61 64 61 1800 | 850 | 3058 | 4.00 [ 1000 77 77 77 68 72 69
2000 | 944 | 3398 | 2.00 | 500 75 72 71 62 64 62 2000 | 944 | 3398 | 4.00 [ 1000 79 78 78 69 72 70
2200 | 1038 | 3738 | 2.00 [ 500 77 74 72 63 65 62 2200 | 1038 | 3738 | 4.00 [ 1000 81 79 79 70 73 71
2400 | 1133 | 4078 | 2.00 500 78 76 74 63 65 64 2400 | 1133 | 4078 | 4.00 [ 1000 81 81 80 70 74 71
Notes

1. All Data was obtained from testing in accordance with ASHRAE/ANSI Standard 130, Methods of Testing Air Terminal Units
2. DPS is the difference in static pressure across the valve.
3. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.




Valves with Neutralizers: 14-inch Supply (dual only)

Medium Pressure Accel Il Airflow Control Valves
Discharge With Neutralizer Sound Power Level Test Data

Size 214
Sound Power Levels in dB ref 10112 Watts Sound Power Levels in dB ref 10112 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m¥h [inwc | Pa | 125 | 250 | 500 [ 1000 | 2000 | 4000 cim | s [ m¥h [inwc ] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000
400 189 680 [ 0.60 | 150 39 42 42 32 27 25 400 189 680 [ 2.50 | 625 46 51 53 45 40 47
800 378 [ 1359 | 0.60 | 150 42 51 46 41 39 33 800 378 [ 1359 | 2.50 | 625 55 61 62 55 53 51
1200 566 2039 | 0.60 150 49 54 50 46 44 39 1200 566 2039 | 2.50 625 60 66 65 60 59 55
1600 | 755 | 2718 | 0.60 | 150 50 58 53 49 45 42 1600 | 755 | 2718 | 2.50 | 625 63 70 67 64 63 59
2000 | 944 | 3398 | 0.60 [ 150 58 60 55 50 46 44 2000 | 944 | 3398 | 250 | 625 68 72 69 66 65 61
2400 | 1133 | 4078 | 0.60 [ 150 62 65 58 52 48 45 2400 | 1133 | 4078 | 2.50 | 625 71 75 71 68 67 61
2800 | 1321 | 4757 | 0.60 150 64 67 60 52 49 46 2800 | 1321 | 4757 | 2.50 625 72 77 73 69 68 64
3200 | 1510 | 5437 | 0.60 | 150 67 69 62 53 51 47 3200 | 1510 | 5437 [ 2.50 | 625 76 79 75 70 69 65
3600 | 1699 | 6116 | 0.60 [ 150 69 71 65 55 52 49 3600 | 1699 | 6116 | 2.50 | 625 78 81 76 71 69 66
4000 | 1888 [ 6796 | 0.60 | 150 71 74 67 55 52 50 4000 | 1888 | 6796 | 2.50 | 625 78 83 78 71 70 67
4400 | 2077 | 7476 | 0.60 150 75 75 70 56 52 50 4400 | 2077 | 7476 | 2.50 625 82 85 80 72 70 68
4800 | 2265 | 8155 [ 0.60 | 150 77 78 72 56 53 51 4800 | 2265 | 8155 [ 2.50 | 625 84 85 81 72 71 68
400 189 680 1.00 [ 250 41 45 47 37 31 31 400 189 680 [ 3.00 | 750 48 52 55 47 42 50
800 378 1359 | 1.00 250 47 55 52 46 43 39 800 378 1359 | 3.00 750 56 63 64 57 55 53
1200 | 566 | 2039 | 1.00 [ 250 53 58 55 51 49 44 1200 | 566 | 2039 | 3.00 | 750 61 67 66 62 60 57
1600 | 755 | 2718 | 1.00 | 250 57 62 58 54 52 47 1600 | 755 | 2718 | 3.00 | 750 64 71 69 65 64 61
2000 | 944 | 3398 | 1.00 [ 250 61 64 60 56 54 50 2000 | 944 | 3398 | 3.00 [ 750 69 74 71 68 67 63
2400 | 1133 | 4078 | 1.00 250 65 68 63 57 54 51 2400 | 1133 | 4078 | 3.00 750 72 76 72 69 69 65
2800 | 1321 | 4757 | 1.00 | 250 67 71 65 59 55 52 2800 | 1321 | 4757 | 3.00 | 750 73 78 74 71 70 66
3200 | 1510 | 5437 | 1.00 | 250 70 73 67 59 57 54 3200 | 1510 [ 5437 | 3.00 | 750 77 81 76 72 71 67
3600 | 1699 | 6116 | 1.00 [ 250 72 75 69 60 58 55 3600 | 1699 | 6116 | 3.00 [ 750 79 82 78 73 71 68
4000 | 1888 | 6796 [ 1.00 250 74 76 71 61 58 55 4000 | 1888 | 6796 [ 3.00 750 79 84 79 73 72 69
4400 | 2077 | 7476 | 1.00 250 77 79 74 62 58 56 4400 | 2077 | 7476 | 3.00 750 83 86 81 74 72 70
4800 | 2265 | 8155 [ 1.00 | 250 79 81 75 62 58 56 4800 | 2265 [ 8155 [ 3.00 | 750 85 87 83 74 73 70
400 189 680 1.50 375 44 48 49 40 35 37 400 189 680 3.50 875 48 53 55 48 44 52
800 378 [ 1359 | 1.50 | 375 51 58 56 50 47 44 800 378 [ 1359 | 3.50 | 875 57 64 64 58 56 54
1200 | 566 | 2039 | 1.50 | 375 56 62 59 55 53 49 1200 | 566 | 2039 | 3.50 | 875 62 69 68 63 62 58
1600 | 755 | 2718 | 1.50 | 375 59 66 62 58 56 52 1600 | 755 | 2718 | 3.50 | 875 66 72 71 67 66 62
2000 944 3398 | 1.50 375 64 69 65 60 58 54 2000 944 3398 | 3.50 875 70 75 73 69 69 65
2400 | 1133 | 4078 | 1.50 | 375 67 71 66 62 59 56 2400 | 1133 | 4078 | 3.50 | 875 73 76 74 71 70 67
2800 | 1321 | 4757 | 1.50 | 375 69 74 68 63 60 57 2800 | 1321 | 4757 | 3.50 | 875 74 79 76 72 72 68
3200 | 1510 | 5437 | 1.50 | 375 73 76 70 64 62 59 3200 | 1510 | 5437 | 3.50 | 875 78 81 77 74 72 69
3600 | 1699 | 6116 | 1.50 375 75 78 72 65 62 59 3600 | 1699 | 6116 | 3.50 875 80 83 79 74 73 70
4000 | 1888 | 6796 | 1.50 | 375 76 79 74 65 63 60 4000 | 1888 | 6796 | 3.50 | 875 80 85 80 75 74 70
4400 | 2077 | 7476 | 1.50 | 375 79 82 76 66 64 61 4400 | 2077 | 7476 | 3.50 | 875 84 87 82 76 74 72
4800 | 2265 | 8155 | 1.50 | 375 81 82 78 67 65 63 4800 | 2265 | 8155 | 3.50 | 875 85 88 84 76 75 73
400 189 680 [ 2.00 | 500 46 50 50 43 37 42 400 189 680 | 4.00 [ 1000 49 53 57 49 44 54
800 378 | 1359 | 2.00 | 500 54 60 59 53 50 47 800 378 | 1359 | 4.00 | 1000 57 65 66 59 57 56
1200 | 566 | 2039 | 2.00 [ 500 59 64 62 58 55 52 1200 | 566 | 2039 | 4.00 [ 1000 63 69 69 64 63 60
1600 755 2718 | 2.00 500 62 68 65 61 59 55 1600 755 2718 | 4.00 | 1000 67 73 72 68 67 63
2000 | 944 | 3398 | 2.00 [ 500 66 71 67 63 61 58 2000 | 944 | 3398 | 4.00 [ 1000 71 76 74 71 70 66
2400 | 1133 | 4078 | 2.00 | 500 69 73 69 65 63 60 2400 | 1133 | 4078 | 4.00 [ 1000 74 78 75 72 72 68
2800 | 1321 | 4757 | 2.00 [ 500 71 75 71 66 64 61 2800 | 1321 | 4757 | 4.00 [ 1000 75 80 77 74 73 69
3200 | 1510 | 5437 | 2.00 500 74 78 73 67 65 61 3200 | 1510 | 5437 [ 4.00 | 1000 79 82 78 75 73 70
3600 | 1699 | 6116 | 2.00 [ 500 77 80 75 68 66 61 3600 | 1699 | 6116 [ 4.00 | 1000 81 84 80 75 74 71
4000 | 1888 | 6796 | 2.00 | 500 77 81 76 69 66 62 4000 | 1888 [ 6796 | 4.00 | 1000 81 86 81 76 75 72
4400 | 2077 | 7476 | 2.00 | 500 81 83 78 69 67 63 4400 | 2077 [ 7476 | 4.00 | 1000 85 88 83 77 76 73
4800 | 2265 | 8155 [ 2.00 500 82 84 80 70 66 65 4800 | 2265 | 8155 [ 4.00 | 1000 87 89 84 78 76 73
Notes

1. All Data was obtained from testing in accordance with ASHRAE/ANSI Standard 130, Methods of Testing Air Terminal Units
2. DPS is the difference in static pressure across the valve.
3. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.




Valves with Neutralizers: 8-inch Shut-off Supply

Shut-off Valve with Neutralizer
Discharge Sound Power Level Performance Data

Size 08
Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cim | Us [ m%h | inwc| Pa | 125 ] 250 | 500 [ 1000 | 2000 [ 4000 cim | Us [ m%h [inwc] Pa [ 125 ] 250 [ 500 [ 1000 [ 2000 | 4000
50 25 85 0.60 150 39 40 38 16 29 20 50 25 85 2.50 625 51 53 50 35 48 46
100 45 170 0.60 150 50 50 38 20 33 25 100 45 170 2.50 625 56 58 54 42 49 46
150 70 250 0.60 150 52 53 46 26 34 30 150 70 250 2.50 625 59 62 57 44 51 47
200 95 340 | 0.60 150 53 54 48 32 35 33 200 95 340 | 2.50 | 625 62 64 61 46 53 49
250 120 420 0.60 150 53 55 49 37 37 36 250 120 420 2.50 625 63 68 63 49 53 52
300 140 510 0.60 150 55 56 49 40 38 37 300 140 510 2.50 625 64 69 65 51 53 53
350 160 590 0.60 150 57 58 50 42 41 38 350 160 590 2.50 625 66 70 66 54 54 56
400 190 680 | 0.60 150 60 60 49 44 44 37 400 190 680 | 2.50 | 625 66 71 67 56 56 56
450 210 760 0.60 150 62 61 51 46 47 39 450 210 760 2.50 625 69 71 67 58 57 57
500 230 850 0.60 150 64 62 52 48 50 40 500 230 850 2.50 625 70 72 67 61 59 58
600 280 1000 | 0.60 150 66 65 56 52 53 41 600 280 1000 | 2.50 625 71 73 69 63 62 59
50 25 85 1.00 250 43 45 44 28 37 32 50 25 85 3.00 750 52 55 51 37 51 49
100 45 170 1.00 250 52 53 44 30 40 34 100 45 170 3.00 750 57 59 56 44 52 49
150 70 250 1.00 250 55 56 51 35 42 37 150 70 250 3.00 750 60 64 59 46 54 50
200 95 340 | 1.00 | 250 55 58 53 36 41 39 200 95 340 | 3.00 | 750 63 66 63 49 56 52
250 120 420 1.00 250 57 60 54 4 42 4 250 120 420 3.00 750 64 70 66 51 56 54
300 140 510 1.00 250 59 61 55 45 43 44 300 140 510 3.00 750 65 71 67 53 56 55
350 160 590 1.00 250 60 63 55 46 45 43 350 160 590 3.00 750 67 71 68 56 57 58
400 190 680 | 1.00 | 250 62 64 55 47 46 44 400 190 680 | 3.00 | 750 67 72 68 58 58 59
450 210 760 1.00 250 64 65 56 49 50 45 450 210 760 3.00 750 71 73 69 61 59 60
500 230 850 1.00 250 66 65 57 52 53 46 500 230 850 3.00 750 71 73 69 63 61 61
600 280 1000 | 1.00 250 68 68 60 55 56 47 600 280 1000 | 3.00 750 72 74 71 65 60 62
50 25 85 1.50 375 46 49 46 32 42 38 50 25 85 3.50 875 53 56 53 38 52 52
100 45 170 1.50 375 54 55 49 34 43 39 100 45 170 3.50 875 57 60 57 45 55 52
150 70 250 1.50 375 57 59 54 39 46 41 150 70 250 3.50 875 61 65 61 48 56 54
200 95 340 | 1.50 | 375 58 60 57 41 46 44 200 95 340 | 3.50 | 875 65 67 64 51 59 55
250 120 420 1.50 375 60 63 58 44 47 46 250 120 420 3.50 875 65 71 68 53 59 56
300 140 510 1.50 375 61 64 60 47 48 48 300 140 510 3.50 875 66 72 69 55 58 57
350 160 590 1.50 375 63 66 61 50 49 49 350 160 590 3.50 875 67 73 70 57 59 60
400 190 680 | 1.50 | 375 64 67 60 51 50 50 400 190 680 | 3.50 | 875 68 73 70 60 60 61
450 210 760 1.50 375 66 68 61 53 53 50 450 210 760 3.50 875 70 74 71 63 61 62
500 230 850 1.50 375 68 68 61 56 55 50 500 230 850 3.50 875 71 74 71 64 63 63
600 280 1000 | 1.50 375 70 70 64 58 58 52 600 280 1000 | 3.50 875 73 75 72 67 65 64
50 25 85 2.00 500 49 51 48 35 46 4 50 25 85 4.00 | 1000 54 58 54 40 54 52
100 45 170 2.00 500 55 57 52 38 46 43 100 45 170 4.00 | 1000 58 61 58 47 58 53
150 70 250 2.00 500 58 61 56 42 48 44 150 70 250 4.00 | 1000 62 66 62 50 58 57
200 95 340 | 2.00 | 500 60 62 59 44 50 47 200 95 340 | 4.00 | 1000 66 68 65 53 61 58
250 120 420 2.00 500 61 66 61 47 51 50 250 120 420 4.00 | 1000 66 72 70 55 61 58
300 140 510 2.00 500 63 67 63 50 51 51 300 140 510 4.00 | 1000 67 73 70 56 60 58
350 160 590 2.00 500 64 68 63 52 52 53 350 160 590 4.00 | 1000 68 74 71 58 61 62
400 190 680 | 2.00 | 500 65 69 63 54 53 53 400 190 680 | 4.00 | 1000 69 74 71 61 61 62
450 210 760 2.00 500 67 70 64 54 55 54 450 210 760 4.00 | 1000 70 75 73 65 63 64
500 230 850 2.00 500 69 70 65 59 57 55 500 230 850 4.00 | 1000 72 75 72 65 65 66
600 280 1000 | 2.00 500 71 72 67 60 60 57 600 280 1000 | 4.00 [ 1000 73 76 73 69 67 66

Sound Power Level Performance Data

Notes

1. DPS is the difference in static pressure across the valve.
2. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.
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Valves with Neutralizers: 10-inch Shut-off Supply

Shut-off Valve with Neutralizer
Discharge Sound Power Level Performance Data

Size 10
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ mh [inwc] Pa | 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim | s [ m%h [inwc] Pa | 125 ] 250 [ 500 [ 1000 [ 2000 | 4000
100 45 170 0.60 150 56 51 38 33 33 28 100 45 170 2.50 625 53 54 51 46 49 48
200 95 340 0.60 150 56 53 44 39 36 34 200 95 340 2.50 625 59 63 58 55 52 49
300 140 510 | 0.60 150 56 54 47 44 40 38 300 140 510 | 2.50 | 625 65 67 62 58 54 53
400 190 680 | 0.60 150 57 55 47 46 42 41 400 190 680 | 2.50 | 625 67 70 64 60 56 56
500 230 850 0.60 150 57 56 49 47 43 43 500 230 850 2.50 625 69 71 66 63 59 59
600 280 1000 | 0.60 150 59 56 51 48 44 46 600 280 1000 | 2.50 625 70 74 67 64 60 60
700 330 | 1200 | 0.60 150 59 57 53 49 46 48 700 330 | 1200 | 2.50 | 625 72 75 68 65 61 62
800 380 | 1350 | 0.60 150 63 58 54 50 47 49 800 380 | 1350 | 2.50 | 625 74 75 69 66 62 62
100 45 170 1.00 250 56 53 43 38 40 34 100 45 170 3.00 750 56 55 52 47 49 49
200 95 340 | 1.00 | 250 58 56 48 44 43 38 200 95 340 | 3.00 | 750 60 64 59 55 52 52
300 140 510 | 1.00 | 250 59 59 51 49 46 43 300 140 510 | 3.00 | 750 64 68 65 61 55 53
400 190 680 1.00 250 61 60 53 51 47 46 400 190 680 3.00 750 68 71 66 62 56 56
500 230 850 1.00 250 63 61 54 53 49 48 500 230 850 3.00 750 70 72 67 64 59 59
600 280 | 1000 | 1.00 | 250 65 63 56 54 50 50 600 280 | 1000 | 3.00 | 750 71 75 68 66 60 61
700 330 | 1200 | 1.00 | 250 65 63 58 55 52 50 700 330 | 1200 | 3.00 | 750 73 76 69 67 62 62
800 380 1350 | 1.00 250 66 64 59 57 53 52 800 380 1350 | 3.00 750 74 76 71 68 63 63
100 45 170 | 150 [ 375 59 54 45 41 43 39 100 45 170 | 3.50 | 875 53 56 53 48 51 51
200 95 340 | 150 | 375 61 59 54 50 47 43 200 95 340 | 3.50 | 875 61 65 60 56 54 53
300 140 510 1.50 375 63 62 56 52 48 46 300 140 510 3.50 875 68 69 66 62 57 54
400 190 680 1.50 375 65 65 58 56 51 50 400 190 680 3.50 875 69 72 67 63 58 57
500 230 850 | 1.50 | 375 67 66 59 58 53 52 500 230 850 | 3.50 | 875 71 73 68 65 60 60
600 280 | 1000 | 1.50 | 375 68 68 60 59 54 54 600 280 | 1000 | 3.50 | 875 72 76 69 67 62 62
700 330 1200 | 1.50 375 69 68 61 60 56 55 700 330 1200 | 3.50 875 74 77 70 68 64 64
800 380 1350 | 1.50 375 70 68 63 62 57 56 800 380 1350 | 3.50 875 75 77 72 69 65 65
100 45 170 | 2.00 | 500 62 53 49 43 46 43 100 45 170 | 4.00 | 1000 54 57 54 51 54 55
200 95 340 2.00 500 63 61 55 53 50 46 200 95 340 4.00 1000 62 66 63 59 58 56
300 140 510 2.00 500 64 66 60 55 52 49 300 140 510 4.00 1000 68 71 68 64 60 57
400 190 680 | 2.00 | 500 65 68 61 58 55 53 400 190 680 | 4.00 | 1000 71 73 71 67 62 60
500 230 850 | 2.00 | 500 68 70 64 60 55 55 500 230 850 | 4.00 | 1000 72 75 72 68 63 63
600 280 1000 | 2.00 500 69 72 66 63 57 57 600 280 1000 | 4.00 1000 73 77 73 70 65 65
700 330 1200 | 2.00 500 71 73 66 63 59 59 700 330 1200 | 4.00 1000 75 79 74 71 67 68
800 380 | 1350 | 2.00 | 500 73 74 66 64 61 60 800 380 | 1350 | 4.00 | 1000 76 80 75 71 68 69
Notes
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1. DPS is the difference in static pressure across the valve.
2. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.
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Valves with Neutralizers: 10-inch Dual Shut-off Supply

Shut-off Valve with Neutralizer
Discharge Sound Power Level Performance Data

Dual 10
Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m%h [inwc ][ Pa | 125 | 250 | 500 [ 1000 [ 2000 | 4000 cim | s [ m*%h [inwc | Pa | 125 | 250 | 500 [ 1000 | 2000 | 4000
200 94 340 | 0.60 150 55 46 43 36 38 30 200 94 340 | 250 | 625 57 58 53 50 55 51
300 142 510 0.60 150 56 47 44 39 40 33 300 142 510 2.50 625 59 60 57 55 56 52
400 189 680 0.60 150 56 48 45 42 41 36 400 189 680 2.50 625 60 63 61 57 57 54
500 236 850 | 0.60 150 56 49 46 44 43 38 500 236 850 | 2.50 | 625 62 65 63 59 58 55
600 283 1019 [ 0.60 150 57 50 47 45 44 40 600 283 1019 | 2.50 625 65 67 65 61 59 57
700 330 1189 | 0.60 150 57 51 48 46 45 42 700 330 1189 | 2.50 625 66 68 66 62 60 58
800 378 | 1359 [ 0.60 150 58 53 49 47 46 43 800 378 | 1359 [ 2.50 | 625 67 69 67 63 61 60
900 425 | 1529 | 0.60 150 58 54 50 48 48 46 900 425 | 1529 | 2.50 | 625 68 70 68 64 62 61
1000 472 1699 | 0.60 150 59 55 51 48 48 47 1000 472 1699 | 2.50 625 69 71 68 65 63 62
1100 | 519 [ 1869 | 0.60 150 59 56 51 49 49 49 1100 | 519 [ 1869 | 2.50 | 625 70 72 68 65 64 63
1200 | 566 [ 2039 | 0.60 150 60 57 52 49 49 50 1200 | 566 [ 2039 | 2.50 | 625 71 73 69 66 65 64
1300 614 2209 | 0.60 150 60 58 53 50 50 51 1300 614 2209 [ 2.50 625 72 74 69 67 66 64
1400 | 661 [ 2379 | 0.60 150 60 59 54 50 50 51 1400 | 661 [ 2379 | 2.50 | 625 73 75 70 68 66 65
1500 | 708 [ 2549 | 0.60 150 61 60 54 50 51 51 1500 | 708 [ 2549 | 2.50 | 625 74 76 71 68 67 65
1600 755 2718 | 0.60 150 61 61 55 51 52 52 1600 755 2718 | 2.50 625 75 77 71 69 68 66
1700 | 802 [ 2888 | 0.60 150 61 61 55 51 52 52 1700 | 802 [ 2888 | 2.50 | 625 77 78 72 69 68 66
200 94 340 1.00 250 52 54 48 41 45 37 200 94 340 3.00 750 56 59 55 53 57 54
300 142 510 1.00 | 250 55 55 50 45 46 40 300 142 510 | 3.00 [ 750 61 62 58 56 58 55
400 189 680 1.00 | 250 56 56 51 47 47 43 400 189 680 | 3.00 [ 750 63 65 62 60 59 56
500 236 850 1.00 250 57 57 52 49 49 46 500 236 850 3.00 750 64 66 63 61 60 57
600 283 1019 | 1.00 250 58 58 53 51 50 47 600 283 1019 | 3.00 750 66 68 64 62 61 59
700 330 | 1189 [ 1.00 | 250 59 59 54 52 51 49 700 330 | 1189 [ 3.00 | 750 67 70 66 63 62 60
800 378 | 1359 [ 1.00 | 250 60 60 54 53 52 50 800 378 | 1359 [ 3.00 | 750 68 71 67 64 63 61
900 425 1529 | 1.00 250 61 61 55 53 53 51 900 425 1529 | 3.00 750 69 72 69 65 64 62
1000 | 472 | 1699 | 1.00 | 250 62 62 56 54 54 52 1000 | 472 [ 1699 | 3.00 | 750 70 73 70 66 65 63
1100 | 519 [ 1869 | 1.00 | 250 63 63 56 55 54 52 1100 | 519 [ 1869 | 3.00 | 750 71 74 71 67 66 64
1200 566 2039 | 1.00 250 64 63 57 55 55 53 1200 566 2039 [ 3.00 750 72 75 72 68 67 65
1300 | 614 [ 2209 | 1.00 | 250 65 64 58 56 55 54 1300 | 614 [ 2209 | 3.00 | 750 73 76 72 69 68 66
1400 | 661 [ 2379 | 1.00 | 250 66 65 59 56 56 54 1400 | 661 [ 2379 | 3.00 | 750 74 77 73 70 68 67
1500 708 2549 | 1.00 250 67 66 60 57 56 55 1500 708 2549 [ 3.00 750 75 77 73 70 69 67
1600 | 755 [ 2718 | 1.00 | 250 68 67 60 57 57 55 1600 | 755 [ 2718 | 3.00 | 750 76 78 74 71 69 68
1700 | 802 [ 2888 | 1.00 | 250 69 67 61 58 57 56 1700 | 802 [ 2888 | 3.00 | 750 77 79 74 71 70 68
200 94 340 1.50 | 375 52 53 49 45 49 43 200 94 340 | 3.50 | 875 60 60 56 53 60 56
300 142 510 1.50 | 375 55 57 55 50 52 45 300 142 510 | 3.50 | 875 61 63 60 58 61 57
400 189 680 1.50 375 58 61 57 51 52 48 400 189 680 3.50 875 63 66 63 61 61 58
500 236 850 1.50 375 60 64 58 53 53 50 500 236 850 3.50 875 65 67 66 63 62 59
600 283 | 1019 [ 1.50 | 375 61 65 59 55 54 52 600 283 | 1019 | 3.50 | 875 67 69 69 64 63 60
700 330 1189 [ 1.50 375 62 66 59 56 55 53 700 330 1189 | 3.50 875 68 71 71 66 64 62
800 378 1359 | 1.50 375 63 66 60 57 56 54 800 378 1359 | 3.50 875 69 72 72 67 65 63
900 425 | 1529 | 1.50 | 375 64 67 60 58 57 55 900 425 | 1529 | 3.50 | 875 70 74 73 68 66 64
1000 | 472 | 1699 | 1.50 | 375 65 67 61 59 58 56 1000 | 472 [ 1699 | 3.50 | 875 71 75 73 69 67 65
1100 519 1869 | 1.50 375 67 68 61 60 59 57 1100 519 1869 | 3.50 875 72 75 74 70 68 66
1200 | 566 [ 2039 | 1.50 | 375 68 69 62 61 60 58 1200 | 566 [ 2039 | 3.50 | 875 73 76 74 70 68 67
1300 | 614 [ 2209 | 1.50 | 375 69 69 63 61 60 58 1300 | 614 [ 2209 | 3.50 | 875 74 77 75 71 69 68
1400 661 2379 | 1.50 375 71 70 63 62 61 58 1400 661 2379 | 3.50 875 75 78 75 71 70 68
1500 | 708 [ 2549 | 1.50 | 375 72 70 64 62 61 59 1500 | 708 [ 2549 | 3.50 | 875 76 78 75 72 70 69
1600 | 755 | 2718 | 1.50 | 375 73 71 65 63 62 59 1600 | 755 [ 2718 | 3.50 | 875 76 79 76 72 70 69
1700 802 2888 | 1.50 375 74 72 65 63 62 60 1700 802 2888 [ 3.50 875 77 80 76 72 71 69
200 94 340 | 2.00 | 500 54 56 53 48 53 47 200 94 340 | 4.00 [ 1000 58 63 58 54 60 58
300 142 510 2.00 500 57 59 56 53 54 49 300 142 510 4.00 | 1000 61 64 62 59 63 59
400 189 680 2.00 500 59 61 59 54 55 51 400 189 680 4.00 | 1000 63 67 64 62 64 60
500 236 850 | 2.00 | 500 62 64 62 57 56 53 500 236 850 | 4.00 [ 1000 66 68 67 65 65 61
600 283 1019 [ 2.00 500 64 66 63 58 57 54 600 283 1019 | 4.00 [ 1000 67 69 70 66 65 62
700 330 1189 | 2.00 500 65 68 64 59 58 56 700 330 1189 | 4.00 [ 1000 68 72 72 67 66 63
800 378 | 1359 [ 2.00 | 500 66 69 64 60 59 58 800 378 | 1359 [ 4.00 | 1000 70 73 73 68 67 64
900 425 | 1529 | 2.00 | 500 67 70 65 61 60 59 900 425 | 1529 | 4.00 [ 1000 71 75 74 69 68 65
1000 472 1699 | 2.00 500 68 71 65 62 61 60 1000 472 1699 | 4.00 [ 1000 72 75 75 70 68 66
1100 | 519 [ 1869 | 2.00 | 500 69 71 65 63 62 60 1100 | 519 [ 1869 | 4.00 | 1000 73 76 76 71 69 67
1200 | 566 | 2039 | 2.00 | 500 70 72 66 64 63 61 1200 | 566 [ 2039 | 4.00 | 1000 74 77 77 72 70 68
1300 614 2209 | 2.00 500 71 72 66 64 63 61 1300 614 2209 | 4.00 | 1000 75 78 77 73 71 69
1400 | 661 [ 2379 | 2.00 | 500 72 73 67 65 64 62 1400 | 661 [ 2379 | 4.00 | 1000 76 79 78 73 71 70
1500 | 708 [ 2549 | 2.00 | 500 73 74 68 66 65 62 1500 | 708 [ 2549 | 4.00 | 1000 77 79 78 74 72 70
1600 755 2718 | 2.00 500 74 75 68 66 65 63 1600 755 2718 [ 4.00 | 1000 77 80 79 74 73 71
1700 | 802 [ 2888 | 2.00 | 500 75 75 69 67 66 63 1700 | 802 [ 2888 | 4.00 | 1000 78 81 79 75 73 72
Notes

Sound Power Level Performance Data

1. DPS is the difference in static pressure across the valve.
2. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.
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Valves with Neutralizers: 12-inch Shut-off Supply

Shut-off Valve with Neutralizer
Discharge Sound Power Level Performance Data

Size 12
Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s | m*h | inwec] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000 cim [ s [ m*h |inwec] Pa [ 125 | 250 | 500 [ 1000 | 2000 [ 4000
200 94 340 0.60 150 44 52 42 38 35 27 200 94 340 2.50 625 52 56 53 48 50 47
300 142 510 0.60 150 47 53 43 41 38 34 300 142 510 2.50 625 56 60 55 53 51 49
400 189 680 | 0.60 150 50 54 46 43 39 36 400 189 680 | 2.50 | 625 57 63 59 55 53 52
500 236 850 0.60 150 53 55 47 45 41 39 500 236 850 2.50 625 60 65 61 57 55 54
600 283 1019 | 0.60 150 55 56 47 46 42 40 600 283 1019 | 2.50 625 63 68 62 58 56 56
700 330 1189 | 0.60 150 58 57 48 47 44 43 700 330 1189 | 2.50 625 65 70 63 59 57 57
800 378 | 1359 | 0.60 150 61 58 49 48 45 49 800 378 | 1359 | 2.50 | 625 67 72 64 60 58 58
900 425 1529 | 0.60 150 62 59 50 49 46 49 900 425 1529 | 2.50 625 69 73 64 61 59 59
1000 472 1699 | 0.60 150 63 60 52 50 47 49 1000 472 1699 | 2.50 625 70 73 65 62 59 60
1100 519 1869 | 0.60 150 63 61 53 51 48 49 1100 519 1869 | 2.50 625 71 74 66 62 60 61
1200 [ 566 | 2039 | 0.60 150 63 61 54 52 49 50 1200 [ 566 | 2039 | 2.50 | 625 72 74 67 63 61 61
1300 614 2209 | 0.60 150 64 62 56 53 50 50 1300 614 2209 | 2.50 625 74 75 68 63 62 62
200 94 340 1.00 250 50 55 45 41 42 34 200 94 340 3.00 750 52 55 54 49 52 51
300 142 510 | 1.00 [ 250 54 56 49 46 44 40 300 142 510 | 3.00 | 750 55 60 56 53 53 52
400 189 680 1.00 250 58 58 50 48 45 43 400 189 680 3.00 750 57 64 59 56 55 54
500 236 850 1.00 250 62 59 52 50 47 45 500 236 850 3.00 750 60 66 62 57 56 55
600 283 1019 | 1.00 250 64 61 54 51 48 47 600 283 1019 | 3.00 750 62 68 64 58 57 56
700 330 | 1189 | 1.00 | 250 65 61 55 52 49 49 700 330 | 1189 | 3.00 | 750 65 70 65 59 58 57
800 378 1359 | 1.00 250 65 62 56 53 50 50 800 378 1359 | 3.00 750 67 72 66 60 59 58
900 425 1529 | 1.00 250 66 63 57 54 51 51 900 425 1529 | 3.00 750 69 73 67 61 60 59
1000 472 1699 | 1.00 250 67 63 57 55 52 52 1000 472 1699 | 3.00 750 70 74 67 62 61 60
1100 [ 519 | 1869 | 1.00 | 250 67 64 58 56 53 53 1100 [ 519 | 1869 | 3.00 | 750 71 75 68 63 62 61
1200 566 2039 | 1.00 250 68 64 59 57 55 54 1200 566 2039 | 3.00 750 72 75 69 64 63 62
1300 614 2209 | 1.00 250 69 65 60 58 55 55 1300 614 2209 | 3.00 750 74 76 69 65 64 63
200 94 340 | 1.50 | 375 54 56 49 44 47 41 200 94 340 | 3.50 | 875 52 55 55 50 56 52
300 142 510 1.50 375 58 60 53 50 48 46 300 142 510 3.50 875 54 60 58 54 57 54
400 189 680 1.50 375 62 63 56 52 49 48 400 189 680 3.50 875 57 64 60 58 57 55
500 236 850 1.50 375 65 65 57 54 51 50 500 236 850 3.50 875 60 67 63 58 58 56
600 283 | 1019 | 1.50 | 375 67 67 58 55 52 51 600 283 | 1019 | 3.50 | 875 62 69 65 60 59 58
700 330 1189 | 1.50 375 68 67 59 56 53 53 700 330 1189 | 3.50 875 65 70 66 61 60 59
800 378 1359 | 1.50 375 69 68 61 57 54 54 800 378 1359 | 3.50 875 67 72 68 62 61 60
900 425 1529 | 1.50 375 70 68 61 58 55 55 900 425 1529 | 3.50 875 69 73 68 63 62 61
1000 [ 472 | 1699 | 1.50 | 375 71 69 61 59 56 55 1000 [ 472 | 1699 | 3.50 | 875 70 75 69 64 63 62
1100 519 1869 | 1.50 375 71 69 63 60 57 56 1100 519 1869 | 3.50 875 72 76 70 65 64 63
1200 566 2039 | 1.50 375 72 69 63 61 58 57 1200 566 2039 | 3.50 875 73 76 70 66 65 64
1300 614 2209 | 1.50 375 73 70 64 62 59 58 1300 614 2209 | 3.50 875 74 77 70 67 66 67
200 94 340 2.00 500 54 57 52 48 51 45 200 94 340 4.00 1000 52 55 56 51 57 55
300 142 510 2.00 500 57 61 55 53 52 48 300 142 510 4.00 1000 54 60 59 55 58 56
400 189 680 2.00 500 62 64 59 56 53 50 400 189 680 4.00 1000 57 64 61 59 59 57
500 236 850 | 2.00 | 500 66 67 60 57 54 52 500 236 850 | 4.00 | 1000 60 68 64 61 60 58
600 283 1019 | 2.00 500 67 68 61 58 55 54 600 283 1019 | 4.00 1000 62 69 66 62 60 59
700 330 1189 | 2.00 500 68 70 62 59 56 55 700 330 1189 | 4.00 1000 65 71 68 63 61 60
800 378 1359 | 2.00 500 71 71 63 60 57 56 800 378 1359 | 4.00 1000 67 73 69 64 62 61
900 425 | 1529 | 2.00 | 500 71 71 64 60 58 57 900 425 | 1529 | 4.00 | 1000 68 74 70 64 63 62
1000 472 1699 | 2.00 500 73 72 65 61 59 58 1000 472 1699 | 4.00 1000 70 75 71 65 64 63
1100 519 1869 | 2.00 500 74 73 65 62 60 59 1100 519 1869 | 4.00 1000 72 76 71 66 65 64
1200 566 2039 | 2.00 500 75 73 66 63 61 60 1200 566 2039 | 4.00 1000 73 77 72 67 67 66
1300 [ 614 | 2209 | 2.00 | 500 75 73 67 64 62 61 1300 [ 614 | 2209 | 4.00 | 1000 80 81 77 69 69 68
Notes
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1. DPS is the difference in static pressure across the valve.
2. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.
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Valves with Neutralizers: 12-inch Dual Shut-off Exhaust

Shut-off Valve with Neutralizer
Discharge Sound Power Level Performance Data

Size 212
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cim | Us [ m%h [inwc [ Pa | 125 ] 250 | 500 [ 1000 ] 2000 | 4000 cim | s [ m¥h [inwc | Pa | 125 | 250 | 500 | 1000 [ 2000 | 4000
400 189 680 0.60 150 51 52 46 44 40 34 400 189 680 2.50 625 59 62 59 58 59 53
600 283 1019 | 0.60 150 55 55 48 49 44 39 600 283 1019 | 2.50 625 62 66 64 63 61 56
800 378 [ 1359 | 0.60 150 58 56 51 51 47 42 800 378 [ 1359 | 2.50 | 625 66 70 66 65 62 58
1000 472 1699 | 0.60 150 59 57 52 52 49 45 1000 472 1699 | 2.50 625 65 72 67 67 64 61
1200 566 2039 | 0.60 150 60 58 53 53 51 49 1200 566 2039 | 2.50 625 67 74 68 68 65 63
1400 661 2379 | 0.60 150 61 59 54 54 53 52 1400 661 2379 | 2.50 625 68 75 69 69 66 64
1600 [ 755 [ 2718 | 0.60 150 62 61 55 55 54 53 1600 | 755 | 2718 | 2.50 | 625 69 76 70 70 67 65
1800 850 3058 | 0.60 150 63 62 56 55 54 54 1800 850 3058 | 2.50 625 70 77 71 71 68 66
2000 944 3398 | 0.60 150 64 64 57 56 55 55 2000 944 3398 | 2.50 625 72 78 72 72 69 67
2200 | 1038 | 3738 [ 0.60 150 65 66 58 57 55 55 2200 | 1038 | 3738 [ 2.50 625 73 79 73 73 70 68
2400 | 1133 | 4078 [ 0.60 150 67 67 59 57 56 56 2400 | 1133 | 4078 [ 2.50 [ 625 74 80 73 74 71 68
2600 | 1227 | 4417 | 0.60 150 68 68 61 57 56 57 2600 | 1227 | 4417 | 2.50 625 75 81 74 75 71 69
400 189 680 1.00 250 55 58 51 50 48 44 400 189 680 3.00 750 59 62 61 61 62 56
600 283 [ 1019 | 1.00 | 250 60 60 55 54 50 47 600 283 [ 1019 | 3.00 | 750 64 65 65 64 63 58
800 378 1359 | 1.00 250 62 61 56 57 52 50 800 378 1359 | 3.00 750 65 69 68 68 64 61
1000 472 1699 | 1.00 250 63 63 57 58 54 52 1000 472 1699 | 3.00 750 66 73 70 70 66 63
1200 566 2039 | 1.00 250 64 64 58 59 55 54 1200 566 2039 | 3.00 750 68 74 71 71 67 65
1400 [ 661 [ 2379 | 1.00 | 250 65 65 59 60 56 55 1400 | 661 | 2379 | 3.00 | 750 69 75 72 72 68 66
1600 755 2718 | 1.00 250 66 66 60 61 57 56 1600 755 2718 | 3.00 750 70 76 73 73 69 67
1800 850 3058 | 1.00 250 68 67 61 62 58 57 1800 850 3058 | 3.00 750 71 77 74 74 70 68
2000 944 3398 | 1.00 250 69 68 62 62 59 58 2000 944 3398 | 3.00 750 73 79 74 75 71 69
2200 | 1038 | 3738 [ 1.00 [ 250 70 69 63 63 60 59 2200 | 1038 | 3738 [ 3.00 [ 750 74 80 75 75 72 70
2400 | 1133 | 4078 [ 1.00 250 71 71 64 64 61 60 2400 | 1133 | 4078 [ 3.00 750 75 81 75 76 73 71
2600 | 1227 | 4417 | 1.00 250 72 72 65 64 62 61 2600 | 1227 | 4417 | 3.00 750 76 82 76 76 73 71
400 189 680 1.50 | 375 56 64 57 54 54 46 400 189 680 | 3.50 | 875 61 63 61 61 64 59
600 283 1019 | 1.50 375 61 65 59 58 55 51 600 283 1019 | 3.50 875 64 66 66 66 65 60
800 378 1359 | 1.50 375 63 67 61 61 56 54 800 378 1359 | 3.50 875 66 70 69 69 66 62
1000 472 1699 | 1.50 375 64 68 62 62 57 56 1000 472 1699 | 3.50 875 67 73 71 71 67 64
1200 [ 566 [ 2039 | 1.50 | 375 65 69 63 63 58 57 1200 | 566 | 2039 | 3.50 | 875 69 74 72 72 68 66
1400 661 2379 | 1.50 375 66 70 64 64 59 58 1400 661 2379 | 3.50 875 70 75 74 74 69 67
1600 755 2718 | 1.50 375 67 72 65 65 60 59 1600 755 2718 | 3.50 875 71 76 75 75 70 69
1800 850 3058 | 1.50 375 69 72 66 66 61 60 1800 850 3058 | 3.50 875 72 77 76 76 71 70
2000 | 944 | 3398 [ 1.50 [ 375 70 73 67 67 62 61 2000 | 944 | 3398 [ 3.50 [ 875 73 79 76 76 72 71
2200 | 1038 | 3738 [ 1.50 375 71 73 68 68 64 62 2200 | 1038 | 3738 [ 3.50 875 74 80 77 77 73 72
2400 | 1133 | 4078 [ 1.50 375 72 74 69 69 65 63 2400 | 1133 | 4078 [ 3.50 875 75 81 77 78 74 73
2600 | 1227 | 4417 | 1.50 375 73 76 70 69 66 64 2600 | 1227 | 4417 | 3.50 875 77 83 78 79 75 73
400 189 680 2.00 500 57 62 61 56 56 50 400 189 680 4.00 | 1000 61 64 61 62 65 60
600 283 1019 | 2.00 500 62 66 62 61 58 54 600 283 1019 [ 4.00 | 1000 64 67 67 67 66 61
800 378 1359 | 2.00 500 65 69 63 64 60 57 800 378 1359 | 4.00 [ 1000 67 70 70 70 67 63
1000 [ 472 [ 1699 | 2.00 | 500 65 72 64 65 61 58 1000 | 472 | 1699 | 4.00 [ 1000 68 73 72 72 68 65
1200 566 2039 | 2.00 500 66 73 65 66 62 60 1200 566 2039 | 4.00 | 1000 69 75 74 74 69 67
1400 661 2379 | 2.00 500 67 74 66 67 63 61 1400 661 2379 | 4.00 | 1000 70 76 75 75 71 68
1600 755 2718 | 2.00 500 68 75 67 68 64 62 1600 755 2718 | 4.00 | 1000 71 77 76 76 72 70
1800 [ 850 [ 3058 | 2.00 | 500 70 76 68 69 65 63 1800 | 850 | 3058 | 4.00 [ 1000 73 78 77 77 73 71
2000 944 3398 | 2.00 500 71 77 69 70 66 64 2000 944 3398 | 4.00 | 1000 74 79 78 78 74 72
2200 | 1038 | 3738 [ 2.00 500 72 77 70 71 67 65 2200 | 1038 | 3738 [ 4.00 [ 1000 75 80 78 79 75 73
2400 | 1133 | 4078 [ 2.00 500 73 77 71 72 68 66 2400 | 1133 | 4078 | 4.00 [ 1000 76 81 79 80 76 75
2600 | 1227 | 4417 | 2.00 500 74 79 72 73 69 66 2600 | 1227 | 4417 | 4.00 [ 1000 77 82 80 81 77 76

Sound Power Level Performance Data

Notes

1. DPS is the difference in static pressure across the valve.
2. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.
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Valves with Neutralizers: 8-inch Exhaust

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data
Size 08 With Neutralizer

52

Sound Power Levels in dB ref 10-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ m’h [inwc| Pa [ 125 | 250 | 500 [ 1000 | 2000 [ 4000 cim [ Us [ m’h [inwc| Pa [ 125 | 250 | 500 [ 1000 | 2000 [ 4000
50 25 85 0.30 75 37 31 <20 | <20 | <20 | <20 50 25 85 250 | 625 43 39 34 24 32 33
100 45 170 0.30 75 40 32 <20 <20 <20 <20 100 45 170 2.50 625 47 44 43 28 33 34
150 70 250 0.30 75 41 33 23 <20 <20 <20 150 70 250 2.50 625 50 49 46 29 34 35
200 95 340 0.30 75 43 39 31 <20 <20 <20 200 95 340 2.50 625 53 53 48 30 35 36
250 120 420 0.30 75 44 41 35 21 <20 <20 250 120 420 2.50 625 55 55 51 32 36 37
300 140 510 0.30 75 46 43 37 23 <20 <20 300 140 510 2.50 625 57 57 52 35 37 38
350 160 590 0.30 75 47 46 40 30 24 <20 350 160 590 2.50 625 59 59 54 38 38 39
400 190 680 0.30 75 48 48 42 32 26 21 400 190 680 2.50 625 61 60 56 41 40 40
450 210 760 0.30 75 49 49 44 35 29 24 450 210 760 2.50 625 62 62 59 44 42 41
500 230 850 0.30 75 50 50 45 37 30 25 500 230 850 2.50 625 64 64 61 48 44 42
600 280 1000 | 2.50 625 67 66 65 53 48 45
700 330 1200 | 2.50 625 70 69 68 56 51 48
50 25 85 0.60 150 38 33 30 <20 <20 <20 50 25 85 3.00 750 44 40 35 25 34 35
100 45 170 0.60 150 43 38 32 <20 <20 <20 100 45 170 3.00 750 48 45 44 29 35 36
150 70 250 0.60 150 46 40 33 <20 <20 <20 150 70 250 3.00 750 51 50 48 31 36 37
200 95 340 | 0.60 150 48 42 36 <20 | <20 | <20 200 95 340 | 3.00 | 750 54 54 50 32 37 38
250 120 420 0.60 150 49 45 39 24 21 <20 250 120 420 3.00 750 56 56 52 34 38 39
300 140 510 0.60 150 52 48 43 29 25 24 300 140 510 3.00 750 58 58 54 36 39 40
350 160 590 0.60 150 54 50 46 33 28 27 350 160 590 3.00 750 60 60 56 39 40 41
400 190 680 | 0.60 150 55 53 48 36 31 29 400 190 680 | 3.00 | 750 62 61 58 42 42 42
450 210 760 | 0.60 150 56 55 51 40 34 31 450 210 760 | 3.00 | 750 63 63 60 45 43 43
500 230 850 0.60 150 57 56 53 43 37 33 500 230 850 3.00 750 65 65 62 49 45 44
600 280 1000 | 0.60 150 58 57 54 45 40 35 600 280 1000 | 3.00 750 68 67 66 54 49 46
700 330 | 1200 | 0.60 150 59 58 56 47 42 37 700 330 | 1200 | 3.00 | 750 71 70 69 57 52 49
50 25 85 1.00 250 39 34 31 18 22 <20 50 25 85 3.50 875 45 40 37 27 36 37
100 45 170 1.00 250 44 41 36 19 23 <20 100 45 170 3.50 875 49 46 45 30 37 38
150 70 250 1.00 [ 250 47 44 38 20 24 21 150 70 250 | 3.50 | 875 51 51 49 32 38 39
200 95 340 1.00 250 50 46 41 23 25 23 200 95 340 3.50 875 55 54 52 33 39 40
250 120 420 1.00 250 52 50 43 26 26 25 250 120 420 3.50 875 57 56 54 36 40 41
300 140 510 1.00 250 54 51 46 30 28 27 300 140 510 3.50 875 59 59 56 38 40 42
350 160 590 1.00 [ 250 56 54 50 35 32 31 350 160 590 | 3.50 | 875 61 61 58 39 42 43
400 190 680 1.00 250 58 55 52 38 34 33 400 190 680 3.50 875 63 63 59 42 43 44
450 210 760 1.00 250 59 57 53 41 36 34 450 210 760 3.50 875 65 64 61 47 45 45
500 230 850 1.00 250 60 59 56 45 39 36 500 230 850 3.50 875 66 66 63 49 47 46
600 280 | 1000 | 1.00 | 250 64 63 58 49 43 39 600 280 | 1000 | 3.50 | 875 69 69 67 54 50 48
700 330 1200 | 1.00 250 65 65 61 52 47 42 700 330 1200 | 3.50 875 71 72 71 59 53 50
50 25 85 1.50 375 40 35 32 22 27 26 50 25 85 4.00 | 1000 46 41 38 28 38 39
100 45 170 1.50 [ 375 45 42 40 23 28 27 100 45 170 | 4.00 | 1000 50 48 45 31 39 40
150 70 250 1.50 375 48 47 41 24 29 28 150 70 250 4.00 | 1000 52 53 51 34 40 41
200 95 340 1.50 375 51 50 44 25 30 29 200 95 340 4.00 | 1000 56 55 54 35 41 42
250 120 420 1.50 375 53 52 46 28 31 30 250 120 420 4.00 | 1000 58 57 55 37 42 43
300 140 510 1.50 [ 375 55 53 48 32 32 31 300 140 510 | 4.00 | 1000 60 60 57 40 42 43
350 160 590 1.50 | 375 57 56 52 36 34 34 350 160 590 | 4.00 | 1000 62 62 59 40 44 45
400 190 680 1.50 375 59 57 53 39 36 35 400 190 680 4.00 | 1000 64 64 61 43 45 46
450 210 760 1.50 375 60 59 56 42 38 36 450 210 760 4.00 | 1000 66 65 61 48 46 47
500 230 850 1.50 [ 375 62 61 58 46 41 38 500 230 850 | 4.00 | 1000 67 66 63 49 48 47
600 280 | 1000 | 1.50 | 375 65 64 61 51 45 42 600 280 | 1000 | 4.00 | 1000 71 70 68 55 51 49
700 330 1200 | 1.50 375 68 67 64 54 49 45 700 330 1200 | 4.00 [ 1000 72 73 72 60 54 51
50 25 85 2.00 | 500 41 37 33 23 30 31
100 45 170 | 2.00 | 500 46 43 42 26 31 32
150 70 250 2.00 500 49 48 44 27 32 33
200 95 340 2.00 500 52 52 46 28 33 34
250 120 420 | 2.00 | 500 54 54 48 30 34 35
300 140 510 | 2.00 | 500 56 56 50 33 35 36
350 160 590 2.00 500 58 57 53 37 37 37
400 190 680 2.00 500 60 59 55 40 38 38
450 210 760 | 2.00 | 500 61 61 58 43 40 39 Notes
500 230 850 2.00 500 63 62 60 47 42 40 1. DPS is the difference in static pressure across the valve.
600 280 1000 | 2.00 500 66 65 63 52 47 43 2. Exhaust sound is the noise emitted from the valve inlet into
700 330 1200 | 2.00 500 69 68 66 55 50 46 the downstream duct.
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Valves with Neutralizers: 10-inch Exhaust (all valves)

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data
Size 10 With Neutralizer

Sound Power Level Performance Data

Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ mh | inwc| Pa | 125 | 250 | 500 [ 1000 | 2000 [ 4000 cm | s [ mih | inwc| Pa | 125 | 250 | 500 [ 1000 | 2000 [ 4000
100 45 170 0.30 75 37 32 23 <20 <20 <20 100 45 170 | 2.50 625 44 41 38 24 33 33
150 70 250 0.30 75 39 33 24 <20 <20 <20 200 95 340 [ 2.50 625 49 48 44 29 38 38
200 95 340 0.30 75 41 34 25 <20 <20 <20 300 140 510 [ 2.50 625 53 53 48 33 40 40
250 120 420 0.30 75 42 35 28 <20 <20 <20 400 190 680 [ 2.50 625 57 57 51 36 44 43
300 140 510 0.30 75 43 36 30 <20 24 <20 500 230 850 | 2.50 625 61 61 53 39 47 46
350 160 590 0.30 75 44 37 31 <20 25 <20 600 280 [ 1000 | 2.50 625 63 62 55 42 49 48
400 190 680 0.30 75 45 40 34 25 33 26 700 330 [ 1200 | 2.50 625 65 64 56 44 51 49
450 210 760 0.30 75 46 41 35 26 34 28 800 380 [ 1350 | 2.50 625 67 66 58 47 52 50
500 230 850 0.30 75 48 45 40 29 37 34 900 420 | 1500 | 2.50 625 69 67 60 50 53 51
1000 [ 470 | 1700 | 2.50 625 72 70 63 54 55 52
100 45 170 0.60 150 38 36 33 <20 <20 <20 100 45 170 3.00 750 45 43 39 25 35 37
200 95 340 0.60 150 46 41 36 20 25 22 200 95 340 3.00 750 49 49 45 30 39 40
300 140 510 0.60 150 48 43 37 22 28 25 300 140 510 3.00 750 54 55 50 35 41 42
400 190 680 0.60 150 51 46 39 27 34 32 400 190 680 3.00 750 58 59 53 38 45 45
500 230 850 0.60 150 53 49 42 31 37 38 500 230 850 3.00 750 61 62 54 41 48 47
600 280 [ 1000 | 0.60 150 55 51 45 35 39 41 600 280 [ 1000 | 3.00 750 64 64 56 43 50 50
700 330 [ 1200 | 0.60 150 56 53 47 39 41 44 700 330 [ 1200 | 3.00 750 66 66 58 45 52 51
800 380 [ 1350 | 0.60 150 58 55 49 42 43 46 800 380 [ 1350 | 3.00 750 68 67 59 47 54 52
900 420 | 1500 | 0.60 150 59 57 51 45 45 47 900 420 | 1500 | 3.00 750 70 69 61 50 55 53
1000 | 470 [ 1700 | 0.60 150 60 58 53 47 48 48 1000 | 470 [ 1700 | 3.00 750 73 72 64 55 57 54
100 45 170 1.00 250 40 38 36 23 23 <20 100 45 170 3.50 875 46 45 40 26 36 41
200 95 340 1.00 250 47 44 38 24 29 26 200 95 340 3.50 875 50 50 47 32 40 42
300 140 510 1.00 250 52 48 41 26 33 31 300 140 510 3.50 875 56 56 51 36 43 44
400 190 680 1.00 250 54 49 43 30 37 35 400 190 680 3.50 875 59 61 54 40 46 47
500 230 850 1.00 250 56 52 46 33 39 39 500 230 850 3.50 875 62 63 56 42 49 49
600 280 [ 1000 | 1.00 250 59 55 48 37 41 42 600 280 [ 1000 | 3.50 875 65 66 58 44 51 51
700 330 [ 1200 | 1.00 250 61 57 51 41 43 44 700 330 [ 1200 | 3.50 875 66 68 59 46 54 54
800 380 [ 1350 | 1.00 250 62 59 53 44 44 46 800 380 [ 1350 | 3.50 875 69 69 60 48 56 54
900 420 | 1500 | 1.00 250 64 61 55 47 47 48 900 420 | 1500 | 3.50 875 71 70 62 51 57 56
1000 | 470 [ 1700 | 1.00 250 65 62 56 49 48 49 1000 | 470 [ 1700 | 3.50 875 73 73 65 55 58 56
100 45 170 1.50 375 41 39 37 24 27 19 100 45 170 | 4.00 | 1000 47 47 41 27 37 45
200 95 340 1.50 375 48 46 40 25 33 30 200 95 340 [ 4.00 | 1000 50 51 48 33 41 44
300 140 510 1.50 375 51 51 44 29 36 35 300 140 510 [ 4.00 | 1000 57 58 53 37 44 46
400 190 680 1.50 375 54 55 46 32 40 38 400 190 680 [ 4.00 | 1000 60 62 56 41 48 48
500 230 850 1.50 375 59 56 49 35 43 41 500 230 850 [ 4.00 | 1000 62 65 57 43 50 50
600 280 [ 1000 | 1.50 375 60 58 51 39 44 44 600 280 [ 1000 | 4.00 | 1000 66 68 59 45 52 52
700 330 [ 1200 | 1.50 375 62 60 53 41 46 45 700 330 [ 1200 | 4.00 | 1000 67 69 60 47 56 56
800 380 | 1350 | 1.50 375 65 62 56 44 47 46 800 380 | 1350 | 4.00 | 1000 70 70 61 49 57 56
900 420 | 1500 | 1.50 375 67 64 58 48 49 48 900 420 | 1500 | 4.00 | 1000 72 72 63 52 59 58
1000 | 470 [ 1700 | 1.50 375 68 66 60 52 51 49 1000 | 470 | 1700 | 4.00 | 1000 74 75 66 56 60 58
100 45 170 | 2.00 500 42 40 37 24 32 27
200 95 340 2.00 500 48 47 43 28 36 35
300 140 510 2.00 500 52 52 46 31 38 38
400 190 680 [ 2.00 500 55 56 49 35 42 41
500 230 850 [ 2.00 500 59 59 51 38 45 44
600 280 [ 1000 | 2.00 500 61 61 53 40 47 46
700 330 [ 1200 | 2.00 500 63 63 55 43 48 47 Notes
800 380 1350 | 2.00 500 66 65 57 46 50 48 1. DPS is the difference in static pressure across the valve.
900 420 1500 | 2.00 500 68 67 59 49 51 49 2. Exhaust sound is the noise emitted from the valve inlet into
1000 | 470 [ 1700 | 2.00 500 71 68 62 52 53 50 the downstream duct.
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Valves with Neutralizers: 10-inch Exhaust (dual only)

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data
Dual 10 With Neutralizer

54

Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ mh | inwc| Pa | 125 | 250 | 500 [ 1000 | 2000 [ 4000 cm | s [ mih | inwc| Pa | 125 | 250 | 500 [ 1000 | 2000 [ 4000
200 95 340 0.30 75 36 34 29 <20 <20 <20 200 95 340 | 2.50 625 45 45 44 39 47 47
300 140 510 0.30 75 37 35 30 20 <20 <20 400 190 680 [ 2.50 625 50 51 50 42 48 48
400 190 680 0.30 75 38 36 32 21 25 <20 600 280 [ 1000 | 2.50 625 54 56 53 44 49 49
500 230 850 0.30 75 39 37 33 23 26 20 800 380 [ 1350 | 2.50 625 58 60 56 47 52 50
600 280 [ 1000 | 0.30 75 41 39 35 27 29 22 1000 | 470 [ 1700 | 2.50 625 61 64 59 50 55 53
700 330 [ 1200 | 0.30 75 43 40 36 29 30 23 1200 | 560 [ 2050 | 2.50 625 64 66 61 52 57 54
800 380 [ 1350 | 0.30 75 45 41 38 34 37 32 1400 | 660 | 2400 | 2.50 625 66 67 63 55 59 56
900 420 | 1550 | 0.30 75 46 42 39 37 40 36 1600 | 750 [ 2700 | 2.50 625 68 69 64 57 60 57
1000 | 470 [ 1700 | 0.30 75 47 43 41 39 41 41 1800 | 850 [ 3050 | 2.50 625 70 70 66 59 61 58
2000 | 940 | 3400 [ 2.50 625 72 72 69 62 62 59

200 95 340 0.60 150 40 39 38 30 25 <20 200 95 340 3.00 750 46 46 45 40 49 50
400 190 680 0.60 150 46 43 39 31 32 27 400 190 680 3.00 750 51 52 51 43 50 51
600 280 [ 1000 | 0.60 150 49 46 41 32 36 32 600 280 [ 1000 | 3.00 750 55 57 55 46 51 52
800 380 [ 1350 | 0.60 150 50 48 44 36 40 36 800 380 [ 1350 | 3.00 750 59 61 58 49 53 53
1000 | 470 [ 1700 | 0.60 150 53 50 46 40 42 42 1000 [ 470 [ 1700 | 3.00 750 62 65 61 52 56 54
1200 | 560 [ 2050 | 0.60 150 56 52 48 44 45 46 1200 [ 560 | 2050 | 3.00 750 65 67 62 54 58 56
1400 | 660 [ 2400 | 0.60 150 58 54 51 48 47 48 1400 | 660 [ 2400 | 3.00 750 67 69 64 56 60 58
1600 | 750 [ 2700 | 0.60 150 60 55 53 52 49 50 1600 | 750 [ 2700 | 3.00 750 69 70 66 58 62 59
1800 | 850 [ 3050 | 0.60 150 61 57 55 55 52 51 1800 | 850 [ 3050 | 3.00 750 71 71 67 60 63 60
2000 | 940 | 3400 [ 0.60 150 62 58 57 58 54 53 2000 | 940 [ 3400 [ 3.00 750 73 73 70 63 64 61
200 95 340 1.00 250 42 41 41 35 34 26 200 95 340 3.50 875 47 47 45 41 51 53
400 190 680 1.00 250 47 48 43 36 37 32 400 190 680 3.50 875 52 52 53 44 52 54
600 280 [ 1000 | 1.00 250 51 50 45 37 41 37 600 280 [ 1000 | 3.50 875 57 59 57 48 52 55
800 380 [ 1350 | 1.00 250 55 53 49 40 44 41 800 380 [ 1350 | 3.50 875 60 63 60 51 55 56
1000 [ 470 [ 1700 | 1.00 250 57 55 51 43 46 44 1000 | 470 [ 1700 | 3.50 875 63 66 62 54 58 56
1200 | 560 [ 2050 | 1.00 250 59 56 52 46 48 47 1200 | 560 [ 2050 | 3.50 875 65 69 64 56 60 58
1400 | 660 [ 2400 | 1.00 250 62 58 55 50 50 49 1400 [ 660 | 2400 | 3.50 875 69 70 66 57 62 60
1600 [ 750 [ 2700 | 1.00 250 64 61 58 54 52 51 1600 [ 750 [ 2700 | 3.50 875 69 72 67 59 64 62
1800 | 850 [ 3050 | 1.00 250 66 62 60 56 53 52 1800 | 850 [ 3050 | 3.50 875 71 73 68 61 65 62
2000 | 940 | 3400 [ 1.00 250 67 63 61 59 55 54 2000 | 940 | 3400 [ 3.50 875 75 74 70 64 66 63
200 95 340 1.50 375 43 42 42 37 42 35 200 95 340 [ 4.00 | 1000 48 48 46 43 53 56
400 190 680 1.50 375 48 49 46 39 43 38 400 190 680 [ 4.00 | 1000 53 53 55 45 54 57
600 280 [ 1000 | 1.50 375 52 54 49 40 44 41 600 280 [ 1000 | 4.00 | 1000 58 60 58 50 54 58
800 380 [ 1350 | 1.50 375 56 57 52 43 48 45 800 380 | 1350 | 4.00 | 1000 61 64 62 53 57 59
1000 [ 470 | 1700 | 1.50 375 59 59 54 46 50 48 1000 | 470 [ 1700 | 4.00 | 1000 64 66 64 55 59 58
1200 | 560 [ 2050 | 1.50 375 62 61 56 49 52 50 1200 | 560 | 2050 | 4.00 | 1000 66 70 65 57 62 60
1400 | 660 [ 2400 | 1.50 375 64 63 58 52 53 51 1400 | 660 | 2400 | 4.00 | 1000 70 71 68 59 64 62
1600 | 750 [ 2700 | 1.50 375 66 64 60 55 55 52 1600 [ 750 | 2700 | 4.00 | 1000 70 74 69 61 66 64
1800 [ 850 [ 3050 | 1.50 375 68 66 63 57 56 53 1800 | 850 | 3050 | 4.00 | 1000 72 74 70 62 68 64
2000 | 940 | 3400 [ 1.50 375 70 67 65 60 58 55 2000 | 940 | 3400 [ 4.00 | 1000 76 76 71 66 68 65
200 95 340 [ 2.00 500 44 43 43 38 46 43
400 190 680 [ 2.00 500 49 50 48 40 47 44
600 280 [ 1000 | 2.00 500 53 55 52 43 48 45
800 380 [ 1350 | 2.00 500 57 59 55 46 50 48
1000 | 470 [ 1700 | 2.00 500 60 62 57 48 53 50
1200 | 560 [ 2050 | 2.00 500 63 64 59 51 55 52
1400 | 660 | 2400 | 2.00 500 65 65 61 53 57 54 Notes
1600 750 2700 | 2.00 500 67 67 62 56 58 55 1. DPS is the difference in static pressure across the valve.
1800 850 3050 | 2.00 500 69 69 65 58 59 56 2. Exhaust sound is the noise emitted from the valve inlet into
2000 | 940 | 3400 [ 2.00 500 71 70 68 61 60 57 the downstream duct.
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Valves with Neutralizers: 12-inch Exhaust (all valves)

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data
Size 12 With Neutralizer

Sound Power Level Performance Data

Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 107-12 Watts

Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ Us [ m’h [inwc| Pa [ 125 | 250 | 500 [ 1000 | 2000 [ 4000
200 95 340 | 0.30 75 40 34 27 <20 <20 <20 200 95 340 | 2.50 | 625 47 48 48 41 44 45
300 140 510 [ 0.30 75 42 36 30 21 21 <20 400 190 680 [ 2.50 [ 625 54 56 52 42 45 46
400 190 680 [ 0.30 75 44 38 32 24 24 <20 600 280 [ 1000 | 2.50 | 625 60 62 54 46 47 47
500 230 850 [ 0.30 75 46 40 35 30 33 26 800 380 [ 1350 | 2.50 | 625 64 63 56 49 50 49
600 280 | 1000 | 0.30 75 47 42 39 34 38 33 1000 [ 470 | 1700 | 2.50 | 625 66 64 57 50 51 50
700 330 [ 1200 | 0.30 75 48 44 42 38 39 40 1200 | 560 [ 2050 | 2.50 | 625 68 66 59 54 53 51
800 380 [ 1350 | 0.30 75 50 46 43 40 40 42 1400 | 660 [ 2400 | 2.50 | 625 70 67 60 57 54 52
900 420 | 1550 | 0.30 75 52 47 44 41 41 43 1500 | 710 [ 2550 | 2.50 | 625 71 68 62 58 55 53
1000 [ 470 | 1700 | 0.30 75 53 48 45 42 42 44
200 95 340 [ 0.60 150 42 41 35 25 22 <20 200 95 340 [ 3.00 [ 750 48 49 49 43 46 47
400 190 680 [ 0.60 150 50 44 38 30 30 27 400 190 680 [ 3.00 [ 750 55 57 53 44 47 48
600 280 | 1000 | 0.60 150 54 48 42 36 39 37 600 280 | 1000 | 3.00 | 750 61 63 56 48 49 49
800 380 [ 1350 | 0.60 150 57 52 46 43 41 43 800 380 [ 1350 | 3.00 | 750 65 65 57 50 51 50
1000 | 470 [ 1700 | 0.60 150 59 53 48 45 43 44 1000 | 470 [ 1700 | 3.00 | 750 67 66 59 52 53 52
1200 | 560 [ 2050 | 0.60 150 61 55 51 48 44 45 1200 | 560 [ 2050 | 3.00 | 750 69 67 60 55 55 53
1400 [ 660 | 2400 | 0.60 150 64 58 54 52 46 46 1400 [ 660 | 2400 | 3.00 | 750 71 68 62 58 56 54
1500 | 710 [ 2550 | 0.60 150 63 59 55 53 48 47 1500 | 710 [ 2550 | 3.00 | 750 72 69 63 59 57 55
200 95 340 1.00 | 250 44 45 41 33 33 26 200 95 340 [ 3.50 [ 875 49 51 50 45 48 49
400 190 680 1.00 [ 250 51 49 43 34 35 32 400 190 680 | 3.50 | 875 56 58 54 46 49 50
600 280 [ 1000 | 1.00 | 250 57 52 46 39 40 39 600 280 [ 1000 | 3.50 | 875 62 65 58 50 51 51
800 380 [ 1350 | 1.00 | 250 61 55 49 45 42 44 800 380 [ 1350 | 3.50 | 875 65 66 58 50 51 51
1000 | 470 [ 1700 | 1.00 | 250 62 56 51 46 44 45 1000 | 470 [ 1700 | 3.50 | 875 68 68 60 53 54 54
1200 [ 560 | 2050 | 1.00 | 250 64 59 54 51 45 46 1200 [ 560 | 2050 | 3.50 | 875 71 68 61 56 56 56
1400 | 660 [ 2400 | 1.00 | 250 66 61 56 54 47 47 1400 | 660 [ 2400 | 3.50 | 875 72 69 63 59 58 57
1500 | 710 [ 2550 | 1.00 | 250 67 62 58 55 49 48 1500 | 710 [ 2550 | 3.50 | 875 73 70 64 60 59 57
200 95 340 1.50 | 375 45 46 43 37 40 33 200 95 340 | 4.00 | 1000 50 52 51 47 50 52
400 190 680 1.50 | 375 52 54 47 38 41 37 400 190 680 [ 4.00 | 1000 57 59 56 47 51 52
600 280 [ 1000 | 1.50 | 375 58 56 50 42 43 42 600 280 [ 1000 | 4.00 | 1000 63 66 60 52 53 53
800 380 [ 1350 | 1.50 | 375 62 58 52 46 46 45 800 380 [ 1350 | 4.00 | 1000 66 68 60 51 52 53
1000 [ 470 | 1700 | 1.50 | 375 64 59 53 47 47 46 1000 [ 470 | 1700 | 4.00 | 1000 68 70 62 55 56 55
1200 | 560 [ 2050 | 1.50 | 375 66 62 56 52 48 47 1200 | 560 | 2050 | 4.00 | 1000 72 69 63 57 57 58
1400 | 660 [ 2400 | 1.50 | 375 68 63 58 55 49 48 1400 | 660 | 2400 | 4.00 | 1000 72 70 64 60 60 59
1500 | 710 [ 2550 | 1.50 | 375 69 65 60 56 50 49 1500 | 710 | 2550 | 4.00 | 1000 73 71 64 61 61 59
200 95 340 [ 2.00 [ 500 46 47 46 40 42 40
400 190 680 [ 2.00 [ 500 53 55 49 41 43 41
600 280 [ 1000 | 2.00 | 500 59 59 52 44 45 45
800 380 | 1350 | 2.00 | 500 63 61 54 48 48 47
1000 | 470 [ 1700 | 2.00 | 500 65 62 55 49 49 48 Notes
1200 560 2050 | 2.00 500 67 63 57 53 50 49 1. DPS is the difference in static pressure across the valve.
1400 660 2400 | 2.00 500 69 66 59 56 51 50 2. Exhaust sound is the noise emitted from the valve inlet into
1500 [ 710 | 2550 | 2.00 | 500 70 67 61 57 52 51 the downstream duct.
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Valves with Neutralizers: 12-inch Exhaust (dual only)

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data
Dual 12 With Neutralizer

56

Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 107-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ Us [ m’h [inwc| Pa [ 125 | 250 | 500 [ 1000 | 2000 [ 4000
400 190 680 | 0.30 75 39 33 30 22 <20 <20 400 190 680 | 2.50 | 625 50 48 49 48 53 51
600 280 [ 1000 | 0.30 75 40 36 31 27 25 <20 800 380 [ 1350 | 2.50 | 625 55 56 53 49 54 52
800 380 [ 1350 | 0.30 75 41 38 33 30 28 21 1200 | 560 [ 2050 | 2.50 | 625 62 62 57 53 55 53
1000 | 470 [ 1700 | 0.30 75 45 40 35 32 31 22 1600 | 750 [ 2700 | 2.50 | 625 65 64 60 57 57 55
1200 [ 560 | 2050 | 0.30 75 48 41 37 34 38 28 2000 | 940 | 3400 [ 2.50 | 625 69 66 62 59 60 57
1400 | 660 | 2400 | 0.30 75 49 44 43 41 41 34 2400 | 1150 | 4050 [ 2.50 [ 625 72 68 64 61 62 58
1600 | 750 [ 2700 | 0.30 75 51 46 46 44 44 40 2800 | 1300 | 4750 [ 2.50 [ 625 75 70 65 63 63 59
1800 | 850 [ 3050 | 0.30 75 53 49 47 47 46 43 3000 | 1400 | 5100 [ 2.50 [ 625 77 72 66 64 64 60
2000 | 940 [ 3400 [ 0.30 75 55 51 48 49 47 45
400 190 680 [ 0.60 150 45 41 39 35 29 23 400 190 680 [ 3.00 [ 750 51 50 50 49 55 54
800 380 [ 1350 | 0.60 150 51 45 40 37 36 31 800 380 [ 1350 | 3.00 | 750 56 57 55 50 56 55
1200 [ 560 | 2050 | 0.60 150 55 48 43 40 40 34 1200 [ 560 | 2050 | 3.00 | 750 63 63 59 55 57 56
1600 [ 750 [ 2700 | 0.60 150 58 51 47 45 45 41 1600 | 750 [ 2700 | 3.00 | 750 66 67 61 58 59 57
2000 | 940 | 3400 [ 0.60 150 60 54 51 50 48 46 2000 | 940 | 3400 [ 3.00 [ 750 70 69 64 61 62 59
2400 | 1150 | 4050 [ 0.60 150 62 56 54 54 51 51 2400 | 1150 | 4050 [ 3.00 [ 750 73 71 65 63 64 60
2800 | 1300 [ 4750 [ 0.60 150 64 58 57 57 53 56 2800 | 1300 | 4750 [ 3.00 | 750 76 73 67 65 65 61
3000 | 1400 | 5100 [ 0.60 150 66 60 59 59 54 57 3000 | 1400 | 5100 [ 3.00 [ 750 78 75 68 66 66 62
400 190 680 1.00 | 250 46 45 44 40 38 29 400 190 680 [ 3.50 [ 875 52 51 52 50 57 57
800 380 | 1350 | 1.00 | 250 52 49 45 41 42 37 800 380 | 1350 | 3.50 | 875 57 58 56 52 58 58
1200 | 560 [ 2050 | 1.00 | 250 59 53 49 45 46 39 1200 | 560 [ 2050 | 3.50 | 875 64 65 60 57 60 59
1600 | 750 [ 2700 | 1.00 | 250 62 56 51 48 48 46 1600 | 750 [ 2700 | 3.50 | 875 67 69 63 59 61 59
2000 | 940 | 3400 [ 1.00 [ 250 65 58 54 52 51 51 2000 | 940 | 3400 [ 3.50 [ 875 71 71 65 63 63 61
2400 | 1150 | 4050 [ 1.00 | 250 68 61 58 56 53 53 2400 | 1150 | 4050 [ 3.50 | 875 74 74 66 65 66 62
2800 | 1300 | 4750 [ 1.00 [ 250 71 63 60 59 55 54 2800 | 1300 | 4750 [ 3.50 [ 875 77 76 69 67 67 63
3000 | 1400 | 5100 [ 1.00 [ 250 73 65 62 60 56 55 3000 | 1400 | 5100 | 3.50 [ 875 79 78 70 68 68 64
400 190 680 1.50 | 375 48 46 46 44 47 38 400 190 680 | 4.00 | 1000 52 52 53 51 59 60
800 380 [ 1350 | 1.50 | 375 53 54 49 45 48 42 800 380 [ 1350 | 4.00 | 1000 59 59 58 53 60 61
1200 | 560 [ 2050 | 1.50 | 375 60 57 52 49 50 46 1200 | 560 | 2050 | 4.00 | 1000 65 66 62 59 62 62
1600 | 750 [ 2700 | 1.50 | 375 63 60 55 52 53 49 1600 [ 750 | 2700 | 4.00 | 1000 68 72 64 61 63 61
2000 | 940 | 3400 [ 1.50 | 375 67 62 58 55 54 52 2000 | 940 [ 3400 | 4.00 | 1000 73 74 67 65 65 63
2400 | 1150 | 4050 [ 1.50 [ 375 70 64 61 58 56 54 2400 | 1150 | 4050 [ 4.00 | 1000 75 77 67 67 68 64
2800 | 1300 | 4750 [ 1.50 [ 375 73 66 63 60 58 56 2800 | 1300 | 4750 [ 4.00 | 1000 78 79 71 69 69 65
3000 | 1400 | 5100 [ 1.50 [ 375 74 68 64 61 59 57 3000 | 1400 | 5100 [ 4.00 | 1000 80 81 72 70 70 66
400 190 680 [ 2.00 [ 500 49 47 48 46 51 47
800 380 [ 1350 | 2.00 | 500 54 55 51 47 52 48
1200 | 560 [ 2050 | 2.00 | 500 61 60 55 51 53 49
1600 [ 750 | 2700 | 2.00 | 500 64 62 58 55 55 53
2000 | 940 | 3400 [ 2.00 [ 500 68 64 61 57 58 55 Notes
2400 | 1150 | 4050 [ 2.00 500 71 66 62 59 60 57 1. DPS is the difference in static pressure across the valve.
2800 | 1300 | 4750 [ 2.00 500 74 68 64 61 62 58 2. Exhaust sound is the noise emitted from the valve inlet into
3000 | 1400 | 5100 [ 2.00 500 75 70 65 62 63 59 the downstream duct.
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Valves with Neutralizers: 12-inch Exhaust (triple only)

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data
Triple 12 With Neutralizer

Sound Power Level Performance Data

Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 107-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim [ s [ m’h [inwc| Pa [ 125 [ 250 | 500 [ 1000 | 2000 [ 4000 cim [ Us [ m’h [inwc| Pa [ 125 | 250 | 500 [ 1000 | 2000 [ 4000
600 280 | 1000 | 0.30 75 43 36 32 22 <20 | <20 600 280 | 1000 | 2.50 | 625 52 51 52 49 54 52
900 420 | 1550 | 0.30 75 44 39 34 28 27 <20 1200 | 560 [ 2050 | 2.50 | 625 58 59 55 50 55 53
1200 | 560 [ 2050 | 0.30 75 45 41 36 31 29 21 1800 | 850 [ 3050 | 2.50 | 625 64 65 59 54 56 54
1500 | 710 [ 2550 | 0.30 75 48 43 38 34 35 28 2400 | 1150 | 4050 [ 2.50 [ 625 68 67 61 57 58 56
1800 [ 850 | 3050 | 0.30 75 50 45 41 37 41 34 3000 | 1400 | 5100 [ 2.50 | 625 71 68 63 60 60 58
2100 | 990 | 3550 [ 0.30 75 52 47 46 43 43 41 3600 | 1700 | 6100 [ 2.50 [ 625 73 70 65 62 62 59
2400 | 1150 | 4050 [ 0.30 75 53 49 48 46 45 44 4200 | 2000 [ 7150 | 2.50 | 625 76 72 66 64 63 60
2700 | 1250 | 4600 [ 0.30 75 56 51 49 48 47 46 4500 | 2100 [ 7650 | 2.50 | 625 78 74 67 65 64 61
3000 | 1400 [ 5100 [ 0.30 75 57 53 50 50 48 48
600 280 [ 1000 | 0.60 150 47 44 40 36 30 23 600 280 [ 1000 | 3.00 | 750 53 52 53 50 56 55
1200 | 560 [ 2050 | 0.60 150 53 47 42 38 37 32 1200 | 560 [ 2050 | 3.00 | 750 59 60 57 51 57 56
1800 [ 850 | 3050 | 0.60 150 58 51 46 41 42 39 1800 [ 850 | 3050 | 3.00 | 750 65 66 60 56 58 57
2400 | 1150 | 4050 [ 0.60 150 60 54 50 47 47 45 2400 | 1150 | 4050 [ 3.00 [ 750 68 69 63 59 60 58
3000 | 1400 | 5100 [ 0.60 150 62 56 53 51 49 48 3000 | 1400 | 5100 [ 3.00 [ 750 72 71 65 62 62 60
3600 | 1700 | 6100 [ 0.60 150 65 59 56 55 52 52 3600 | 1700 | 6100 [ 3.00 [ 750 75 72 66 64 64 61
4200 | 2000 [ 7150 [ 0.60 150 67 61 59 58 54 56 4200 | 2000 | 7150 | 3.00 | 750 77 74 68 66 65 62
4500 | 2100 | 7650 | 0.60 150 68 63 61 60 55 57 4500 | 2100 [ 7650 | 3.00 | 750 79 76 69 67 66 63
600 280 [ 1000 | 1.00 | 250 48 48 46 40 39 31 600 280 [ 1000 | 3.50 | 875 53 54 54 51 58 58
1200 [ 560 | 2050 | 1.00 | 250 55 52 47 42 42 38 1200 [ 560 | 2050 | 3.50 | 875 60 61 58 53 59 59
1800 | 850 [ 3050 | 1.00 | 250 61 55 50 46 47 42 1800 | 850 [ 3050 | 3.50 | 875 66 68 62 58 59 60
2400 | 1150 | 4050 [ 1.00 [ 250 65 58 54 50 49 48 2400 | 1150 | 4050 [ 3.50 [ 875 69 71 64 60 61 59
3000 | 1400 | 5100 [ 1.00 [ 250 67 60 56 53 52 52 3000 | 1400 | 5100 [ 3.50 [ 875 73 73 66 63 64 61
3600 | 1700 | 6100 [ 1.00 | 250 69 63 59 57 54 54 3600 | 1700 | 6100 [ 3.50 | 875 76 75 67 65 67 63
4200 | 2000 | 7150 [ 1.00 [ 250 72 65 62 60 56 55 4200 | 2000 [ 7150 | 3.50 | 875 78 77 70 68 67 64
4500 | 2100 | 7650 | 1.00 [ 250 74 67 63 61 57 56 4500 | 2100 [ 7650 | 3.50 | 875 80 79 71 69 68 65
600 280 | 1000 | 1.50 | 375 50 49 48 44 48 39 600 280 | 1000 | 4.00 | 1000 54 55 55 52 60 61
1200 | 560 [ 2050 | 1.50 | 375 56 57 51 46 49 43 1200 | 560 | 2050 | 4.00 | 1000 61 62 60 54 61 61
1800 | 850 [ 3050 | 1.50 | 375 62 60 54 50 51 48 1800 | 850 | 3050 | 4.00 | 1000 67 69 64 60 61 62
2400 | 1150 | 4050 [ 1.50 [ 375 66 62 57 53 53 51 2400 | 1150 | 4050 [ 4.00 | 1000 70 73 65 61 63 61
3000 | 1400 | 5100 [ 1.50 | 375 69 63 59 55 55 53 3000 | 1400 [ 5100 | 4.00 | 1000 74 76 68 65 65 63
3600 | 1700 | 6100 [ 1.50 [ 375 71 66 62 59 57 55 3600 | 1700 | 6100 [ 4.00 | 1000 77 77 68 67 69 65
4200 | 2000 | 7150 [ 1.50 [ 375 74 68 64 61 58 57 4200 | 2000 [ 7150 | 4.00 | 1000 79 79 72 69 68 66
4500 | 2100 | 7650 [ 1.50 [ 375 75 70 65 62 60 58 4500 | 2100 [ 7650 | 4.00 | 1000 81 81 73 70 70 67
600 280 [ 1000 | 2.00 | 500 51 50 50 47 52 47
1200 | 560 [ 2050 | 2.00 | 500 57 58 53 48 53 49
1800 | 850 [ 3050 | 2.00 | 500 63 63 56 52 54 51
2400 | 1150 | 4050 [ 2.00 [ 500 67 65 59 56 56 54
3000 | 1400 | 5100 [ 2.00 [ 500 70 66 62 58 58 55 Notes
3600 | 1700 | 6100 [ 2.00 500 72 68 63 60 60 58 1. DPS is the difference in static pressure across the valve.
4200 | 2000 | 7150 [ 2.00 500 75 70 65 62 62 59 2. Exhaust sound is the noise emitted from the valve inlet into
4500 | 2100 | 7650 [ 2.00 500 76 72 66 63 63 60 the downstream duct.
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Valves with Neutralizers: 12-inch Exhaust (quad only)

Model [s] EXV, PEV, BEV, CVV
Exhaust Sound Power Level Performance Data
Quad 12 With Neutralizer

Sound Power Levels in dB ref 102-12 Watts Sound Power Levels in dB ref 102-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

ofm | Us | m%h [inwc| Pa | 125 | 250 [ 500 [ 1000 [ 2000 | 4000 oim | Us [ m*%h [inwc | Pa | 125 | 250 | 500 [ 1000 [ 2000 [ 4000
800 380 [ 1350 | 0.30 75 42 36 33 25 <20 <20 800 380 [ 1350 | 2.50 625 53 51 52 51 56 54
1200 | 560 | 2050 | 0.30 75 43 39 34 30 28 <20 1600 | 750 [ 2700 | 2.50 625 58 59 56 52 57 55
1600 [ 750 | 2700 | 0.30 75 44 41 36 33 31 24 2400 | 1150 | 4100 [ 2.50 625 65 65 60 56 58 56
2000 | 940 [ 3400 [ 0.30 75 48 43 38 35 34 25 3200 | 1500 | 5450 [ 2.50 625 68 67 63 60 60 58
2400 | 1150 | 4100 [ 0.30 75 51 44 40 37 41 31 4000 | 1900 [ 6800 | 2.50 625 72 69 65 62 63 60
2800 | 1300 | 4750 [ 0.30 75 52 47 46 44 44 37 4800 | 2250 [ 8150 | 2.50 625 75 71 67 64 65 61
3200 | 1500 | 5450 [ 0.30 75 54 49 49 47 47 43 5600 | 2650 | 9500 [ 2.50 625 78 73 68 66 66 62
3600 | 1700 [ 6100 [ 0.30 75 56 52 50 50 49 46 6000 | 2850 | 10200 | 2.50 625 80 75 69 67 67 63
4000 | 1900 [ 6800 | 0.30 75 58 54 51 52 50 48

800 380 [ 1350 | 0.60 150 48 44 42 38 32 26 800 380 [ 1350 | 3.00 750 54 53 53 52 58 57
1600 | 750 [ 2700 | 0.60 150 54 48 43 40 39 34 1600 | 750 [ 2700 | 3.00 750 59 60 58 53 59 58
2400 | 1150 | 4100 [ 0.60 150 58 51 46 43 43 37 2400 | 1150 | 4100 [ 3.00 750 66 66 62 58 60 59
3200 | 1500 | 5450 [ 0.60 150 61 54 50 48 48 44 3200 | 1500 | 5450 [ 3.00 750 69 70 64 61 62 60
4000 | 1900 [ 6800 | 0.60 150 63 57 54 53 51 49 4000 | 1900 [ 6800 | 3.00 750 73 72 67 64 65 62
4800 | 2250 [ 8150 | 0.60 150 65 59 57 57 54 54 4800 | 2250 [ 8150 | 3.00 750 76 74 68 66 67 63
5600 | 2650 | 9500 [ 0.60 150 67 61 60 60 56 59 5600 | 2650 | 9500 [ 3.00 750 79 76 70 68 68 64
6000 | 2850 | 10200 | 0.60 150 69 63 62 62 57 60 6000 | 2850 | 10200 | 3.00 750 81 78 71 69 69 65

800 380 | 1350 | 1.00 250 49 48 47 43 41 32 800 380 | 1350 | 3.50 875 55 54 55 53 60 60
1600 [ 750 | 2700 | 1.00 250 55 52 48 44 45 40 1600 | 750 [ 2700 | 3.50 875 60 61 59 55 61 61
2400 | 1150 | 4100 [ 1.00 250 62 56 52 48 49 42 2400 | 1150 | 4100 [ 3.50 875 67 68 63 60 63 62
3200 | 1500 | 5450 [ 1.00 250 65 59 54 51 51 49 3200 | 1500 | 5450 [ 3.50 875 70 72 66 62 64 62
4000 | 1900 | 6800 | 1.00 250 68 61 57 55 54 54 4000 | 1900 | 6800 | 3.50 875 74 74 68 66 66 64
4800 | 2250 | 8150 | 1.00 250 71 64 61 59 56 56 4800 | 2250 [ 8150 | 3.50 875 77 77 69 68 69 65
5600 | 2650 | 9500 [ 1.00 250 74 66 63 62 58 57 5600 | 2650 | 9500 [ 3.50 875 80 79 72 70 70 66
6000 | 2850 | 10200 [ 1.00 250 76 68 65 63 59 58 6000 | 2850 | 10200 [ 3.50 875 82 81 73 71 71 67

800 380 [ 1350 | 1.50 375 51 49 49 47 50 41 800 380 [ 1350 | 4.00 | 1000 55 55 56 54 62 63
1600 | 750 [ 2700 | 1.50 375 56 57 52 48 51 45 1600 | 750 [ 2700 | 4.00 | 1000 62 62 61 56 63 64
2400 | 1150 | 4100 [ 1.50 375 63 60 55 52 53 49 2400 | 1150 | 4100 [ 4.00 | 1000 68 69 65 62 65 65
3200 | 1500 | 5450 [ 1.50 375 66 63 58 55 56 52 3200 | 1500 [ 5450 [ 4.00 | 1000 71 75 67 64 66 64
4000 | 1900 [ 6800 | 1.50 375 70 65 61 58 57 55 4000 | 1900 | 6800 | 4.00 | 1000 76 77 70 68 68 66
4800 | 2250 [ 8150 | 1.50 375 73 67 64 61 59 57 4800 | 2250 | 8150 | 4.00 | 1000 78 80 70 70 71 67
5600 | 2650 | 9500 [ 1.50 375 76 69 66 63 61 59 5600 | 2650 | 9500 [ 4.00 | 1000 81 82 74 72 72 68
6000 | 2850 | 10200 [ 1.50 375 77 71 67 64 62 60 6000 | 2850 [ 10200 | 4.00 | 1000 83 84 75 73 73 69

800 380 [ 1350 | 2.00 500 52 50 51 49 54 50
1600 | 750 [ 2700 | 2.00 500 57 58 54 50 55 51
2400 | 1150 | 4100 [ 2.00 500 64 63 58 54 56 52
3200 | 1500 | 5450 [ 2.00 500 67 65 61 58 58 56
4000 | 1900 [ 6800 | 2.00 500 71 67 64 60 61 58 Notes

4800 | 2250 [ 8150 | 2.00 500 74 69 65 62 63 60 1. DPS is the difference in static pressure across the valve.
5600 | 2650 | 9500 [ 2.00 500 77 71 67 64 65 61 2. Exhaust sound is the noise emitted from the valve inlet into
6000 | 2850 | 10200 | 2.00 500 78 73 68 65 66 62 the downstream duct.
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Valves with Neutralizers: 14-inch Exhaust

Medium Pressure Accel Il Airflow Control Valves

Exhaust Sound Power Level Performance Data
Size 14 with Neutralizer

Sound Power Levels in dB ref 10"-12 Watts

Sound Power Levels in dB ref 10"-12 Watts

Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | s | m*h |inwc] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000 cim | Us [ m¥h [inwc ] Pa | 125 T 250 | 500 [ 1000 ] 2000 | 4000
200 94 340 0.60 150 35 40 38 27 24 13 200 94 340 2.50 625 44 50 48 40 40 34
400 189 680 0.60 150 44 44 39 29 27 19 400 189 680 2.50 625 52 56 53 42 43 35
600 283 1019 [ 0.60 150 49 46 41 31 31 25 600 283 1019 [ 2.50 625 57 58 53 45 45 36
800 378 1359 [ 0.60 150 54 49 44 36 37 32 800 378 1359 [ 2.50 625 61 62 57 47 49 43
1000 472 1699 0.60 150 57 52 47 38 39 33 1000 472 1699 2.50 625 65 64 59 50 52 48
1200 566 2039 [ 0.60 150 60 55 49 39 41 34 1200 566 2039 [ 2.50 625 67 67 61 52 54 49
1400 661 2379 | 0.60 150 62 57 51 44 43 37 1400 661 2379 | 2.50 625 70 68 63 55 56 52
1600 755 2718 | 0.60 150 63 59 54 47 44 41 1600 755 2718 | 2.50 625 72 71 64 56 58 53
1800 850 3058 0.60 150 64 60 56 48 46 41 1800 850 3058 2.50 625 73 71 66 58 59 54
2000 944 3398 | 0.60 150 66 63 58 50 48 46 2000 944 3398 | 2.50 625 75 73 68 60 60 55
2200 [ 1038 | 3738 | 0.60 150 68 64 60 52 50 49 2200 [ 1038 | 3738 | 2.50 625 76 75 70 62 61 57
2400 [ 1133 | 4078 | 0.60 150 68 65 62 55 52 53 2400 [ 1133 | 4078 | 2.50 625 78 76 72 65 62 60
200 94 340 1.00 250 38 43 42 32 35 26 200 94 340 3.00 750 45 51 49 43 43 37
400 189 680 1.00 250 47 48 44 35 36 29 400 189 680 3.00 750 53 58 55 45 45 38
600 283 1019 | 1.00 250 52 51 45 37 38 32 600 283 1019 [ 3.00 750 58 61 55 47 48 39
800 378 1359 1.00 250 56 54 48 40 42 37 800 378 1359 3.00 750 62 63 58 48 50 47
1000 472 1699 [ 1.00 250 60 57 51 43 45 39 1000 472 1699 [ 3.00 750 66 66 60 52 53 49
1200 566 2039 [ 1.00 250 62 59 53 45 46 41 1200 566 2039 [ 3.00 750 68 68 62 54 56 50
1400 661 2379 | 1.00 250 65 61 56 48 48 43 1400 661 2379 [ 3.00 750 71 70 64 56 58 53
1600 755 2718 1.00 250 66 63 58 50 49 45 1600 755 2718 3.00 750 73 72 66 58 60 54
1800 850 3058 | 1.00 250 68 64 60 52 50 46 1800 850 3058 | 3.00 750 74 73 68 59 60 55
2000 944 3398 | 1.00 250 69 67 62 54 53 49 2000 944 3398 | 3.00 750 76 75 69 61 62 56
2200 [ 1038 | 3738 | 1.00 250 71 68 64 56 54 52 2200 [ 1038 | 3738 | 3.00 750 77 76 71 64 63 58
2400 | 1133 | 4078 1.00 250 72 69 65 58 56 55 2400 | 1133 | 4078 3.00 750 79 78 73 66 64 60
200 94 340 1.50 375 40 46 44 34 36 27 200 94 340 3.50 875 46 52 51 45 44 39
400 189 680 1.50 375 49 52 48 37 38 32 400 189 680 3.50 875 54 59 56 47 46 40
600 283 1019 1.50 375 54 54 49 40 40 37 600 283 1019 3.50 875 59 61 56 48 49 41
800 378 1359 [ 1.50 375 58 57 52 43 44 37 800 378 1359 [ 3.50 875 63 65 60 49 52 49
1000 472 1699 [ 1.50 375 62 60 55 46 48 44 1000 472 1699 [ 3.50 875 66 67 62 53 54 50
1200 566 2039 [ 1.50 375 64 63 57 48 50 45 1200 566 2039 [ 3.50 875 69 69 64 55 57 52
1400 661 2379 1.50 375 67 65 59 51 51 46 1400 661 2379 3.50 875 71 71 66 57 59 54
1600 755 2718 | 1.50 375 69 67 61 53 53 47 1600 755 2718 | 3.50 875 73 73 67 59 61 55
1800 850 3058 | 1.50 375 70 67 63 55 54 49 1800 850 3058 | 3.50 875 75 74 69 60 62 56
2000 944 3398 | 1.50 375 72 70 65 57 56 52 2000 944 3398 | 3.50 875 77 76 70 62 63 57
2200 | 1038 | 3738 1.50 375 73 71 67 59 57 54 2200 [ 1038 | 3738 3.50 875 78 78 72 65 64 59
2400 [ 1133 | 4078 | 1.50 375 75 73 68 61 59 57 2400 [ 1133 | 4078 | 3.50 875 80 79 74 67 65 61
200 94 340 2.00 500 42 48 46 37 37 31 200 94 340 4.00 | 1000 47 53 52 47 45 40
400 189 680 2.00 500 51 54 51 40 40 32 400 189 680 4.00 1000 55 61 58 48 48 42
600 283 1019 [ 2.00 500 56 56 51 43 43 32 600 283 1019 [ 4.00 | 1000 60 62 57 49 50 43
800 378 1359 [ 2.00 500 60 60 55 45 46 40 800 378 1359 [ 4.00 | 1000 64 66 61 50 53 50
1000 472 1699 [ 2.00 500 63 63 57 49 50 46 1000 472 1699 [ 4.00 | 1000 67 68 63 54 55 51
1200 566 2039 2.00 500 66 65 59 51 52 48 1200 566 2039 4.00 1000 70 71 65 56 58 53
1400 661 2379 [ 2.00 500 68 67 61 52 54 50 1400 661 2379 [ 4.00 | 1000 72 72 67 58 61 55
1600 755 2718 | 2.00 500 70 69 63 55 56 51 1600 755 2718 [ 4.00 | 1000 74 74 68 60 62 57
1800 850 3058 [ 2.00 500 72 70 65 57 57 52 1800 850 3058 | 4.00 | 1000 76 75 70 61 63 58
2000 944 3398 2.00 500 73 72 67 58 58 53 2000 944 3398 4.00 1000 77 77 71 63 64 58
2200 [ 1038 | 3738 | 2.00 500 75 73 68 61 60 56 2200 [ 1038 | 3738 | 4.00 [ 1000 79 79 73 66 65 60
2400 [ 1133 | 4078 | 2.00 500 77 75 70 63 61 59 2400 [ 1133 | 4078 | 4.00 [ 1000 81 80 75 68 66 61
Notes

1. All Data was obtained from testing in accordance with ASHRAE/ANSI Standard 130, Methods of Testing Air Terminal Units
2. DPSis the difference in static pressure across the valve.
3. Exhaust sound is the noise emitted from the valve inlet into

the downstream duct.




Valves with Neutralizers: 14-inch Exhaust (dual only)

Medium Pressure Accel Il Airflow Control Valves

Exhaust Sound Power Level Performance Data
Size 214 with Neutralizer

Sound Power Levels in dB ref 10"-12 Watts

Sound Power Levels in dB ref 10"-12 Watts

Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | s | m*h |inwc] Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000 cim | Us [ m¥h [inwc ] Pa | 125 T 250 | 500 [ 1000 ] 2000 | 4000
400 189 680 0.60 150 36 42 39 30 29 28 400 189 680 2.50 625 45 51 51 44 43 45
800 378 1359 [ 0.60 150 46 51 44 36 37 33 800 378 1359 [ 2.50 625 53 60 60 49 50 49
1200 566 2039 [ 0.60 150 51 53 48 40 42 37 1200 566 2039 [ 2.50 625 60 67 63 54 56 51
1600 755 2718 | 0.60 150 53 55 49 44 45 40 1600 755 2718 | 2.50 625 62 71 66 57 59 54
2000 944 3398 0.60 150 56 57 53 46 47 43 2000 944 3398 2.50 625 65 72 68 60 61 56
2400 [ 1133 | 4078 | 0.60 150 58 58 54 48 48 45 2400 [ 1133 | 4078 | 2.50 625 67 74 70 62 63 58
2800 [ 1321 | 4757 | 0.60 150 59 59 56 50 49 48 2800 [ 1321 | 4757 | 2.50 625 69 75 71 63 64 60
3200 [ 1510 | 5437 | 0.60 150 60 60 56 51 50 49 3200 [ 1510 | 5437 | 2.50 625 70 76 72 64 65 62
3600 [ 1699 | 6116 0.60 150 62 62 58 52 51 51 3600 | 1699 | 6116 2.50 625 71 77 73 65 66 64
4000 | 1888 | 6796 | 0.60 150 62 62 57 53 52 53 4000 | 1888 | 6796 | 2.50 625 72 77 73 67 67 66
4400 | 2077 | 7476 | 0.60 150 64 64 60 55 53 55 4400 | 2077 | 7476 | 2.50 625 73 79 75 68 68 68
4800 | 2265 | 8155 | 0.60 150 65 65 60 56 53 57 4800 | 2265 | 8155 | 2.50 625 74 80 76 69 69 70
400 189 680 1.00 250 40 46 43 35 34 35 400 189 680 3.00 750 47 52 52 45 45 48
800 378 1359 [ 1.00 250 48 54 50 41 42 39 800 378 1359 [ 3.00 750 55 62 62 51 52 51
1200 566 2039 [ 1.00 250 54 58 53 45 47 42 1200 566 2039 [ 3.00 750 61 69 65 55 57 53
1600 755 2718 1.00 250 57 61 55 49 50 45 1600 755 2718 3.00 750 63 72 68 59 61 56
2000 944 3398 | 1.00 250 59 62 59 51 52 48 2000 944 3398 | 3.00 750 65 74 70 61 63 58
2400 [ 1133 | 4078 | 1.00 250 61 64 60 53 54 50 2400 [ 1133 | 4078 | 3.00 750 68 75 72 63 65 60
2800 [ 1321 | 4757 | 1.00 250 62 65 61 55 54 52 2800 [ 1321 | 4757 | 3.00 750 70 77 73 65 66 61
3200 [ 1510 | 5437 1.00 250 64 66 63 55 55 53 3200 | 1510 | 5437 3.00 750 71 78 74 66 67 62
3600 [ 1699 | 6116 [ 1.00 250 65 68 63 58 57 57 3600 | 1699 | 6116 | 3.00 750 72 79 75 67 68 63
4000 | 1888 | 6796 | 1.00 250 66 67 63 59 58 59 4000 | 1888 | 6796 | 3.00 750 73 79 75 68 69 65
4400 | 2077 | 7476 | 1.00 250 67 70 65 60 59 61 4400 | 2077 | 7476 | 3.00 750 74 81 77 69 70 66
4800 | 2265 | 8155 1.00 250 68 70 66 61 60 63 4800 | 2265 | 8155 3.00 750 75 82 78 69 70 68
400 189 680 1.50 375 42 48 47 39 38 41 400 189 680 3.50 875 48 53 53 47 46 51
800 378 1359 [ 1.50 375 50 57 54 45 46 43 800 378 1359 [ 3.50 875 56 63 63 52 53 53
1200 566 2039 1.50 375 56 63 58 49 51 46 1200 566 2039 3.50 875 61 71 67 57 59 55
1600 755 2718 | 1.50 375 59 66 60 53 54 49 1600 755 2718 | 3.50 875 63 74 69 60 62 57
2000 944 3398 | 1.50 375 62 67 63 55 56 52 2000 944 3398 | 3.50 875 66 76 72 63 65 59
2400 [ 1133 | 4078 [ 1.50 375 64 68 64 57 58 53 2400 [ 1133 | 4078 | 3.50 875 69 77 73 65 67 61
2800 [ 1321 | 4757 1.50 375 65 70 66 58 59 56 2800 [ 1321 | 4757 3.50 875 71 78 75 66 68 63
3200 [ 1510 | 5437 | 1.50 375 67 71 67 60 60 56 3200 | 1510 | 5437 | 3.50 875 72 79 76 68 69 65
3600 | 1699 | 6116 | 1.50 375 68 72 68 60 61 58 3600 | 1699 | 6116 | 3.50 875 73 80 77 69 70 67
4000 | 1888 | 6796 | 1.50 375 68 71 67 62 62 62 4000 | 1888 | 6796 | 3.50 875 74 80 76 70 71 69
4400 | 2077 | 7476 1.50 375 69 73 69 64 63 64 4400 | 2077 | 7476 3.50 875 75 82 79 70 71 70
4800 | 2265 | 8155 | 1.50 375 71 75 71 65 64 66 4800 | 2265 | 8155 | 3.50 875 76 83 80 71 72 71
400 189 680 2.00 500 44 50 50 41 41 45 400 189 680 4.00 | 1000 49 54 53 48 46 53
800 378 1359 2.00 500 53 60 57 47 48 47 800 378 1359 4.00 1000 57 65 65 53 55 55
1200 566 2039 [ 2.00 500 58 65 61 52 53 49 1200 566 2039 [ 4.00 | 1000 62 72 69 58 60 56
1600 755 2718 | 2.00 500 60 68 63 55 57 52 1600 755 2718 [ 4.00 | 1000 64 75 71 62 64 59
2000 944 3398 [ 2.00 500 64 70 66 57 59 54 2000 944 3398 | 4.00 | 1000 67 77 73 64 66 61
2400 | 1133 | 4078 2.00 500 66 71 67 59 61 56 2400 | 1133 | 4078 4.00 1000 70 78 75 66 68 62
2800 [ 1321 | 4757 | 2.00 500 67 73 69 62 62 59 2800 [ 1321 | 4757 | 4.00 [ 1000 72 80 76 67 70 65
3200 | 1510 | 5437 | 2.00 500 68 74 70 62 63 59 3200 | 1510 | 5437 | 4.00 | 1000 73 81 77 69 71 67
3600 [ 1699 | 6116 [ 2.00 500 70 75 71 63 63 60 3600 [ 1699 | 6116 | 4.00 [ 1000 74 82 78 70 71 69
4000 | 1888 | 6796 2.00 500 70 74 70 64 64 62 4000 | 1888 | 6796 4.00 1000 75 82 78 71 72 70
4400 | 2077 | 7476 2.00 500 72 77 72 66 66 66 4400 | 2077 | 7476 4.00 1000 76 84 80 72 73 72
4800 | 2265 | 8155 | 2.00 500 73 77 73 67 67 68 4800 | 2265 | 8155 | 4.00 | 1000 77 85 81 73 74 72
Notes

1. All Data was obtained from testing in accordance with ASHRAE/ANSI Standard 130, Methods of Testing Air Terminal Units
2. DPSis the difference in static pressure across the valve.
3. Exhaust sound is the noise emitted from the valve inlet into

the downstream duct.




Valves with Neutralizers: 8-inch Shut-off Exhaust

Shut-off Valve with Neutralizer
Exhaust Sound Power Level Performance Data

Size 08
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m%h [inwc ] Pa | 125 T 250 [ 500 [ 1000 ] 2000 | 4000 cim | Us [ m%h [inwc ] Pa | 125 T 250 [ 500 [ 1000 ] 2000 | 4000
50 25 85 0.60 150 36 39 37 21 20 20 50 25 85 2.50 625 51 52 48 35 39 42
100 45 170 0.60 150 44 42 42 25 25 26 100 45 170 2.50 625 53 56 52 38 38 42
150 70 250 0.60 150 46 46 43 29 28 28 150 70 250 2.50 625 57 61 54 41 41 44
200 95 340 | 0.60 | 150 47 49 44 30 29 30 200 95 340 | 2.50 | 625 58 62 56 44 43 46
250 120 420 0.60 150 49 50 47 31 30 32 250 120 420 2.50 625 60 64 61 47 47 47
300 140 510 0.60 150 51 50 47 32 31 32 300 140 510 2.50 625 61 66 61 49 48 48
350 160 590 [ 0.60 | 150 54 51 48 33 31 32 350 160 590 | 2.50 | 625 62 67 62 51 48 48
400 190 680 [ 0.60 | 150 54 53 48 35 33 32 400 190 680 | 2.50 | 625 65 67 63 53 48 49
450 210 760 0.60 150 55 55 52 38 35 33 450 210 760 2.50 625 63 67 61 53 48 48
500 230 850 0.60 150 55 57 52 40 36 33 500 230 850 2.50 625 65 68 63 56 50 49
600 280 | 1000 [ 0.60 [ 150 56 57 53 40 37 35 600 280 | 1000 | 2.50 | 625 66 69 64 58 51 50
50 25 85 1.00 250 4 43 40 23 26 27 50 25 85 3.00 750 53 54 49 37 42 45
100 45 170 1.00 250 47 48 43 27 29 30 100 45 170 3.00 750 54 57 53 39 41 44
150 70 250 | 1.00 [ 250 49 51 45 33 32 32 150 70 250 | 3.00 [ 750 58 63 56 43 43 46
200 95 340 [ 1.00 | 250 51 54 48 36 35 34 200 95 340 [ 3.00 | 750 59 64 58 46 46 48
250 120 420 1.00 250 55 55 51 38 36 36 250 120 420 3.00 750 61 66 62 50 49 49
300 140 510 1.00 250 55 56 52 39 37 37 300 140 510 3.00 750 62 68 62 51 49 50
350 160 590 | 1.00 | 250 57 56 52 40 38 39 350 160 590 [ 3.00 | 750 63 69 63 53 49 50
400 190 680 [ 1.00 | 250 59 58 52 40 39 39 400 190 680 | 3.00 | 750 66 69 64 55 49 50
450 210 760 1.00 250 59 59 54 42 40 39 450 210 760 3.00 750 64 68 62 57 50 51
500 230 850 1.00 250 59 61 56 44 41 39 500 230 850 3.00 750 65 69 64 58 51 51
600 280 | 1000 [ 1.00 [ 250 60 61 56 47 43 41 600 280 | 1000 [ 3.00 [ 750 68 71 66 60 52 52
50 25 85 1.50 375 46 47 43 30 33 34 50 25 85 3.50 875 54 55 51 39 46 48
100 45 170 1.50 375 50 54 47 31 34 35 100 45 170 3.50 875 55 58 55 41 44 46
150 70 250 | 150 [ 375 52 56 49 37 37 37 150 70 250 | 3.50 [ 875 58 65 57 44 46 48
200 95 340 | 1.50 | 375 54 57 51 39 40 39 200 95 340 [ 3.50 | 875 61 65 59 48 49 50
250 120 420 1.50 375 57 59 55 42 41 41 250 120 420 3.50 875 62 68 64 50 51 51
300 140 510 1.50 375 57 61 57 44 42 42 300 140 510 3.50 875 63 69 64 52 50 52
350 160 590 | 1.50 | 375 59 61 57 45 43 42 350 160 590 | 3.50 | 875 64 70 65 52 50 53
400 190 680 | 1.50 | 375 61 62 57 46 43 43 400 190 680 | 3.50 | 875 67 70 66 56 50 52
450 210 760 1.50 375 61 62 57 47 44 44 450 210 760 3.50 875 65 69 63 59 52 53
500 230 850 1.50 375 62 64 58 49 45 44 500 230 850 3.50 875 66 70 64 60 52 52
600 280 | 1000 [ 1.50 [ 375 63 65 60 52 47 46 600 280 | 1000 [ 3.50 [ 875 69 72 68 62 53 53
50 25 85 2.00 500 49 50 46 33 37 39 50 25 85 4.00 | 1000 56 56 52 40 48 50
100 45 170 2.00 500 52 55 50 34 37 40 100 45 170 4.00 | 1000 56 59 56 42 46 47
150 70 250 | 2.00 [ 500 56 59 53 39 40 42 150 70 250 | 4.00 [ 1000 59 66 58 46 48 49
200 95 340 [ 2.00 | 500 56 60 54 42 42 44 200 95 340 | 4.00 | 1000 62 66 61 49 52 52
250 120 420 2.00 500 59 62 58 45 44 45 250 120 420 4.00 | 1000 63 69 65 51 52 53
300 140 510 2.00 500 59 64 59 46 44 46 300 140 510 4.00 | 1000 64 70 65 53 52 53
350 160 590 | 2.00 | 500 61 64 60 48 45 46 350 160 590 | 4.00 | 1000 65 72 66 53 52 54
400 190 680 [ 2.00 | 500 61 64 60 50 45 46 400 190 680 | 4.00 | 1000 68 72 67 56 51 53
450 210 760 2.00 500 63 65 61 51 46 46 450 210 760 4.00 | 1000 65 71 64 61 53 55
500 230 850 2.00 500 64 66 60 53 47 47 500 230 850 4.00 | 1000 67 71 65 60 53 54
600 280 | 1000 [ 2.00 [ 500 65 67 62 55 49 48 600 280 | 1000 [ 4.00 | 1000 70 73 69 63 54 54
Notes

1. DPS is the difference in static pressure across the valve.
2. Exhaust sound is the noise emitted from the valve intlet into
the downstream duct.
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Valves with Neutralizers: 10-inch Shut-off Exhaust

Shut-off Valve with Neutralizer

Exhaust Sound Power Level Performance Data

Size 10
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cfm | Us [ mh [inwec | Pa [ 125 ] 250 | 500 [ 1000 | 2000 | 4000 cim | s [ mh [inwe | Pa [ 125 | 250 | 500 [ 1000 | 2000 | 4000
100 45 170 0.60 150 57 51 39 26 27 27 100 45 170 2.50 625 51 53 50 39 42 Xl
200 95 340 [ 0.60 | 150 58 52 44 32 33 31 200 95 340 [ 2.50 | 625 59 61 57 48 46 46
300 140 510 0.60 150 58 53 45 34 36 34 300 140 510 2.50 625 64 67 63 51 49 48
400 190 680 0.60 150 58 54 47 35 38 39 400 190 680 2.50 625 67 70 65 54 51 49
500 230 850 0.60 150 58 55 47 37 41 43 500 230 850 2.50 625 70 72 66 56 53 50
600 280 | 1000 | 0.60 | 150 58 56 49 38 43 46 600 280 | 1000 | 2.50 | 625 72 74 66 57 55 51
700 330 1200 [ 0.60 150 59 57 51 40 44 47 700 330 1200 [ 2.50 625 73 76 66 57 56 53
800 380 1350 | 0.60 150 60 58 52 Xl 45 48 800 380 1350 | 2.50 625 74 76 67 58 58 55
100 45 170 1.00 | 250 63 55 43 30 33 32 100 45 170 | 3.00 [ 750 51 53 51 39 44 43
200 95 340 1.00 | 250 64 57 49 35 38 35 200 95 340 [ 3.00 | 750 60 62 58 48 48 47
300 140 510 1.00 250 64 58 51 39 40 38 300 140 510 3.00 750 64 67 64 53 51 50
400 190 680 1.00 250 64 59 53 41 44 42 400 190 680 3.00 750 68 71 67 55 53 51
500 230 850 1.00 | 250 65 61 53 42 44 44 500 230 850 [ 3.00 | 750 71 73 68 57 55 52
600 280 [ 1000 | 1.00 | 250 65 62 54 44 46 47 600 280 | 1000 | 3.00 | 750 73 75 69 58 58 53
700 330 1200 | 1.00 250 68 63 56 45 47 48 700 330 1200 | 3.00 750 74 76 69 58 59 55
800 380 1350 | 1.00 250 67 64 57 46 48 49 800 380 1350 | 3.00 750 75 77 69 59 59 57
100 45 170 1.50 375 52 53 46 35 38 36 100 45 170 3.50 875 51 53 51 40 45 44
200 95 340 1.50 375 57 60 55 42 Xl Xl 200 95 340 3.50 875 60 63 59 49 49 48
300 140 510 1.50 375 62 65 58 44 45 43 300 140 510 3.50 875 65 68 65 54 53 51
400 190 680 1.50 | 375 65 66 59 47 46 44 400 190 680 | 3.50 | 875 69 72 69 56 54 52
500 230 850 1.50 375 68 67 59 49 48 46 500 230 850 3.50 875 72 74 70 58 57 54
600 280 1000 | 1.50 375 70 67 59 50 50 48 600 280 1000 | 3.50 875 74 76 71 61 59 55
700 330 1200 | 1.50 375 71 68 59 51 51 49 700 330 1200 | 3.50 875 75 77 71 62 60 56
800 380 [ 1350 | 1.50 | 375 71 69 61 52 52 51 800 380 [ 1350 | 3.50 | 875 76 78 72 63 62 58
100 45 170 2.00 500 55 53 49 37 40 39 100 45 170 4.00 | 1000 51 54 51 Xl 47 46
200 95 340 2.00 500 59 61 56 45 44 43 200 95 340 4.00 | 1000 61 63 60 50 51 49
300 140 510 [ 2.00 | 500 63 66 60 48 47 45 300 140 510 [ 4.00 | 1000 65 68 65 56 54 52
400 190 680 [ 2.00 | 500 66 70 62 50 49 46 400 190 680 [ 4.00 | 1000 69 72 70 59 57 54
500 230 850 2.00 500 69 71 63 52 51 48 500 230 850 4.00 | 1000 73 75 72 60 58 55
600 280 1000 | 2.00 500 71 72 63 53 53 50 600 280 1000 | 4.00 [ 1000 74 77 73 63 60 56
700 330 [ 1200 | 2.00 | 500 72 72 63 54 55 51 700 330 [ 1200 | 4.00 | 1000 75 78 73 64 62 57
800 380 [ 1350 | 2.00 | 500 73 73 64 55 55 53 800 380 [ 1350 | 4.00 | 1000 76 79 73 65 64 59
Notes
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1. DPS is the difference in static pressure across the valve.

2. Exhaust sound is the noise emitted from the valve inlet into

the downstream duct.

Phoenix Controls



Valves with Neutralizers: 10-inch Dual Shut-off Exhaust

Shut-off Exhaust Valve with Neutralizer
Exhaust Sound Power Level Performance Data

Size 210
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz

cim | Us [ m%h [inwc ][ Pa | 125 ] 250 [ 500 [ 1000 ] 2000 | 4000 cim | s [ m¥h [inwc] Pa | 125 | 250 | 500 | 1000 [ 2000 | 4000
200 94 340 0.60 150 46 51 46 32 33 29 200 94 340 2.50 625 56 55 55 44 51 46
300 142 510 0.60 150 49 52 47 33 36 30 300 142 510 2.50 625 58 58 59 49 53 49
400 189 680 0.60 150 52 52 48 34 38 32 400 189 680 2.50 625 60 61 63 51 54 51
500 236 850 [ 0.60 | 150 55 52 48 36 40 34 500 236 850 [ 2.50 | 625 62 63 65 52 55 52
600 283 1019 | 0.60 150 55 53 49 37 Xl 36 600 283 1019 | 2.50 625 65 66 67 53 56 53
700 330 1189 | 0.60 150 56 53 50 38 42 38 700 330 1189 | 2.50 625 66 69 68 54 57 54
800 378 1359 | 0.60 150 57 53 50 39 43 41 800 378 1359 | 2.50 625 67 70 69 55 58 55
900 425 | 1529 | 0.60 | 150 58 54 51 40 44 44 900 425 | 1529 | 2.50 | 625 68 71 69 56 59 56
1000 472 1699 | 0.60 150 59 55 52 42 45 47 1000 472 1699 | 2.50 625 69 72 69 58 60 57
1100 519 1869 | 0.60 150 60 56 52 43 46 50 1100 519 1869 | 2.50 625 70 73 70 59 61 58
1200 566 2039 | 0.60 150 61 57 53 44 47 53 1200 566 2039 | 2.50 625 71 74 70 60 62 59
1300 | 614 | 2209 | 0.60 | 150 62 58 54 45 48 56 1300 | 614 | 2209 | 2.50 | 625 72 74 70 61 62 59
1400 661 2379 | 0.60 150 63 58 55 46 49 58 1400 661 2379 | 2.50 625 73 75 71 61 63 60
1500 708 2549 | 0.60 150 63 59 55 46 50 61 1500 708 2549 | 2.50 625 74 75 71 62 64 61
1600 755 2718 | 0.60 150 64 59 56 47 51 64 1600 755 2718 | 2.50 625 76 75 71 63 65 61
1700 | 802 | 2888 | 0.60 | 150 64 60 57 47 52 67 1700 | 802 | 2888 | 2.50 | 625 77 75 72 63 66 62
200 94 340 1.00 250 51 50 51 36 40 35 200 94 340 3.00 750 55 56 55 45 54 49
300 142 510 1.00 250 54 54 53 41 42 37 300 142 510 3.00 750 61 59 59 51 54 51
400 189 680 1.00 | 250 58 58 54 43 44 39 400 189 680 | 3.00 | 750 63 62 63 54 55 53
500 236 850 1.00 250 59 58 55 44 45 Xl 500 236 850 3.00 750 64 64 66 55 56 54
600 283 1019 | 1.00 250 61 59 55 45 47 42 600 283 1019 | 3.00 750 66 66 67 57 57 55
700 330 1189 | 1.00 250 62 59 56 46 48 44 700 330 1189 | 3.00 750 68 69 68 58 58 56
800 378 [ 1359 | 1.00 | 250 63 60 56 47 49 45 800 378 [ 1359 | 3.00 | 750 69 70 68 59 59 57
900 425 1529 | 1.00 250 63 60 57 48 50 46 900 425 1529 | 3.00 750 70 71 69 60 60 58
1000 472 1699 | 1.00 250 64 61 57 49 51 47 1000 472 1699 | 3.00 750 70 72 70 61 61 59
1100 519 1869 | 1.00 250 65 61 58 49 52 48 1100 519 1869 | 3.00 750 71 73 70 62 62 60
1200 | 566 | 2039 | 1.00 | 250 66 62 58 50 52 49 1200 | 566 | 2039 | 3.00 | 750 72 73 71 62 63 61
1300 614 2209 | 1.00 250 67 62 59 50 53 50 1300 614 2209 | 3.00 750 73 74 72 63 64 61
1400 661 2379 | 1.00 250 67 63 59 51 54 51 1400 661 2379 | 3.00 750 74 75 72 64 65 62
1500 708 2549 | 1.00 250 68 63 60 52 54 52 1500 708 2549 | 3.00 750 75 76 73 64 66 63
1600 | 755 | 2718 | 1.00 | 250 69 64 61 52 55 53 1600 | 755 | 2718 | 3.00 | 750 76 77 74 65 66 63
1700 802 2888 | 1.00 250 70 65 62 53 56 54 1700 802 2888 | 3.00 750 76 78 74 66 67 64
200 94 340 1.50 375 52 52 52 40 45 39 200 94 340 3.50 875 58 57 56 46 54 51
300 142 510 1.50 | 375 54 56 58 45 47 43 300 142 510 [ 3.50 | 875 60 60 60 52 56 53
400 189 680 1.50 375 59 60 59 46 48 44 400 189 680 3.50 875 62 62 64 55 57 54
500 236 850 1.50 375 62 61 60 49 49 46 500 236 850 3.50 875 64 64 67 57 58 55
600 283 1019 | 1.50 375 63 62 60 50 50 47 600 283 1019 | 3.50 875 66 66 70 59 59 56
700 330 [ 1189 | 1.50 | 375 64 63 60 51 51 48 700 330 [ 1189 | 3.50 | 875 68 69 70 61 60 57
800 378 1359 | 1.50 375 66 64 61 52 52 49 800 378 1359 | 3.50 875 69 70 71 62 61 58
900 425 1529 | 1.50 375 67 64 61 53 53 50 900 425 1529 | 3.50 875 70 71 72 63 62 59
1000 472 1699 | 1.50 375 68 65 62 53 54 51 1000 472 1699 | 3.50 875 71 72 73 64 63 60
1100 | 519 | 1869 | 1.50 | 375 69 66 62 54 55 52 1100 | 519 | 1869 | 3.50 | 875 72 73 74 64 64 61
1200 566 2039 | 1.50 375 70 66 63 54 56 53 1200 566 2039 | 3.50 875 73 74 75 65 65 62
1300 614 2209 | 1.50 375 71 67 63 55 57 54 1300 614 2209 | 3.50 875 73 75 75 65 65 63
1400 661 2379 | 1.50 375 72 67 64 56 58 55 1400 661 2379 | 3.50 875 74 76 75 66 66 63
1500 | 708 | 2549 | 1.50 | 375 72 68 64 56 59 56 1500 | 708 | 2549 | 3.50 | 875 75 77 76 66 67 64
1600 755 2718 | 1.50 375 73 68 65 57 59 56 1600 755 2718 | 3.50 875 76 78 76 67 67 65
1700 802 2888 | 1.50 375 73 69 66 57 60 57 1700 802 2888 | 3.50 875 77 79 76 67 68 65
200 94 340 [ 2.00 | 500 54 53 57 43 48 43 200 94 340 [ 4.00 | 1000 58 59 57 47 56 52
300 142 510 2.00 500 58 57 59 47 49 46 300 142 510 4.00 | 1000 61 61 60 52 58 54
400 189 680 2.00 500 59 61 61 48 50 48 400 189 680 4.00 | 1000 63 64 64 56 59 55
500 236 850 2.00 500 62 64 62 49 51 49 500 236 850 4.00 | 1000 65 65 66 59 60 56
600 283 [ 1019 | 2.00 | 500 64 66 63 50 52 51 600 283 [ 1019 | 4.00 | 1000 66 66 70 60 61 57
700 330 1189 | 2.00 500 65 67 64 51 53 52 700 330 1189 | 4.00 [ 1000 68 69 73 62 62 58
800 378 1359 | 2.00 500 66 69 64 52 54 53 800 378 1359 | 4.00 [ 1000 69 70 74 63 63 59
900 425 1529 | 2.00 500 67 69 65 53 55 54 900 425 1529 | 4.00 [ 1000 70 72 75 64 64 60
1000 | 472 | 1699 | 2.00 | 500 68 70 66 54 56 55 1000 | 472 | 1699 | 4.00 | 1000 72 73 76 65 65 61
1100 519 1869 | 2.00 500 70 70 66 55 57 56 1100 519 1869 | 4.00 [ 1000 72 74 77 66 66 62
1200 566 2039 | 2.00 500 71 70 66 56 58 56 1200 566 2039 | 4.00 | 1000 73 75 77 67 66 63
1300 614 2209 | 2.00 500 72 71 67 57 59 57 1300 614 2209 | 4.00 | 1000 74 76 77 67 67 64
1400 | 661 | 2379 | 2.00 | 500 73 71 67 58 60 58 1400 | 661 | 2379 | 4.00 | 1000 75 77 78 68 68 65
1500 708 2549 | 2.00 500 74 72 68 59 61 58 1500 708 2549 | 4.00 | 1000 76 78 78 68 68 66
1600 755 2718 | 2.00 500 75 72 68 60 62 59 1600 755 2718 | 4.00 | 1000 77 79 78 69 69 67
1700 802 2888 | 2.00 500 76 72 69 61 63 59 1700 802 2888 | 4.00 | 1000 77 80 78 69 70 67

Sound Power Level Performance Data

Notes

1. DPS is the difference in static pressure across the valve.
2. Exhaust sound is the noise emitted from the valve inlet into

the downstream duct.
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Valves with Neutralizers: 12-inch Shut-off Exhaust

Shut-off Valve with Neutralizer
Exhaust Sound Power Level Performance Data

Size 12
Sound Power Levels in dB ref 107-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m%h [inwc ] Pa | 125 T 250 [ 500 [ 1000 ] 2000 | 4000 cim | Us [ m%h [inwc ] Pa | 125 T 250 [ 500 [ 1000 ] 2000 | 4000
200 94 340 0.60 150 48 49 39 29 27 25 200 94 340 2.50 625 45 54 51 44 44 43
300 142 510 | 0.60 | 150 49 53 42 31 30 29 300 142 510 [ 2.50 | 625 48 58 55 45 46 44
400 189 680 [ 0.60 | 150 50 53 44 33 33 32 400 189 680 | 2.50 | 625 51 62 58 46 47 46
500 236 850 0.60 150 51 53 45 35 36 36 500 236 850 2.50 625 55 65 60 47 48 47
600 283 1019 | 0.60 150 52 54 45 37 42 42 600 283 1019 | 2.50 625 61 67 61 48 49 49
700 330 [ 1189 | 0.60 | 150 53 55 46 40 44 47 700 330 [ 1189 | 2.50 | 625 62 68 62 49 50 50
800 378 [ 1359 | 0.60 | 150 54 55 47 41 45 50 800 378 [ 1359 | 2.50 | 625 64 69 62 50 51 51
900 425 1529 | 0.60 150 55 56 49 43 46 51 900 425 1529 | 2.50 625 65 70 63 52 52 51
1000 472 1699 | 0.60 150 56 58 50 45 47 51 1000 472 1699 | 2.50 625 67 71 63 53 53 52
1100 | 519 | 1869 | 0.60 [ 150 57 58 52 46 48 52 1100 | 519 | 1869 | 2.50 | 625 69 72 64 55 54 53
1200 | 566 | 2039 | 0.60 | 150 59 60 53 48 49 52 1200 | 566 | 2039 | 2.50 | 625 70 73 64 56 55 54
1300 614 2209 | 0.60 150 60 61 55 49 51 52 1300 614 2209 | 2.50 625 72 73 65 57 56 55
200 94 340 1.00 [ 250 54 54 44 35 36 30 200 94 340 | 3.00 | 750 44 51 54 42 48 47
300 142 510 1.00 | 250 56 56 48 38 38 34 300 142 510 [ 3.00 | 750 48 58 55 45 48 47
400 189 680 1.00 250 58 57 50 40 39 40 400 189 680 3.00 750 52 62 59 47 49 48
500 236 850 1.00 250 60 59 51 42 41 43 500 236 850 3.00 750 56 64 61 48 49 49
600 283 | 1019 [ 1.00 [ 250 61 59 52 43 43 46 600 283 | 1019 | 3.00 | 750 60 66 62 49 50 50
700 330 [ 1189 | 1.00 | 250 61 60 52 44 45 48 700 330 [ 1189 | 3.00 | 750 62 68 62 50 51 51
800 378 1359 | 1.00 250 62 60 53 45 46 50 800 378 1359 | 3.00 750 64 70 63 50 52 52
900 425 1529 | 1.00 250 63 61 54 47 47 51 900 425 1529 | 3.00 750 66 70 63 51 53 52
1000 | 472 | 1699 [ 1.00 [ 250 63 62 55 48 48 52 1000 | 472 | 1699 | 3.00 | 750 68 71 64 52 54 53
1100 | 519 | 1869 | 1.00 | 250 63 63 56 50 49 52 1100 | 519 | 1869 | 3.00 | 750 69 72 64 53 55 54
1200 566 2039 | 1.00 250 64 63 57 51 50 53 1200 566 2039 | 3.00 750 71 73 65 54 56 55
1300 614 2209 | 1.00 250 64 65 58 53 52 53 1300 614 2209 | 3.00 750 72 74 66 57 57 56
200 94 340 1.50 | 375 52 54 49 40 41 36 200 94 340 [ 3.50 | 875 50 51 54 46 49 49
300 142 510 1.50 375 55 58 52 42 42 39 300 142 510 3.50 875 51 58 56 47 50 49
400 189 680 1.50 375 58 62 54 45 44 42 400 189 680 3.50 875 52 61 60 48 50 50
500 236 850 1.50 | 375 61 65 56 47 45 45 500 236 850 [ 3.50 | 875 56 64 62 49 51 50
600 283 [ 1019 | 1.50 | 375 65 66 57 49 46 47 600 283 | 1019 | 3.50 | 875 59 66 63 50 51 51
700 330 1189 | 1.50 375 66 66 57 50 47 49 700 330 1189 | 3.50 875 61 68 64 51 52 52
800 378 1359 | 1.50 375 67 67 58 51 48 50 800 378 1359 | 3.50 875 63 70 64 51 53 53
900 425 | 1529 | 1.50 [ 375 68 67 59 52 49 50 900 425 | 1529 | 3.50 [ 875 65 71 64 53 54 54
1000 | 472 | 1699 | 1.50 | 375 69 67 59 53 50 51 1000 | 472 | 1699 | 3.50 | 875 67 73 65 53 55 54
1100 519 1869 | 1.50 375 69 68 60 54 51 52 1100 519 1869 | 3.50 875 69 73 65 54 56 55
1200 566 2039 | 1.50 375 69 68 61 55 52 53 1200 566 2039 | 3.50 875 70 74 66 55 57 56
1300 | 614 | 2209 | 1.50 [ 375 70 68 62 56 53 54 1300 | 614 | 2209 | 3.50 [ 875 72 75 67 57 58 57
200 94 340 2.00 500 52 54 51 44 44 41 200 94 340 4.00 | 1000 51 52 55 49 50 50
300 142 510 2.00 500 55 59 54 45 45 43 300 142 510 4.00 | 1000 52 58 58 49 51 51
400 189 680 [ 2.00 | 500 58 63 57 48 46 45 400 189 680 [ 4.00 | 1000 53 61 60 50 52 51
500 236 850 [ 2.00 | 500 61 66 59 50 47 46 500 236 850 [ 4.00 | 1000 55 64 62 51 52 52
600 283 1019 | 2.00 500 64 68 60 51 48 48 600 283 1019 | 4.00 [ 1000 58 66 64 52 53 53
700 330 1189 | 2.00 500 65 69 61 52 49 50 700 330 1189 | 4.00 [ 1000 60 68 66 53 54 53
800 378 [ 1359 | 2.00 | 500 66 70 61 53 50 51 800 378 [ 1359 | 4.00 | 1000 62 70 66 54 55 54
900 425 | 1529 | 2.00 | 500 69 71 62 53 51 51 900 425 | 1529 | 4.00 | 1000 64 71 66 54 55 55
1000 472 1699 | 2.00 500 70 71 62 54 52 52 1000 472 1699 | 4.00 [ 1000 66 73 66 55 56 56
1100 519 1869 | 2.00 500 71 72 63 56 53 53 1100 519 1869 | 4.00 [ 1000 68 74 67 56 57 57
1200 | 566 | 2039 | 2.00 | 500 72 72 63 56 54 54 1200 | 566 | 2039 | 4.00 | 1000 70 75 67 56 58 57
1300 | 614 | 2209 | 2.00 [ 500 72 73 64 57 55 55 1300 | 614 | 2209 | 4.00 | 1000 71 76 68 57 59 58
Notes
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1. DPS is the difference in static pressure across the valve.

2. Exhaust sound is the noise emitted from the valve inlet into

the downstream duct.
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Valves with Neutralizers: 12-inch Dual Shut-off Exhaust

Shut-off Valve with Neutralizer

Discharge Sound Power Level Performance Data

Size 212
Sound Power Levels in dB ref 10*-12 Watts Sound Power Levels in dB ref 10*-12 Watts
Airflow DPS Octave Band Center Frequency in Hz Airflow DPS Octave Band Center Frequency in Hz
cim | Us [ m%h [inwc ][ Pa | 125 ] 250 [ 500 [ 1000 ] 2000 | 4000 cim | s [ m¥h [inwc] Pa | 125 | 250 | 500 | 1000 [ 2000 | 4000
400 189 680 0.60 150 51 52 46 44 40 34 400 189 680 2.50 625 59 62 59 58 59 53
600 283 1019 | 0.60 150 55 55 48 49 44 39 600 283 1019 | 2.50 625 62 66 64 63 61 56
800 378 [ 1359 | 0.60 | 150 58 56 51 51 47 42 800 378 [ 1359 | 2.50 | 625 66 70 66 65 62 58
1000 472 1699 | 0.60 150 59 57 52 52 49 45 1000 472 1699 | 2.50 625 65 72 67 67 64 61
1200 566 2039 | 0.60 150 60 58 53 53 51 49 1200 566 2039 | 2.50 625 67 74 68 68 65 63
1400 661 2379 | 0.60 150 61 59 54 54 53 52 1400 661 2379 | 2.50 625 68 75 69 69 66 64
1600 | 755 | 2718 | 0.60 | 150 62 61 55 55 54 53 1600 | 755 | 2718 | 2.50 | 625 69 76 70 70 67 65
1800 850 3058 | 0.60 150 63 62 56 55 54 54 1800 850 3058 | 2.50 625 70 77 71 71 68 66
2000 944 3398 | 0.60 150 64 64 57 56 55 55 2000 944 3398 | 2.50 625 72 78 72 72 69 67
2200 | 1038 | 3738 | 0.60 150 65 66 58 57 55 55 2200 | 1038 | 3738 | 2.50 625 73 79 73 73 70 68
2400 | 1133 | 4078 | 0.60 [ 150 67 67 59 57 56 56 2400 | 1133 [ 4078 | 2.50 | 625 74 80 73 74 71 68
2600 | 1227 | 4417 | 0.60 150 68 68 61 57 56 57 2600 | 1227 | 4417 | 2.50 625 75 81 74 75 71 69
400 189 680 1.00 250 55 58 51 50 48 44 400 189 680 3.00 750 59 62 61 61 62 56
600 283 [ 1019 | 1.00 | 250 60 60 55 54 50 47 600 283 | 1019 | 3.00 | 750 64 65 65 64 63 58
800 378 1359 | 1.00 250 62 61 56 57 52 50 800 378 1359 | 3.00 750 65 69 68 68 64 61
1000 472 1699 | 1.00 250 63 63 57 58 54 52 1000 472 1699 | 3.00 750 66 73 70 70 66 63
1200 566 2039 | 1.00 250 64 64 58 59 55 54 1200 566 2039 | 3.00 750 68 74 71 71 67 65
1400 | 661 | 2379 | 1.00 | 250 65 65 59 60 56 55 1400 | 661 | 2379 | 3.00 | 750 69 75 72 72 68 66
1600 755 2718 | 1.00 250 66 66 60 61 57 56 1600 755 2718 | 3.00 750 70 76 73 73 69 67
1800 850 3058 | 1.00 250 68 67 61 62 58 57 1800 850 3058 | 3.00 750 71 77 74 74 70 68
2000 944 3398 | 1.00 250 69 68 62 62 59 58 2000 944 3398 | 3.00 750 73 79 74 75 71 69
2200 | 1038 | 3738 | 1.00 [ 250 70 69 63 63 60 59 2200 | 1038 [ 3738 | 3.00 | 750 74 80 75 75 72 70
2400 | 1133 | 4078 | 1.00 250 71 71 64 64 61 60 2400 | 1133 | 4078 | 3.00 750 75 81 75 76 73 71
2600 | 1227 | 4417 | 1.00 250 72 72 65 64 62 61 2600 | 1227 | 4417 | 3.00 750 76 82 76 76 73 71
400 189 680 1.50 | 375 56 64 57 54 54 46 400 189 680 | 3.50 | 875 61 63 61 61 64 59
600 283 1019 | 1.50 375 61 65 59 58 55 51 600 283 1019 | 3.50 875 64 66 66 66 65 60
800 378 1359 | 1.50 375 63 67 61 61 56 54 800 378 1359 | 3.50 875 66 70 69 69 66 62
1000 472 1699 | 1.50 375 64 68 62 62 57 56 1000 472 1699 | 3.50 875 67 73 71 71 67 64
1200 | 566 | 2039 | 1.50 | 375 65 69 63 63 58 57 1200 | 566 | 2039 | 3.50 | 875 69 74 72 72 68 66
1400 661 2379 | 1.50 375 66 70 64 64 59 58 1400 661 2379 | 3.50 875 70 75 74 74 69 67
1600 755 2718 | 1.50 375 67 72 65 65 60 59 1600 755 2718 | 3.50 875 71 76 75 75 70 69
1800 850 3058 | 1.50 375 69 72 66 66 61 60 1800 850 3058 | 3.50 875 72 77 76 76 71 70
2000 | 944 | 3398 | 1.50 [ 375 70 73 67 67 62 61 2000 [ 944 [ 3398 | 3.50 | 875 73 79 76 76 72 71
2200 | 1038 | 3738 | 1.50 375 71 73 68 68 64 62 2200 | 1038 | 3738 | 3.50 875 74 80 77 77 73 72
2400 | 1133 | 4078 | 1.50 375 72 74 69 69 65 63 2400 | 1133 | 4078 | 3.50 875 75 81 77 78 74 73
2600 | 1227 | 4417 | 1.50 375 73 76 70 69 66 64 2600 | 1227 | 4417 | 3.50 875 77 83 78 79 75 73
400 189 680 2.00 500 57 62 61 56 56 50 400 189 680 4.00 | 1000 61 64 61 62 65 60
600 283 1019 | 2.00 500 62 66 62 61 58 54 600 283 1019 | 4.00 [ 1000 64 67 67 67 66 61
800 378 1359 | 2.00 500 65 69 63 64 60 57 800 378 1359 | 4.00 [ 1000 67 70 70 70 67 63
1000 | 472 | 1699 | 2.00 | 500 65 72 64 65 61 58 1000 | 472 | 1699 | 4.00 | 1000 68 73 72 72 68 65
1200 566 2039 | 2.00 500 66 73 65 66 62 60 1200 566 2039 | 4.00 | 1000 69 75 74 74 69 67
1400 661 2379 | 2.00 500 67 74 66 67 63 61 1400 661 2379 | 4.00 | 1000 70 76 75 75 71 68
1600 755 2718 | 2.00 500 68 75 67 68 64 62 1600 755 2718 | 4.00 | 1000 71 77 76 76 72 70
1800 | 850 | 3058 | 2.00 | 500 70 76 68 69 65 63 1800 | 850 | 3058 | 4.00 | 1000 73 78 77 77 73 71
2000 944 3398 | 2.00 500 71 77 69 70 66 64 2000 944 3398 | 4.00 | 1000 74 79 78 78 74 72
2200 | 1038 | 3738 | 2.00 500 72 77 70 71 67 65 2200 | 1038 | 3738 | 4.00 | 1000 75 80 78 79 75 73
2400 | 1133 | 4078 | 2.00 500 73 77 71 72 68 66 2400 | 1133 | 4078 | 4.00 | 1000 76 81 79 80 76 75
2600 | 1227 | 4417 | 2.00 500 74 79 72 73 69 66 2600 | 1227 | 4417 | 4.00 | 1000 77 82 80 81 77 76

Sound Power Level Performance Data

Notes

1. DPS is the difference in static pressure across the valve.
2. Discharge sound is the noise emitted from the valve outlet into

the downstream duct.
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